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Foreword 

This Technical Specification (TS) has been produced by the 3"* Generation Partnership Project (3GPP). 

The contents of the present document are subject to continiung work within the TSG and may change following formal 
TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an 
identifying change of release date and an increase in version number as follows: 

Version x.y.z 

where: 

X the first digit: 

1 presented to TSG for information; 

2 presented to TSG for approval; 

3 or greater indicates TSG approved document under change control. 

y the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, 
updates, etc. 

z the third digit is incremented when editorial only changes have been incorporated in the document. 
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1 Scope 

The present document defines the stage 2 and stage 3 description of the non-reahime Multimedia Messaging Service, 
MMS. Stage 2 identifies the functional capabilities and information flows needed to support the service described in 
stage 1. 

The present document includes information applicable to network operators, service providers and terminal, switch and 
database manufacturers. 

The present document contains the core functions for a non realtime Multimedia Messaging Service, MMS, which are 
sufficient to provide a basic service. 

MMS uses a number of technologies to realise the requirements of the stage 1 description (3G TS 22.140) [1]. The 
present document describes how the service requirements are realised with the selected technologies. As far as possible 
existing protocols (e.g. WAP, SMTP, ESMTP as transfer protocols; lower layers to provide push, pull, notification) and 
existing message formats (e.g. SMIL, MIME) shall be used for the realisation of the Multimedia Messaging Service. 

The present document serves as a foundation for the development of MMS. It describes a new service which has no 
direct equivalent in the previous ETSI/GSM world or in the fixed network world. In consequence readers may find that 
certain aspects are not clearly defined or open to misinterpretation. Where any such case is encountered it is essential 
that the issue is brought to the 3GPP TSG T2 standards body (see page 2 for contact information) for discussion and 
resolution in order to provide interoperable implementations. 



2 References 

The following documents contain provisions which, through reference in this text, constitute provisions of the present 
document. 

• References are either specific (identified by date of publication, edition number, version number, etc.) or 
non-specific. 

• For a specific reference, subsequent revisions do not apply. 

• For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including 
a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same 
Release as the present document. 



[I] 3GPP TS 22.140: "Multimedia Messaging Service; Stage 1". 
[2] 3GPP TR 2 1 .905 : "Vocabulary for 3GPP Specifications" . 
[3] void 

[4] void 

[5] IETF; STD 001 1 (RFC 2822): "Internet Message Format", URL: 

http : //www . ie tf org/rfc/rfc 2 8 2 2 . txt . 

[6] IETF; RFC 2046: "Multipurpose Internet Mail extension (MIME) Part Two: Media Types", URL: 

http ://w w w . ietf org/rfc/rfc2046 .txt . 

[7] void. 

[8] void 

[9] void 

[10] void 

[II] 3GPP TS 24.01 1 : "Point-to-Point (PP) Short Message Service (SMS) support on mobile radio 
interface". 
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[12] void 

[13] void 

[14] void 

[15] void 

[16] void 

[17] void 

[18] void 

[19] void 

[20] void 

[21] void 

[22] IETF; STD 0010 (RFC 2821): "Simple Mail Transfer Protocol", URL: 
http://www.ietf.org/rfc/rfc2821.txt . 

[23] WAP Forum (November 1999): "WAP Wireless Session Protocol", WAP-WSP-19991 105- , URL: 

http ://ww w . wapforum.org/ . 

[24] void 

[25] void 

[26] void 

[27] void 

[28] void 

[29] void 

[30] void 

[31] ITU-T Recommendation T.37 (06/98): "Procedures for the transfer of facsimile data via 
store-and-forward on the Internet". 

[32] ITU-T Recommendation T.30 (1996): "Procedures for document facsimile transmission in the 

general switched telephone network". 

[33] IETF; RFC 2421 (Sept. 1998): "Voice Profile for Internet Mail - version 2, VPIM" , URL: 

http://www.ietf org/rfc/rfc2421.txt . 

[34] IETF; STD 0053 (RFC 1939): "POP 3, Post Office Protocol - Version 3" , URL: 

http://www.ietf.org/rfc/rfcl939.txt . 

[35] IETF; RFC 1730 (December 1994): "IMAP4, Internet Message Access Protocol - Version 4" , 

URL: http ://w w w. ietf org/rfc/rfc 1 7 30. txt . . 

[36] Adobe Systems: "Tag Image File Format (TIFF), Version 6", URL:, http://www.adobe.com. 

[37] 3GPP TR 23.039: "Interface protocols for the connection of Short Message Service Centres 

(SMSCs) to Short Message Entities (SMEs)". 

[38] void 

[39] void 
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3 Definitions and Abbreviations 
3.1 Definitions 

For the purposes of the present document, the terms and definitions defined in 3GPP TR 21.905 [2] and 3GPP 
TS 22.140 [1] and the following apply: 

Abstract message: information which is transferred between two MMS entities used to convey an MM and/or 
associated control information between these two entities 

NOTE 1: The apphcation protocol framework and technical realisation of MMS service features is described in 
terms of abstract messages in the present document. 

Application Data: Information / data specific to an apphcation other than the MMS User Agent / VASP which is 
intended to be transported without alteration by using MMS. Application Data may be of any content type and format. 

Delivery Report: feedback information provided to an originator of MM (MMS User Agent or VASP) by an MMS 
Relay/Server about the status of the delivery of an MM 

External Server: network entity/application of an external system such as Internet email, unified messaging system or 
facsimile to which MMs may be sent to and/or from which MMs may be received by an MMS User Agent via an MMS 
service provider 

NOTE 2: An External Server is cormected to that MMS Service Provider via non-MMS-specific protocols. 

Forwarding MMS User Agent: MMS User Agent that is the intended recipient of an MM, that requests forwarding of 
the MM for delivery to other recipient(s) without having to first download the MM 

Forwarded MM: MM originally sent from a sender to an intended recipient which is then forwarded to other 
recipient(s) and to which a dehvery report and/or read-reply report may refer and which may be subject to further 
forwarding 

Message ID: a unique identifier for an MM 

Message Reference: a unique identifier for an MM indicating the location of the MM 

MMBox: network storage associated with a user into which MMs, along with MM State and MM Flags, may be stored, 
retrieved, and deleted 

MM State: the state of an MM within the MMBox, as one of several, mutually-exclusive enumerated values 

MM Flags: a list of zero, one, or more keyword flags, defined by the MMS User Agent, associated with the MM 

MM Delivery: act of a recipient MMS Relay/Server delivering an MM to a recipient MMS User Agent 

MM Submission: act of an originator MMS User Agent submitting an MM to the originator MMS Relay/Server 

MMSNA: Multimedia Messaging Service Network Architecture encompasses all the various elements that provide a 
complete MMS to a user 

MMSE: collection of MMS-specific network elements under the control of a single administration 

MMS Relay/Server: MMS-specific network entity/application that is under the control of an MMS service provider 

NOTE 3: An MMS Relay/Server transfers messages, provides operations of the MMS that are specific to or 

required by the mobile environment and provides (temporary and/or persistent) storage services to the 
MMS. 

MMS User Agent: apphcation residing on a UE, an MS or an external device that performs MMS-specific operations 
on a user's behalf and/or on another application's behalf. 

NOTE 4: An MMS User Agent is not considered part of an MMSE. 

MMS VAS Applications: Applications providing Value Added Services (e.g. news service or weather forecasts) to 
MMS users. 

Original MM: (initial) MM sent from a sender to a recipient and to which a delivery report and/or a read-reply report 
and/or a reply-MM may refer and/or which may be subject to being forwarded 

Originator MMSE: MMSE associated with the sender of an MM 
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Originator MMS Relay/Server: MMS Relay/Server associated with the sender of an MM 
Originator MMS User Agent: MMS User Agent associated with the sender of an MM 
Originator VASP: VASP which is sending an MM 

Read-Reply Report: feedback information to an originator MMS User Agent by a recipient MMS User Agent about 
the status of handling/rendering of an original MM in a recipient MMS User Agent 

Recipient MMSE: MMSE associated with the recipient of an MM 

Recipient MMS Relay/Server: MMS Relay/Server associated with the recipient of an MM 
Recipient MMS User Agent: MMS User Agent associated with the recipient of an MM 
Recipient VASP: VASP which is receiving an MM 

Reply-MM: the first reply accepted by the recipient MMS Relay/Server (after checking the reply charging limitations, 
such as the latest time of submission) in case of reply-charging 

Service provider identiflcation: an identification for a service provider, e.g. a domain name, MCC+MNC, or a subset 
of the IMSI identifying the service provider. It is possible for the MMS Relay/Server to host several service providers. 
Mechanisms for this are implementation- and operator- specific. 

Short code: Service provider specific address which is a string of alphanumeric characters 

SOAP Attachment: Multimedia content, e.g. audio, image, text, presentation or a combination of different media types 
and/or formats, transferred from an MMS VASP to an MMS Relay/Server or vice versa. 

Time stamp: The date, time and the additional information, e.g. UTC, GMT or time zone, which allows the 
unambiguous identification of time. 

Transaction: message pair sent between an MMS User Agent and MMS Relay/Server, or between MMS Relay/Servers 



3.2 



Abbreviations 



For the purposes of the present document, the abbreviations defined in [1] and [2] and the following apply: 



CDR 

DCF 

DNS 

DRM 

EMA 

E-Mail 

ENUM 

FQDN 

GW 

HTTP 

lANA 

IETF 

IMAP4 

MIME 

MM 

MMS 

MMSE 



Charging Data Record 
DRM Content Format 
Domain Name System 
Digital Rights Management 
Electronic Message Association 
Electronic Mail 
Electronic Numbering 
Fully Qualified Domain Name 
Gateway 

Hypertext Transfer Protocol 

Internet Assigned Numbering Authority 

Internet Engineering Task Force 

Internet Message Access Protocol 

Multipurpose Internet Mail Extensions 

Multimedia Message 

Multimedia Messaging Service 

Multimedia Messaging Service Environment 

Multimedia Messaging Service Network Architecture 

Messaging Service Control Function 

Mail Transfer Agent 

Protocol Data Unit 

Post Office Protocol Version 3 

Remote Authentication Dial In User Service 

Request for Connments 

Real Time Streaming Protocol 

Session Description Protocol 

Synchronised Multimedia Integration Language 

Simple Mail Transfer Protocol 

Simple Object Access Protocol 



MMSNA 



MSCF 
MTA 
PDU 
POP3 



RADIUS 



RFC 

RTSP 

SDP 

SMIL 

SMTP 

SOAP 
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SPI 


Service Provider Identification 


TLD 


Top Level Domain 


UA 


User Agent 


URI 


Uniform Resource Identifiers 


VAS 


Value Added Service 


VASP 


Value Added Service Provider 


VPIM 


Voice Profile for Internet Mail 


W3C 


WWW Consortium 


WAP 


Wireless Application Protocol 


WSP 


WAP Session Protocol 


XML 


Extensible Markup Language 



4 

4.1 



General Architecture 



Overview 




Figure 1 : General view of MMS provision within the different networks 

Figure 1 shows a generalised view of the Multimedia Messaging Service architecture. It shall combine different 
networks and network types and shall integrate messaging systems already existent within these networks. The terminal 
operates with the Multimedia Messaging Service Environment, MMSE. This environment may comprise 2G and 3G 
networks, 3G networks with islands of coverage within a 2G network and roamed networks. The MMSE provides all 
the necessary service elements, e.g. delivery, storage and notification functionality. These service elements may be 
located within one network or distributed across several networks or network types. 
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4.2 Involved MMS Elements 

Figure 2 shows that multimedia messaging may encompass many different network types. The basis of connectivity 
between these different networks shall be provided by the Internet protocol and its associated set of messaging 
protocols. This approach enables messaging in 2G and 3G wireless networks to be compatible with messaging systems 
found on the Internet. 




Roaming MMS 
User Agent 



Figure 2: MMS Architectural Elements 

MMSNA 

The Multimedia Messaging Service Network Architecture encompasses all the various elements that provide a complete 
MMS to a user (including interworking between service providers). 

MMSE 

The MMSE is a collection of MMS-specific network elements under the control of a single administration. In the case 
of roaming the visited network is considered a part of that user's MMSE. However, subscribers to another service 
provider are considered to be a part of a separate MMSE. 

MMS Relay/Server 

The MMS Relay/Server is responsible for storage and handling of incoming and outgoing messages and for the transfer 
of messages between different messaging systems. Depending on the business model, the MMS Relay/Server may be a 
single logical element or may be separated into MMS Relay and MMS Server elements. These may be distributed 
across different domains. 

The MMS Relay/Server should be able to generate charging data (Charging Data Record - CDR) when receiving MMs 
from or when delivering MMs to another element of the MMSNA according to 3GPP TS 32.270 [81]. The MMS 
Relay/Server should be able to generate charging data for VASP-related operations. 
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MMS User Databases 

This element may be comprised of one or more entities that contain user related information such as subscription and 
configuration (e.g. user profile, HLR). 

MMS User Agent 

The MMS User Agent resides on a UE, an MS or on an external device connected to a UE/MS. It is an application layer 
function that provides the users with the ability to view, compose and handle MMs (e.g. submitting, receiving, deleting 
ofMMs). 

MMS VAS Applications 

The MMS VAS Applications offer Value Added Services to MMS users. There could be several MMS VAS 
Applications included in or connected to an MMSE. MMS VAS Applications may be able to generate CDRs. 

4.3 Addressing 

MMS shall support the use of E-Mail addresses (RFC 2822) [5] or MSISDN (E. 164) or both to address the recipient of 
an MM. MMS may support the use of service provider specific addresses to address the recipient of an MM. In the case 
of E-Mail addresses standard internet message routing should be used. MMS may support short codes to address Value 
Added Services. 

NOTE: The length of short codes shall be defined by the service provider and will not be specified for this 
release. 

The usage of MSISDN for addressing a recipient in a different MMS service provider's domain shall be possible. For 
that the need of MSISDN translation to a routable address has been identified. Service provider specific addresses may 
be used to e.g. deliver messages to MMS VAS Application within one MMSE. 

MMS connectivity across different networks (MMSEs) is provided based on Internet protocols. According to this 
approach, each MMSE should be assigned a unique domain name (e.g. mms.operatora.net). 

MMS recipient addresses provided by an MMS User Agent may be in a format of an RFC 2822 routable address, e.g. 
E-Mail address, or other formats, such as E.164 or service provider specific addresses. In those cases where a non- 
routable address is used to specify a recipient and the recipient belongs to another MMSE or the recipient is outside of 
any MMSE, it is required to translate the address to an RFC 2822 routable address format. The sender MMS 
Relay/Server's shall make this mapping before routing forward the message to the recipient's MMS Relay/Server. 

The mapping to the correct recipient's MMS Relay/Server domain name is described in clause 7.2.1. 

MMS shall support address hiding i.e. anonymous messages where the sender's address is not shown to the recipient 
MMS User Agent. If the peer entity is not known to be an MMS Relay/Server the originator MMS Relay/Server shall 
not provide the originator address. If the peer entity is known to be an MMS Relay/Server, both the originator address 
and request of address hiding shall be forwarded to the recipient MMS Relay/Server. The recipient MMS Relay/Server 
shall not show the originator address to the recipient MMS User Agent. 

4.4 Message Size IVIeasurement 

The Message size is defined as the sum of the Subject information element size and the size of all the MM element(s), 
including the Presentation object (e.g. SMIL). Other information elements of a MM shall be excluded from the message 
size calculation. 

4.4.1 Size of Subject information element 

The size of the Subject information element (prior to tnmcation - if any) shall be calculated as the length of the subject 
field in octets excluding the "Subject: " token. 
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4.4.2 Size of an MM element 

The size of an MM element shall be calculated as the total number of octets of the media object, i.e. raw data without 
any boundaries or additional headers which are due to MIME-based encodings of the MM. 

In case of an MM element being a multipart/mixed or multipart/related MIME message, the total number of octets 
contained in the body of that MIME message (i.e. that MM element) shall be counted including only the boundaries and 
additional headers which are part of the MIME message (i.e. that MM element). 

NOTE 1 : It is understood that due to the different encoding used in the MM4 reference point for the Subject field, 
there can be a shght discrepancy in the message size calculated over the MMl and MM4 reference points. 

NOTE 2: The message size of a submitted MM might differ from the message size of a retrieved MM if content 
adaptation is performed prior to its retrieval. 

5 Functional Description of Involved MMS Elements 

5.1 MMS User Agent 

5.1 .1 MMS User Agent operations 

The MMS User Agent shall provide the following application layer functionalities:- 

the retrieval of MMs (initiate MM delivery to the MMS User Agent); 

terminal capability negotiation. 
The MMS User Agent may provide additional apphcation layer functionalities such as:- 

the MM composition ; 

the presentation of the MM Size (as defined in clause 4.4) prior to MM submission; 
the MM submission; 
the MM presentation; 

the presentation of notifications to the user; 

the signing of an MM on an end-user to end-user basis; 

the decryption and encryption of an MM on an end-user to end-user basis; 

all aspects of storing MMs on the terminal; 

handling of MMS-related information on the (U)SIM; 

management and presentation of MMBox content; 

the handUng of external devices; 

the user profile management; 

transport of apphcation data; 

replacing a previously retrieved MM with a newly retrieved MM; 
cancelling a previously retrieved MM. 
This optional list of additional fiinctionahties of the MMS User Agent is not exhaustive. 

5.1.1.1 MMS Retrieval Modes 

MMS allows for the retrieval of MMs in a manual or automatic fashion. The retrieval mode is a terminal behavior and 
is based on different factors. These factors may include roaming conditions, message size, MMS User Agent 
configuration, reconraiendation from the MMS Relay/Server for retrieval, the originator of an MM, and transport of 
apphcation data. 



ETSI 



3GPP TS 23.140 version 6.10.0 Release 6 



21 



ETSI TS 123 140 V6.10.0 (2005-06) 



In automatic mode the retrieval of an MM and its storage to local memory is accomplished without any interaction with 
the end user. Depending on terminal implementation, the MM may be displayed to the end user with or without any pre- 
notice. In this mode the end user is probably not aware of the MM notification and whether it's stored on the device or 
not. 

In manual mode the end user is made aware of the MM notification and is allowed to make a decision whether to 
download the MM or not. In this mode the end user is aware of an MM notification and where it's stored on the 
terminal. 

5.1 .2 Minimum set of supported formats 

In order to guarantee a minimum support and compatibility between multimedia messaging capable terminals, the 
following media and file formats shall be supported as defined below and in 3GPP TS 26.140 [74]. 

5.1 .2.1 Interoperability with SMS 

In order to guarantee SMS interoperability, SMS 3GPP TS 24.011 [11] RP-DATA RPDU encapsulation defined in 
clause 7.3.1 shall be supported. MIME type "application/vnd.3gpp.sms" shall be used for this purpose. In order to 
maintain backward compatibility, MIME type "application/x-sms" shall be supported by the MMS UA for mobile- 
terminated messages only. 

5.1.2.2 Plain Text 

Plain Text coding used inside MMS shall be according to [74]. 

5.1.2.3 Speech 

Speech coding used inside MMS shall be according to [74]. 

5.1.2.4 Audio 

Audio coding used inside MMS shall be according to [74]. 

5.1 .2.5 Synthetic audio 

Synthetic audio coding used inside MMS shall be according to [74]. 

5.1.2.6 Still Image 

Still image coding used inside MMS shall be according to [74]. 

5.1.2.7 Bitmap graphics 

Bitmap graphics coding used inside MMS shall be according to [74]. 

5.1.2.8 Video 

Video coding used inside MMS shall be according to [74]. 

5.1.2.9 Vector graphics 

Vector graphics coding used inside MMS shall be according to [74]. 

5.1.2.10 File Format for dynamic media 

Support for file formats for dynamic media used inside MMS shall be according to [74]. 
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5.1 .2.1 1 Media synchronization and presentation format 

Support for media synchronization and presentation format used inside MMS shall be according to [74]. 

5.1.2.12 DRM format 

Support for DRM protected MM elements (i.e. 'DRM Message' and 'DRM Content Format (DCF)') shall be according 
to section 7.1.15. 

5.2 MMS Relay/Server 

The MMS Relay/Server is responsible for storage and notification, reports, and general handling of messages. The 
MMS Relay/Server may also provide convergence functionahty between External Servers and MMS User Agents and 
thus enable the integration of different server types across different networks. An Example can be found in Annex A. 

It is possible to separate the MMS Relay/Server element into MMS Relay and MMS Server elements, but an allocation 
of the MMS Relay/Server functionalities to such elements is not defined in this release. 

The MMS Relay/Server shall provide the following functionalities: 
receiving and sending MM; 

conversion of messages arriving at the recipient MMS Relay/Server from legacy messaging systems to MM 
format (e.g. facsimile to MM) if interworking with legacy messaging systems (MM3) is supported; 

conversion of MMs leaving the originator MMS Relay/Server to legacy messaging systems to the 
appropriate message format (e.g. MM to internet email) if interworking with legacy messaging systems 
(MM3) is supported; 

message content retrieval; 

MM notification to the MMS User Agent; 

generating delivery reports; 

routing forward MMs and read-reply reports; 

address translation; 

temporary storage of messages; 

ensuring that messages are not lost until successfully delivered to another MMSE element; 

DRM functionalities according to section 7.1.15. 
The MMS Relay/Server should provide additional functionalities such as: 

generating charging data records (CDR); 

negotiation of terminal capabilities; 

transport of appUcation data. 
The MMS Relay/Server may provide additional functionalities such as: 

MM forwarding; 

address hiding; 

persistent storage of messages; 
controlling the reply-charging feature of MMS ; . 
relaying Message Distribution Indicator. 
The MMS Relay/Server can provide additional functionalities which are not further specified in this release such as:- 
enabling/disabling MMS function; 
personalising MMS based on user profile information; 



ETSI 



3GPP TS 23.140 version 6.10.0 Release 6 



23 



ETSI TS 123 140 V6.10.0 (2005-06) 



MM deletion based on user profile or filtering information; 

tinncating the subject in a notification, e.g., in order to optimize for underlying bearer limitations; 

media type conversion; 

media format conversion; 

screening of MM; 

checking terminal availability; 

managing the message properties on servers (e.g. voicemail or email server) integrated in the MMSE 
(consistency) (only applicable if interworking with legacy messaging systems (MM3) is supported); 

detecting whether the recipient user is roaming or not; 

detecting whether the recipient handset is MMS capable or not. 

This Ust of additional optional functionahties of the MMS Relay/Server is not exhaustive. 

5.2.1 Persistent Network-based Storage (MMBoxes) 

An optional feature of MMS is the support of persistent, network-based storage, called an "MMBox", a logical entity 
associated with the MMS Relay/Server into which Multimedia Messages (MMs) may be stored, retrieved, and deleted. 
Depending upon an operator's configuration, each subscriber may have her MMBox configured to automatically store 
incoming and submitted MMs, or, through supporting MMS User Agents, request that specific MMs be persistently 
stored on a case-by-case basis. 

5.3 External Servers 

Several External Servers may be included within or connected to an MMSE, e.g. E-Mail Server, SMS Server (SMSC), 
Fax. Convergence functionahty between External Servers and MMS User Agents is provided by the MMS Relay/Server 
which enables the integration of different server types across different networks. Several Examples can be found in 
Annex A. 

5.4 Messaging Service Control Function (MSCF) 

The MSCF is a functional entity which may be connected to the MMS Relay/Server to execute messaging related 
service logic. It may influence addressing, routeing and charging for multimedia messages. Furthermore it may control 
access rights of the user. 

The MSCF may be co-located with the gsmSCF [83]. 

5.5 MMS User Databases and HLR 

The MMS may have access to several User databases. These may consist of e.g. user profile database, subscription 
database, HLR. 

These User Databases shall provide:- 

MMS user subscription information; 

information for the control of access to the MMS; 

information for the control of the extent of available service capability (e.g. server storage space); 
a set of rules how to handle incoming messages and their delivery; 
information of the current capabilities of the users terminal. 

The location of the User Databases and the access to them are outside the scope of this release. 
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5.6 MMS VAS Applications 

The MMS VAS Applications provide value added services to the MMS users. In many ways MMS VAS Applications 
behave like a fixed MMS User Agent. However, MMS VAS Applications may provide some additional features like 
MM recall between MMS VAS Applications and MMS Relay/Server which are not available for MMS User Agents. 

The present document does not cover what kind of applications might be available and how the MMS VAS Application 

provide these services. 

MMS VAS Applications may be able to generate CDRs when receiving MMs from MMS Relay/Server and when 
submitting MMs to MMS Relay/Server. The interaction between an MMS Relay/Server and the MMS VAS Application 
should be provided through the MM7 interface, as described in clause 6.9. 



6 MMSE Architecture and Interfaces 

This clause defines the Multimedia Messaging framework. The application protocol framework described by the means 
of abstract messages and the technical reaUsation of MMS service features are defined in clause 8. 



6.1 IVIIVIS Reference Architecture 

Figure 3 shows the MMS Reference Architecture and identifies reference points within an MMSNA that are further 
described below. Abstract messages are indicated in clause 8 that describe the logical message exchange on these 
reference points on a high-level basis. 
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Figure 3: MMS Reference Architecture 

The interfaces in the MMS Reference Architecture are: 

MMl: The reference point between the MMS User Agent and the MMS Relay/Server. 
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MM2: The reference point between the MMS Relay and the MMS Server. 

MM3: The reference point between the MMS Relay/Server and external (legacy) messaging systems. 

MM4: The reference point between the MMS Relay/Server and another MMS Relay/Server that is within another 
MMSE. 

MMS: The reference point between the MMS Relay/Server and the Home Location Register (HLR). 

MM6: The reference point between the MMS Relay/Server and the MMS User Databases. 

MM7: The reference point between the MMS Relay/Server and MMS VAS Applications. 

MMS: The reference point between the MMS Relay/Server and the post-processing system. 

MM9: The reference point between the MMS Relay/Server and the online charging system. 

MMIO: The reference point between the MMS Relay/Server and a Messaging Service Control Function (MSCF). 



6.2 
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Figure 4: Protocol Framework to provide MMS 

To provide implementation flexibility, integration of existing and new services together with interoperability across 
different networks and terminals, the MMS shall make use of the protocol framework outlined in figure 4. In this 
framework the MMS User Agent communicates with the MMS Relay/Server, which may communicate with External 
Servers. This MMS Relay/Server may provide convergence functionality between Extemal Servers and MMS User 
Agents and thus enables the integration of different server types across different networks. 



6.3 MM1 : MMS Relay/Server - MMS User Agent 

Reference point MMl is used to submit Multimedia Messages from MMS User Agent to MMS Relay/Server, to let the 
MMS User Agent puU MMs from the MMS Relay/Server, let the MMS Relay/Server push information about MMs to 
the MMS User Agent as part of an MM notification, and to exchange delivery reports between MMS Relay/Server and 
MMS User Agents. 
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Details for implementation of the MMl transfer protocol are described in Annex B. Other implementations are not 
defined in the present document in this release. 

6.4 MM2: MMS Relay - MMS Server 

This reference point is not specified in this release of the present document. It may be specified in a future release of the 
present document. 

6.5 MMS: MMS Relay/Server - External Servers 

Reference point MMS is used by the MMS Relay/Server to send Multimedia Messages to and retrieve MMs from 
servers of external (legacy) messaging systems that are connected to the service provider's MMS Relay/Server. 

This reference point is further elaborated in clause 8.3. In addition, several examples of realisations of reference point 
MM3 between the MMS Relay/Servers and External Servers can be found in Aimex A. 

6.6 MM4: Interworking of different MMSEs 

Reference point MM4 between MMS Relay/Servers belonging to different MMSEs is used to transfer messages 
between them. Interworking between MMS Relay/Servers shall be based on SMTP according to STD 10 (RFC 2821) 
[22] as depicted in figure 5. 
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Figure 5: Interworking of different lUIIUISEs 

Interworking between different MMS service providers is further elaborated in clause 8.4. 

6.7 MMS: MMS Relay/Server - HLR 

Reference point MMS may be used to provide information to the MMS Relay/Server about the subscriber. If this 
reference point is provisioned then it shall use existing MAP operations (e.g. procedures for determining the location of 
the mobile, procedures for alerting SMS service centres). Future releases may elaborate this area fiirther. 

In case of using SMS as the bearer for notification this reference point is not necessary. 

6.8 MM6: MMS Relay/Server - MMS User Databases 

This reference point is outside the scope of this release of the present document. 



6.9 MM7: MMS Relay/Server - MMS VAS Applications 

Reference point MM7 is used to transfer MMs from MMS Relay/Server to MMS VAS applications and to transfer 
MMs from MMS VAS appUcations to MMS Relay/Server. This functionality is further elaborated in section 7.1.13. 
This reference point shall be based on SOAP 1.1 [68] and SOAP messages with attachments [69] using an HTTP 
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transport layer. Future releases may update this protocol decision to use a standardized version of SOAP and support 
additional transport layer implementations. 

6.1 MM8: MMS Relay/Server - Post-processing system 

Reference point MMS is used to transfer MMS specific CDRs from MMS Relay/Server to the operators post-processing 
system, refer TS 32.240 [80]. The functionality is further elaborated in TS 32.270 [81]. 

6.1 1 MM9: MMS Relay/Server - Online charging system 

Reference point MM9 is used to transfer charging messages from MMS Relay/Server to the online charging system, 
refer TS 32.240 [80]. This functionality is further elaborated in TS 32.270 [81]. 

6.12 MM10: MMS Relay/Server - Messaging Service Control 
Function (MSCF) 

Reference Point MMIO is used to transfer multimedia message specific information between the MMS Relay/Server 
and an external MSCF, e.g. for number translation purposes. 

This reference point shall be based on Diameter [84]. 

7 MMS Service Behaviour Description 
7.1 MMS services offered 

7.1 .1 Submission of a Multimedia Message in the originator MMSE 

When a user intends to send an MM to one or several destinations the MM shall be submitted to the originator MMS 
Relay/Server. 

The support for submission of MMs is optional for MMS User Agents. The support for submission of MMs is 
mandatory for MMS Relay/Servers. 

If an MMS User Agent supports submission of MMs the MMS User Agent shall be able to: 

• Indicate the address of the MM recipient; 

• Identify the MIME content type of the message. 

If a MMS User Agent supports submission of MMs the MMS User Agent may be able to: 

• Request a deUvery report for the message; 

• Request a read-reply report for the message; 

• Provide a time stamp for the time of submission of the message; 

• Set the earhest desired time of delivery for the message; 

• Set the desired time of expiry for the message; 

• Indicate the address of the MM originator; 

• Set further message qualifications (e.g. priority, message class, subject); 
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• Request the MM originator' s address being hidden from the recipient MMS User Agent; 

• Indicate the sender' s willingness to pay the charge for one reply-MM per recipient; 

• Indicate a reply-charging limitation; 

• Request that a copy of the submitted MM be stored in the originator's MMBox, in addition to being delivered to 
the recipient; 

• Provide guideUne for content adaptation (e.g. if content adaptation for the MM is restricted); 

• Provide content information (e.g. content class [85] , presence of DRM content). 



Upon reception of an MM from an originator MMS User Agent the originator MMS Relay/Server 

• shall assign a Message Identification to the MM and immediately provide the originator MMS User Agent with this 

Message Identification; 

• shall retain the MM until the earhest desired time of delivery, if the optional feature of earhest time of delivery is 
supported by the originator MMS Relay/Server. If this feature is not supported then the MM is immediately routed 
forward; 

• shall provide the peer entity with a time stamp if not provided by the originator MMS User Agent. The originator 
MMS Relay/Server may also override the MMS User Agent's time stamp; 

• shall insert the originator' s address into the MM if not provided by the originator MMS User Agent; 

• shall pass the originator's address to the peer entity if the peer entity is known to be a MMS Relay/Server; 

• shall route forward the request for address hiding unaltered to the recipient MMS Relay/Server if the peer entity is 
known to be an MMS Relay/Server; 

• shall pass the originator's address to the peer entity if the peer entity is not known to be an MMS Relay/Server and 
address hiding has not been requested by the originator MMS User Agent; 

• shall not pass the originator's address to the peer entity and should override the address provided by the originator 
MMS User Agent in the MM to an "anonymous" address if the peer entity is not known to be an MMS 
Relay/Server and address hiding has been requested by the originator MMS User Agent; 

• may override the originator's address provided by the originator MMS User Agent in the MM (subject to MMS 
service provider's preferences); 

• shall resolve the MM recipient' s address(es); 

• if an MMBox is supported and enabled for the originator, shall store a copy of the MM into the originator's 
MMBox automatically, according to the service configuration for the originator or as requested by the MMS User 
Agent; 

• shall route the MM towards the MM recipients; 

• should pass the indication whether or not a delivery report is requested imaltered when routing the MM towards the 
MM recipient(s); 

• shall pass the indication whether or not a read-reply report is requested unaltered when routing the MM towards the 

MM recipient(s); 

• shall pass the indication about MIME content type of the message and message qualifications (e.g. priority, 
message class, subject) unaltered when routing the MM towards the MM recipient(s); 

• shall generate a delivery report indicating "indeterminate" status of the MM's delivery if a delivery report was 
requested by the originator MMS User Agent and if the peer entity the MM is routed forward to is not known by 
the originator MMS Relay/Server; 
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• may reject the MM submission if the MM is identified as a duphcate of an MM already stored; 

• shall route forward, if available, the guidehne for content adaptation to the peer entity if the peer entity is known to 
be a MMS Relay/Server. 

• shall route forward, if available, the content information to the peer entity if the peer entity is known to be a MMS 
Relay/Server. 

A special case is where the recipient MMS Relay/Server is also the originator MMS Relay/Server. In this case the MM 
does not have to be routed forward. 

7.1 .2 Reception of a Multimedia IVIessage in the recipient IVIIVISE 

Upon reception of an MM the recipient MMS Relay/Server 

• may verify the MM recipient's user profile(s); 

• shall store the MM at least until 

■ the associated time of expiry is reached, 

■ the MM is deUvered, 

■ the recipient MMS User Agent requests the MM to be routed forward or 

■ the MM is rejected; 

• may store the MM into an MMBox. 

The term "associated time of expiry " refers to either the desired time of expiry set by the originator MMS User Agent 
or an MMS Relay/Server time of expiry setting. 

• shall generate a notification to the recipient MMS User Agent. 

Incoming messages from legacy systems may be expected to be converted to MMs. 

7.1 .2.1 Multimedia Message Notification 

With the MM notification the recipient MMS User Agent shall receive a message reference that can be used for 

retrieving the MM from the recipient MMS Relay/Server. The message reference that is conveyed in a notification shall 
at least be valid throughout the message expiry period, till the successful retrieval of the MM or until the MM was 
rejected. 

With the MM notification the recipient MMS User Agent may receive additional information on the MM. 

If the originator MMS User Agent has requested address hiding the recipient MMS Relay/Server shall not include the 
originator address into the MM notification. 

The MMS Relay/Server may include an indication in the MM notification recommending manual retrieval mode. This 
recommendation may be based on user settings in the User Profile. 

The MMS Relay/Server may truncate the subject field in the notification, e.g., in order to adapt the size of the MM 
notification to limitations from the underlying bearer. 

In a response to the notification the MMS User Agent shall be able to 

• reject the MM or 

• retrieve the MM, either immediately or at a later time (i.e. defer the MM retrieval), either manuidly or 
automatically, as possibly determined by the operator configuration and user profile. 
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The retrieval mode employed by the recipient MMS User Agent for a particular MM may be based either on the user 
settings in the terminal or on the recommendation carried in the MM notification. The recipient MMS User Agent may 
follow this recommendation to retrieve the MM, through manual retrieval. 

For any MM for which the retrieval has been deferred, the MMS User Agent may request deletion on the MMS 
Relay/Server instead of MM retrieval. 

7.1 .3 Retrieval of a Multimedia Message in the recipient MMSE 

The recipient MMS User Agent shall be able to request retrieval of an MM from the recipient MMS Relay/Server based 
on the Message Reference received in a notification. If MMBoxes are supported, the MMS User Agent shall be able to 
request retrieval of an MM from the user's MMBox, based on a Message Reference received from a previous MMBox 
operation. 

Within a retrieval request the recipient MMS User Agent may indicate a size restriction of the returned MM (i.e., 
maximum size) that the MMS Relay/Server is to use in processing the retrieval request. 

Upon retrieval request the recipient MMS Relay/Server 

• shall deUver the MM to the recipient MMS User Agent 

• may perform data adaptation based on user profile and/or, MMS User Agent capabilities and/or, guideline and/or 
content information provided by the originator 

• shall not provide the MM originator address to the MM recipient if the originator MMS User Agent requested its 

address to be hidden from the MM recipient 

• shall provide the MM originator address to the MM recipient if the originator MMS User Agent did not request its 
address to be hidden from the MM recipient and if the MM originator address is available at the recipient MMS 
Relay/Server 

• may provide an alias or clarifying text (e.g. "anonymous address" or "unknown address") in the originator address 
field instead of providing the originator address to the recipient MMS User Agent, if the originator has requested 
address hiding or the original message does not contain the originator address 

• shall give an indication to the recipient MMS User Agent that a delivery report is requested if such a delivery report 
has been requested by the originator MMS User Agent 

• shall give an indication to the recipient MMS User Agent that a read-reply report is requested if such a read reply 
report has been requested by the originator MMS User Agent 

• shall indicate the MIME content type of the MM to the recipient MMS User Agent 

• shall provide other available message qualifications unaltered to the recipient MMS User Agent 

• shall provide the time stamp of the MM unaltered to the recipient MMS User Agent 

• shall store messages in the network until the recipient MMS User Agent becomes reachable (e.g. user moves back 
into coverage, switches MMS User Agent on) or until the MM expires 

• should provide the recipient MMS User Agent with a list of addresses of forwarding MMS User Agents for the 
MM if the MM was forwarded and the address information is available to the recipient MMS Relay/Server 

• should not deliver the MM (or any adaptation of the MM) to the recipient MMS User Agent unless the size 
restriction set by the MMS User Agent is met 

• may provide, if available, the content information to the recipient MMS User Agent 

• may forward an indication, coming from a VASP, to the recipient MMS User Agent that the MM replaces the 
content of a specific previous MM. 

Upon retrieving a new MM, coming from a VASP, that replaces a previously retrieved MM, the recipient MMS User 
Agent should try to replace the previously retrieved MM with the new MM, as indicated in the newly retrieved MM. 
MMS User Agent may provide means (e.g. terminal setting) to a user to forbid such replacement. 
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Content information provided by the originator of an MM may be used by the recipient MMS Relay/S erver for various 
purposes. For instance, if the content class [85] is supported by the recipient and the content does not contain any DRM- 
protected content, the MMS Relay/Server may identify that adaptation is not required without need for further analysis 
of the message. Content information may also be used by the recipient MMS User Agent for quick and easy handling of 
the content of a MM (e.g. invoking DRM-related activities Uke encoding and decoding, storing content, preparing MM 
for presentation). 

While the recipient MMS Relay/Server is adapting data, the adaptation rule based on DRM-protected content shall 
prevail the adaptation guideline provided by the originator. 

The recipient MMS Relay/Server shall be able to ignore a request from an originator that the content of the MM will not 
be subjected to content adaptation, e.g. based on MMS service provider / network operator configuration. 

In a response to an MM's delivery the recipient MMS User Agent may be able to 

• request a delivery report not to be generated by the MMS Relay/Server. 

7.1 .3.1 Terminal Capability Negotiation 

An MMS User Agent shall support Terminal CapabiUty Negotiation. An MMS Relay/Server shall support Terminal 
Capability Negotiation. 

Within a request for delivery of an MM the recipient MMS User Agent shall be able to indicate its capabilities towards 
the recipient MMS Relay/Server. 

The recipient MMS User Agent may indicate its capabilities towards the recipient MMS Relay/Server by transmitting: 

• a set of information describing the terminal's capabilities, including a binary flag indicating whether or not the 
terminal supports Application data 

• a link (e.g. URI) to a database where the MMS Relay/Server can fetch a set of information describing the 
terminal's capabilities, and/or 

• a differential set of information indicating changes to a previously indicated set of terminal capability information. 

The detailed definition of the specific mechanism for terminal capability negotiation shall be defined by the MMl 

implementation (cf. Annex B). The mechanism for terminal capability negotiation shall ensure that the MMS 
Relay/Server is provided with the information describing the MMS User Agent's capabilities within every request for 
delivery of an MM. 

E.g. in the WAP/OMA implementation of MMS, in case an underlying WSP session is established between the MMS 

User Agent and an intermediate WAP Gateway, the MMS User Agent indicates its capabilities towards the WAP 
Gateway only after the initial set-up of the underlying WSP session or spontaneously following a change in terminal 
capabilities. The WAP Gateway, however, caches the terminal capability information and passes these on to the MMS 
Relay/Server within every request for delivery of an MM. Intermediate proxies on the MMl reference point may also be 
involved in terminal capability negotiation and/or content adaptation. 

Upon reception of such a delivery request the recipient MMS Relay/Server should use the information about the 
capabilities of the recipient MMS User Agent in preparation of MMs to be delivered to the recipient MMS User Agent. 
The MMS Relay/Server should adjust an MM to be delivered that contains media types and media formats that are not 
supported by the recipient MMS User Agent. This adjustment might involve the deletion or adaptation of those 
unsupported media types and media formats. 

The MMS User Agent's capability information should include 

• the maximum supported size of an MM, 

• the maximum supported resolution of an image, 

• a list of supported media types and media formats (e.g. MIME types), 

• a list of supported character sets, 

• a list of preferred languages. 
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• the maximum supported colour depth, 

• an indication whether or not the recipient MMS User Agent supports streaming for the retrieval of MM contents as 
specified in clause 7.1.7 , 

• an indication if the recipient MMS User Agent supports transporting application data. 
The MMS User Agent's capability information shall include: 

• an indication of which Digital Rights Management methods are supported by the recipient MMS User Agent for 
protecting MM elements as specified in clause 7.1.15. 

This information may include additional information related to the MMS implementation (cf. Annex B). 

7.1 .4 Forwarding of a Multimedia Message 

This part of the MMS service describes the mechanism by which an MMS User Agent may request the corresponding 
MMS Relay/Server, that an MM for which the MMS User Agent is the intended recipient (and is notified of the MM) 
be forwarded to other specified recipient(s) MMS User Agent(s) whose address(es) shall be specified by the forwarding 
MMS User Agent, without having to first retrieve the MM. 

The support for originating a request that a specific MM be forwarded is optional for the MMS User Agent. 

The support for forwarding an MM, in response to a request from a MMS User Agent that a specific MM be forwarded 
is optional for the MMS Relay/Server. 

The original MM is forwarded to a new recipient(s) with the forwarding MMS User Agent's address being provided but 
without additional content, and without affecting the elements of the original MM. Some additional information 
elements e.g. ,reply-charging request,dehvery report, read-reply report, i.e. requests for reports which are to provide 
feedback on the forwarded MM to the forwarding MMS User Agent, may be supplied. 

Upon requesting an MM to be forwarded the MMS User Agent: 

• shall indicate the address of the MM recipient(s); 

• shall provide the message reference provided in the MM Notification; 

• shall not request address hiding; 

• shall not generate a read-reply report to the originator MMS User Agent even if a read-reply report is requested; 

• may indicate the address of the Forwarding MMS User Agent (i.e. it's own address); 

• may request that a copy of the forwarded MM be stored in the MMBox; 

• may provide a time stamp for the time of submission of the request to forward the MM; 

• may set the desired time of expiry for the forwarded MM; 

• may set the earliest desired time of delivery for the forwarded MM; 

• may request a delivery report for the forwarded MM; 

• may request a read-reply report for the forwarded MM; 

• may indicate the willingness of the forwarding MMS user agent to pay for a reply for the forwarded MM and 
convey the reply-charging limitations. In this case, forwarding MMS User Agent behaves as the originator MMS 
User Agent to support reply-charging function. Fowarding MMS User Agent shall not be allowed to forward the 
reply-charging information set by the originator MMS User Agent. 

Upon reception of a request from a forwarding MMS User Agent to forward an MM, the forwarding MMS 
Relay/Server 

• shall assign a Message Identification to the forwarded MM and immediately provide the forwarding MMS User 
Agent with this Message Identification; 
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• shall provide status informatioii on the MM forward request to the forwarding MMS User Agent; 

• shall retain the forwarded MM until the earliest desired time of delivery, if the optional feature of earliest time of 
deUvery is supported by the MMS Relay/Server of the forwarding MMS User Agent. If this feature is not supported 
then the MM is immediately routed forward; 

• is responsible for copying the MM into the MMBox, if the MMBox is supported, enabled, and if requested. In 
addition, the stored MM will have new Recipient address. Sender address, and Date and time information elements 
appended to the stored MM in such a way that the forwarding history of those information elements is accumulated 
with repeated forwardings, without losing the Recipient and Sender addresses, and Date and time of the original 
MM; 

• may provide a time stamp of the MM submission; 

• shall not provide the MM originator's address if the originator MMS User Agent requested its address to be hidden 
from the MM recipient(s); 

• shall not route forward the request for address hiding of the MM originator; 

• shall provide the address of the MMS User Agent that requested forwarding of the MM; 

• shall provide a time stamp for the request to forward the MM. It may also override the forwarding MMS User 
Agent's time stamp; 

• shall insert the forwarding MMS User Agent's address into the forwarded MM if not yet provided; 

• may override the forwarder's address provided by the forwarding MMS User Agent in the forwarding request 
(subject to MMS service provider's preferences); 

• shall resolve the recipient's address(es) of the forwarded MM; 

• shall route the forwarded MM towards the MM recipient(s); 

• shall pass the indication whether or not a delivery report is requested unaltered when routing the forwarded MM 

towards the MM recipient(s); 

• shall pass the indication whether or not a read-reply report is requested unaltered when routing the forwarded MM 
towards the MM recipient(s); 

• shall generate a delivery report indicating "indeterminate" status of the MM's delivery if a delivery report was 
requested by the last MMS User Agent that handled the message and if the peer entity the MM is routed forward to 
is not known to the MMS Relay/Server of the forwarding MMS User Agent; 

• shall provide the recipient MMS Relay/Server(s) with a count of the number of times that the particular MM was 

forwarded; 

• shall provide the recipient MMS Relay/Server(s) with a hst of addresses of forwarding MMS User Agents for the 
MM; 

• shall generate a delivery report to the originator MMS User Agent if a delivery report is requested. 

A special case is where the recipient MMS Relay/Server is also the forwarding MMS Relay/Server. In this case the MM 
does not have to be routed forward. 

7.1.5 Delivery Report 

The MMS Relay/Server shall support the delivery reporting service. Delivery reports shall only be generated for MMs. 

The originator MMS User Agent or VASP may be able to request a delivery report for a specific MM. 

Within an MM notification or upon MM retrieval the recipient MMS User Agent may receive an indication that a 
dehvery report is requested for the MM. 
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Within either a response to a notification or a response to an MM's delivery, the recipient MMS User Agent may 
request a delivery report not to be generated by the MMS Relay/Server. When a VASP has requested the delivery report 
(via MM7) the MMS Relay/Server shall send the delivery report regardless of the MMS User Agent's request. 

The originator MMS Relay/Server shall generate a delivery report if a delivery report has been requested by the 
originator MMS User Agent or VASP 

• upon routing forward the MM, in case the peer entity is not known by the MMS Relay/Server; 

• upon routing forward the MM, in case that originator is VASP. 

The originator MMS Relay/Server may generate a delivery report if a delivery report has been requested by the 
originator MMS User Agent 

• upon failure of routing forward the MM. 

The recipient MMS Relay/Server shall generate a delivery report if a delivery report has been requested by the 
originator MMS User Agent and if the recipient MMS User Agent did not request a delivery report not to be generated 
or in any case that a VASP has requested a delivery report 

• upon receipt of a response to a notification, in case the MM is rejected by the recipient MMS User Agent; 

• upon receipt of a forwarding request, in case the MM is forwarded by the recipient MMS User Agent to other MM 
recipient(s), without prior retrieval; 

• upon receipt of a response to an MM's delivery, in case the MM is retrieved by the MM recipient; 

• upon receipt of a request for deletion of an MM (i.e., an MM for that retrieval has been deferred). 

• upon expiry of the MM, in case the MM is not rejected and not retrieved by the MM recipient before the expiry. 

The originator MMS User Agent or VASP, i.e. the MMS User Agent or VASP receiving the delivery report, may match 
the delivery report to the sent MM by retaining the message identification of the sent MM and comparing it to the 
received delivery report, which shall contain the message identification of the original MM. In case of multiple MM 
recipients, it is necessary for the originator MMS User Agent or VASP to retain the MM recipient addresses as well, to 
match the delivery report to the sent MM. 

If a delivery report has been requested by the originator MMS User Agent and if the recipient MMS User Agent did not 
request a delivery report not to be generated, or in any case that the request for the deUvery report comes from a VASP, 
the recipient MMS Relay/Server 

• shall generate the delivery report; 

• shall deliver the deUvery report to the originator MMS Relay/Server; 

• shall store delivery reports in the network until the originator MMS Relay/Server becomes reachable or until the 

delivery report expires. 

In addition to the above, and as depicted in Annex M, if an agreement exists between the MMS Relay/Servers, the 
originator MMS Relay/Server may request a delivery report regardless of whether the originator MMS User Agent 
requested the delivery report. Then, if the originator MMS Relay/Server requests a delivery report, the recipient MMS 
Relay/Server shall generate a delivery report for each MM received for that specific originator MMS Relay/Server. 

In the event where both the originator MMS User Agent and the originator MMS Relay/Server request a deUvery report, 
and the recipient refuses to have a report generated: 

• if the originator MMS Relay/Server requested a delivery report; the recipient MMS Relay/Server shall produce and 
provide it to the originator MMS Relay/Server (which shall not forward to the requesting originator MMS User 
Agent); 

• if the originator MMS Relay/Server did not request a delivery report; the recipient MMS Relay/Server shall not 
produce a dehvery report. 

Within the dehvery report the recipient MMS Relay/Server 

• shall provide the MM originator address to the originator MMS Relay/Server; 
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• shall provide the MM recipient address to the originator MMS Relay/Server; 

• shall provide the identification of the original MM for which the delivery report has been generated to the 
originator MMS Relay/Server; 

• shall provide status information how the MM was handled/delivered (e.g. expired, rejected, deUvered, forwarded or 
indeterminate) to the originator MMS Relay/Server; 

• may provide further qualification about the status information how the MM was handled/dehvered to the originator 
MMS Relay/Server for displaying the same to the originator; 

• shall provide a time stamp when the MM was handled to the originator MMS Relay/Server. 

For each MM recipient of the original MM for which the delivery report has been generated and becomes available at 
the originator MMS Relay/Server, the originator MMS Relay/Server 

• shall deliver the delivery report to the originator MMS User Agent (i.e. the recipient MMS User Agent of the 
dehvery report) or VASP, when requested by the originator MMS User Agent and not refused by the recipient. 

Within the dehvery report the originator MMS Relay/Server 

• shall provide the MM recipient's address to the originator MMS User Agent (the recipient MMS User Agent of the 
dehvery report) or VASP; 

• shall provide the identification of the original MM for which the delivery report has been generated to the 
originator MMS User Agent (the recipient MMS User Agent of the dehvery report) or VASP; 

• shall store delivery reports until the originator MMS User Agent becomes reachable (e.g. user moves back into 
coverage, switches MMS User Agent on) or until the delivery report expires; 

• should store delivery reports until the VASP becomes reachable (e.g. in case of transport failure towards the 
VASP) or until the delivery report expires. 

7.1.6 Read-Reply Report 

The MMS Relay/Server shall support the read-reply reporting service. Read-reply reports shall only be generated for 
MMs. 

Upon MM submission the originator MMS User Agent or VASP may be able to request a read-reply report for a 
specific MM. 

Upon MM retrieval the recipient MMS User Agent may receive an indication that a read-reply report is requested for 
the MM. 

After having handled/rendered the MM the recipient MMS User Agent may generate a read-reply report if requested by 
the originator (MMS User Agent or VASP) and if the originator address (MMS User Agent or VASP address) is 
available. In case of transporting of application data acc. to clause 7.1.18 the recipient MMS User Agent shall not 
generate a read-reply report unless it has successfully delivered the MM related information to the apphcation addressed 
by the destination application identifier. 

The originator MMS User Agent or VASP, i.e. the MMS User Agent or VASP receiving the read-reply report, may 
match the read-reply report to the sent MM by retaining the message identification of the sent MM and comparing it to 
the received read-reply report, which shall contain the message identification of the original MM. In case of multiple 
MM recipients, it is necessary for the originator MMS User Agent or VASP to retain the MM recipient addresses as 
well as to match the read-reply report to the sent MM. 

If a read-reply report has been requested by the originator MMS User Agent or VASP and if the recipient MMS User 
Agent supports the read-reply feature and if the recipient allows its creation the recipient MMS User Agent shall submit 
the read-reply report to the recipient MMS Relay/Server at the earliest opportunity. 

NOTE: Since the MM recipient has the right to deny this service not receiving a read-reply report does not mean 
the message has not been rendered / handled by the recipient MMS User Agent. 

A read-reply report: 



ETSI 



3GPP TS 23.140 version 6.10.0 Release 6 



36 



ETSI TS 123 140 V6.10.0 (2005-06) 



• shall contain the MM originator's address 

• shall contain the MM recipient's address 

• shall contain the message identification of the original MM for which the read-reply report has been generated. 

• shall provide status information how the MM was rendered (e.g. read, deleted without being read) 

• shall provide a time stamp for when the MM was rendered 

The recipient MMS User Agent shall store read-reply reports in the UE until the recipient MMS Relay/Server becomes 
reachable (subject to support of the read-reply reporting service by the recipient MMS User Agent and storage place 
being available). 

Upon reception of a read-reply report from a recipient MMS User Agent the recipient MMS Relay/Server 

• may provide a time stamp for the read-reply report, i.e. it may also override the MMS User Agent's time stamp, 

• shall pass the MM originator address unaltered when routing the read-reply report towards the originator MMS 
User Agent or originator VASP (i.e. the recipient MMS User Agent or recipient VASP of the read reply report) 

• shall insert the MM recipient' s address into the read-reply report if not yet provided 

• may override the recipient's address provided by the recipient MMS User Agent in the read-reply report (subject to 
MMS service provider's preferences) 

• shall resolve the MM originator's address, 

• shall route the read-reply report towards the originator MMS User Agent or originator VASP of the original MM. 

A special case is where the recipient MMS Relay/Server is also the originator MMS Relay/Server. In this case the MM 
does not have to be routed forward. 

7.1 .7 Support for Streaming in MMS 

This section defines the service behaviour specific to support for streaming in MMS. The term "According to the 
normal MMS framework.." indicates those paragraphs which are not specific to streaming but described elsewhere in 

subclause 7. 

MMS supports streaming for the retrieval of MM contents (one or more MM elements). Support for streaming is 
optional for both the MMS User Agent and the MMS Relay/Server. 

The use of streaming for the retrieval of MM contents is independent of the MM submission. The retrieval of MM 
contents to the recipient MMS User Agent depends on the configuration and the capability of the recipient MMS User 
Agent and the recipient MMS Relay/Server. MM contents may be either dehvered as non-streaming MM elements, or 
made available for streaming retrieval. The recipient MMS Relay/Server decides whether to use streaming based on the 
media type and the media format of the subjected MM contents, capability negotiation and/or user settings/preferences. 
The recipient MMS Relay/Server may convert media types and/or formats of MM contents to make it available for 
streaming retrieval. If streaming retrieval is used, the streaming- specific protocols, codecs, presentation, session 
negotiation and control are according to [40] and [41]. 

According to the normal MMS framework, the recipient MMS Relay/Server shall generate a notification which contains 
information to enable the recipient MMS User Agent to request for the retrieval of the corresponding MM from the 
recipient MMS Relay/Server. 

Upon retrieve request, the recipient MMS Relay/Server shall deliver a modified MM with one or several presentation 
descriptions as defined in [41], as one or several MM elements, in place of the corresponding streamable MM contents 
to the recipient MMS User Agent, if it has made the MM contents available for streaming retrieval. The format of the 
presentation description is as defined in [41]. MIME type of the format of the presentation description shall be used to 
indicate the content type of the MM elements, which contain the corresponding presentation description. The 
presentation description carries all required information to initiate the streaming process by the recipient MMS User 
Agent in order to retrieve the streamable MM content from the media server as defined in [40]. Example of a 
presentation description is shown in Aimex J. 



ETSI 



3GPP TS 23.140 version 6.10.0 Release 6 



37 



ETSI TS 123 140 V6.10.0 (2005-06) 



According to the normal MMS framework, the recipient MMS Relay/server shall base the generation of a delivery 
report on the receipt of a response to the delivery of the modified MM from the recipient MMS User Agent. 

After the successful reception of the MM, which includes the presentation description, the recipient MMS User Agent 
may initiate a streaming process to retrieve the streamable MM contents depending on the information in the 
presentation description. According to the normal MMS framework, the recipient MMS User Agent may base the 
generation of a read-reply report either on the rendering/handling of the modified MM, or on the rendering/handling of 
the streamable MM contents. 

Annex J further depicts the streaming transactions after the decision to offer streamable content is made by the recipient 
MMS Relay/Server. 



7.1 .8 Support for Prepaid Service in MMS 

An MMS Relay /Server may support the prepaid concept. A prepaid customer may be charged for submitting or 
retrieving MMs/abstract messages. 

In the submission case the originator MMS Relay/Server may first ascertain that the originator of the MM/abstract 
message is a prepaid customer. The MMS Relay/Server may then initiate a credit check and further processing of the 
MM/abstract message is put on hold. In the case the customers credit is insufficient for submitting this particular 
MM/abstract message the originator MMS Relay/Server may reject it. The check may be based on several criteria like: 

size of the MM 

content type 

settings of information elements 

type of the abstract message 

In case an MM/abstract message can not be accepted, the originator MMS Relay/Server shall respond with an 
appropriate status value to the submit request. The MMS User Agent should bring this information to the user's 
attention. 

In case an MM/abstract message is accepted it is further processed by the MMS Relay/Server. 

In the retrieving case the recipient MMS Relay/Server may first ascertain that the recipient of the MM/abstract message 
is a prepaid customer. The MMS Relay/Server may then initiate a credit check for the particular customer. The check 
may be performed at the time the MM/abstract message arrives at the recipient MMS Relay/Server. Based on the result 
the MMS Relay/Server may reject or accept the MM/abstract message. If the MM/abstract message was accepted (with 
or without previous check) the MMS Relay/Server may perform a credit check at the time the MMS User Agent sends a 
retrieve request. The check may be based on several criteria as in the sending case. 

In case an MM/abstract message can not be retrieved because the customers account balance is too low, the recipient 
MMS Relay/Server may respond with an appropriate status value to the retrieve request. The MMS User Agent should 
bring this information to the user' s attention. 

Otherwise the MM/abstract message is dehvered to the MMS User Agent. 

7.1 .9 Address Hiding in MMS 

An originator MMS User Agent may support a request for the sender's address to be hidden from the recipient(s). An 
MMSE may support such a request, i.e., it may allow address hiding. In any case, a recipient MMSE shall ensure that a 
sender's address is hidden from the recipient MMS User Agent when address hiding is requested for an MM. 

If the originator's MMS Relay/Server does not allow address hiding (anonymous messages) (e.g. legislation does not 
permit anonymous messages) a message containing a request for address hiding shall be rejected upon submission and 
the originator's MMS Relay/Server shall return an error information to the originator MMS User Agent. 

In the case of originator's MMS Relay/Server rejects the message because it does not allow address hiding the rejection 
information shall be delivered in a submit response together with optional status text. 
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In case the recipient MMS Relay/Server rejects the message because it does not allow address hiding and the originator 
MMS User Agent has requested a delivery report, then the recipient MMS Relay/Server, via the originator MMS 
Relay/Server, shall inform the originator of the message rejection within the delivery report. 

In case the recipient MMS Relay/Server rejects the message because it does not allow address hiding and the originator 

MMS User Agent has not requested a delivery report, then the originator MMS Relay/Server may inform the MM 
originator by generating a new MM which is sent back to the MM originator. 

Independent of whether or not the originator's address is shown or hidden to the recipient, the originator may be able to 
ask for a delivery report to an MM and also receive the delivery report according to the normal behaviour of the MMS 
framework. 

If the originator MMS User Agent has requested both its address to be hidden and a read-reply report the originator 
MMS User Agent might not receive the read-reply report. 

If the recipient forwards the MM outside the MMSE and the peer entity is unknown to the forwarding MMS 
Relay/Server the recipient MMS Relay/Server shall not transfer the originator's address but replace it with either 
appropriate coded address or leave the originator address field blank. 

In case of forwarding an MM without prior retrieval the forwarding MMS User Agent shall not request her address to 
be hidden. 

If the originator MMS User Agent has requested its address to be hidden and MM is targeted to the VASP/VAS, MMS 
Relay/Server shall send originator address to the VASP/VAS but not the request of address hiding. If the originator has 
requested address hiding the originator MMS Relay/Server may replace the originator address with an appropriate 
coded address, leave the originator address empty, or send the originator address unaltered to the VASP. If the 
VASP/VAS targeted is not allowed to receive originator address information, e.g. due to privacy issues, the MMS 
Relay/Server may replace the originator address with an appropriate coded address or leave the originator address 
empty. 

7.1.10 Support for Reply-Charging in MMS 

The MMS User Agent may support reply-charging. If the MMS User Agent supports this feature the MMS User Agent 
shall support the following behaviour. 

The MMS Relay/Server may support reply-charging. If the MMS Relay/Server supports this feature the MMS 
Relay/Server shall support the following behaviour. 

The VASP connected to an MMS Relay/Server over MM7 may support reply-charging. If the VASP supports this 
feature the VASP shall support the following behaviour. 

A User of the MMS (the originator MMS User Agent or VASP) may be able to take over the charge for the sending of a 
reply-MM to their submitted MM from the recipient(s). In case of forwarding, the forwarding MMS User Agent may be 
able to take over the charge for the sending of a reply-MM to their forwarding MM from the recipient(s), in this case, 
forwarding MMS User Agent takes the role of originator MMS User Agent. Therefore the originator of an MM (either 
MMS User Agent, forwarding MMS User Agent or VASP) should be able to mark the MM as reply-charged. The 
originator's MMS Relay/Server could either accept the user's or VASP's settings for reply-charging or not and should 
be able to convey feedback to the originator. It should be possible to take over the charge for reply-MMs from different 
recipients. 

The recipient should be notified if she is not charged for a reply-MM to this particular MM. However, the indication of 
reply-charging covers only the willingness/fact that a reply-MM to an original MM is free of charge, not that the 
retrieval of the original MM marked as reply-charged is free of charge. Both the originator and the recipient MMS 
Relay/Server shall be able to control that not more than one reply-MM per recipient is charged to the originator. The 
MMS User Agent may indicate to the user if an MM has already been repUed to. 

The request for reply-charging shall not be passed on to the recipient 

• if the recipient is not knovra to belong to an MMSE peer entity, or 

• in the case the MM is forwarded. 
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NOTE: For this release the following limitations apply: Support for reply-charging in MMS is restricted to MMS 
User Agents and VASPs belonging to the same MMSE, i.e. originator and recipient MMSE are identical. 
Reply-charging allows only one reply-MM per recipient, i.e. reply-charging applies to the first successful 
submission of an MM sent as a reply. Furthermore, a reply-MM is restricted to text only. These limitations 
may be elaborated further in future releases. 

In addition to the service behaviour described in previous clauses the following behaviour is expected to support reply- 
charging in MMS. 

Within the submission of an MM the MM originator (either MMS User Agent or VASP) may indicate a willingness to 
pay the charge for one reply-MM per MM recipient. In this case the originator MMS User Agent or originator VASP: 

• shall indicate the sender's willingness to pay the charge for one reply-MM per MM recipient, 

• may define a reply-charging limitation request (e.g. may specify the latest time of submission of the reply-MMs or 
a maximum size of reply-MMs). 

In a response to the MM submission the originator MMS Relay/Server shall inform the MM originator (either MMS 
User Agent or VASP) whether or not it accepts 

• the originator's request for reply-charging in the original MM, 

• the reply-charging Umitations set by the originator (either MMS User Agent or VASP) in the original MM. 

Upon reception of an MM from an originator (either MMS User Agent or VASP) the originator MMS Relay/Server 

• may provide reply-charging limitations, i.e. it may also override by further limiting the MMS User Agent's or 
VASP's settings for reply-charging limitations, 

• shall pass the indication whether or not a reply-MM is requested unaltered when routing the original MM towards 
the MM recipient(s) if the peer entity is known to be the same MMS Relay/Server, 

• shall pass the reply-charging Umitations for the reply-MM when routing the original MM towards the MM 
recipient(s) if the peer entity is known to be the same MMS Relay/Server. 

If the MM recipient has requested the original MM to be forwarded to some other address the recipient MMS 
Relay/Server 

• shall not pass any information set by the originator about the reply-charging request towards the addressee(s) of the 
forwarding request. 

If the MM recipient has requested the original MM to be forwarded to some other address, forwarding MMS User 
Agent may indicate a wilUngness of forwarding MMS User Agent to pay the charge for one reply-MM per MM 
recipient. In this case the forwarding MMS User Agent 

• shall indicate the forwarding user's willingness to pay the charge for one reply-MM per MM recipient; 

• may define a reply-charging limitation request (e.g. may specify the latest time of submission of the reply-MMs or 
a maximum size of reply-MMs). 

If reply-charging has been requested by the MM originator (either MMS User Agent or VASP) the recipient MMS 
Relay/Server 

• should inform the recipient MMS User Agent with the MM notification and upon MM delivery that the MM 
originator is wilUng to pay for a reply-MM to this original MM. 

• may notify the recipient about the reply-charging limitations set by the orginator (e.g. the latest time of submission 
of a reply-MM to the original MM). 

When a user intends to send a reply-MM to the MM originator (to the originator MMS User Agent or to the VASP) the 
recipient MMS User Agent (which is the originator MMS User Agent of the reply-MM): 
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• shall mark the MM as a reply-MM, 

• shall provide the message ID of the original MM which it rephes to (if it is the reply-MM), 

• shall submit the reply-MM to the recipient MMS Relay/Server, 

• may be able to indicate to the user whether this MM has already been replied to, 

• may be able to indicate to the user if the reply-charging limitations can not be met. 

Upon submission the recipient MMS Relay/Server 

• shall reject the reply-MM submission attempt and should convey this information back to the recipient MMS User 
Agent (which is the originator MMS User Agent of the reply-MM) if the reply-MM submission attempt does not 
meet the limitations set by the originator (either MMS User Agent or VASP), 

• shall be able to uniquely map the reply-MM to the original MM. 

7.1 .1 1 MM4 forward routing failure 

If the interworking between two MMS Relay/Servers fails and a MM can not be routed forward across MM4, the 
originator MMS UA should be notified. If the MMS UA is notified the procedures described in this section shall be 
followed. 

In case the originator MMS UA has requested a delivery report to a MM that failed to be routed forward across MM4, 
the originator MMS Relay/Server shall generate and send a dehvery report that informs the originator MMS UA about 
the error. 

In case the originator MMS UA has not requested a delivery report to a MM that failed to be routed forward across 
MM4, the originator MMS Relay/Server may generate and send a MM that informs the originator MMS UA about the 
error. 

7.1.12 Support for Persistent Network-based Storage 

An MMS User Agent and an MMS Relay/Server may support persistent network-based storage functions. The 
following descriptions apply when MMBoxes are supported. 

For MMS Relay/Servers that support MMBoxes, the following additional functions are defined: 

• Upon submission, cause the MM to also be stored persistently, if configured or requested; 

• Upon arrival, cause the incoming MM to be stored persistently, if configured; 

• Cause the MM referenced in a notification to be stored persistently; 

• Cause a copy of a forwarded MM to be stored persistently; 

• Upload and store an MM into the user' s MMBox; 

• Forward an MM from the MMBox to one or more recipients; 

• Delete one or more MMs; 

• View a hst of MMs within the MMBox and their associated information elements; 

• Update MM state and/or flags; 

• Retrieve an MM from the user's MMBox. 

7.1.12.1 MM State and MM Flags 

The MMS Relay/Server shall support both MM State and MM Flags. The MMS User Agent may support MM State or 
MM Flags, or both. 



ETSI 



3GPP TS 23.140 version 6.10.0 Release 6 



41 



ETSI TS 123 140 V6.10.0 (2005-06) 



While persistently stored, each MM has an MM State, representing the condition under which the MM is stored. The 
states are: Draft, Sent, New, Retrieved, and Forwarded. These states are mutually exclusive. The MMS Relay/Server 
shall set the following specific values for the MM State, unless otherwise specified by the MMS User Agent: 

• The Draft state shall be set when an MM is uploaded and stored; 

• The Sent state shall be set when an MM is also stored as part of a submission; 

• The New state shall be set when an incoming MM is stored as part of being received by the MMS Relay/Server; 

• The Retrieved state shall be set upon retrieval of an MM; 

• The Forwarded state shall be set whenever an MM is forwarded. 

In addition to state, MMs may be flagged with keyword values, which shall be set by the MMS User Agent. The flags 
may be used to perform selections on the MMBox, offering more precise control over which MMs are to be returned on 
a view request. 

7.1 .12.2 Requests to Store MMs within an MMBox 

The MMS Relay/Server shall store an MM into an MMBox under the following conditions: 

• Arrival of an MM, prior to notification, if configured and enabled for the recipient's MMBox; 

• Store request by an MMS User Agent, based on a Message Reference received in a notification; 

• MMS User Agent submitting an MM, which also includes a store request; 

• MMS User Agent forwarding an MM, which also includes a store request; 

• MMS User Agent uploading an MM for storage into the MMBox; 

The MMS Relay/Server shall provide the Message Reference from the newly stored MM to the MMS User Agent. 

7.1 .12.3 Requests to Retrieve MMBox Content 

The MMS Relay/Server shall support the following operations on the MMs within an MMBox, or on the MMBox itself: 

• Retrieve an MM; 

• Forward an MM; 

• Store (update) state and flags on an MM; 

• View information elements within selected MMs; 

The Store and View operations shall return a Message Reference to selected MMs, in addition to their other functions. 

7.1.12.4 MM Deletions 

MMs stored within an MMBox shall be retained until: 

• Automatic deletion occurs because the time of expiry was exceeded; 

• The MMS User Agent issues a request to delete an MM based on a Message Reference obtained from an MMBox 
operation. 

7.1 .12.5 MMBox Service Constraints 

MMS Relay/Servers supporting MMBoxes should not store the same MM twice within an MMBox. 

NOTE: If the operator has configured automatic MMBox storage for incoming MMs, and the MMS User Agent 
issues a request to store an MM within the MMBox for a newly arrived MM, the MMS Relay/Server 
should store the newly arrived MM only once. 
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MMS Relay/Servers that support MMBoxes shall not generate multiple delivery reports of the same MM status value 

for MMs stored within the MMBox. 

MMS User Agents that support MMBoxes shall not generate multiple read-reply reports for MMs stored within an 
MMBox. 

7.1 .13 Support for Value Added Services (VAS) in MMS 

The MMS Relay/Server may support services, in addition to user-to-user messaging, that are either provided by the 
MMS operator or by third-party Value Added Service Providers (VASP). Examples of services that may be provided 

as: 

• Messages that originate from the VASP to a single or mass-distribution of recipients; 

• Messages that originate from a MMS Relay/Server to the VASP that may generate a VASP reply or a new MM 
submission. 

NOTE: MMS Relay/Server may receive multimedia message from MMl, MM3, MM4 or MM7 Reference points 
before routing forward message to the VASP. Messages originated from the VASP may be targeted to the 
recipient via MMl, MM3, MM4 or MM7 Reference points. In a case of the recipient or the originator is 
outside a single MMSE (outside MMSE to which VASP is connected) special functionalities are not 
specified in this release (e.g. the recipient MMS User Agent may deny generating Delivery report). Future 
releases may expand this support across multiple MMSEs. 

7.1.13.1 Authentication 

MM7 should use transport layer security mechanisms to authenticate the VASP in this release. 

For example, if HTTP is used as an MM? transport, many optional authentication mechanisms are available. The MMS 
Relay/Server or the VASP may use the mechanisms defined in [65]," basic" and "digest" authentication to authenticate 
the VASP during each session established for message submission. Each VASP may send a VASP ID and a password 
before any transactions will be allowed by the MMS Relay/Server. For additional security, HTTP may be carried over 
a TLS [66] session to the MM7 interface. 

Alternatively, authentication mechanisms based on public/private key cryptography and certificates may also be used. 
Key management is out of scope for this release. 

The VASP may authenticate the MMS Relay/Server using similar mechanisms. The exact nature of these authentication 
procedures is not dictated by this document, however the MMS Relay/Server may supply its identification as part of the 
request information. 

7.1.13.2 Autliorisation 

The MMS Relay/Server should authorise the VAS to send MM to the MMS UA. The authorisation shall be completed 
during each session established by the VAS. For example, if the VAS attempts to send a MM to the MMS Relay/Server 
when the VAS is not authorized, then the MMS Relay/Server should not permit the operation . 

7.1.13.3 Confidentiality 

The interface between MMS Relay/server and VASP may be carried over an encrypted and secure bearer, e.g. HTTP 
over SSL or TLS, or by use of application-layer encryption. This is an optional feature and may be further elaborated in 
future releases. 

7.1.13.4 Charging Information 

VASP may provide service codes that contain billing information that may be transferred to the MMS Relay/Server and 
passed directly to the billing system without intervention. 

If a commercial agreement between the VASP and the recipient exists, the VASP may provide an indication to the 
MMS Relay/Server which party is expected to be charged for an MM submitted by the VASP, e.g. the sending, 
receiving, both parties or neither. 
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NOTE: Warning. Allowing a VASP to indicate which party is expected to be charged may lead to abuse. How to 
protect against this abuse is not in the scope of this specification. 

If a commercial agreement between the MMSE to which the VASP is connected and a third party exists, a VASP may 
provide an indication to the MMS Relay/Server that this third party is expected to be charged for services which this 
VASP provides to any other user(s) on behalf of this third party. 

NOTE: Warning. Usage of third party charging may lead to abuse. How to protect against this abuse is not in the 
scope of this specification. 

7.1.13.5 Message Distribution Indicator 

A Message Distribution Indicator may be provided for the whole Multimedia Message coming from a VASP. The 
indicator is purely informational, e.g. an MMS User Agent is not responsible for any functionality regarding message 
redistribution. The aim is to indicate that the MM content is not to be redistributed. 

NOTE: DRM-protection of an MM, as specified in section 7.1.15, tiikes precedence over Message Distribution 
Indicator from REL-6 onwards. 

7.1 .13.6 Identification of applications that reside on MMS VAS Applications 

AppUcations that reside on a MMS VAS Application (see section 7.1.18) may trigger a VAS to submit or receive 
abstract messages over the MM7 reference point. These applications shall be identified in the abstract messages 
separately from the identification of the VASP and VAS. The identification of the VASP and VAS should not be 
affected by the addition of these new application identification fields. It is the responsibility of the VASP and VAS to 
maintain the connection of the identification to the apphcations that reside on the MMS VAS Application, and, as such, 
is out-of-scope for the present document. 

7.1 .14 Handling of MMS-related information on the (U)SIIVI 

NOTE : This section does not apply when the MMS-UA is implemented within equipment which does not support 
a (U)SIM. 

An MMS User Agent shall use the MMS related information stored in the (U)SIM [67] or SIM [75], if present, 
according to the definitions in this subclause 7. 1. 14 - unless otherwise specified by the user. This information 
comprises: 

• MMS connectivity information, as defined in Annex F. This information is used to connect to the network for the 
purpose of accessing the MMS Relay/Server, 

• MMS user preferences, as defined in Aimex F, and 

• MMS notifications. 

MMS connectivity information, on the (U)SIM includes a number of sets of MMS connectivity parameters. Some of 
these sets of MMS connectivity parameters are preset by the issuer of the (U)SIM with the first set being the default. 
Such default preset MMS connectivity parameter set shall be selected unless otherwise specified by the user. 

The MMS connectivity information on the (U)SIM includes preferences for the selection of Interface to Core Network 
and Bearer parameters (cf. Annex F) as defined in [67] or [75]. If these are stored on the (U)SIM the MMS-capable UE 
shall automatically select the Interface to Core Network and Bearer parameters based on their order of precedence 
defined on the (U)SIM unless otherwise specified by the user. 

MMS user preferences information, which is stored on the (U)SIM, shall be used by an MMS User Agent for user 
assistance in preparation of terminal-originated MMs (e.g. default values for parameters that are often used). 

MMS notifications, should be stored on the (U)SIM together with an associated status by a recipient MMS User Agent: 

• When an MMS User Agent has deleted a notification which was stored on the (U)SIM, the associated status shall 
be set to "Free space" 

• When an MMS User Agent stores a notification on the (U)SIM, the associated status shall be set to "Used space" 
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• When a recipient MMS User Agent has not handled the notification which is stored on the (U)SIM (e.g. the details 
of the notification were not shown to the user), the associated status shall be set to "notification not read", 

• When a recipient MMS User Agent has handled the notification which is stored on the (U)SIM (e.g. the details of 
the notification have been shown to the user), the associated status shall be set to "notification read", 

• When a recipient MMS User Agent has not retrieved an MM based on the notification which is stored on the 
(U)SIM, the associated status shall be set to "MM not retrieved" - unless the recipient MMS User Agent has 
rejected or forwarded the MM, 

• When a recipient MMS User Agent has retrieved an MM based on the notification which is stored on the (U)SIM, 
the notification shall be either deleted or the associated status shall be set to "MM retrieved", 

• When a recipient MMS User Agent has rejected an MM based on the notification which is stored on the (U)SIM, 
the notification shall either be deleted or the associated status shall be set to "MM rejected", 

• When a recipient MMS User Agent has forwarded an MM based on the notification which is stored on the (U)SIM, 
the notification shall either be deleted or the associated status shall be set to "MM forwarded". 

Upon an attempt to store a notification on a (U)SIM, an MMS User Agent should ensure that the notification is not lost 
unless the (U)SIM acknowledges the storage attempt to be successful. 

7.1 .14.1 Handling of MMS-related transfer to the USIM 

When an MMS notification is addressed to the USIM, then: 

• the application identifier fiinctionality as defined in 7.1.18.2.2 applies. 

• the application identifier syntax as defined in 3GPP TS 3 1 . 1 1 1 [87] shall be used. 

the ENVELOPE mechanisms for transferring the MMS notification to the USIM defined in 3GPP TS 31.111 [87] shall 
be used. 

7.1 .15 Support for Digital Rights Management in IVIMS 

The support of DRM in MMS shaU conform to the OMA DRM specifications [76], [77] and [78]. 

DRM-protection of an MM shall take precedence over Message Distribution Indication and over MM7 Content 
Adaptation Restriction from REL-6 onwards. 

The following sections describe the application of DRM protection to MMS. 

7.1 .15.1 DRM-protected content within an MM 

An MM may include one or more DRM-protected MM elements. DRM protection of MM elements shall be performed 
according to [76], [77] and [78], with each MM element being protected separately. Each DRM-protected MM element 
shall be encapsulated as a DRM object, i.e. 'DRM Message' or 'DCF'. 

In particular, DRM protection shall neither be applied to an MM as a whole (MMS PDU), nor to any presentation 

description (e.g. SMIL) within an MM. 

The headers (i.e. content-location or content-ID) used by the presentation description (e.g. SMIL) to refer to a DRM 
object shall be placed as MMS body part headers, due to MIME-based structure of the MM. 

In case of Separate Delivery, the 'X-Oma-Drm-Separate-Delivery' header, if present, shall be placed as MMS body part 
header, due to MIME-based structure of the MM. 

MMS body part headers shall not be DRM-protected. 
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7. 1 . 1 5.2 DRM-related User Agent beaviour 

An MMS User Agent may support Digital Rights Management, DRM according to [76], [77], [78]. An MMS User 
Agent that supports the DRM restrictions shall indicate this support in its terminal capability profile, as defined in the 
DRM specifications. 

NOTE: E.g. after having received an MM containing a 'DRM Message' object, an MMS User Agent does neither 
use that DRM-protected MM element while composing a new MM nor store it into a user accessible 
persistent network storage (e.g. MMBox). 

7.1 .15.3 DRM-related Relay/Server behaviour 

An MMS Relay/Server shall support Forward Lock, Combined Delivery and Separate Dehvery DRM functionahties 
according to [76], [77], [78]. 

7.1 .1 5.3.1 Support for Forward Lock and Combined Delivery 

For Forward Lock and Combined Delivery support, the MMS Relay/Server shall ensure that no single DRM-protected 
MM element is conveyed to any receiving entity, such as an MMS User Agent, an MMS Relay/Server, a user-accessible 
persistent network- storage (e.g. MMBox), which does not comply with OMA DRM specifications [76], [77]. 

In particular, the MMS Relay/Server shall not: 

• deliver any DRM-protected MM elements ('DRM Message') to an MMS User Agent which does not support 
DRM; 

• route forward any DRM-protected MM elements ('DRM Message') over MMS, MM4 or MM7 to a receiving 
entity which does not support DRM; 

• store any DRM-protected MM elements ('DRM Message') into a user accessible persistent network storage 
(e.g. MMBox); 

• forward any DRM-protected MM elements ('DRM Message') prior to MM retrieval or from the MMBox. 

The MMS Relay/Server shall not alter or strip-off any part of the 'DRM Message' header (e.g. the Boimdary parameter 
declaration). 

7.1 .1 5.3.2 Support for Separate Delivery 

If the recipient MMS User Agent supports DRM Separate Delivery the MMS Relay/Server shall relay any DCF object 
unaltered. In particular it shall not strip-off any part of the DCF body or headers (e.g. the 'X-Oma-Drm-Separate- 
Delivery' header). 

The MMS Relay/Server shall accept separate delivery protected content on all interfaces. 

If the recipient MMS User Agent does not support separate delivery the MMS Relay server shall either: 

• Replace all non supported DRM protected elements by a descriptive error text and/or a placeholder and send 
the modified MM to the recipient MMS User Agent, or 

• Not deliver the whole MM to the MMS User Agent. 

7.1 .16 Support of Hyperlinks in MMS 

An MMS User Agent should support hyperlinks within an MM as described below: 

NOTE: There is no requirement on the MMS User Agent for supporting any specific transport protocols for 
following URLs conveyed in hyperlinks. 

If a hyperlink is embedded in a SMIL presentation it shall be according to PSS SMIL [74]. 

If the MMS User Agent supports Rich Text Encoding in XHTML Mobile Profile [74] the hyperlink may also be 
embedded according to XHTML Mobile Profile [74]. 
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An MMS User Agent should ask for end-user confirmation before following a hyperlink which triggers a terminal 
action (e.g. placing a phone call) or which refers to a resource that is not part of the same MM. 

NOTE: End user confirmation is recommended as accessing a resource on the network might result in additional 
charges. 

7.1 .17 Support of Messaging Service Control Function 

The MMS Relay/Server may support interworking with a MSCF, which allows the operator to handle advanced 
addressing within the MMSE. 

Whether the MMS Relay/Server shall interact depends on the following trigger configuration data in the MMSE: 

■ User specific trigger, i.e. the interaction with the MSCF is invoked if the user is provisioned with the relevant 
trigger information. 

■ Address specific trigger, i.e. the interaction with the MSCF is invoked, if the recipient address is configured in 
the MMS Relay/Server with a MSCF trigger profile. 

7.1 .1 7.1 Triggering of interactions witli tine MSCF 

The MMS Relay/Server shall support procedures for the interaction with the MSCF together with the following MMS 
services: 

■ at the time of MM submission via the MMl interface 

■ at the time of submission via the MM7 interface 

■ prior to the MM notification via the MMl interface. 

Whether the interaction with the MSCF is invoked depends on the provisioning of the following triggers definitions in 
the MMS Relay/Server: 

Users profile based Trigger: 

The sending user is provisioned with a trigger information for the invocation of the interaction with the MSCF 
function. 

Note, the provisioned user may be an MMS subscriber or a VASP. 
Address based Trigger: 

The MMS Relay/Server keeps a trigger criterion for the recipient address provided in a submit request. 
The table below defines the applicability of trigger definitions to MMS services: 



Table 1 : Applicability of Trigger Definitions to lUIMS services 



Trigger 

MMS Service 


User profile specific 


Address specific 


MM1 submission 


YES 


YES 


MM7 submission 


YES 


YES 


IVIIVI1 notification 


YES 


NO 



7.1.17.2 User Profile Trigger criteria 

If the Relay/Server supports the interworking with MSCF it shall be possible to provision trigger definitions in the 
MMS user profile. Any MMS subscriber can be provided with a maximum of two trigger definitions. A VASP can be 
provided with the Submit trigger definition only. A user profile trigger definition shall provide at least the attributes 
defined in the table below: 
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Table 2: User Profile to support Messaging Service Control Function 



Parameter 


Value 


Description 


Trigger Point 


Submit / Delivery 


Specifies the MMS service for which 
the MM10 interworking process 
shall be invoked. Each entry shall 
contain one trigger definition. For a 
VASP only the Submit value is 
applicable. 


IVISCF Address 


Host and Realm indication of the 
MSCF 


Address information to route the 
MM10 interrogation request to the 
MSCF. 


Application identification 


String defined by the operator 


Identification of the application on 
the MSCF. 


Recovery handling 


Continue / Reject 


Specifies the MMS Relay/Server 
process handling if the interrogation 
to the MSCF fails abnormally. 



7. 1 . 1 7.3 Address based Trigger criteria 



The MMS Relay/Server may keep a list of recipient addresses for which interworking with the MSCF is required. The 
address criteria may be managed independently for MMl submission and MM7 submission. For MM7 submission 
criteria definition per VASP may be supported in addition. 

For each of the recipient address criteria at least the following trigger definition shall be supported. 



Table 3: User Profile to support Messaging Service Control Function 



Parameter 


Value 


Description 


Address Criterion 


Address string 


Specifies the recipient address in a 
submit request that shall lead to 
invocation of an MM10 interworking 
process. 

Address string may be a RFC2822 
address, a PLMN address or any 
other address (alphanumeric short 

code etc.). Note, address string may 
contain wildcards to allow address 
range definitions. 


MSCF Address 


Host and Realm indication of the 
MSCF 


Address information to route the 
MM1 interrogation request to the 
physical MSCF. 


Application identification 


String defined by the operator 


Identification of the application on 
the MSCF. 


Recovery handling 


Continue / Reject 


Specifies the MMS Relay/Server 
process handling if the interrogation 
to the MSCF fails abnormally. 



7. 1 . 1 7.4 Cliarging impact 



The MSCF shall be able to influence the content of the CDR created at the MMS Relay/Server. The data provided to the 
MMS Relay/Server is transparent for the MMS Relay/Server and will be transferred to the post processing or real-time 
charging services. 

The MSCF is able to modify the recipient routeing addresses. CDRs generated by the MMS Relay/Server shall contain 
the recipient addresses originally requested by the MMS User Agent and the routeing recipient addresses requested by 
the MSCF. 

The MSCF shall be able to request an original MM to be sent to a number of alternative recipients (copy/forward). The 
MMS Relay/Server copies/forwards the MM as requested by the MSCF. In this case the MMS Relay/Server shall create 
CDRs for all result recipient addresses as requested by the MSCF. 

7.1.17.5 Message handling 

The handling of following MMS services may result in triggering the MSCF : 
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• MMl Submission 

• MMl Delivery 

• MM7 Submission 

This section defines the message handling procedures in the MMS Relay/Server if interworking with an MSCF is 
supported. The message handling process shall follow the order as defined by the description below. 

7.1.17.5.1 MMl Submission 

7.1.17.5.1.1 User Profile based trigger 

7.1.17.5.1.1.1 Interrogation Request 

For any MMl submitted message the MMS Relay/Server shall query the sender's user profile entry for a profile specific 
trigger as defined in section 7.1.17.2. If an profile specific trigger for submission is in place, the MMS Relay/Server 
shall suspend message processing and send the MM 10 interrogation request as defined in section 8.9 to the MSCF. 

The following principles for the composition and processing of the MM 10 interrogation request shall apply: 

The MMS Relay/Server shall provide as the served user identity the sender's key identification as derived from the 
user's profile (e.g. the MSISDN). 

In the Sender address parameter the MMS Relay/Server may provide the sender identification intended for presentation 
purposes. This identification may be the sender address as provided by the user agent. 

The MM 10 interrogation request shall contain the list of all recipient addresses provided by the user in the submitted 
message. For each of the recipient addresses a qualification of the used address field (To, CC, BCC) shall be given. 

The sender may request multiple recipients for one message. If the MMIO interrogation request is triggered due to a 
user profile based trigger then all recipient addresses shall be provided to the MSCF. The MMS Relay/Server shall 
provide an unique reference (sequence number) for each of the recipient addresses. This reference shall allow the MMS 
Relay/Server to track the modification of the original address after processing in the MSCF. 

7.1.17.5.1.1.2 Interrogation Response 

The MSCF shall respond to the MMIO interrogation request with an MMIO interrogation response as defined in section 
8.9. 

The MSCF may return for each specific recipient addresses a result. The result shall provide a reference to the initial 
recipient address of the MMIO interrogation request by means of the unique reference (sequence number). If the MSCF 
requests additional recipient addresses in the response (e.g. forwarding addresses), then it shall allocate new reference 
numbers. The MSCF shall continue to use reference number values greater then the highest value provided by the MMS 
Relay/Server. 

Each result recipient address may consist of several components. 
Routeing Address 

If the result recipient address contains a Routeing Address then the MMS Relay/Server shall continue handling of 
the MM as follows: 

■ The Routeing Address may contain recipient addresses in all formats that are specified for the MMl 
interface. In this case the MMS Relay/Server shall continue handling of the recipient according to the 
definitions of this specification for the MMl interface. 

A Routeing Address provided in this format may be subject to a subsequent MMIO interrogation request 
if the result matches to an address specific trigger. 

■ The Routeing Address may contain a routeing address composed according to the MM4 address coding 
on SMTP level (refer to section 8.4.5.1). In this case the MMS Relay/Server shall analyse the FQDN 
provided. If the FQDN refers to the own domain, then the message is treated locally within the MMSE. If 
the FQDN refers not to the own domain, then the message shall be forwarded according to the definitions 
for the MM4 interface. 
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A Routeing Address provided in this format shall not be subject to a subsequent MM 10 interrogation 
request. 

If the Result Recipient Address contains no Routeing Address for a specific reference (sequence number) then the 
original recipient is omitted, i.e. removed from the list of recipients. 

If the MSCF requests the recipient address to be kept immodified, then the initial recipient address value shall be 
returned with its reference (sequence number). 

Presentation Address 

The Presentation Address is only applicable if a Routeing Address has been provided by the MSCF. 

The value contained in the Presentation Address is used for identification presentation to the recipient user, i.e. the 
presentation of address information in the To:, CC: and BCC: fields presented to the recipient. 

If a Presentation Address is provided by the MSCF in the MM 10 interrogation response, then the MMS 
Relay/Server shall replace the corresponding address in the recipient field and store it together with the message 
for further processing. 

The MMS Relay/Server shall not use the presentation address for message routeing piuposes. 
Sender Address 

The Sender Address is used for sender identification to the recipient user, i.e. the presentation of address 
information in the From: field presented to the recipient. 

If the sender address is provided by the MSCF in the MM 10 interrogation response then the MMS Relay/Server 
replace the sender address field and store it together with the message for further processing. 

In order to support delivery and read reply reporting via the MM4 interface, the Sender Address value has to refer 
to the address of the original sender. MSCF apphcations may take this into account when setting up values for this 
attribute. If the addressing service requires presentation of a "not routeable" sender address to the recipient, then a 
deUvery report request should be suppressed. 

Full support of deUvery and read reply reports in conjimction with the MSCF may be defined in later versions of 
this specification. 

7.1.1 7.5. 1 .2 Address specific trigger 

7.1.17.5.1.2.1 Interrogation Request 

After the user profile based interrogation or if no profile based trigger criteria was met the MMS Relay/Server shall 
check if an address specific trigger is in place. The verification of the address specific trigger shall be based on 

■ the outcome of the previous MM 10 interrogation procedure if a profile based trigger was met. In this case the MMS 
Relay/Server shall consider only the Routeing Address part of the Result Recipient Address received from the 
MSCF, 

■ the recipient address information of the initial message if the user profile based trigger was not met. 
The MMS Relay/Server shall analyse all recipient addresses of a submitted MM. 

An address based trigger criteria is met if both the recipient address and the address criterion string match fully. Note, 
the address criterion definition may allow wildcards to define address ranges. 

If the recipient address is a PLMN address the MMS Relay/Server shall first attempt to convert the address into 
international format based on the numbering plan of the HPLMN, i.e. the numbering plan applicable for the serving 
MMS Relay/Server. If successful the address comparison shall happen based on the international format version of the 
number. 

If the recipient address can not be converted into international format (e.g. in case of short codes) the address digits 
shall be used for comparison urmiodified. 
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If for one or several recipient addresses match the criteria, then the MMS Relay Server shall send an interrogation 
request to the MSCF as specified in section 8.9. One MMIO interrogation per matched recipient address shall be sent. 

The MMS Relay/Server shall provide as the served user identity the sender's key identification as derived from the 
user's profile (e.g. the MSISDN). 

In the Sender address parameter the MMS Relay/Server may provide the sender identification intended for presentation 
purposes. This identification may be either the sender address as provided by the MMS User Agent or the value of the 
Sender Address returned form an MSCF in result of the previous MMIO interrogation request for a user profile based 
trigger. 

The MMIO interrogation request shall contain only the recipient address that matches the address specific trigger of the 
MMS Relay/Server. The MMS Relay/Server shall provide reference (sequence number) for the recipient address. 



7.1.17.5.1.2.2 Interrogation Response 

The MSCF shall respond to the MMIO interrogation request with an MMIO interrogation response as defined in section 
8.9. 

The MSCF may return result one or more recipient addresses. If the MSCF requests additional recipient addresses in the 
response (e.g. forwarding addresses), then it may allocate new reference numbers above the value used in the 
interrogation. 

The result recipient address may consist of several components. 
Routeing Address 

If the result recipient address contains a Routeing Address then the MMS Relay/Server shall continue handling of 
the MM as follows: 

■ The Routeing Address may contain recipient addresses in all formats that are specified for the MMl 
interface. In this case the MMS Relay/Server shall continue handling of the recipient according to the 
definitions of this specification for the MMl interface. 

■ The Routeing Address may contain an routeing address composed according to the MM4 address coding 
on SMTP level (refer to section 8.4.5.1). In this case the MMS Relay/Server shall analyse the FQDN 
provided. If the FQDN refers to the own MMSE, then the message is treated internally. If the FQDN 
refers not to the own MMSE, then the message shall be forwarded according to the definitions for the 
MM4 interface. 

If the Result Recipient Address contains no Routeing Address with a specific reference (sequence number) then 
the original recipient is omitted, i.e. removed from the list of recipients. 

Note: Omission only effects the message to this individual address. Messages to multiple recipients not being 
subject to the address specific trigger may still contain unmodified addresses as provided by the sender. 

If the MSCF requests the recipient address to be kept unmodified, then the initial recipient address value shall be 
returned with its reference (sequence number) 

Presentation Address 

The Presentation Address is only applicable if a Routeing Address has been provided by the MSCF. 

The value contained in the Presentation Address is used for identification presentation to the recipient user, i.e. the 
presentation of address information in the To:, CC: and BCC: fields presented to the recipient. 

If a Presentation Address is provided by the MSCF in the MMIO interrogation response, then the MMS 
Relay/Server shall store the modified recipient field together with the message for further processing. 

The MMS Relay/Server must not use the presentation address for message routeing purposes. 

Sender Address 

The Sender Address is used only for sender identification to the recipient user provided by the result recipient 
address, i.e. the presentation of address information in the From: field presented to this recipient. 
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If the sender address is provided by the MSCF in the MM 10 interrogation response then the MMS Relay/Server 
shall store the modified sender address with the message for further processing. 

In order to support delivery and read reply reporting via the MM4 interface, the Sender Address value has to refer 
to the address of the original sender. MSCF applications may take this into account when setting up values for this 
attribute. If the addressing service requires presentation of a "not routeable" sender address to the recipient, then 
dehvery and read reply report request should be suppressed. 

FuU support of dehvery and read reply reports in conjimction with the MSCF may be defined in later versions of 
this specification. 



Prior to the notification about an MM to be delivered the MMS Relay/Server shall query the recipient's user profile 
entry for a profile specific trigger as defined in section 7.1.17.2. If a profile specific trigger for delivery is in place, the 
MMS Relay/Server shall suspend message processing and send the MMIO interrogation request as defined in section 
8.9 to the MSCF. 

The MMS Relay/Server shall provide as the served user identity the recipient's key identification as derived from the 
user's profile (e.g. the MSISDN). 

The MMIO interrogation request shall contain the recipient addresses (including the served user) that are contained in 
the incoming message. For each of the recipient addresses a qualification of the used address field (To, CC, BCC) shall 

be given. 

The MMS Relay/Server shall provide a unique identification of each of the recipient addresses in case of multiple 
recipients. This identification shall allow the MMS Relay/Server to track the modification of the original address after 
processing in the MSCF. 

In the Sender address parameter the MMS Relay/Server shall provide the sender identification intended for presentation 
to the recipient MMS User Agent. This identification shall contain the sender address as received with the message to 
be delivered. 

7.1.17.5.2.2 Interrogation Response 

The MSCF is able to respond to the MMIO interrogation request with an MMIO interrogation response as defined in 
section 8.9. For the processing of the MMIO interrogation response the following principles shall apply: 

The MSCF may return for each of the specific recipient addresses a result recipient address. This shall be achieved by 
returning the unique identification for each of the recipients. If the MSCF requests additional recipient addresses in the 
response (e.g. forwarding addresses), then it may allocate new reference numbers. The MCG shall continue to use 
reference number values greater then the highest value provided by the MMS Relay/Server in the Interrogation request. 

Each result recipient address may consist of several components. 

Routeing Address 

A routeing address shall only be returned if the MSCF requests alternate recipient addresses for the message, i.e. to 
copy or forward the received MM. 

If the result recipient address contains a Routeing Address then the MMS Relay/Server shall continue handling of 

the MM as follows: 

■ the Routeing Address may contain recipient addresses in all formats that are specified for the MMl interface. 
In this case the MMS Relay/Server shall copy/forward the MM using the alternative recipient address, 

■ the Routeing Address may contain a recipient address composed according to the MM4 address coding on 
SMTP level (refer to section 8.4.5.1). In this case the MMS Relay/Server shall copy/forward the MM using 
the alternative recipient address. It shall analyse the FQDN provided. If the FQDN refers to the own MMSE, 
then the message is treated internally. If the FQDN refers not to the own MMSE, then the message shall be 
forwarded according to the definitions for the MM4 interface. 



7.1.17.5.2 



MMl Delivery 



7.1.17.5.2.1 



Interrogation Request 
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Presentation Address 

The Presentation Address is used for identification presentation to the recipient user. 

If a Presentation Address is provided by the MSCF in the MM 10 interrogation response, then the MMS 
Relay/Server shall substitute the recipient field (To, CC, BCC) with this information. The MMS Relay/Server must 
not use the presentation address for message routeing or forwarding purposes. 

Sender Address 

The Sender Address is used for sender identification to the recipient user, i.e. the presentation of address information 
in the From: field presented to the recipient. 

If the sender address is provided by the MSCF in the MM 10 interrogation response the MMS relay server shall store 
the modified sender address with the message for further processing. 

7.1.17.5.3 MM7 Submission 

7.1.17.5.3.1 VASP Profile based trigger 

7.1.17.5.3.1.1 Interrogation Request 

For any MM? submitted message the MMS Relay/Server shall query the VASP's profile entry for a profile specific 
trigger as defined in section 7.1.16.2. If a profile specific trigger for submission is in place, the MMS Relay/Server shall 
suspend message processing and send the MMIO interrogation request as defined in section 8.9 to the MSCF. 

The MMS Relay/Server shall provide as the served user identity the sender's key identification as derived from the 
VASP's profile (e.g. VASP-ID, VAS-ID). 

In the Sender address parameter the MMS Relay/Server may provide the sender identification intended for presentation 
purposes. This identification may be the sender address as provided by the VASP. 

The MMIO interrogation request shall contain the list of all recipient addresses provided by the user in the submitted 
message. For each of the recipient addresses a qualification of the used address field (To, CC, BCC) shall be given. 

The sender may request multiple recipients for one message. If the MMIO interrogation request is triggered due to a 
user profile based trigger then all recipient addresses shall be provided to the MSCF. The MMS Relay/Server shall 
provide a unique reference (sequence number) for each of the recipient addresses. This reference shall allow the MMS 
Relay/Server to track the modification of the original address after processing in the MSCF. 

If the recipient address of the MM7_submit.REQ is provided in encrypted or obfuscated format then the MMS 
Relay/Server shall decrypt it prior to invocation of the MMIO interrogation request. 

7.1.17.5.3.1.2 Interrogation Response 

The MSCF shall respond to the MMIO interrogation request with an MMIO interrogation response as defined in section 
8.9. For the composition and processing of the MMIO interrogation response the following principles shall apply: 

The MSCF may return for each specific recipient addresses an result. The result shall provide a reference to the initial 
recipient address of the MMIO interrogation request by means of the unique reference (sequence number). If the MSCF 
requests additional recipient addresses in the response (e.g. forwarding addresses), then it shall allocate new reference 
numbers. The MCG shall continue to use reference number values greater then the highest value provided by the MMS 
Relay/Server. 

The result recipient address may consist of several components. 

Routeing Address 

If the result recipient address contains a Routeing Address then the MMS Relay/Server shall continue handling of 
the MM as follows: 

■ the Routeing Address may contain recipient addresses in all formats that are specified for the MM7 
interface. In this case the MMS Relay/Server shall continue handling of the recipient according to the 
definitions of this specification for the MM7 interface. 
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Note: A Routeing Address provided in this format may be subject to a subsequent MMIO interrogation 
request if for the resuh matches to an address specific trigger, 

■ the Routeing Address may contain an routeing address composed according to the MM4 address coding 
on SMTP level (refer to section 8.4.5.1). In this case the MMS Relay/Server shall analyse the FQDN 
provided. If the FQDN refers to the own domain, then the message is treated locally within the MMSE. If 
the FQDN refers not to the own domain, then the message shall be forwarded according to the definitions 
for the MM4 interface. 

Note: A Routeing Address provided in this format shall not be subject to a subsequent MMIO 

interrogation request. 

If the Result Recipient Address contains no Routeing Address for a specific reference (sequence number) then the 
original recipient is omitted, i.e. removed from the list of recipients. 

If the MSCF requests the recipient address to be kept unmodified, then the initial recipient address value shall be 
returned with its reference (sequence number). 

Presentation Address 

The Presentation Address is only applicable if a Routeing Address has been provided by the MSCF. 

The value contained in the Presentation Address is used for identification presentation to the recipient user, i.e. the 
presentation of address information in the To:, CC: and BCC: fields presented to the recipient. 

If a Presentation Address is provided by the MSCF in the MMIO interrogation response, then the MMS 
Relay/Server shall store the modified recipient field together with the message for further processing. 

The MMS Relay/Server must not use the presentation address for message routeing purposes. 

Sender Address 

The Sender Address is used for sender identification to the recipient user, i.e. the presentation of address 
information in the From: field presented to the recipient. 

If the sender address is provided by the MSCF in the MMIO interrogation response then the MMS Relay/Server 
shall store the modified sender address with the message for further processing. 

In order to support delivery and read reply reporting via the MM4 interface, the Sender Address value has to refer 
to the address of the original sender. MSCF applications may take this into account when setting up values for this 
attribute. If the addressing service requires presentation of a "not routeable" sender address to the recipient, then 
deUvery report request should be suppressed. 

Full support of delivery and read reply reports in conjimction with the MSCF may be defined in later versions of 
this specification. 

7.1.17.5.3.2 Address specific trigger 

7.1.17.5.3.2.1 Interrogation Request 

After the profile based interrogation or if no profile based trigger was identified the MMS Relay/Server shall check if an 
address specific trigger is in place. The verification of the address specific trigger shall be based on 

■ the outcome of the previous MMIO interrogation procedure if a profile based trigger was met. In this case the MMS 
Relay/Server shall consider only the Routeing Address part of the Result Recipient Address received from the 
MSCF. 

■ The recipient address information of the initial message if the user profile based trigger was not met. 
The MMS Relay/Server shall analyse all recipient addresses of a submitted MM. 

An address based trigger criteria is met if the both the recipient address and the address criterion string match fully. 
Note, the address criterion definition may allow wildcards to define address ranges. 

If the recipient address is a PLMN address the MMS Relay/Server shall first attempt to convert the address into 
international format based on the numbering plan of the HPLMN, i.e. the numbering plan applicable for the serving 
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MMS Relay/Server. If successful the address comparison shall happen based on the international format version of the 
number. 

If the recipient address can not be converted into international format (e.g. in case of short codes) the address digits 
shall be used for comparison unmodified. 

If for one or several recipient addresses match the criteria, then the MMS Relay/Server shall send an interrogation 
request to the MSCF as specified in section 8.9. One MMIO interrogation per matched recipient address shall be sent. 

The MMS Relay/Server shall provide as the served user identity the sender's key identification as derived from the 
user's profile (e.g. the MSISDN). 

In the Sender address parameter the MMS Relay/Server may provide the sender identification intended for presentation 
purposes. This identification may be either the sender address as provided by the user agent or the value of the Sender 
Address returned form an MSCF in result of the previous MMIO interrogation request for a user profile based trigger. 

The MMIO interrogation request shall contain only the recipient address that match the address specific trigger of the 
MMS Relay/Server. The MMS Relay/Server shall provide a reference (sequence number) for the recipient address. 

7.1.17.5.3.2.2 Interrogation Response 

The MSCF shall respond to the MMIO interrogation request with an MMIO interrogation response as defined in section 
8.9. For the composition and processing of the MMIO interrogation response the following principles shall apply: 

The MSCF may return result recipient addresses. If the MSCF requests additional recipient addresses in the response 
(e.g. forwarding addresses), then it may allocate new reference numbers above the value used in the MMIO 
interrogation. 

The result recipient address may consist of several components. 
Routeing Address 

If the result recipient address contains a Routeing Address then the MMS Relay/Server shall continue handling of 
the MM as follows: 

■ the Routeing Address may contain recipient addresses in all formats that are specified for the MMl 
interface. In this case the MMS Relay/Server shall continue handling of the recipient according to the 
definitions of this specification for the MMl interface, 

■ the Routeing Address may contain an routeing address composed according to the MM4 address coding 
on SMTP level (refer to section 8.4.5.1). In this case the MMS Relay/Server shall analyse the FQDN 
provided. If the FQDN refers to the own MMSE, then the message is treated internally. If the FQDN 
refers not to the own MMSE, then the message shall be forwarded according to the definitions for the 
MM4 interface. 

If the Result Recipient Address contains no Routeing Address with a specific reference (sequence number) then 
the original recipient is omitted, i.e. removed from the list of recipients. 

Note: Omission only affects the message to this individual address. Messages to multiple recipients not being 
subject to the address specific trigger may still contain unmodified addresses as provided by the sender. 

If the MSCF requests the recipient address to be kept unmodified, then the initial recipient address value shall be 
returned with its reference (sequence number) 

Presentation Address 

The Presentation Address is only applicable if a Routeing Address has been provided by the MSCF. 

The value contained in the Presentation Address is used for identification presentation to the recipient user, i.e. the 
presentation of address information in the To:, CC: and BCC: fields presented to the recipient. 

If a Presentation Address is provided by the MSCF in the MMIO interrogation response, then the MMS 
Relay/Server shall store the modified recipient field together with the message for further processing. 

The MMS Relay/Server must not use the presentation address for message routeing purposes. 
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Sender Address 

The Sender Address is used only for sender identification to the recipient user provided by the result recipient 
address, i.e. the presentation of address information in the From: field presented to this recipient. 

If the sender address is provided by the MSCF in the MM 10 interrogation response then the MMS Relay/Server 
shall store the modified sender address with the message for further processing. 

In order to support delivery and read reply reporting via the MM4 interface, the Sender Address value has to refer 
to the address of the original sender. MSCF applications may take this into account when setting up values for this 
attribute. If the addressing service requires presentation of a "not routeable" sender address to the recipient, then 
delivery and read reply report request should be suppressed. 

Full support of dehvery and read reply reports in conjunction with the MSCF may be defined in later versions of 
this specification. 

7.1.17.6 Access control 

In result of a interrogation request the MSCF may deny the further handling of the Message. In this case the MSCF 
shall send a MMIO interrogation response with an appropriate result code. Deny of access may be apphcable for 
sending or receiving Messages. 

7.1 .1 7.7 Interrogation Request Timeout 

If the MSCF does not return an MMIO interrogation response to an MMIO interrogation request the MMS Relay/Server 
shall process the message according to the setting of the "recovery handUng" parameter of the user's profile, i.e. either 
reject or accept the MMl submission request. 

7.1.17.8 Trigger Information Data in MMIO Interrogation Requests 

The MMS user profile, the VASP profile or the address specific trigger criterion may contain an application 
identification required for the execution of the user specific service on the MSCF. The MMS Relay/Server shall forward 
this information transparently if available. 

7.1.17.9 MSCF Addressing and Routeing 

The user profile and the address specific trigger criterion shall contain the MSCF address information. The MMS 
Relay/Server shall use this information to derive a routeing address to forward the MMIO interrogation request to the 
MSCF. 

7.1 .18 Support for transporting Application Data 

Apart from using MMS as a service for users to exchange messages, MMS may also be used to transport data specific 
to applications. Applications that intend to transport application specific data using MMS may either reside on an MMS 
User Agent or on an MMS VAS Application. Details of these applications or how an MMS User Agent or an MMS 
VAS AppUcation would interface with them are outside the scope of this specification. 

NOTE: Applications that want to transport data specific to applications other than MMS will initially need to 
register with the appropriate MMS User Agent or MMS VAS Application. During this registration 
process the application provisions an MMS User Agent or an MMS VAS Application with its application 
identification value and may negotiate with the MMS User Agent or MMS VAS Application the details 
(amount and format) of information to be exchanged between the two entities. The application 
registration process is outside the scope of this specification. The registration may be an inherent process 
e.g., in the application's integration into a mobile phone. It may also be the initial step after the download 
of a downloadable application to a mobile phone. Whatever the details of the application registration 
process are, an MMS User Agent or an MMS VAS Application acts according to the negotiated results 
from the appUcation registration process. 

Applications that reside on a MMS VAS Application are differentiated from the MMS VAS Application. These 
appUcations may trigger the MMS VAS AppUcation as a MMS front-end to transmit or receive information formatted 
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in MMS abstract messages. Such applications have an additional level of addressing - in addition to the identification 
of the VASP and the MMS VAS AppHcation. 

When MMS is used to transport data specific to applications between two MMS User Agents or an MMS User Agent 
and an MMS VAS Application (or vice versa) the following exceptions to the normal MMS service behaviour apply; 

7.1.18.1 Application Identifiers 

The application identifier of the destination application shall be present in an abstract message, while the identifier of a 
"reply-path" and some additional application/implementation specific control information may be present in an abstract 
message. 

The additional application/implementation specific control information shall be used for all future needs that are not 
supported by the application identifier of the destination application and the identifier of the originating application, 
such as specifying a particular logical channel in the application addressing method (e.g., "discussion thread #05") or 
distinguishing between multiple instances of the same application (e.g., "chess application #02"). 

The format of the application identifiers' values shall be text string. 

In order to guarantee their global uniqueness, application identifiers shall either be specified as MIME types that are 
registered with IAN A ( www.iana.org ) or shall be composed such that it includes the application developer's URL [72]. 

NOTE 1: lANA registers both standards-tree and vendor-tree MIME types; thus the use of MIME types guarantees 
global uniqueness while providing for both standard names and vendor-specific names. 

NOTE 2: Including the application developer's URL as part of the application identifier's value guarantees global 
uniqueness. Details of the syntax are given in clause 8.4.4.8 for MM4, in Annex L for MM7 and in 
WAP/OMA implementation [82] for MMl reference points. 

7.1 .1 8.2 Applications sending and receiving abstract messages 

7.1.18.2.1 Sending abstract messages 

Based on the negotiated details upon application registration process an application may trigger an MMS User Agent or 
an MMS VAS Application to submit certain abstract messages. Upon triggering an MMS User Agent or an MMS VAS 
Application to send an abstract message the MMS User Agent or MMS VAS Application may receive information from 
the application. The MMS User Agent or MMS VAS Application may insert this information in both the information 
elements and/or payload (if present) of the abstract message. The details for the above are according to the results of the 
apphcation registration process. 

Abstract messages that are sent by an MMS User Agent or an MMS VAS Application on behalf of an originating 
application shall contain a destination application identifier. They may, in addition, contain an application identifier 
which is to be used in reply-MMs and they may contain additional apphcation/implementation specific control 
information. 

7.1.18.2.2 Receiving abstract messages 

If an MMS Relay/Server finds from the recipient MMS User Agent's capability indication (see clause 7.L3.1) that the 
recipient MMS User Agent does not support the transport of application data, the MMS Relay/Server 

• should delete the content of the MM before notifying the MMS User Agent or before retrieval. In such a case 
the recipient MMS Relay/Server shall apply the normal reporting behaviour towards receiving as well as 
sending entities; 

• may decide about the deletion of content based on user setting in the user's profile and/or configuration by 
network operator and/or MMS service provider. 

If the MMS Relay/Server finds from the recipient MMS User Agent's capability indication (see clause 7.L3.1) that the 
recipient MMS User Agent supports transport of application data, the MMS Relay/Server 

• shall not perform any type of content adaptation to a multimedia message (MM) that may be contained in the 
payload of an abstract message that contains a destination application identifer; 
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• shall pass on the destination application identifier, the "reply-path" identifier (if present) and the additional 
application/implementation specific control information (if present) unaltered. 

Upon reception of an abstract message containing a destination application identifier (it can either be the 
MMl_notification.REQ, MMl_retrieve.RES or MM7_deUver.REQ transactions), the receiving MMS User Agent or 
MMS VAS Application shall first check if the destination application resides on it. 

When an MM is addressed to an application, the associated MMS notification, intended for this application, should 
contain the appUcation identifier. 

NOTE: Should the application identifier not be present in the MMS notification this may result in the presentation 
of the MMS notification to the user. 

If the destination application resides on a receiving MMS VAS Application, the MMS VAS Application shall 
immediately route the received MMS information on to the destination application that is referred to by the destination 
appUcation identifier (based on the negotiated details upon appUcation registration process). 

If the destination application resides on a receiving MMS User Agent, the MMS User Agent shall immediately route the 
received MMS information on to the destination application that is referred to from the destination application identifier 
(based on the negotiated details upon application registration process) without presentation to the user. 

NOTE: The further handling and processing of the information by the destination application is outside the scope 
of this specification. 

If the destination application does not reside on the receiving MMS User Agent or on the USIM or MMS VAS 
Application, the MMS User Agent or MMS VAS Application shall discard the corresponding abstract message. In such 
a case the recipient MMS Relay/Server and recipient MMS User Agent or VAS application shall apply the normal 
reporting behaviour towards sending entities. 

7.1 .1 8.2.3 End User Confirmation 

An MMS User Agent may ask for end user confirmation before any submission or retrieval of an MM triggered by an 
application due to charging, privacy or security reasons. 

7.1 .19 Cancelling of a Multimedia Message 

This part of the MMS service describes the mechanism by which an MMS Relay/Server may request an MMS User 
Agent, that an MM which the MMS User Agent has already retrieved is to be cancelled. The MMS Relay/Server 
request shall be invoked by a similar request from a VASP. 

The support for cancelling an MM from the recipient MMS User Agent is optional for both MMS User Agent and 
MMS Relay /Server. 

When requesting an MM to be cancelled the MMS Relay/Server shall provide the identification of the MM to be 
cancelled. 

MMS User Agent may provide means (e.g. terminal setting) to a user to forbid such cancellation, requested by the 
MMS Relay/Server. 

The MM cancellation may not be successful as the recipient MMS User Agent may have restricted such a cancellation 
or the MM is not available any longer. However, upon reception of a request from the MMS Relay/Server to cancel an 
MM, the MMS User Agent may provide the status (if the request was successfully received) in the response to the 
MMS Relay/Server .1 

7.1 .20 Deletion of Multimedia Messages on an MMS Relay/Server 

This part of the MMS service describes the mechanism by which an MMS User Agent may request the recipient MMS 
Relay/Server, to delete one or more of its MMs for which retrieval has been deferred. 

NOTE: An MM may no longer be available on the recipient MMS Relay/Server after MM retrieval, MM 
forwarding, or other MMS User Agent actions. 
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The support for deletion of a deferred MM on an MMS Relay/Server is optional for the MMS User Agent and for the 
MMS Relay /Server. 

If supported the MMS User Agent shall request deletion of a deferred MM based on the Message Reference(s) received 
in the corresponding notification(s). 

Upon reception of a request from the MMS User Agent, the MMS Relay/Server: 

• Shall ensure that the deletion request comes from the MMS User Agent associated with the MMs; 

• Should free resources associated with these MMs' Message Identification; 

• Shall provide status information (per MM, or group of MMs) on the MM deletion request to the MMS User Agent. 

7.2 MMSE Addressing responsibilities 

Address parsing: 

MMS Relay/Server should parse the recipient address field provided by the originator MMS User Agent upon MM 
submission. If an error is foimd in the address format, an error indication should be sent back to the MMS User Agent in 
the submit response. 

Locating the recipient: 

For each recipient that appears in an MM, the MMS Relay/Server shall be able to resolve whether the recipient belongs 
to the same MMSE, another MMSE or is not known to belong to any MMSE or the recipient is VASP. If the recipient 
belongs to the same MMSE, the MMS Relay/Server shall notify the recipient of the new MM as described in clause 
7.1.2. If the recipient appears to belong to another MMSE, the MMS Relay/Server has to locate the external recipient's 
MMSE domain. If the recipient is not known to belong to any MMSE, the MMS Relay/Server shall perform the 
necessary conversion and route forward the message to the recipient. If the recipient is VASP, the MMS Relay/Server 
shall deliver MM to the VASP according to the recipient address in MM. 

7.2.1 Address Formats on IVIIVI1 

The MMS addressing model on MMl contains three addresses: the address of the MMS Relay/Server, the address of 
the recipient and the address of the originator. The address of the MMS Relay/Server shall be the URI of the MMS 
Relay/Server given by the MMS service provider. Thus, the URI needs to be configurable in the MMS User Agent. 

The originator's a address could be either a user's address or a user's terminal address. The recipient's address can be a 
user's address, a user's terminal address, or a short code. For this release the user's terminal addresses (e.g. terminal IP 
addresses) are not supported. The MMS User Agent's responsibility is to format these addresses before it submits the 
message to the originator MMS Relay/Server. 

The user's address can be either an E.164 (MSISDN) or RFC2822 address. 

The MMS User Agent and MMS Relay/Server shall support both E.164 (MSISDN) and RFC2822 addressing formats. 
The reference point MMl should support a way to indicate the used address type to enable future extension. The 
encoding of the addressing is up to the corresponding MMl implementation (cf. Annex B). 

E.g. the originator MMS User Agent may specify each of the address fields in one of the following formats: 

1) RFC 2822 address (FQDN or unqualified) 

2) PLMN address: [ "+" I "*" I "#" ] [digit I "*" I "#" ] ... ["/TYPE= PLMN"] 

3) Other "/TYPE= " 

The "yTYPE= " field specifies the address type. When PLMN format is used the type is optional. The "yTYPE= " 
convention provides flexibihty for future enhancements. 

When the "/TYPE=" qualifier is absent, the MMS Relay/Server should resolve potential ambiguities by applying the 
following logic to the address in the following order: 

1. if it contains the "@" character, the address should be interpreted as an FQDN RFC2822 address 
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2. if it is completely numeric, except possibly including "+", "*", or "#", it should be interpreted as "/TYPE= 
PLMN", e.g. an E. 164 address, a local telephone number, or a numeric short code, 

3. otherwise, it should be interpreted as an unquaUfied RFC2822 address (alphanumeric short code) 

7.2.2 Address Formats on MM4 

Resolving the recipient's MMSE IP address: 

For those recipients that appear in an MM and belong to an external MMSE, the originator MMS Relay/Server has to 
send the message to each of the recipients' MMS Relay/Servers using the protocol described in clause 6.6. The MMS 
Relay/Server has to resolve the recipient's MMS Relay/Server domain name to an IP address, e.g. using DNS, based on 
the recipient's address. The mapping for the recipient's address, in case of MSISDN (E.164) addressing, to the 
recipient's MMS Relay/Server if the MM recipient belongs to another MMSE should use the DNS-ENUM protocol 
[61]. The ENUM solution is described in Annex G. In the absence of an ENUM based solution, it is expected that MMS 
service providers or network operators may use solutions for their particular needs, which may include static tables or 
other look-up methods. One such look up method, which is based on MSISDN to IMSI look up, is described in Aimex 
H. 

Re-formatting the sender's and recipient's address to FQDN format 

When delivering a message from an MMSE to another MMSE, both the sender and the recipient addresses shall be 
extended to include the FQDN to enable transport over SMTP. This FQDN format shall be used in the MM4 reference 
point. It is required that FQDN format address is used in "MAIL FROM: " and "RCPT TO: " commands in SMTP, it is 
not necessary that the originator's and recipient's addresses in [5] "From: " or "To"-fields are re-formatted to FQDN 

format. 

The encoding of FQDN addressing is defined in Clause 8.4.5.1. 

7.2.3 Address Formats on MM7 

The MMS addressing model on MM7 contains two addresses: The address of the originator MMS User Agent or 
VASA^ASP and the address(es) of the recipient MMS User Agent(s) or VASA^ASP. 

The reference point MM7 shall support E.164 (MSISDN) addresses and e-mail addresses (RFC2822). In addition Short 
Codes should be supported. 

In the case of a multimedia message terminated at the VAS/VASP, the recipient(s)' address(es) may be the VAS/VASP 
address or the intended recipient(s)' address and the originator's address shall be user's address (e.g. MSISDN address) 
or a user's terminal address. For this release the user's terminal addresses (e.g. terminal IP addresses) are not supported. 

The MMS Relay/Server shall translate recipient addresses that originate from the MMl interface into the appropriate 
URL of the VASP, for example when an MM7_deliver.REQ results from an MMl_submit.REQ from the MMS User 
Agent. The format of the MMl address is defined in section 7.2.1 of this specification. 

In the case of a multimedia message originated from the VASA'^ASP, the originator's address may be the VASA'^ASP 
address and the recipient(s)' address(es) shall be either a user's address or a user's terminal address. For this release the 
user's terminal addresses (e.g. terminal IP addresses) are not supported. 

The VASP's responsibility is to format recipient addresses before it submits the message to the MMS Relay/Server. The 
recipient user's address shall be E.164 (MSISDN) address or e-mail address (RFC2822). Additionally, it shall be 
possible to control which recipient(s) address(es) are utilized for actual routing and which are conveyed as 
informational only to be displayed to the recipient MMS User Agent. 

The VASP will identify itself using one (or more) of three possible identifiers - the VASP identification number, the 
VAS identification number, or an address MMl compliant to MMl address format. The MMS Relay/Server shall 
translate the identification of the VASP to an appropriate address format for transfer across other reference points, e.g. 
address as defined in section 7.2.1 for messages sent on MMl. 

The reference point MM7 defines also other addressing like information elements: VASP ID, VAS ID and MMS 
Relay/Server ID. These fields are used only to identify VASP, VAS and MMS Relay/Server and are not used for 
addressing purpose. 
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NOTE: The users' addresses referred to above may be replaced by appropriate coded addresses in order not to 
harm the users' privacy. 



8 MMS Application Protocol Framework and Technical 
Realisation of MMS Service Features 

This clause defines the application protocol framework and describes the technical realisation of MMS service features 
in terms of abstract messages. The abstract messages can be categorised into transactions consisting of requests and 
responses. The labelhng of the MMS abstract messages follows these conventions: 

• the transactions between the MMS UA and MMS Relay/Server are prefixed with "MMl"; 

• the transactions between the MMS Relay/Servers are prefixed with "MM4"; 

• the transactions between Value-Added Service Providers and the MMS Relay/Server are prefixed with 
"MM7"; 

• requests are identified with ".REQ" as a suffix; 

• responses are identified with the ".RES" suffix. 

Each abstract message carries with it certain information elements, which may vary according to the specific message. 
All messages shall carry, as information elements, a protocol version and message type, in order that the MMSE 
components may be able to properly identify and manage the message contents. 

Specific information regarding the message encapsulation, including order, possible values, and encoding are beyond 
the scope of this clause. These details will be defined within each MMSE protocol environment. 

The mapping of abstract messages to specific protocols is not necessarily a one-to-one relationship. Depending on the 
MMS Implementation (WAP etc.), one or more abstract messages may be mapped to a single lower layer PDU, and a 
single abstract message may be mapped to multiple lower layer PDUs, if the information carried in the PDU(s) serve 
the purpose of required information in the subjected abstract message(s). 

In MMl responses that provide a status information, the status information returned has no correspondence to the Status 
information returned in MM4 responses; they are independent of each other. 

The MMl response status, which are limited by design to as small a set of values as possible, may correlate to status 
and errors occurring within the communications protocols underlying the implementation of the MM4 abstract 
messages. Similarly, the MM4 status may correlate to those occurring within the communications protocols underlying 
the implementation of the MMl abstract messages. The definition of these correlations is out of scope of the present 
document, and should be provided by the MMS implementations. 

The MMS application protocol shall provide means to uniquely identify the version number and message type in each 
abstract message defined here. The order, possible values and encoding of the information elements for each abstract 
message are beyond the scope of this clause, and shall be dictated by the protocol environment. 

The following figure shows an example abstract message flow when a multimedia message is sent from an originator 
MMS User Agent to a recipient MMS User Agent. The scope of this figure is limited to abstract messages on reference 
points MMl and MM4 only. 

Delivery reports are sent by the recipient MMS Relay/Server. Read-reply reports are sent by the recipient MMS User 
Agent. 

Below are Figures 6 and 7. Figure 6 shows a typical transaction for an MMS User Agent submitting an MM addressed 
to an MMS User Agent serviced by another MMS Relay/Server. Figure 7 shows the abstract messages that may 
involve the MMBox. These figures are only examples, and do not show all possible transactions between a MMS User 
Agent and the MMS Relay/Server. 
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Originator 
MMS UA 
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MM1_submit. 
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MM1_submit. 
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MM1_clelivery_ 
report. REQ 



MM1_read_reply_ 
originator.REQ 



MM4 forward. REQ 



MM4 forward. RES 



MM4_delivery_report.REQ 



MM4_delivery_report.RES 
MM4_read_reply_report.REQ 



MM4_read_reply_report. RES 
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Recipient 
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MM1_read_reply_ 
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Figure 6: Example Abstract Message Flow 
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Figure 7: Example Abstract Message Flows with Persistent Storage 
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MM1 delete.REQ 



MM1 delete.RES 



Figure 7A: Example Abstract Message Flow, for deletion of deferred MMs 
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8.1 Technical realisation of MMS on reference point MM1 

Reference point MMl defines the transactions between the MMS User Agent and the MMS Relay /Server. These 
transactions include notifications of new MMs, retrieval of MMs, forwarding of MMs, and delivery and read-reply 
reporting. Figure 6 illustrates some of these transactions and their relationships, in an end-to-end manner. 

Additional transactions are specified for MMBox implementations that allow MMs and information about them to be 
stored, retrieved, changed, and deleted. 

8.1 .1 Authentication Mechanisms for MMl 

On the MM1 reference point an underlying authentication mechanism should be available. 

The network-provided MMS User Agent's ID (e.g. MSISDN or IMSI) should be made available to the MMS 
Relay/Server by the RADIUS mechanisms defined in [54]. This ID should be used to authenticate the MMS 
User Agent. 

8.1 .2 Detection of Duplicate MMs 

On the MMl reference point an underlying mechanism for detecting the submission of duplicate MMs should 
be available. 

8.1 .3 Submission of Multimedia Message 

This part of MMS service covers the submission of an MM. For sending purposes a terminal-originated MM shall 
always be submitted from the originator MMS User Agent to the corresponding MMS Relay/Server. Involved abstract 
messages are outlined in the table below from type and direction points of view. 



Table 4: Abstract messages for submission of IVIM in IVIMS 



Abstract messages 


Type 


Direction 


MM1 submit.REQ 


Request 


MMS UA -> MMS Relay/Server 


MM1 submit.RES 


Response 


MMS Relay/Server -> MMS UA 



8.1.3.1 Normal operation 

The originator MMS User Agent shall submit a terminal-originated MM to the originator MMS Relay/Server using the 
MMl_submit.REQ, which contains MMS control information and the MM content. If the Store information element is 
present, the MM will also be copied to the MMBox, if the MMBox is supported and enabled for the subscriber. 

The MMS Relay/Server shall respond with an MMl_submit.RES, which provides the status of the request. The 
MMl_submit.RES shall unambiguously refer to the corresponding MMl_submit.REQ. 

Support for MMl_submit.REQ is optional for the MMS UA, support for MMl_submit.RES is mandatory for the MMS 
Relay/Server. 

8.1.3.2 Abnormal Operation 

In this case the originator MMS Relay/Server shall respond with a MMl_submit.RES encapsulating a status which 
indicates the reason the multimedia message was not accepted, e.g. no subscription, corrupt message structure, service 
not available, MMBox not supported, MMBox not enabled, MMBox over quota, MMBox system fuU, MMBox I/O 
error. 

If the MMS Relay/Server does not provide the MMl_submit.RES the MMS User Agent should be able to recover. 
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8.1.3.3 Features 

Addressing: One or several MM recipients of a submitted MM shall be indicated in the addressing-relevant 
information field(s) of the MMl_subrmt.REQ. The originator of a submitted MM may be indicated in addressing- 
relevant information field(s) of the MMl_submit.REQ. The originator MMS User Agent may request to hide its identity 
from the MM recipient. 

Time stamping: The originator MMS User Agent may time stamp the MM. 

Time constraints: The originator MMS User Agent may also request an earliest desired time of delivery of the MM. 
The originator MMS User Agent may request a time of expiry for the MM. In case of reply-charging the originator 
MMS User Agent may also request a deadline for the latest time of submission of reply-MMs granted to the 
recipient(s). 

Reply-Charging: The originator MMS User Agent may indicate that the sender wants to pay for a reply-MM and 
convey the reply-charging hmitations (e.g. the latest time of submission and/or the maximum size of a reply-MM) in the 

MMl_submit.REQ. 

Message class, priority and subject: The MM may be qualified further by adding a message class, priority and/or 

subject to the MM in the MMl_submit.REQ. Additional qualifiers may be added. 

Reporting: The originator MMS User Agent may request a delivery report for the MM. In addition, the originator 
MMS User Agent may request a read-reply report when the user has viewed the MM. 

Identification: The originator MMS Relay/Server shall always provide a message identification for an MM, which it 

has accepted for submission in the MMl_submit.RES. In case of reply-charging the MMS User Agent which submits a 
reply-MM (i.e. the MMS User Agent that received the original MM) shall provide the message ID of the original MM 
which it replies to in the MMl_submit.REQ. 

Persistent storage: In addition to being submitted for normal delivery, the MMS User Agent may request that the 
submitted MM be stored into the MMBox, by the presence of the Store information element. As part of the store 
request, the MM State and MM Flags can be set with the use of corresponding information elements. The response to a 
Store request shall include a Message Reference to the newly stored MM, as well as the associated MM State and 
optional MM Flags. 

Store Status: The MMS Relay/Server shall indicate the store status of the MMl_submit.REQ in the Store Status 
information element of the associated MMl_submit.RES. The Store Status information element of the 
MMl_submit.RES may be supported with an explanatory text. If this text is available in the Store Status Text 

information element the MMS User Agent should bring it to the user's attention. The choice of the language used in the 
Store Status Text information element is at the discretion of the MMS service provider 

Content Type: The MIME type of the multimedia content shall always be identified in the MMl_subnait.REQ. 
Content: The originator MMS User Agent may add content in the MMl_submit.REQ. 

Request Status: The originator MMS Relay/Server shall indicate the status of the MMl_submit.REQ in the associated 
MMl_submit.RES. The reason code given in the status information element of the MMl_submit.RES may be 
supported with an explanatory text further qualifying the status. If this text is available in the Request status text 

information element the MMS User Agent should bring it to the user's attention. The choice of the language used in the 
Request status text information element is at the discretion of the MMS service provider. 

Transaction Identification: The originator MMS User Agent shall provide an unambiguous transaction identification 
within a request. The response shall unambiguously refer to the corresponding request using the same transaction 
identification. 

Version: The MMS protocol shall provide unique means to identify the current version of the particular protocol 
environment. 

Message Type: The type of the message used on the reference point MMl indicating MMl_submit.REQ and 

MMl_submit.RES as such. 

Applic-ID: The presence of this information element indicates that this abstract message shall be provided to an 
appUcation residing on an MMS User Agent or MMS VAS Application. It contains the identification of the destination 
appUcation. 
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Reply-Applic-ID: If present, this information element indicates a "reply path" , i.e. the identifier of the application to 
which delivery reports, read-reply reports and reply-MMs are addressed if any. 

Aux-Applic-Info: If present, t his information element indicates additional application/implementation specific control 
information (cf. 7.1.18.1). 

Content adaptation restriction: The originator may request that the content of the MM will not be subjected to 
content adaptation. 

Content Information: The originator may provide information about the nature of the content in the message. The 
content information could be in terms of indications that: 

• classifies content of the MM based on e.g. media types/formats, size, presentation formats [85] 

• the MM contains DRM-protected content 

In case of conflict with the adaptation restriction provided by the originator, DRM-protection rules in content adaptation 
shall prevail over the adaptation restriction. 
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8.1.3.4 Information Elements 



Table 5: Information elements in the MM1 submit.REQ. 



Information element 


Presence 


Description 


Message Type 


Mandatory 


Identifies this message as MM1_submit.REQ 


Transaction ID 


Mandatory 


The identification of the 
MM1_submit.REQ/MM1_submit.RES pair. 


MMS Version 


Mandatory 


Identifies the version of the interface supported by the MMS 
UA. 


Recipient address 


Mandatory 


The address of the recipient(s) of the MM. Multiple 
addresses are possible. 


Content type 


Mandatory 


The content type of the MM's content. 


Sender address 


Optional 


The address of the MM originator. 


Message class 


Optional 


The class of the MM (e.g., personal, advertisement, 

information service) 


Date and time 


Optional 


The time and date of the submission of the MM (time stamp). 


Time of Expiry 


Optional 


The desired time of expiry for the MM or reply-MM (time 
stamp). 


Earliest delivery time 


Optional 


The earliest desired time of delivery of the MM to the 

recipient (time stamp). 


Delivery report 


Optional 


A request for delivery report. 


Reply-Charging 


Optional 


A request for reply-charging. 


Reply-Deadline 


Optional 


In case of reply-charging the latest time of submission of 
replies granted to the recipient(s) (time stamp). 


Reply-Charging-Size 


Optional 


In case of reply-charging the maximum size for reply-MM(s) 
granted to the recipient(s). 


Priority 


Optional 


The priority (importance) of the message. 


Sender visibility 


Optional 


A request to show or hide the sender's identity when the 
message is delivered to the recipient. 


Store 


Optional 


A request to store a copy of the MM into the user's MMBox, 
in addition to the normal delivery of the MM. 


MM State 


Optional 


The value to set in the MM State information element of the 
stored MM, if Store is present. 


MM Flags 


Optional 


One or more MM Flag keywords to set in the MM Flags 
information element of the stored MM, if Store is present 


Read reply 


Optional 


A request for read reply report. 


Subject 


Optional 


The title of the whole multimedia message. 


Reply-Charging-ID 


Optional 


In case of reply-charging when the reply-MM is submitted 
within the MMI submit.REQ this is the identification of the 
original MM that is replied to. 


Applic-ID 


Optional 


Identification of the destination application. 


Reply-Applic-ID 


Optional 


Identification of an application to which reply-MMs, delivery 
reports and read-reply reports are addressed. 


Aux-Applic-lnfo 


Optional 


Auxiliary application addressing information. 


Content Class 


Optional 


Classifies the content of the MM to the smallest content 
class to which the MM belongs [85]. 


DRM Content 


Optional 


Indicates if the MM contains DRM-protected content 


Adaptations 


Optional 


Indicates if the originator allows adaptation of the content 
(default True) 


Content 


Optional 


The content of the multimedia message 
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Table 6: Information elements in the MM1 submit.RES. 



Information element 


Presence 


Description 


Message Type 


Mandatory 


Identifies this message as MM1 submit.RES. 


Transaction ID 


Mandatory 


The identification of the 
MM1_submit.REQ/MM1_submit.RES pair. 


IVIIVIS Version 


Mandatory 


Identifies the version of the interface supported by the MMS 

Relay/Server. 


Request Status 


Mandatory 


The status of the MM submit request. 


Request Status Text 


Optional 


Description which qualifies the status of the MM submit 
requesi. 


Message ID 


Conditional 


The identification of the MM if it is accepted by the originator 
MMS Relay/Server. 


Store Status 


Conditional 


If the Store request was present in MM1_submit.REQ, the 
status of the store request. 


Store Status Text 


Optional 


The explanatory text corresponding to the Store Status, if 
present. 


Stored Message 
Reference 


Conditional 


If the Store request was present in MMI submit.REQ, the 
message reference to the newly stored MM. 



8.1 .4 Multimedia Message Notification 

This part of the MMS service covers the notification about MM from the recipient MMS Relay/Server to the 
corresponding recipient MMS User Agent and involving abstract messages are outlined in the table below from type, 
and direction points of view. 



Table 7: abstract messages for notification of MM in MMS 



Abstract message 


Type 


Direction 


MM1 notification. REG 


Request 


MMS Relay/Server -> MMS UA 


MM1 notification. RES 


Response 


MMS UA -> MMS Relay/Server 



8.1.4.1 Normal Operation 

Upon receiving the MMl_notification.REQ, the recipient MMS User Agent shall respond with the 
MMl_notification.RES to the recipient MMS Relay/Server to acknowledge the successful reception of the 
MMl_notification.REQ. 

The MMl_notification.RES shall unambiguously refer to the corresponding MMl_notification.REQ. 

8.1.4.2 Abnormal Operation 

In this case the MMS UA shall respond with a MMl_notification.RES encapsulating a status which indicates the reason 
the notification could not be processed. If the MMS UA does not provide the MMl_notification.RES the MMS 
Relay/Server should be able to retransmit the notification at a later state. 

8.1.4.3 Features 

Addressing: The MM originator address may be provided to the recipient MMS User Agent in the 
MMl_notification.REQ. The MM originator address shall not be provided to the recipient MMS User Agent if the MM 
originator has requested her address to be hidden from the MM recipient. In the case of forwarding, the address of the 
latest forwarding MMS User Agent shall be provided. 

Time constraints: The recipient MMS User Agent shall be provided a time of expiry of the MM. In case of reply- 
charging the deadline for the latest time of submission of a reply-MM should be conveyed within the 
MM l_notification.REQ. 

Reply-Charging: In case of reply-charging the MMS Relay/Server may indicate in the MMl_notification.REQ that a 
reply to the notified original MM is free of charge and the reply-charging limitations. 
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Message class, message size, priority and subject: The MM shall be qualified further by adding a message class and 
an approximate size to the MM in the MMl_notification.REQ. The MM may be qualified further by adding a priority 
and/or subject to the MM. Additional qualifiers may be added. 

Reporting: If the originator MMS User Agent has requested to have a delivery report, the recipient MMS Relay/Server 
may convey this information to the recipient MMS User Agent in the MMl_notification.REQ. The recipient MMS User 
Agent may indicate in the MMl_notification.RES that it would not wish a delivery report to be created. 

Identification: In case of reply-charging when a reply-MM is notified within the MMl_notification.REQ the MMS 
Relay/Server should convey the identification of the original MM replied to within the same MMl_notification.REQ. 

Persistent storage: When the MMBox is configured such that incoming MMs are stored automatically, the 
MMl_notification.REQ shall contain the Stored information element. 

Message Reference: The recipient MMS Relay/Server shall always provide a reference, e.g., URI, for the MM in the 
MMl_notification.REQ. When incoming MMs are stored automatically, the Message Reference will refer to the newly 
stored MM within the MMBox. 

MM Status: The recipient MMS User Agent may indicate in the MMl_notification.RES how it intends the MM to be 
handled, e.g. the immediate rejection of the MM. 

MM element descriptor: The recipient MMS Relay/Server may provide one or more description(s) of message 
elements in the MMl_notification.REQ. A description shall contain a reference to the message element, e.g. a URI, an 
index number etc.. A description of a message element may be further quaUfied by adding one or more of such 
parameters as: 

• name of the message element 

• type and format of the message element 

• approximate size of the message element 

Message Distribution Indication: The VASP may indicate whether the content of the MM is intended for 
redistribution. 

NOTE: From REL-6 onwards, in case of misalignment, DRM-protection rules shall prevail over the Message 
Distribution Indication feature. 

Transaction Identification: The originator MMS Relay/Server shall provide an unambiguous transaction identification 
within a request. The response shall unambiguously refer to the corresponding request using the same transaction 
identification. 

Version: The MMS protocol shall provide unique means to identify the current version of the particular protocol 

environment. 

Message Type: The type of the message used on the reference point MMl indicating MMl_notification.REQ and 

MMl_notification.RES as such. 

MM recommended retrieval mode: the MMS Relay/Server may include an indication about the recommended manual 
retrieval mode of the MM. This indication code may be supported with an explanatory text (e.g. indication about 
charging related information if recipient has to pay for the retrieval or roaming condition) further expliciting why the 

manual retrieval mode is recommended for the MM. 

Applic-ID: This information element contains the identification of the destination application. Upon reception, the 
recipient MMS User Agent shall provide this MMl_notification.REQ to the specified destination application. 

Reply-Applic-ID: If present, this information element may be used by the originating application to indicate a "reply 
path" to the destination application residing on the receiving MMS User Agent or MMS VAS Application. It contains 
the appUcation identifier which shall be used by the recipient MMS User Agent when a reply-MM or a read-reply report 
is created. 

Aux-Applic-Info: If present, this information element indicates additional application/implementation specific control 
information (cf. 7.1.18.1). 

Content Information: The MMS Relay/Server may provide information about the nature of the content in the message. 
The content information could be in terms of indications that: 
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• classifies content of the MM based on e.g. media types/formats, size, presentation formats [85] 

• the MM contains DRM-protected content 

Replace identification: If requested by a VASP in MM7_extended_replace.REQ, the MMS Relay/Server shall provide 
identification of a previous MM, which is replaced by the MM associated with the notification. 

8.1.4.4 Information Elements 



Table 8: Information elements in the MM1 notification. REQ. 



Information element 


Presence 


Description 


Message Type 


Mandatory 


Identifies this message as MM1_notification.REQ 


Transaction ID 


Mandatory 


The identification of the 

MM1 _notif ication. KtU/MM 1 _notitication . Ktb pair. 


MMS Version 


Mandatory 


Identifies the version of the interface supported by the MMS 

Relay/Server. 


Message class 


Mandatory 


The class of the MM (e.g., personal, advertisement, 
information service; default = personal) 


Message size 


Mandatory 


The approximate size of the MM 


Time of expiry 


Mandatory 


The time of expiry for the MM (time stamp). 


Message Reference 


Mandatory 


a reference, e.g., URI, for the MM 


Subject 


Optional 


The title of the whole MM; may be truncated by the MMS 
Relay/Server. 


Priority 


Optional 


The priority (importance) of the message. 


Sender address 


Conditional 


The address of the MMS User Agent that most recently 
handled the MM, i.e. that either submitted or fon/varded the 
MM. If the originator MMS User Agent has requested her 
address to be hidden from the recipient her address shall not 
be provided to the recipient. 


Stored 


Optional 


Indicates that the MM was automatically stored into the 

Ik A Ik A 

MMBox. 


Delivery report 


Optional 


Request for delivery report 


Reply-Cliarging 


Optional 


Information that a reply to this particular original MM is free of 

charge. 


Reply-Deadline 


Optional 


In case of reply-charging the latest time of submission of a 
reply granted to the recipient (time stamp). 


Reply-Ctiarging-Size 


Optional 


In case of reply-charging the maximum size of a reply-MM 
granted to the recipient. 


Reply-Cliarging-ID 


Optional 


The identification of the original MM replied to if this 
notification indicates a reply-MM. 


Element-Descriptor 


Optional 


The reference for an element of the MM, which may contain 
further information about the referenced element of the MM, 
e.g. the name, the size and/or the type and format of the 
message element 


MM recommended 
retrieval mode 


Optional 


Indication that manual retrieval mode is recommended for this 
MM 


Text explaining MM 
recommended retrieval 
mode 


Optional 


Description that explicits why the manual retrieval mode is 
recommended for the MM. 


Message Distribution 
Indicator 


Optional 


If set to "false" the VASP has indicated that content of the MM 
is not intended for redistribution. 

If set to "true" the VASP has indicated that content of the MM 
can be redistributed (NOTE). 


Applic-ID 


Optional 


Identification of the destination application. 


Reply-Applic-ID 


Optional 


Identification of an application to which reply-MMs and read- 
reply reports are addressed. 


Aux-Applic-lnfo 


Optional 


Auxiliary application addressing information. 


Content Class 


Optional 


Classifies the content of the MM to the smallest content class 
to which the MM belongs [85] 


DRM Content 


Optional 


Indicates if the MM contains DRM-protected content 


Replace-ID 


Conditional 


Identifier of the previous MM that is replaced by the current 

MM, if requested by a VASP 


NOTE: From REL-6 onwards, in case of misalignment between the value assigned to MDI and DRM- 
protection rules, the latter shall prevail. 
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Table 9: Information elements in the MM1 notification. RES. 



II 1 1 1 1 ICIlli/l 1 ddlldll 


~i cod iwt; 


L^coLri ipiiui 1 


Message Type 


Mandatory 


Identifies ttiis message as MM1 notification. RES. 


Transaction ID 


Mandatory 


The identification of ttie 

MM1 _notif ication. REQ/MM 1 _notif ication . RES pair. 


MMS Version 


Mandatory 


Identifies the version of the interface supported by the MMS 
User Agent. 


IVIM Status 


Optional 


The status of the MM's retrieval 


Report allowed 


Optional 


Request to allow or disallow the sending of a delivery report 
to the MM originator 



8.1 .5 Retrieval of Multimedia Message 

This part of MMS service covers the retrieval of an MM. For retrieval purposes an MM shall always be retrieved by the 
recipient MMS User Agent from the recipient MMS Relay/Server. Involved abstract messages are outUned in the table 
below from type and direction points of view. 



Table 10: Abstract messages for retrieval of MM in MMS 



Abstract messages 


Type 


Direction 


MM1 retrieve. REG 


Request 


MMS UA -> MMS Relay/Server 


MM1 retrieve. RES 


Response 


MMS Relay/Server -> MMS UA 


MM 1 _acknowledgement. REG 


Request 


MMS UA -> MMS Relay/Server 



8.1.5.1 NoriTial Operation 

The recipient MMS User Agent shall issue an MMl_retrieve.REQ to the recipient MMS Relay/Server to initiate the 
retrieval process. The MMS Relay/Server shall respond with an MMl_retrieve.RES, which contains MMs control 
information and the MM content. 

After receiving the MMl_retrieve.RES, the recipient MMS User Agent shall send an MMl_acknowledgement.REQ to 
the corresponding MMS Relay/Server, if requested by the MMS Relay/Server. The MMl_acknowledgement.REQ shall 
unambiguously refer to the corresponding MMl_retrieve.RES. 

8.1.5.2 Abnormal Operation 

If the recipient MMS Relay/Server can not process the MMl_retrieve.REQ, for example due to invalid content location 
or expiration of the message, the recipient MMS Relay/Server shall respond with either an MMl_retrieve.RES or a 
lower protocol layer error message encapsulating a status which indicates the reason to the MMS User Agent the 

multimedia message was not delivered. 

If the MMS Relay/Server does not provide the MMl_retrieve.RES or the lower protocol layer error message the MMS 
User Agent should be able to recover. 

8.1.5.3 Features 

Message Reference: The recipient MMS User Agent shall provide a reference, e.g., URI, for the MM in the 
MMl_retrieve.REQ. 

This reference was previously dehvered to the MMS User Agent from MMl_notification.REQ, MMl_submit.RES, 
MMl_forward.RES, MMl_nmibox_view.RES, MMl_mmbox_upload.RES, or MMl_mmbox_store.RES. In the latter 
cases, the Message Reference will address an MM that resides in the MMBox. 

Addressing: The MM originator address may be provided to the recipient MMS User Agent in the addressing-relevant 

information field of MMl_retrieve.RES. The MM originator address shall not be provided to the recipient MMS User 
Agent if the MM originator has requested her address to be hidden from the MM recipient. In the case of forwarding, 
the address of the latest forwarding MMS User agent shall be provided and the address(es) of the previous forwarding 
MMS User Agent(s) and the address of the originator MMS User Agent may be provided. One or several address(es) of 
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the MM recipient(s) may be provided to the recipient MMS User Agent in the addressing-relevant information field(s) 
of the MMl_retrieve.RES. 

Time stamping: The MMl_retrieve.RES shall carry the time and date of the most recent handling of the MM by an 
MMS User Agent (i.e. either submission or the most recent forwarding of the MM). In the case of forwarding, the 
MMl_retrieve.RES may in addition carry the time and date of the submission of the MM. 

Time constraints: In case of reply-charging the deadline for the latest time of submission of a reply-MM shall be 
conveyed within the MMl_retrieve.RES. 

Message class, priority and subject: Information about class, priority, subject of the MM shall be included in the 
MMl_retrieve.RES according to their presence and value received at the MMS Relay/Server. Information about 
additional end-to-end qualifiers of the MM should be included in the MMl_retrieve.RES according to their presence 
and value received at the MMS Relay/Server. 

Reporting: If the originator MMS User Agent has requested to have a read-reply report, the recipient MMS 
Relay/Server shall convey this information in the MMl_retrieve.RES. If the originator MMS User Agent has requested 
to have a delivery report, the recipient MMS Relay/Server may convey this information to the recipient MMS User 
Agent in the MMl_retrieve.RES. 

If a request for a delivery report is included in the MMl_retrieve.RES the recipient MMS User Agent shall convey the 
information whether it accepts or denies the sending of a delivery report to the MM originator in 
MM 1 _ackno wledgement .REQ . 

If a delivery report is not requested, it is up to the recipient MMS User Agent to include this information in 
MMl_acknowledgement.REQ or not. 

Reply-Charging: In case of reply-charging the MMS Relay/Server should indicate in the MMl_retrieve.RES that a 
reply to this particular original MM is free of charge and the reply-charging limitations. 

Identification: The MMS Relay/Server shall provide a message identification for a message, which it has accepted for 
deUvery in the MMl_retrieve.RES. In case of reply-charging the MMS Relay/Server shall provide the message ID of 
the original MM which is replied to in the MMl_retrieve.RES. 

Persistent storage: In the MMl_retrieve.RES, the MMS Relay/Server shall convey the MM State and/or MM Flags 
information elements if they have been previously set for the persistently stored MM. 

Content Type: The type of the MM's content shall always be identified in the MMl_retrieve.RES. 

Content: The content of the multimedia message if added by the originator MMS User Agent of the MM may be 
conveyed in the MMl_retrieve.RES. 

Request Status: In case of normal operation the recipient MMS Relay/Server may indicate in the MMl_retrieve.RES 
that the retrieval of the MM was processed correctly. In case of abnormal operation the recipient MMS Relay/Server 
shall indicate in the MMl_retrieve.RES the reason why the multimedia message could not be retrieved. The 

corresponding reason codes should cover application level errors (e.g. "the media format could not be converted", 
"insufficient credit for retrieval"). Lower layer errors may be handled by corresponding protocols. 

The reason code given in the status information element of the MMl_retrieve.RES may be supported with an 
explanatory text further qualifying the status. If this text is available in the Request status text information element the 
MMS User Agent should bring it to the user's attention. The choice of the language used in the Request status text 
information element is at the discretion of the MMS service provider. 

Previously-sent-by: The address(es) of the MMS User Agent(s) that submitted or forwarded the MM prior to the last 
forwarding MMS User Agent. In the multiple forwarding case the order of the provided addresses shall be indicated 
and the address of the originator MMS User Agent shall be indicated, if present. 

NOTE: The address of the last forwarding MMS User Agent is carried in other addressing elements. 

Message Distribution Indication: The VASP may indicate whether the content of the MM is intended for 
redistribution. 

NOTE: From REL-6 onwards, in case of misalignment, DRM-protection rules shall prevail over the Message 
Distribution Indication feature. 
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Transaction Identification: The originator MMS User Agent shall provide unambiguous transaction identification 
within a request. The response shall unambiguously refer to the corresponding request using the same transaction 
identification. 

Version: The MMS protocol shall provide unique means to identify the current version of the particular protocol 
environment. 

Message Type: The type of the message used on the reference point MMl indicating MMl_retrieve.RES and 
MMl_acknowledgement.REQ as such. 

Applic-ID: This information element contains the identification of the destination application. Upon reception, the 
recipient MMS User Agent shall provide this MMl_retrieve.RES to the specified destination application. 

Reply-Applic-ID: If present, this information indicates a "reply path". It contains the application identifier which shall 
be used by the recipient MMS User Agent when a reply-MM or a read-reply report is created. 

Aux-Applic-Info: If present, this information element indicates additional apphcation/implementation specific control 
information (cf. 7.1.18.1) 

Content Information: The MMS Relay/Server may provide information about the nature of the content in the message. 
The content information could be in terms of indications that: 

• classifies content of the MM based on e.g. media types/formats, size, presentation formats [85] 

• the MM contains DRM-protected content 

Replace identification: If requested by a VASP in MM7_extended_replace.REQ, the MMS Relay/Server shall provide 
identification of a previous MM, which is replaced by the MM in the MMl_retrieve.RES.. 

8.1.5.4 Information Elements 



Table 11: Information elements in the MMl retrieve. REQ 



information element 


Presence 


Description 


Message Reference 


Mandatory 


Location of the content of tfne MM to be retrieved. 
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Table 12: Information elements in the MM1 retrieve.RES 



Information element 


Presence 


Description 


Message Type 


Mandatory 


Identities this message as MM1 retrieve.RES. 


Transaction ID 


Conditional 


If the MMS Relay/Server requests an acknowledgement from 
the recipient MMS User Agent then the Transaction ID shall be 
present. It then identifies the 

MM1_retrieve.RES/MM1_acknowledgement.REQ messages. 


MMS Version 


Mandatory 


Identifies the version of the interface supported by the MMS 
Relay/Server. 


Message ID 


Conditional 


The message ID of the MM. 

Condition: this information element shall be present when the 

MM1_retrieve.RES contains the requested MM content. 


Sender address 


Conditional 


The address of the MMS User Agent that most recently 

1 II 1 Xl IL MWl A * Xl X 'Xl 1 'XX t £ 1 1 Xl 

handled the MM, i.e. that either submitted or forwarded the 
MM. If the originator MMS User Agent has requested her 
address to be hidden from the recipient her address shall not 
be provided to the recipient. 


Content type 


Mandatory 


The content type of the MM's content. 


Recipient address 


Optional 


The address of the MM recipient. Multiple addresses are 
possible. 


Message class 


Optional 


The class of the message (e.g., personal, advertisement, 
information service) 


Date and time 


Mandatory 


The time and date of the most recent handling (i.e. either 
submission or fonwarding) of the MM by an MMS User Agent 

(time stamp). 


Delivery report 


Conditional 


A request for delivery report if a delivery report has been 
requested by the originator MMS User Agent. 


Priority 


Conditional 


The priority (importance) of the message if specified by the 
originator MMS User Agent.. 


Read reply 


Conditional 
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A request for read-reply report if the onginator MMS User 
Agent of the MM has requested a read-reply report. 


Subject 


Conditional 


The title of the whole multimedia message if specified by the 
originator MMS User Agent of the MM. 


MM State 


Conditional 


The MM State. May be absent for incoming MMs; shall be 
present for persistently stored MMs 


MM Flags 


Optional 


Present only for persistently stored MMs. One or more 
keyword flags, which shall be present if they have been 
previously set for the MM. 


Request Status 


Optional 


The status of the MM retrieve request. 


Request Status Text 


Optional 


Description which qualifies the status of the MM retrieve 

request. 


Reply-Charging 


Optional 


Information that a reply to this particular original MM is free of 
charge. 


Reply-Charging-ID 


Optional 


In case of reply-charging this is the identification of the original 
MM replied to. 


Reply-Deadline 


Optional 


In case of reply-charging the latest time of submission of a 
reply granted to the recipient (time stamp). 


Reply-Charging-Size 


Optional 


In case of reply-charging the maximum size of a reply-MM 
granted to the recipient. 


Previously-sent-by 


Optional 


In case of forwarding this information element contains one or 
more address(es) of MMS User Agent(s) that handled (i.e. 
forwarded or submitted) the MM prior to the MMS User Agent 
whose address is contained in the Sender address information 
element. The order of the addresses provided shall be 
marked. The address of the originator MMS User Agent shall 
be marked, if present. 


Previously-sent-date-and- 
time 


Optional 


The date(s) and time(s) associated with submission and 
forwarding event(s) prior to the last handling of the MM by an 
MMS User Agent (time stamp). 


Message Distribution 
Indicator 


Optional 


If set to "false" the VASP has indicated that content of the MM 
is not intended for redistribution. 

If set to "true" the VASP has indicated that content of the MM 
can be redistributed. (NOTE) 


Applic-ID 


Optional 


Identification of the destination application. 


Reply-Applic-ID 


Optional 


Identification of an application to which reply-MMs and read- 
reply reports are addressed. 
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Aux-Applic-lnfo 


Optional 


Auxiliary application addressing information. 


Content Class 


Optional 
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Classifies the content of the MM to the smallest content class 
to which the MM belongs [85]. 


DRM Content 


Optional 


Indicates if the MM contains DRM-protected content 


Replace-ID 


Conditional 


Identifier of the previous MM that is replaced by the current 
MM, if requested by a VASP. 


Content 


Conditional 


The content of the multimedia message if specified by the 
originator MMS User Agent of the MM. 


NOTE: From REL-6 onwards, in case of misalignment between the value assigned to MDI and DRM- 
protection rules, the latter shall prevail. 


Table 13: Information elements in the MMI acknowledgement.REQ 


information eiement 


Presence 


Description 


Message Type 


IVIandatory 


Identifies this message as MM1_aci<nowledgment.REQ. 


Transaction ID 


Conditional 


If an acknowledgement is requested by the MMS Relay/Server 
then the Transaction ID shall be present. It then identifies the 
MM1 retrieve. RES/MM1_acknowledgement. REG messages. 


MMS Version 


Mandatory 


Identifies the version of the interface supported by the MMS 
User Agent. 


Report allowed 


Optional 


Request to allow or disallow the sending of a delivery report to 
the MM originator 



8.1 .6 Forwarding of Multimedia Message 

This part of the MMS service describes the mechanism by which a forwarding MMS User Agent can request from the 
corresponding MMS Relay/Server, that an MM for which the MMS User Agent is the intended recipient (and has been 
notified of the MM) be forwarded to other specified recipient(s) MMS User Agent(s) whose address(es) shall be 
specified by the forwarding MMS User Agent, without having to first retrieve the MM. If the MMBox is supported, the 
MM being forwarded may also be requested to be stored in to the originator's MMBox. 

For forwarding piuposes an MM forward request shall always be requested by the forwarding MMS User Agent of the 
forwarding MMS Relay/Server. Involved abstract messages are outlined in the table below from type and direction 
points of view. 



Table 14: Abstract messages for forwarding of lUlM 



Abstract messages 


Type 


Direction 


MM1 forward. REO 


Request 


MMS UA -> MMS Relay/Server 


MM1 forward. RES 


Response 


MMS Relay/Server -> MMS UA 



8.1.6.1 Normal operation 

The forwarding MMS User Agent shall issue an MMl_forward.REQ to the forwarding MMS Relay/Server, which 
contains MMS control information. The MMS Relay/Server shall respond with an MMl_forward.RES, which provides 
the status of the request. 

The MMl_forward.RES shall unambiguously refer to the corresponding MMl_forward.REQ. 

Support for MMl_forward.REQ and MMl_forward.RES is mandatory for the MMS Relay/Server that also supports 
MMBoxes. Otherwise, support for MMl_forward.REQ is optional for the MMS User Agent, and support for 
MMl_forward.REQ is optional for the MMS Relay/Server.. 

8.1.6.2 Abnormal Operation 

In this case the MMS Relay/Server shall respond with an MMl_forward.RES encapsulating a status which indicates the 
reason the request for forwarding was not accepted, e.g. no subscription, service not available, invalid content location, 
message expired, MMBoxes not supported, MMBox not enabled, MMBox over quota, MMBox system fuU, MMBox 
I/O error. 
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When MMl_forward.REQ contains a Store request, the MMS Relay/Server shall provide the results of the store 
operation in the MMl_forward.RES. If the MMS Relay/Server does not provide the MMl_forward.RES the MMS User 
Agent should be able to recover. 

8.1.6.3 Features 

Addressing: One or several recipients of an MM forward request shall be indicated in the addressing-relevant 
information field(s) of the MMl_forward.REQ. The forwarding MMS User Agent may be indicated in addressing- 
relevant information field(s) of the MMl_forward.REQ. 

Time stamping: The forwarding MMS User Agent may time stamp the MM. 

Time constraints: The forwarding MMS User Agent may request an earliest desired time of delivery of the MM. The 
forwarding MMS User Agent may request a time of expiry for the MM. 

Reporting: The forwarding MMS User Agent may request a delivery report for the MM. In addition, the forwarding 
MMS User Agent may request a read-reply report when the user has viewed the MM. 

Reply-Cliarging: The forwarding MMS User Agent may indicate it wants to pay for a reply-MM and convey the reply- 
charging limitations (e.g. the latest time of submission and/or the maximum size of a reply-MM) in the 
MMI_forward.REQ. In this case, forwarding MMS User Agent behaves as the originator MMS User Agent to support 
reply-charging function. The fowarding MMS User Agent shall not be allowed to forward the reply-charging 
information set by the originator MMS User Agent. 

Identification: The MMS Relay/Server of the forwarding MMS User Agent shall always provide a message 
identification for an MM forward request, which it has accepted for being forwarded in the MMl_forward.RES. 

Persistent storage: If MMBoxes are supported, the presence of the Store information element in MMl_forward.REQ is 
a request to have a copy of the message being forwarded stored persistently within the forwarder's MMBox. The MM 
State and/or MM Flags values of the stored MM may be set with the values from the corresponding infornaation 
elements. 

Store Status: The MMS Relay/Server shall indicate the store status of the MMl_forward.REQ in the Store Status 
information element of the associated MMl_forward.RES. The Store Status information element of the 
MMl_forward.RES may be supported with an explanatory text. If this text is available in the Store Status Text 
information element the MMS User Agent should bring it to the user's attention. The choice of the language used in the 
Store Status Text information element is at the discretion of the MMS service provider 

Message Reference: The forwarding MMS User Agent shall always provide the reference, e.g., URI, for the MM in the 
MMl_forward.REQ which was provided in MMl_notification.REQ. 

Request Status: The MMS Relay/Server of the forwarding MMS User Agent shall indicate the status of the 
MMI_forward.REQ in the MMl_forward.RES. The reason code given in the status information element of the 
MMl_forward.RES may be supported with an explanatory text further qualifying the status. If this text is available in 

the Request status text information element the MMS User Agent should bring it to the user's attention. The choice of 
the language used in the Request status text information element is at the discretion of the MMS service provider. 

Transaction Identification: The forwarding MMS User Agent shall provide unambiguous transaction identification 
within a request. The response shall unambiguously refer to the corresponding request using the same transaction 
identification. 

Version: The MMS protocol shall provide unique means to identify the current version of the particular protocol 
environment. 

Message Type: The type of the message used on the reference point MMl indicating MMl_forward.REQ and 
MMl_forward.RES as such. 
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8.1.6.4 Information Elements 



Table 15: Information elements in the MM1 forward. REQ. 



Information element 


Presence 


Description 


Message Type 


Mandatory 


Identifies this message as MM1_forward.REQ. 


Transaction ID 


Mandatory 


The identification of the 
MM1_fonward.REQ/MM1_fonward.RES pair. 


MMS Version 


Mandatory 


Identifies the version of the interface supported by the 
fonwarding MMS User Agent. 


Recipient address 


Mandatory 


The address of the recipient of the fonwarded MM. Multiple 

addresses are possible. 


Fonwarding address 


Optional 


The address of the forwarding MMS User Agent. 


Date and time 


Optional 


The time and date of the forwarding of the MM (time stamp). 


Time of Expiry 


Optional 


The desired time of expiry for the forwarded MM (time 
stamp). 


Earliest delivery time 


Optional 


The earliest desired time of delivery of the MM to the 
recipient (time stamp). 


Store 


Optional 


If MMBoxes are supported, the presence of the Store 
information element in MM1_forward.REQ causes a copy of 
the MM being forwarded to be stored in the user's MMBox, 
unless the Message Reference is to an MM already in the 
MMBox. 


MM State 


Optional 


The value to set in the MM State information element of the 
stored MM, if Store is present. 


MM Flags 


Optional 


One or more MM Flag keywords to set in the MM Flags 
information element of the stored MM, if Store is present 


Delivery report 


Optional 


A request for delivery report for the forwarded MM. 


Read reply 


Optional 


A request for read reply report. 


Replv-Charqinq 


Optional 


A request for reply-charging from the forwarding MMS User 
Agent which indicate the forwarding user's willingness to pay 
for the reply-MM from the recipient. 


Reply-Deadline 


Optional 


In case of reply-charging the latest time of submission of 
replies granted to the recipient(s) (time stamp). 


Reply-Charging-Size 


Optional 


In case of reply-charging the maximum size for reply-MM(s) 
granted to the recipient(s). 


Message Reference 


Mandatory 


A reference, e.g., URI, for the MM being fon/varded. This 

may either be the Message Reference from 
MM1_notification.REQ, MM1_mmbox_store.REQ, or 
MM1_mmbox_view.REQ. 


Table 16: Information elements in the lUIMI forward.RES. 


Information element 


Presence 


Description 


Message Type 


Mandatory 


Identifies this message as MM1_fonward.RES. 


Transaction ID 


Mandatory 


The identification of the 
MM1_forward.REQ/MM1_fonward.RES pair. 


MMS Version 


Mandatory 


Identifies the version of the interface supported by the MMS 

Relay/Server. 


Request Status 


Mandatory 


The status of the MM Forward request. 


Request Status Text 


Optional 


Description which qualifies the status of the MM Forward 
request. 


Message ID 


Mandatory 


The unique identification of the forwarded MM. 


Store status 


Conditional 


The status of the store request, if the Store request was 
present in MMI forward.REQ. 


Store Status Text 


Optional 


The explanatory text corresponding to the Store status, if 
present. 


Stored Message 
Reference 


Conditional 


The message reference to the newly stored copy of the 
forwarded MM, if the Store request was present in 
MM1_fonward.REQ and the store operation was successful. 
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8.1.7 Delivery Report 

This part of MMS service covers the sending of deUvery report from originator MMS Relay/Server to the originator 
MMS User Agent. The involved abstract message is outlined in the table below from type and direction points of view. 



Table 17: abstract message for sending delivery reports in MMS 



Abstract Message 


Type 


Direction 


M M 1 _del ivery_report. REQ 


Request 


MMS Relay/Server -> MMS UA 



8.1.7.1 Normal Operation 

The originator MMS Relay/Server shall (subject to user, MMS service provider and/or operator preferences) create the 
MMl_delivery_report.REQ and send it to the originator MMS User Agent when the appropriate information for the 
creation of a delivery report is available. 

Support for MMl_deUvery_report.REQ is optional for the MMS User Agent but mandatory for the MMS Relay/Server. 

8.1.7.2 Abnormal Operation 

The MMS protocol framework does not provide mechanisms to cover and handle the unsuccessful delivery of 
MMl_deUvery_report.REQ. 

The underlying protocols shall provide reUable transport of MMl_delivery_report.REQ. Moreover, underlying protocol 
layers may provide a mechanism for the MMS User Agent to acknowledge successful reception of a 
MMl_dehvery_report.REQ to the MMS Relay/Server. 

8.1.7.3 Features 

Identification: In the MMl_deUvery_report.REQ the MMS Relay/Server shall always provide the original message 
identification of the MM that the delivery report corresponds to. 

Addressing: The MM recipient address shall be provided to the originator MMS User Agent in the addressing-relevant 
information field of MMl_delivery_report.REQ. 

Time stamping: The MMl_delivery_report.REQ shall carry the time and date of handUng of the MM (e.g. retrieval, 
expiry, rejection). 

MM Status: The MMl_dehvery_report.REQ shall carry the status of the MM dehvery, e.g. retrieved, forwarded, 
rejected, expired or indeterminate. The status code may be supported with an explanatory text to further qualify the 
status of the MM delivery (e.g. recipient does not support MMS, recipient address unresolved, MM is too big, if/what 
content adaptation took place, address where the MM was forwarded). 

Version: The MMS protocol shall provide unique means to identify the current version of the particular protocol 
environment. 

Message Type: The type of the message used on the reference point MMl indicating MMl_delivery_report.REQ as 
such. 

Applic-ID: This information element indicates the identification of the application that the delivery report is intended 
for. If a Reply- Applic-ID was indicated in the corresponding original MM, the recipient MMS Relay/Server shall set its 
value to that Reply- Applic-ID value. Otherwise, the recipient MMS Relay/Server shall set its value to the Applic-ID 
value that was indicated in the corresponding original MM. 

Reply- Applic-ID: If present, this information element indicates a "reply path" to this delivery report, i.e. the 
identification of an application to which reply-MMs are addressed. The recipient MMS Relay/Server shall insert it into 
the MMl_delivery_report.REQ if the values of Applic-ID and Reply- Applic-ID in the corresponding original MM 
differ, in which case its value shall equal the Applic-ID value that was indicated in the corresponding original MM. 

Aux-Applic-Info: If present, t his information element indicates additional application/implementation specific control 
information (cf 7.1.18.1) . The recipient MMS Relay/Server shall insert it if Aux-Applic-Info was indicated in the 
corresponding original MM, in which case its value shall equal that Aux-Apphc-Info value. 



ETSI 



3GPP TS 23.140 version 6.10.0 Release 6 78 ETSI TS 123 140 V6.10.0 (2005-06) 

8.1.7.4 Information Elements 



Table 18: Information elements in the MM1_delivery_report.REQ. 



Information element 


Presence 


Description 


Message Type 


Mandatory 


Identifies this message as MM1_delivery_report.REQ. 


MMS Version 


Mandatory 


Identifies the version of the interface supported by the MMS 
Relay/Server. 


Message ID 


Mandatory 


The identification of the original MM. 


Recipient address 


Mandatory 


The address of the MM recipient of the original MM. 


Date and Time 


Mandatory 


Date and time the MM was handled (retrieved, expired, 
rejected, etc.) (time stamp) 


MM Status 


Mandatory 


Status of the MM, e.g. retrieved, fonwarded, expired, rejected 


MM Status text 


Optional 


Text description of the status for display purposes, should 
qualify the MM Status 


Applic-ID 


Optional 


The identification of the application that this delivery report is 
intended for. 


Reply-Applic-ID 


Optional 


Identification of a "reply path" to this delivery report. 


Aux-Appllc-lnfo 


Optional 


Auxiliary application addressing information as indicated in the 
original MM. 



8.1.8 Read-Reply Report 

This part of MMS service covers the sending of read-reply report from the recipient MMS User Agent to the recipient 
MMS Relay/Server and the sending of read-reply report from the originator MMS Relay/Server to the originator MMS 
User Agent. The involved abstract messages are outlined in the table below from type and direction points of view. 



Table 19: Abstract messages for sending and receiving read-reply report in MMS 



Abstract messages 


Type 


Direction 


MM1_read_reply_recipient.REQ 


Request 


MMS UA -> MMS Relay/Server 


MM1_read_reply_originator.REQ 


Request 


MMS Relay/Server -> MMS UA 



8.1.8.1 Normal Operation 

If a read-reply report is requested for an MM, the recipient MMS User Agent may create the 
MMl_read_reply_recipient.REQ and send it to the recipient MMS Relay/Server. 

The originator MMS Relay/Server shall (subject to user, MMS service provider and/or operator preferences) create the 
MMl_read_reply_originator.REQ and send it to the originator MMS User Agent when the appropriate information for 
the creation of a read-reply report is available. 

Support for MMl_read_reply_recipient.REQ and MMl_read_reply_originator.REQ is optional for the MMS User 
Agent but mandatory for the MMS Relay/Server. 

8.1.8.2 Abnormal Operation 

The MMS protocol framework does not provide mechanisms to cover and handle the unsuccessful delivery of 
MMl_read_reply_recipient.REQ and MMl_read_reply_originator.REQ. 

The underlying protocols shall provide reliable transport of MMl_read_reply_recipient.REQ and 
MMl_read_reply_originator.REQ. Moreover, underlying protocol layers may provide a mechanism for the MMS 
Relay/Server to acknowledge successful reception of a MMl_read_reply_recipient.REQ to the MMS User Agent. 
Underlying protocol layers may also provide a mechanism for the MMS User Agent to acknowledge successful 
reception of a MMl_read_reply_originator.REQ to the MMS Relay/Server. 

8.1.8.3 Features 

Identification: In the MMl_read_reply_recipient.REQ the recipient MMS User Agent shall provide the original 
message identification of the MM that the read-reply report corresponds to. In the MMl_read_reply_originator.REQ the 
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originator MMS Relay/Server shall provide the original message identification of the MM that the read-reply report 

corresponds to. 

Addressing: The MM originator address shall be provided in the addressing-relevant information field(s) of 
MMl_read_reply_recipient.REQ. The MM recipient address shall be provided in the addressing-relevant information 
field(s) of MMl_read_reply_recipient.REQ. Both, the MM recipient and MM originator addresses shall be provided in 
the addressing-relevant information field(s) of the MMl_read_reply_originator.REQ. If the MM recipient address is not 
yet provided in the MMl_read_reply_recipient.REQ the MMl_read_reply_originator.REQ shall carry the MM 
recipient address set by the recipient MMS Relay/Server. 

Time stamping: The MMl_read_reply_recipient.REQ may carry the time and date of user handling the MM depending 
on the status of the MM. The MMl_read_reply_originator.REQ shall carry the time-stamp from the corresponding 
MMl_read_reply_recipient.REQ if provided. If this time-stamp is not yet provided the 
MMl_read_reply_originator.REQ shall carry the time-stamp set by the recipient MMS Relay/Server. 

Read Status: Both the MMl_read_reply_recipient.REQ and MMl_read_reply_originator.REQ shall carry the status of 
the MM handhng, e.g. read or without being read. 

Version: The MMS protocol shall provide unique means to identify the current version of the particular protocol 
environment. 

Message Type: The type of the message used on the reference point MMl indicating MMl_read_reply_recipient.REQ 
and MMl_read_reply_originator.REQ as such. 

Applic-ID: This information element indicates the identification of the application that the read-reply report is 
intended for. If a Reply- Applic-ID was indicated in the corresponding original MM, the recipient MMS User Agent 
shall set its value to that Reply-Apphc-ID value. Otherwise, the recipient MMS User Agent shall set its value to the 
Apphc-ID value that was indicated in the corresponding original MM. 

Reply- Applic-ID: If present, this information element indicates a "reply path" to this read-reply report, i.e. the 
identifier of the appUcation to which reply-MMs to this read-reply report are addressed if any. 

Aux-Applic-Info: If present, t his information element indicates additional application/implementation specific control 
information (cf. 7.1.18.1). 

8.1.8.4 Information Elements 



Table 20: Information elements in the MM1_read_reply_recipient.REQ. 



Information element 


Presence 


Description 


Message Type 


Mandatory 


Identifies this message as 
MM1_read_reply_recipient.REQ. 


MMS Version 


Mandatory 


Identifies the version of the interface supported by 
the MMS User Agent. 


Recipient address 


Mandatory 


The address of the MM recipient of the original MM, 
i,e, the originator of the read-reply report. 


Originator address 


Mandatory 


The address of the MM originator of the original 
MM, i,e, the recipient of the read-reply report. 


Message ID 


Mandatory 


The message ID of the original MM. 


Date and Time 


Optional 


Date and time the MM was handled (read, deleted 
without being read, etc.) (time stamp) 


Read Status 


Mandatory 


Status of the MM, e.g. Read, Deleted without being 

read 


Applic-ID 


Optional 


The identification of the application that the read- 
reply report is intended for. 


Reply-Applic-ID 


Optional 


The identification of a "reply path" to this read-reply 
report. 


Aux-Applic-Info 


Optional 


Auxiliary application addressing information. 
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Table 21: Information elements in the MM1_read_reply_originator.REQ. 



Information element 


Presence 


Description 


Message Type 


l\/landatory 


Identifies tliis message as 
MM1_read_reply originator. REQ. 


MMS Version 


IVIandatory 


Identifies the version of tfie interface supported by 
the MMS Relay/Server. 


Recipient address 


IVIandatory 


The address of the MM recipient of the original MM, 
i,e, the originator of the read-reply report. 


Originator address 


IVIandatory 


The address of the MM originator of the original 
MM, i,e, the recipient of the read-reply report. 


IVIessage ID 


Mandatory 


The message ID of the original MM. 


Date and Time 


Mandatory 


Date and time the MM was handled (read, deleted 
without being read, etc.) (time stamp) 


Read Status 


Mandatory 


Status of the MM, e.g. Read, Deleted without being 
read 


Applic-ID 


Optional 


The identification of the application that the read- 
reply report is intended for. 


Reply-Applic-ID 


Optional 


The identification of a "reply path" to this read-reply 
report. 


Aux-Applic-lnfo 


Optional 


Auxiliary application addressing information. 



8.1 .9 Storing and Updating Multimedia Messages in an MMBox 

This section describes the storage of an MM into the user's MMBox. Requests from an MMS User Agent to store MMs 
will always be sent to the corresponding MMS Relay/Server. Involved abstract messages are outUned in the table below 
from type and direction points of view. 



Table 22: Abstract messages for storing or updating stored lUliUls 



Abstract messages 


Type 


Direction 


MM1 mmbox store. REQ 


Request 


MMS UA -> MMS Relay/Server 


MM1 mmbox store.RES 


Response 


MMS UA <- MMS Relay/Server 



8.1.9.1 Normal operation 

The MMS User Agent shall submit a request to store an MM into the MMBox using the MMl_mmbox_store.REQ, 
which contains the Message Reference received in the MMl_notification.REQ. In addition, the MMS User Agent shall 
submit a request to update the MM State and/or MM Flags of an MM already stored within an MMBox using the 
MMl_mmbox_store.REQ, which contains the Message Reference, MM State and/or MM Flags obtained from any 
previous operation resulting in an MM being stored or updated in the MMBox. 

The MMS Relay/Server shall respond with an MMl_mmbox_store.RES, which provides the status of the store or MM 
update request. The MMl_mmbox_store.RES shall unambiguously refer to the corresponding 
MMl_mmbox_store.REQ. 

Support for MMl_mmbox_store transactions are optional for the MMS UA and mandatory for the MMS Relay/Server, 
if MMBoxes are supported. 

8.1.9.2 Abnormal Operation 

In this case the MMS Relay/Server shall respond with a MMl_mmbox_store.RES containing a status which indicates 
the reason the multimedia message was not able to be stored or updated, e.g. service not available, MMBoxes not 
supported, MMBox not enabled, MMBox over quota, MMBox system fuU, MMBox system I/O error. 

If the MMS Relay/Server does not provide the MMl_mmbox_store.RES, the MMS User Agent should assume that the 
MM was not stored or updated, and should be able to recover. 



ETSI 



3GPP TS 23.140 version 6.10.0 Release 6 



81 



ETSI TS 123 140 V6.10.0 (2005-06) 



8.1.9.3 Features 

Message Reference: The message reference, in MMl_mmbox_store.REQ, indicates the MM to be stored or updated. 
This reference can be from MMl_notification.REQ, or the message reference from any of the store request responses 
(e.g.: MMl_mmbox_store.RES, MMl_mmbox_view.RES, MMl_forward.RES with Store, MMl_submit.RES with 
Store). The message reference, in MMl_mmbox_store.RES, indicates a reference to the newly stored or updated MM, 
suitable for subsequent usage. 

MM State: The MMS User Agent may request that the MM be stored, or updated, with a specific MM State. In the 
absence of this value when the Message Reference refers to a new MM (i.e.: from MMl_notification.REQ), the default 
shall be the New state. In the absence of this value when the Message Reference refers to an MM already stored, the 
MM State will not be changed. 

MM Flags: if present, one or more keyword values. In the absence of this element, no values are assumed for newly 
stored MMs and no changes made for already stored MMs. 

Store Status: The MMS Relay/Server shall indicate the status of the MMl_rmnbox_store.REQ in the Store Status 
information element of the associated MMl_mmbox_store.RES. The Store Status information element of the 
MMl_mmbox_store.RES may be supported with an explanatory text. If this text is available in the Store Status Text 
information element the MMS User Agent should bring it to the user's attention. The choice of the language used in the 
Store Status text information element is at the discretion of the MMS service provider. 

Transaction Identification: The MMS User Agent shall provide unambiguous transaction identification within a 
request. The response shall unambiguously refer to the corresponding request using the same transaction identification. 

Version: The MMS protocol shall provide unique means to identify the current version of the particular protocol 
environment. 

Message Type: The type of the message used on the reference point MMl indicating MMl_mmbox_store.REQ and 
MMl_mmbox_store.RES as such. 

8.1.9.4 Information Elements 



Table 23: Information elements in the MMl mmbox store.REQ 



Information element 


Presence 


Description 


Message Type 


Mandatory 


Identifies this message as MM1_mmbox_store.REQ. 


Transaction ID 


Mandatory 


The identification of the 

MM1_mmbox_store.REQ/MM1_mmbox_store.RES pair. 


MMS Version 


Mandatory 


Identifies the version of the interface supported by the MMS 
User Agent. 


Message Reference 


Mandatory 


The message reference from a MM1_notification.REQ or 
any previous store or MMBox view operation. 


MM state 


Optional 


The state of the MM. If not present when the Message 

Reference is from a notification request, defaults to New. No 
value is assumed when the Message Reference refers to an 
already stored MM. 


MM Flags 


Optional 


The keyword flags of the MM. There are no defaults. 


Table 24: Information elements in the MMI mmbox store.RES 


Information element 


Presence 


Description 


Message Type 


Mandatory 


Identifies this message as MM1_mmbox_store.RES. 


Transaction ID 


Mandatory 


The identification of the 

MM1_mmbox_store.REQ/MM1_mmbox_store.RES pair. 


MMS Version 


Mandatory 


Identifies the version of the interface supported by the MMS 
Relay/Server. 


Message reference 


Mandatory 


A reference to the newly stored or updated MM, suitable for 
subsequent usage (eg: with MM1_retrieve.REQ and 
MM1_mmbox_delete.REQ). 


Store Status 


Mandatory 


The status of the MM store operation. 


Store Status Text 


Optional 


Description which qualifies the status of the MM store 
request. 
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8.1.10 View the MM Box 

This part of the MMS service describes the mechanism by which an MMS User Agent may request a Usting of the MMs 
contained within the subscriber's MMBox. The MMS User Agent shall issue the request to view selected portions of 
MMs within the subscriber's MMBox, as well as information about the MMBox itself, from the corresponding MMS 
Relay/Server. 

Involved abstract messages are outlined in the table below from type and direction points of view. 



Table 25: Abstract messages for viewing the MMBox 



Abstract messages 


Type 


Direction 


MM1 mmbox view.REQ 


Request 


MMS UA -> MMS Relay/Server 


MM1 mmbox view.RES 


Response 


MMS UA <- MMS Relay/Server 



8.1.10.1 Normal Operations 

The MMS User Agent will issue an MMl_mmbox_view.REQ message, containing optional request qualifiers, to the 
MMS Relay/Server. The MMS Relay/Server will respond with an abstract message, MMl_mmbox_view.RES, 
containing the original selection parameters and the resulting view data as the content of the abstract message. This 
information shall consist of a listing of the MMBox contents, possibly including information about the MMBox itself. 

When the Start and Limit attributes are used, several pairs of MMl mmbox_view.REQ and MMl_mmbox_view.RES 
transactions may be used in order to acquire the complete set of results. The MMl_mmbox_view.RES shall contain the 
selection parameters that were used to generate the contents of the response, including the Start and Limit attributes, 
present. 

8. 1 . 1 0.2 Abnormal Operations 

In this case the originator MMS Relay/Server shall respond with a MMl_mmbox_view.RES encapsulating a status 
which indicates the reason the operation could not be completed, e.g. corrupted abstract message, no subscription, 
service not available, MMBox not supported, MMBox not enabled, MMBox I/O error. 

If the MMS Relay/Server does not provide the MMl_mmbox_view.RES the MMS User Agent should be able to 
recover. 

8.1.10.3 Features 

Attributes list: A list of information element names that are used in the MMl_mmbox_view.REQ, which request 
corresponding information elements from the MMs to be conveyed in the MMl_mmbox_view.RES. The hst of known 
information element names are those currently defined for the MMl_retrieve.RES and MMl_notification.REQ. The 
Content information element may be specified, with the result that content of each MM selected is also returned in the 
response. 

In the absence of the Attributes hst information element, the MMS Relay/Server shall, by default and if available, select 
these information elements from each viewed MM: Message ID, Date and time. Sender address. Subject, Message size, 
MM State, and MM Flags. 

Message Selection: Messages which are to be viewed may be selected by a list of Message References or by a selection 
based on MM State and/or MM Flags keywords. Either Message Reference List or Select may be supplied in the 
MMl_mmbox_view.REQ, which selects MMs for inclusion in the content in the MMl_mmbox_view.RES. In the 
absence of the Message Reference List, if Select is present and if any of the select keywords matches either the MM 
State or any of the MM flags on an MM in the MMBox, the requested information elements of the MM shall be 
included in the MMl_mmbox_view.RES (example: "Select: new" or "Select: draft"), along with the Select information 
element. The absence of both the Message References List and the Select information elements shall yield a Usting of 
all MMs currently stored within the MMBox. 

Partial views: MMBox view results may be received in its entirety, or may be indexed to start the view at a given MM 
offset relative to the selected MMs, and/or may be limited to finite number of MMs to be viewed. The Start information 
element is a number that may be used in the MMl_mmbox_view.REQ to index the first MM to be viewed, relative to 
the selected set of MMs, allowing partial views to be requested. If Start is absent, the first selected MM will begin the 
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view results. The Limit information element is a number that may be provided in the MMl_mmbox_view.REQ to 
specify a limit for the number of MMs the information elements to which shall be returned in the 
MMl_mmbox_view.RES. If Limit is absent, all of the remaining MMs shall be returned. If present in the 
MMl_mmbox_view.REQ, then the Start and Limit information elements are returned in the corresponding 
MMl_nunbox_view.RES. 

MMBox Information: The Totals information element, if present on the request, indicates that the MMBox totals are 
requested. In the response, the Totals information element value shall be the total number of messages and/or total size, 
with the units (e.g.: Messages or Bytes) identified. The Quotas information element, if present on the request, indicates 
that the MMBox quotas, in terms of messages and/or size, are requested. In the response, the Quotas information 
element value shall be the quotas as the maximum number of messages allowed and/or the maximum size allowed, with 
the units (e.g.: Messages or Bytes) identified. 

MM Listing: a list of information elements from the MMs returned within the MMl_mmbox_view.RES. The listing 
shall consist of the following information elements, separately grouped for each MM returned in the list: 

• Message reference: a unique reference to an MM 

• Information elements corresponding to those requested in the Select information element on the 
MMl_nimbox_view.REQ; 

The grouping of information elements from multiple MMs in the the listing shall be accomplished with a consistent 
encapsulation (e.g., MIME-encapsulation), such that the information elements of each MM shall be clearly 
distinguished from those of another MM. 

Request Status: This will be the status code for any failures of the MMl_mmbox_view.REQ conmiand. The reason 
code given in the status information element of the MMl_mmbox_view.RES may be supported with an explanatory 
text further quaUfying the status. If this text is available in the Request status text information element the MMS User 
Agent should bring it to the user's attention. The choice of the language used in the Request status text information 
element is at the discretion of the MMS service provider. 

Transaction Identification: The MMS User Agent shall provide unambiguous transaction identification within a 
request. The response shall unambiguously refer to the corresponding request using the same transaction identification. 

Version: The MMS protocol shall provide unique means to identify the current version of the particular protocol 

environment. 

Message Type: The type of the message used on the reference point MMl indicating MMl_mmbox_view.REQ and 
MMl_mmbox_view.RES as such. 
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8.1.10.4 Information Elements 



Table 26: Information elements in the MM1 mmbox view.REQ 



Information element 


Presence 


Description 


Message Type 


Mandatory 


Identifies this message as MM1_mmbox_view.REQ. 


Transaction ID 


Mandatory 


The identification of the 

MM1_mmbox_view.REQ/MM1_mmbox_view.RES pair. 


MMS Version 


Mandatory 


Identifies the version of the interface supported by the MMS 
User Agent. 


Attributes list 


Optional 


A list of information elements that are to be returned as a 
group for each MM to be listed in the 
MM1_mmbox_view.RES. If absent, the default list shall 
apply. 


Message Reference list 


Optional 


One or more Message References which are to have their 

information elements listed. 


Select 


Optional 


A list of MM State or MM Flags keywords, by which MMs 
within the MMBox can be selected, if the Message Reference 
list is absent. 


Start 


Optional 


A number, indicating the index of the first MM of those 
selected to have information elements returned in the 
response. If this is absent, the first item selected is returned. 


Limit 


Optional 


A number indicating the maximum number of selected MMs 
to their information elements returned in the response. If this 
is absent, information elements from all remaining MMs are 
returned. 


Totals 


Optional 


Indicates that the current total number of messages and/or 
size contained by the MMBox are requested 


Quotas 


Optional 


Indicates that the current message and/or size quotas are 
requested 


Table 27: Information elements in the MMI mmbox view.RES 


Information element 


Presence 


Description 


Message Type 


Mandatory 


Identifies this message as MM1_mmbox_view.RES. 


Transaction ID 


Mandatory 


The identification of the 

MM1_mmbox_view.REQ/MM1_mmbox_view.RES pair. 


MMS Version 


Mandatory 


Identifies the version of the interface supported by the MMS 
Relay/Server. 


MM Listing 


Conditional 


The requested listing of the selected MMs, which shall be one 
or more groups of information elements, one for each MM 

listed. Each clearly separated MM group shall include: a 
Message Reference, and will include the additional 
information elements specified by the Attributes as well. If 
absent, no MMs were found or selected. 


Attributes list 


Optional 


A list of information elements that were specified in the 
MM1_mmbox_view.RES. If absent, the default list was 
applied. 


Select 


Optional 


If present, a list of MM State or MM Flags keywords, which 
selected the MMs returned in this response. 


Start 


Optional 


If present, the numeric index of the first MM of the selected 
MMs returned in the response. 


Limit 


Optional 


If present, the maximum number of selected MMs from which 

some or all information elements have been returned in the 
response. If this is absent, information elements from all 
remaining MMs are returned. 
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Request Status 


Conditional 


If an error occurs, this is a code indicating tlie exact cause of 
the error. For successful responses, the Status may be 
returned with a corresponding success code. 


Request Status Text 


Optional 


If an error occurs, this may contain explanatory text that 
corresponds to the Request Status. 


Totals 


Conditional 


The total number of messages and/or bytes for the MMBox, 
identified with Messages or Bytes, respectively, depending 
upon the presence of Totals in the request. 


Quotas 


Conditional 


The quotas of the MMBox in messages and/or bytes 
identified with Messages or Bytes, respectively, depending 
upon the presence of Quotas in the request. 



8.1 .1 1 Uploading and Persistently Storing IVIultimedia IVIessages 

This section describes the uploading and storage of an MM into the subscriber's MMBox. Requests from an MMS User 
Agent to upload and store MMs in the subscriber's MMBox shall be sent to the corresponding MMS Relay/Server. 
Involved abstract messages are outlined in the table below from type and direction points of view. 



Table 28: Abstract messages for uploading and storing MMs 



Abstract messages 


Type 


Direction 


MM1_mmbox_upload.REQ 


Request 


MMS UA -> MMS Relay/Server 


MM1_mmbox_upload.RES 


Response 


MMS UA <- MMS Relay/Server 



8.1.11.1 Normal operation 

The MMS User Agent shall submit a request to upload and store an MM into the MMBox using the 
MMl_mmbox_upload.REQ, which contains MMS control information and the MM content. 

The MMS Relay/Server shall respond with an MMl_mmbox_upload.RES, which provides the status of the store 
request. The MMl_nambox_upload.RES shall unambiguously refer to the corresponding MMl_mmbox_upload.REQ. 

Support for MMl_mmbox_upload.REQ is optional for the MMS UA, support for MMl_mmbox_upload.RES is 
mandatory for the MMS Relay/Server. 

8. 1 . 1 1 .2 Abnormal Operation 

In this case the MMS Relay/Server shall respond with a MMl_mmbox_upload.RES encapsulating a status which 
indicates the reason the multimedia message was not accepted, e.g. service not available, MMBoxes not supported, 
MMBox not enabled, MMBox over quota, MMBox system full, MMBox system I/O error. 

If the MMS Relay/Server does not provide the MMl_mmbox_upload.RES the MMS User Agent should assume that the 
MM was not stored, and should be able to recover. 

8.1.11.3 Features 

Addressing: One or several MM recipients and the originator of a submitted MM may be indicated in the addressing- 
relevant information field(s) of the MMl_mmbox_upload.REQ. It is possible for incompletely composed MMs to be 
stored, which means that the addressing-relevant information fields may be empty. 

Time stamping: The originator MMS User Agent may time stamp the MM. 

Message class, priority and subject: The MM may be quahfied further by adding a message class, priority and/or 
subject to the MM in the MMl_mmbox_upload.REQ. Additional qualifiers may be added. 

Identification: For an MM that has been stored persistently, the MMS Relay/Server shall always provide a message 
identification in the MMl_mmbox_upload.RES. 

MM State: The MMS User Agent may request that the submitted MM be stored with a specific MM State. In the 
absence of this value, the default shall be the Draft state. 



ETSI 



3GPP TS 23.140 version 6.10.0 Release 6 



86 



ETSI TS 123 140 V6.10.0 (2005-06) 



MM Flags: if present, one or more keyword values. 

Content Type: The MIME type of the MM shall always be identified. 

Content: The content of the MM to be uploaded and stored. 

Request Status: The MMS Relay/Server shall indicate the status of the MMl_mmbox_upload.REQ in the associated 
MMl_mmbox_upload.RES. The reason code given in the status information element of the MMl_mmbox_upload.RES 
may be supported with an explanatory text further qualifying the status. If this text is available in the Request status text 
information element the MMS User Agent should bring it to the user's attention. The choice of the language used in the 
Request status text information element is at the discretion of the MMS service provider. 

Transaction Identiflcation: The MMS User Agent shall provide unambiguous transaction identification within a 
request. The response shall unambiguously refer to the corresponding request using the same transaction identification. 

Version: The MMS protocol shall provide unique means to identify the current version of the particular protocol 
environment. 

Message Type: The type of the message used on the reference point MMl indicating MMl_mmbox_upload.REQ and 
MMl_mmbox_upload.RES as such. 

8.1 .1 1 .4 Information Elements 



Table 29: Information elements in the MMI mmbox upload.REQ 



Information element 


Presence 


Description 


Message Type 


Mandatory 


Identifies this message as MM1_mmbox_upload.REQ. 


Transaction ID 


Mandatory 


The identification of the 

MM1_mmbox_upload.REQ/MM1_mmbox_upload.RES pair. 


MMS Version 


Mandatory 


Identifies the version of the interface supported by the MMS 
User Agent. 


Recipient address 


Optional 


The address of the recipient(s). 


Sender address 


Optional 


The address of the MM originator. 


Message class 


Optional 


The class of the MM (e.g., personal, advertisement, 
information service) 


Date and time 


Optional 


The time and date of the upload of the MM (time stamp). 


Time of Expiry 


Optional 


The desired time of expiry for the MM or reply-MM (time 
stamp). 


Earliest delivery time 


Optional 


The earliest desired time of delivery of the MM to the 

recipient (time stamp). 


Priority 


Optional 


The priority (importance) of the message. 


MM State 


Optional 


The state of the MM. Will default to the Draft state if absent. 


MM Flags 


Optional 


The keyword flags of the MM. There are no defaults. 


Subject 


Optional 


The title of the whole multimedia message. 


Content type 


Mandatory 


The content type of the MM's content 


Content 


Mandatory 


The content of the multimedia message 


Table 30: Information elements in the MMI mmbox upload.RES 


Information element 


Presence 


Description 


Message Type 


Mandatory 


Identifies this message as MM1_mmbox_upload.RES. 


Transaction ID 


Mandatory 


The identification of the 

MM1_mmbox_upload.REQ/MM1_mmbox_upload.RES pair. 


MMS Version 


Mandatory 


Identifies the version of the interface supported by the MMS 
Relay/Server. 


Message reference 


Mandatory 


A reference to the newly stored MM, suitable for subsequent 
usage (e.g.: with MMI retrieve.REQ, 
MM1_mmbox_delete.REQ, etc.). 


Request Status 


Mandatory 


The status of the MM upload operation. 


Request Status Text 


Optional 


Description which qualifies the status of the MM submit 
request. 
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8.1 .12 Deletion of Stored Multimedia IVIessages 

This section describes the deletion of one or more Multimedia Messages (MMs) from the subscriber's MMBox. 

Requests from an MMS User Agent to delete MMs from the subscriber's MMBox will always be sent to the 
corresponding MMS Relay/Server. Involved abstract messages are outlined in the table below from type and direction 
points of view. 



Table 31 : Abstract messages for MM deletion in MMS 



Abstract messages 


Type 


Direction 


MM1 mmbox delete.REQ 


Request 


MMS User Agent -> MMS Relay/Server 


MM1 mmbox delete.RES 


Response 


MMS User Agent <- MMS Relay/Server 



8.1.12.1 Normal Operations 

The MMS User Agent may issue an MMl_mmbox_delete.REQ message to the MMS Relay/Server with one or more 

Message References. The MMS Relay/Server shall perform the requested deletions and return an 
MMl_mmbox_delete.RES which shall contain a successful response code, or shall contain any error status and optional 
text. 

If multiple Message References are successfully deleted, the response shall contain only a successful Status code and no 
Message Reference. 

Support for MMl_mmbox_delete.REQ is optional for the MMS UA, and mandatory for the MMS Relay/Server, if 
MMBoxes are supported. 

8.1.12.2 Abnormal Operations 

In this case the MMS Relay/Server shall respond with a MMl_mmbox_delete.RES encapsulating a status which 
indicates the reason the multimedia message was not deleted, e.g. corrupted abstract message, invalid message 
reference, service not available, MMBoxes not supported, MMBox not enabled, MMBox system I/O error. 

If the MMS Relay/Server does not provide the MMl_mmbox_delete.RES the MMS User Agent should be able to 

recover. 

When multiple Message References are submitted for deletion and an error occurs, then the Message Reference of each 
MM in error will be returned with an appropriate error code and text. 

8.1.12.3 Features 

Message Reference: The message reference indicating the MM to be deleted. Multiple message references may be 
given, allowing multiple MMs to be deleted within the same transaction. 

Request Status: The MMS Relay/Server shall indicate the status of the MMl_mmbox_delete.REQ in the associated 
MMl_mmbox_delete.RES. The reason code given in the status information element of the MMl_mmbox_delete.RES 
may be supported with an explanatory text further qualifying the status. If this text is available in the Request status text 
information element the MMS User Agent should bring it to the user's attention. The choice of the language used in the 
Request status text information element is at the discretion of the MMS service provider. 

Transaction IdentiUcation: The MMS User Agent shall provide unambiguous transaction identification within a 
request. The response shall unambiguously refer to the corresponding request using the same transaction identification. 

Version: The MMS protocol shall provide unique means to identify the current version of the particular protocol 
environment. 

Message Type: The type of the message used on the reference point MMl indicating MMl_mmbox_delete.REQ and 
MMl_mmbox_delete.RES as such. 
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8.1.12.4 Information Elements 



Table 32: Information elements in the MM1 mmbox delete.REQ 



Information element 


Presence 


Description 


Message Type 


Mandatory 


Identifies tliis message as MM1_mmbox_delete.REQ. 


Transaction ID 


Mandatory 


The identification of tlie 

MM1_mmbox_delete.REQ/MM1_mmbox_delete.RES pair. 


MMS Version 


Mandatory 


Identifies the version of the interface supported by the MMS 
User Agent. 


Message Reference 


Mandatory 


The Message Reference of the message to be deleted; this 
element may occur multiple times, once for each MM to be 
deleted. 


Table 33: Information elements in the MMI mmbox delete.RES 


Information element 


Presence 


Description 


Message Type 


Mandatory 


Identifies this message as MM1_mmbox_delete.RES. 


Transaction ID 


Mandatory 


The identification of the 

MM1_mmbox_delete.REQ/MM1_mmbox_delete.RES pair. 


MMS Version 


Mandatory 


Identifies the version of the interface supported by the MMS 
Relay/Server. 


Message Reference 


Conditional 


A reference to the message in error, if any, to which the 
following information elements apply. Multiple message 
references may occur. 


Request Status 


Mandatory 


The status of the MM deletion request; multiple Statuses may 
occur, each one referring to the immediately preceding 
Message Reference. 


Request Status Text 


Optional 


Description which qualifies the status of the MM deletion 

request; multiple Status Text entries may occur, each one 
corresponding to the immediately preceding Request Status. 



8.1 .13 Cancelling a Multimedia Message 

This part of the MMS service describes the mechanism by which an MMS Relay/Server may request an MMS User 
Agent, that an MM which the MMS User Agent has already retrieved be cancelled. 

For cancelling purposes an MM cancel request shall always be requested by an MMS Relay/Server to an MMS User 
Agent. Request from a VASP to cancel an MM (in terms of MM7_extended_cancel.REQ) invokes the cancel request in 
the MMS Relay/Server. Involved abstract messages are outlined in the table below from type and direction points of 
view. 



Table 34: Abstract messages for cancelling an MM 



Abstract messages 


Type 


Direction 


MM1 cancel. REQ 


Request 


MMS Relay/Server -> MMS UA 


MM1 cancel. RES 


Response 


MMS UA -> MMS Relay/Server 



8.1.13.1 Normal operation 

The MMS Relay/Server shall issue an MMl_cancel.REQ to the MMS User Agent, which contains the identification of 
the message to be cancelled. The MMS User Agent shall respond with an MMl_cancel.RES. 

The MMl_cancel.RES shall unambiguously refer to the corresponding MMl_cancel.REQ. 

Support for MMl_cancel.REQ and MMl_cancel.RES is optional for both MMS User Agent and MMS Relay/Server. 
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8. 1 . 1 3.2 Abnormal Operation 

In this case the MMS User Agent shall respond with an MMl_cancel.RES encapsulating a status which indicates the 
reason the request for cancelling was not accepted, e.g. the MM is not available, denied by a user. 

If the MMS User Agent does not provide the MMl_cancel.RES, the MMS Relay/Server should be able to recover. In 
this case, the MMS Relay/Server may retransmit the MMl_cancel.REQ to the MMS User Agent. 

8.1.13.3 Features 

Transaction Identification: The MMS Relay/Server shall provide an unambiguous transaction identification within a 
request. The response shall unambiguously refer to the corresponding request using the same transaction identification. 

Version: The MMS protocol shall provide unique means to identify the current version of the particular protocol 
environment. 

Message Type: The type of the message used on the reference point MMl indicating MMl_cancel.REQ and 

MMl_cancel.RES as such. 

Cancel ID: The MMS Relay/Server shall provide the identification of the original MM to be cancelled in the cancel 
request. 

Request Status: The MMS User Agent may provide the status if the request was successfully received to the MMS 
Relay/Server in the MMl_cancel.RES. 

8.1.13.4 Information Elements 



Table 35: Information elements in the MM1 cancel. REQ. 



Information element 


Presence 


Description 


Message Type 


Mandatory 


Identifies tliis message as MM1_cancel.REQ. 


Transaction ID 


Mandatory 


The identification of the 

MM1_cancel.REQ/MM1_cancel.RES pair. 


MMS Version 


Mandatory 


Identifies the version of the interface supported by the 
forwarding MMS Relay/Server. 


Cancel ID 


Mandatory 


Identifies the MM to be cancelled. 


Table 36: Information elements in the MMI cancel.RES. 


information element 


Presence 


Description 


Message Type 


Mandatory 


Identifies this message as MM1_cancel.RES. 


Transaction ID 


Mandatory 


The identification of the 
MM1_cancel.REQ/MM1_cancel.RES pair. 


MMS Version 


Mandatory 


Identifies the version of the interface supported by the MMS 
User Agent. 


Request Status 


Optional 


The status if the MM cancel request was received. 



8.1 .14 Deletion of Multimedia Messages on an MMS Relay/Server 

This part of MMS service covers the deletion of MM(s). It can be used by the MMS User Agent to request the recipient 
MMS Relay/Server, to delete one or more of its deferred MMs. The deletion request shall always be submitted from the 
originator MMS User Agent to the corresponding MMS Relay/Server. Involved abstract messages are outlined in the 
table below from type and direction points of view. 



Table 37 Abstract messages for deletion of deferred lUIIUIs on lUIIVIS Relay/Server 



Abstract messages 


Type 


Direction 


MM1 delete.REQ 


Request 


MMS UA -> MMS Relay/Server 


MM1 delete.RES 


Response 


MMS Relay/Server -> MMS UA 
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8.1.14.1 Normal operation 

The originator MMS User Agent shall request deletion of deferred MMs using the MMl_delete.REQ. 

The MMS Relay/Server shall respond with an MMl_delete.RES, which provides the status of the request. The 
MMl_delete.RES shall unambiguously refer to the corresponding MMl_delete.REQ. 

Support for MMl_delete.REQ is optional for the MMS User Agent, support for MMl_delete.RES is optional for the 
MMS Relay/Server. 

8.1.14.2 Abnormal Operation 

In this case the originator MMS Relay/Server shall respond with an MMl_delete.RES encapsulating a status which 
indicates the reason the multimedia message was not deleted, e.g. MM imavailable. 

If the MMS Relay/Server does not provide the MMl_delete.RES the MMS User Agent should be able to recover. 

8.1.14.3 Features 

Message Reference: The recipient MMS Relay/Server shall always provide a reference, e.g., URI, for the deferred 

MM(s) in the MMl_Delete.REQ. 

MMS Version: The MMS protocol shall provide unique means to identify the current version of the particular protocol 
environment. 

Message Type: The type of the message used on the reference point MMl indicating MM1_ Delete.REQ and MM1_ 
Delete.RES as such. 

Request Status: In case of normal operation the recipient MMS Relay/Server shall indicate in the MM1_ Delete.RES 

that the deletion of the MM was processed correctly. In case of abnormal operation the recipient MMS Relay/Server 
shall indicate in the MM1_ Delete.RES the reason why the multimedia message could not be deleted. The 
corresponding reason codes should cover application level errors (e.g. "MM unavailable"). 

The reason code given in the status information element of the MM1_ Delete.RES may be supported with an 
explanatory text further qualifying the status. If this text is available in the Request status text information element the 
MMS User Agent may bring it to the user's attention. The choice of the language used in the Request status text 
information element is at the discretion of the MMS service provider. 

8.1.14.4 Information Elements 



Table 38: Information elements in the MM1 Delete.REQ. 



Information element 


Presence 


Description 


Message Type 


Mandatory 


Identifies tliis message as MM1_ Delete.REQ 


Transaction ID 


Mandatory 


The identification of tlie MM1_ Delete.RES pair. 


MMS Version 


Mandatory 


Identifies the version of the interface supported by the MMS 
Relay/Server. 


Message Reference 


Mandatory 


The message reference (e.g., URI) of the deferred MM(s) to 
be deleted; this element occurs at least once, but may occur 
multiple times. Once for each deferred MM to be deleted. 
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Table 39: Information elements in the MM1 Delete.RES. 



Information element 


Presence 


Description 


Message Type 


Mandatory 


Identifies this message as MM1_ Delete.RES. 


Transaction ID 


Mandatory 


The identification of the MM1_ Delete.REQ/MM1_ 
Delete.RES pair. 


MMS Version 


Mandatory 


Identifies the version of the interface supported by the MMS 
User Agent. 


Request Status 


Mandatory 


The status of the MM1_Delete.REQ; this element occurs at 
least once, but may occur multiple times. Each one referring 
to the immediately proceeding Message Reference. 


Request Status Text 


Optional 


Description which qualifies the status of the 
MM1_Delete.REQ; this element occurs at least once, but 
may occur multiple times. Each one corresponding to the 
immediately proceeding Request status. 



8.2 Technical realisation of MMS on reference point MM2 

This clause may be specified further in future releases. 

8.3 Technical realisation of MMS on reference point MMS 

This clause defines the interworking between MMS Relay/Servers and External Messaging Servers. The interworking 
with these External Servers may be based on the Internet Protocol, IP. 

Reference point MMS should be based upon existing standards e.g. HTTP, SMTP. Several examples of reaUsations can 
be found in Aimex A. In addition, MMS service providers or network operators may develop solutions for their 
particular needs. 

8.3.1 Sending of MMs 

For the purpose of sending an MM to an external messaging system the originator MMS Relay/Server should convert 
the MM into a format appropriate for the external messaging system. This is further elaborated in Annex Dl 

When converting the MM to the format used by the external messaging system, the MMS Relay/Server should use the 
information elements associated with the MM and differentiating between those information elements that are needed 
for the transfer protocol and those elements that should be conveyed as part of the converted message. 

E.g., the originator MMS Relay/Server should use the recipient's address(es) as indicated in the corresponding MM to 
route the converted message towards its recipient(s). In addition to this, it may convey message class, priority and 
subject of the associated MM as part of the converted message. 

8.3.2 Receiving of messages 

For the purpose of receiving a message from an external messaging system the recipient MMS Relay/Server should 
convert incoming messages to the MM format in use by the recipient(s) that form part of the recipient MMS Service 
Provider's domain. 

The recipient MMS Relay/Server may convert control information received from the External Server into appropriate 
information elements of an MM. 

E.g., the recipient MMS Relay/Server should use the MSlSDNs associated with an SMS-Short Message to define the 
sender's and recipient's addresses of the MM. In addition to this, it may e.g. map a priority assigned to an incoming 
SMS-Short Message to the MM's priority. 

8.3.3 Discovery of new messages on External Servers 

For discovery of incoming messages from external messaging systems different mechanisms may be utihsed, e.g.: 
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• forwarding of messages from External Server to MMS Relay/Server, based on criteria defined by the user or 

application; 

• notification of messages from an External Server, followed by retrieval by the MMS User Agent via the MMS 
Relay/Server; 

• periodic polling for messages on External Server, followed by retrieval by the MMS User Agent via the MMS 
Relay/Server. 

More detailed specification of these mechanisms should be further elaborated in future versions of the present 
document. 

8.4 Technical realisation of MMS on reference point MM4 

An MMSE shall be able to discover a peer MMSE as described in clause 7.2.2. This clause defines the interworking 
between MMS Relay/Servers once the peer systems are aware of each other being an MMSE. 

8.4.1 Routing Forward of a Multimedia Message 

This part of MMS service covers the routing forward of an MM from an originator MMS Relay/Server to a recipient 
MMS Relay/Server of different MMSEs. Involved abstract messages are outhned in the table below from type and 
direction points of view. 



Table 40: Abstract messages for forwarding of MM in MMS 



Abstract messages 


Type 


Direction 


MM4_forward.REQ 


Request 


Originator IVIMS Relay/Server -> recipient IVIIVIS 

Relay/Server 


MM4_forward.RES 


Response 


Recipient IVIMS Relay/Server -> originator MMS 
Relay/Server 



8.4.1.1 Normal operation 

After successful discovery of its peer entity the originator MMS Relay /Server shall route an MM forward to the 
recipient MMS Relay/Server using a single or multiple MM4_forward.REQs each containing multiple or single MM 
recipients, MMS control information and the MM content. The recipient MMS Relay/Server shall respond with a 
MM4_forward.RES, which provides the status of the request if an MM4_forward.RES was requested. If multiple 
recipients are addressed in the MM4_Forward.REQ the recipient MMS Relay/Server may respond with any of the 
following to the originator MMS Relay/Server: a single MM4_Forward.RES message, multiple MM4_Forward.RES 
messages, or any combination of single or multiple MM4_Forward.RES messages. E.g. this will allow for multiple 
status indications or a single collective status indication in the MM4_Forward.RES in case of partial addressing failures. 

NOTE: Before and including version 6.5.0 of the present document had insufficient mechanisms to convey errors 
that occurred on multiple recipients to the originator's MMS Relay/Server. 



Support for MM4_forward.REQ and MM4_forward.RES is mandatory for the MMS Relay/Server. 

8.4.1.2 Abnormal Operation 

In this case the recipient MMS Relay/Server shall respond with a MM4_forward.RES, which includes a status that 
indicates the reason the multimedia message was not accepted, e.g. no subscription, bad address, network not reachable, 
etc., if an MM4_forward.RES was requested. The MMS Relay/Server should ensure that MM4_For ward .RES messages 
sent back in response to a MM4_Forward.REQ cover all recipients. 

8.4.1.3 Features 

Addressing: The recipient(s) of a routed forward MM shall be indicated in the addressing-relevant information field(s) 
of the MM4_forward.REQ. If the addresses of several MM recipients of the MM are associated with a single MMS 
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Relay/Server then more than one MM recipient may be indicated in the addressing-relevant information field(s) of the 
MM4_forward.REQ. Addresses of all MM recipients of the MM (including those that are not associated with the MMS 
Relay/Server the MM is forwarded to) shall be conveyed in the MM4_forward.REQ for the MM recipient's 
informational purposes. 

The MM originator of a routed forward MM shall be indicated in addressing-relevant information field(s) of the 
MM4_forward.REQ. If the originator MMS User Agent requested to hide its identity from the MM recipient then the 
information about this request shall also be conveyed in the MM4_forward.REQ. 

Time stamping: The MM4_forward.REQ shall carry the date and time-of the most recent handling of the MM by an 

MMS User Agent (i.e. either submission or forwarding of the MM). In the case of forwarding the MM4_forward.REQ 
may carry the date and time of the submission of the MM. 

Time constraints: If the originator MMS User Agent requested a time of expiry for the MM then this information shall 
be conveyed in the MM4_forward.REQ. 

Message class, priority and subject: If the MM is qualified further by message class, priority, subject and/or 
additional qualifiers then this information shall be conveyed in the MM4_forward.REQ. 

Reporting: If either the originator MMS User Agent, or the originator MMS Relay/Server requested a delivery report 
for the MM then the information about this request shall be conveyed in the MM4_forward.REQ. If, in addition, the 
originator MMS User Agent requested a read-reply report then the information about this request shall be conveyed in 
the MM4_forward.REQ. 

Identification: The originator MMS Relay/Server shall always provide a unique message identification for an MM, 
which it routed forward to a peer MMS Relay/Server in the MM4_forward.REQ. 

Content Type: The type of the multimedia content shall always be identified in the MM4_forward.REQ. 

Aclmowledgement Request: The originator MMS Relay/Server may request a MM4_forward.RES from the recipient 
MMS Relay/Server acknowledging the successful reception of the MM. 

Request Status: The recipient MMS Relay/Server shall indicate the status of the MM4_forward.REQ in the associated 
MM4_forward.RES if requested. 

Request Recipients: A list of recipients to whom the request status applies. 

Message Type: The type of message used on reference point MM4 indicating MM4_forward.REQ and 

MM4_forward.RES as such. 

Transaction Identification: If the originator MMS Relay/Server requests an MM4_forward.RES from the recipient 
MMS Relay/Server it shall provide a transaction identification within an MM4_forward.REQ. The MM4_forward.RES 
shall unambiguously refer to the corresponding MM4_forward.REQ using the same transaction identification. 

Forward_Counter: A Counter indicating the number of times the particular MM was forwarded by a forwarding MMS 
User Agent. 

Previously-sent-by: The address(es) of the MMS User Agent(s) that submitted or forwarded the MM prior to the last 
forwarding MMS User Agent. In the multiple forwarding case the order of the provided addresses shall be indicated 
and the address of the originator MMS User Agent shall be marked, if present. 

NOTE: The address of the last forwarding MMS User Agent is carried in other addressing elements. 

Version: The MMS protocol shall provide unique means to identify the current version in the particular protocol 
environment. 

Content adaptation restriction: The originator may request that the content of the MM will not be subjected to 
content adaptation. 

Content Information: The originator may provide information about the nature of the content in the message. The 
content information could be in terms of indications that: 

• classifies content of the MM based on e.g. media types/formats, size, presentation formats [85] 

• the MM contains DRM-protected content 
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In case of conflict with the adaptation restriction provided by the originator, DRM-protection rules in content adaptation 
shall prevail over the adaptation restriction. 

Applic-ID: This information element specifies the identification of the application that the routed forward MM is 
intended for. Its value shall equal the Applic-ID value of the MM which is being routed forward with this 
MM4_forward.REQ. 

Reply-Applic-ID: If present, this information element indicates a "reply path" to this MM, i.e. the identifier of the 
apphcation to which a destination application shall address reply-MMs if any. The Reply-AppUc-ID value shall equal 
the Reply- Applic-ID value of the MM which is being routed forward with this MM4_forward.REQ. 

Aux-Applic-Info: If present, this information element indicates additional application/implementation specific control 
information (cf. 7.1.18.1). The Aux-Applic-lnfo value shall equal the Aux-Applic-Info value of the MM which is being 
routed forward with this MM4_forward.REQ. Applic-ID: This information element specifies the identification of the 
apphcation that the routed forward MM is intended for. Its value shall equal the Applic-ID value of the MM which is 
being routed forward with this MM4_forward.REQ. 

Reply- Applic-ID: If present, this information element indicates a "reply path" to this MM, i.e. the identifier of the 
application to which a destination application shall address reply-MMs if any. The Reply- Applic-ID value shall equal 
the Reply- Applic-ID value of the MM which is being routed forward with this MM4_forward.REQ. 

Aux-Applic-Info: If present, this information element indicates additional apphcation/implementation specific control 
information (cf. 7.1.17.1). The Aux-AppUc-Info value shall equal the Aux-AppUc-Info value of the MM which is being 
routed forward with this MM4_forward.REQ. 

Originator-Sytem-Address: This information element contains the Address of the origination MMS Relay/Server. 
This address shall be used by the recipient MMS Relay/Server to return the MM4_forward.RES if requested by the 
originating MMS Relay/Server. This information shall be present if the Acknowledgement Request information element 
is present in the MM4_forward.REQ. 
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8.4.1.4 Information Elements 



Table 41 : Information elements in the MM4 forward. REQ. 



Information element 


Presence 


Description 


3GPP MMS Version 


Mandatory 


The MMS version of tiie originator MMS Relay/Server as 
defined by tine present document. 


IVIessage Type 


Mandatory 


The type of message used on reference point MM4: 
"MM4 fonward.REQ". 


Transaction ID 


Mandatory 


The identification of the MM4_fonward.REQ/ 

MM4_forward.RES pair. 


IVIessage ID 


Mandatory 


The identification of the MM. 


Recipient(s) address 


Mandatory 


The address(es) of the MM recipient(s). Multiple addresses 
are possible. 


Sender address 


Mandatory 


The address of the MMS User Agent that most recently 
handled the MM, i.e. that either submitted or forwarded the 
MM. If the originator MMS User Agent has requested her 
address to be hidden from the recipient her address shall not 
be provided to the recipient. 


Content type 


Mandatory 


The content type of the MM's content. 


IVIessage class 


Conditional 


The class of the MM (e.g., personal, advertisement, 
information service) if specified by the originator MMS User 
Agent 


Date and time 


Mandatory 


The time and date of the most recent handling (i.e. either 
submission or forwarding) of the MM by an MMS User Agent 
(time stamp). 


Time of Expiry 


Conditional 


The desired time of expiry for the MM if specified by the 
originator MMS User Agent (time stamp). 


Delivery report 


Conditional 


A request for delivery report if the originator MMS User 
Agent has requested a delivery report for the MM. 


Originator R/S delivery 
report 


Conditional 


A request for delivery report that, when set to "Yes", means 
the originator MMS Relay/Server has requested a delivery 
report for the MM. 

Interpret as "No" in the absence of this Information element. 


Priority 


Conditional 


The priority (importance) of the message if specified by the 
originator MMS User Agent. 


Sender visibility 


Conditional 


A request to show or hide the sender's identity when the 
message is delivered to the MM recipient if the originator 
MMS User Agent has requested her address to be hidden 

from the recipient. 


Read reply 


Conditional 


A request for read reply report if the originator MMS User 
Agent has requested a read-reply report for the MM.. 


Subject 


Conditional 


The title of the whole MM if specified by the originator MMS 
User Agent. 


Acknowledgement 
Request 


Optional 


Request for MM4_fonward.RES 


Fonward_counter 


Conditional 


A counter indicating the number of times the particular MM 
was forwarded by a forwarding MMS User Agent. 


Previously-sent-by 


Optional 


In case of fonwarding this information element contains one 
or more address(es) of MMS User Agent(s) that handled (i.e. 
fonwarded or submitted) the MM prior to the MMS User 

Agent whose address is contained in the Sender address 
information element. The order of the addresses provided 
shall be marked. The address of the originator MMS User 
Agent shall be marked, if present. 


Previously-sent-date-and- 
time 


Optional 


The date(s) and time(s) associated with submission and 
forwarding event(s) prior to the last handling of the MM by an 
MMS User Agent (time stamps). 


Applic-ID 


Optional 


Identification of the destination application. 


Reply-Applic-ID 


Optional 


Identification of a "reply-path" to this MM. 


Aux-Applic-lnfo 


Optional 


Auxiliary application addressing information. 


Content Class 


Optional 


Classifies the content of the MM to the smallest content 
class to which the message belongs [85] 


DRM Content 


Optional 


Indicates if the MM contains DRM-protected content 


Adaptations 


Optional 


Indicates if the originator allows adaptation of the content 
(default True) 


Originator-Sytem-Address 


Conditional 


This information element indicates the Address of the 
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origination MMS Relay/Server. This information shall be 
present if the Acknowledgement Request information 
element is present in the MM4_forward.REQ. 


Content 


Conditional 


The unaltered content of the multimedia message if specified 
by the originator MMS User Agent. 


Table 42: Information elements in the MM4_forward.RES. 


Information element 


Presence 


Description 


3GPP MMS Version 


Mandatory 


The MMS version of the recipient MMS Relay/Server as 
defined by the present document. 


Message Type 


Mandatory 


The type of message used on reference point MM4: 
"MM4 forward. RES". 


Transaction ID 


Mandatory 


The identification of the MM4_forward.REQ/ 
MM4_fonward.RES pair. 


Message ID 


Mandatory 


The Message ID of the MM which has been forwarded within 
the corresponding MM4_forward.REQ 


Request Recipients 


Conditional 


List of recipients to whom the Request Status value applies. 
If this element is absent the Request Status value is 

applicable to all recipients of the corresponding 
MM4Jorward.REQ 


Request Status 


Mandatory 


The status of the request to route forward the MM. 


Request Status text 


Optional 


Status text corresponding to the Request Status 



8.4.2 Routing Forward of a Delivery Report 

This part of MMS service covers the routing forward of a delivery report from recipient MMS Relay/Server to 
originator MMS Relay/Server. The involved abstract messages are outlined in the table below from type and direction 
points of view. 



Table 43: Abstract messages for routing delivery reports forward in MMS 



Abstract Message 


Type 


Direction 


MM4_delivery_report.REQ 


Request 


Recipient MMS Relay/Server -> originator MMS Relay/Server 


MM4_delivery_report.RES 


Response 


Originator MMS Relay/Server -> recipient MMS Relay/Server 



8.4.2.1 Normal Operation 

After successful discovery of its peer entity the recipient MMS Relay/Server shall route a previously created delivery 
report forward to the originator MMS Relay/Server using the MM4_delivery_report.REQ which contains MMS control 
information only. The originator MMS Relay/Server shall respond with a MM4_delivery_report.RES, which provides 
the status of the MM4_delivery_report.REQ if an MM4_deUvery_report.RES was requested. 

Support for MM4_delivery_report.REQ and MM4_delivery_report.RES is mandatory for the MMS Relay/Server. 

8.4.2.2 Abnormal Operation 

In this case the originator MMS Relay/Server shall respond with a MM4_delivery_report.RES encapsulating a status 
which indicates the reason the dehvery report was not accepted, if an MM4_dehvery_report.RES was requested. 

8.4.2.3 Features 

Addressing: Both the address of the recipient (which is the MM originator) and the address of the originator (which is 
the MM recipient) of a routed forward delivery report shall be provided to the originator MMS Relay/Server in the 
addressing-relevant information field of MM4_delivery_report.REQ. 

Identification: In the MM4_delivery_report.REQ the recipient MMS Relay/Server shall always provide the original 
message identification of the MM that the delivery report corresponds to as obtained from the associated 
MM4_forward.req. 
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MM Time stamping: The MM4_delivery_report.REQ shall carry the time and date of handling of the MM (e.g. 

retrieval, expiry, rejection). 

MM Status: The MM4_dehvery_report.REQ shall carry the status of the MM dehvery, e.g. retrieved, rejected, expired 
or indeterminate. The MM Status Extension may be used to provide more granularity. The status code may be 
supported with an explanatory text to further qualify the status of the MM delivery (e.g. recipient does not support 
MMS, recipient address unresolved, MM is too big, if/what content adaptation took place, address where the MM was 
forwarded). 

Acknowledgement Request: The recipient MMS Relay/Server may request a MM4_delivery_report.RES from the 
originator MMS Relay/Server acknowledging the successful reception of the dehvery report. 

Forward To originator UA: The recipient MMS Relay/Server shall indicate if the originator MMS Relay/Server is 
allowed to forward the Delivery Report to the originator MMS User Agent. 

Request Status: The originator MMS Relay/Server shall indicate the status of the MM4_delivery_report.REQ in the 

associated MM4_delivery_report.RES if requested. 

Version: The MMS protocol shall provide unique means to identify the current version in the particular protocol 
environment. 

Message Type: The type of message used on reference point MM4 indicating MM4_delivery_report.REQ and 
MM4_deUvery_report.RES as such. 

Transaction Identification: If the originator MMS Relay/Server requests an MM4_deUvery_report.RES from the 

recipient MMS Relay/Server it shall provide a transaction identification within an MM4_delivery_report.REQ. The 
MM4_delivery_report.RES shall unambiguously refer to the corresponding MM4_delivery_report.REQ using the same 
transaction identification. 

Applic-ID: This information element indicates the identification of the application that the delivery report is intended 
for. The recipient MMS Relay/Server shall insert this Applic-ID in a MM4_delivery_report.REQ if an Applic-ID was 
present in the corresponding original MM. If a Reply-Applic-ID was indicated in the corresponding original MM, the 
AppUc-ID value shall equal that Reply- Applic-ID value. Otherwise, its value shall equal the Applic-ID value that was 
indicated in the corresponding original MM. 

Reply- Applic-ID: If present, this information element indicates the application that the original MM was delivered to. 
The recipient MMS Relay/Server shall insert this Reply- Apphc-ID if the values of Applic-ID and Reply-Applic-ID in 
the corresponding original MM differ. Its value shall equal the Applic-ID value that was indicated in the corresponding 
original MM. 

Aux-Applic-Info: If present, this information element indicates additional application/implementation specific control 
information (cf. 7.1.18.1). The recipient MMS Relay/Server shall insert this Aux-Apphc-Info if Aux-Apphc-Info was 
present in the corresponding original MM. Its value shall equal the Aux-Applic-Info value that was indicated in the 
corresponding original MM. 
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8.4.2.4 Information Elements 



Table 44: Information elements in the MM4_delivery_report.REQ. 



Information element 


Presence 


Description 


3GPP MMS Version 


Mandatory 


The MMS version of the recipient MMS Relay/Server as 
defined by the present document. 


l^essage Type 


Mandatory 


The type of message used on reference point MM4: " 
MM4_delivery_report.REQ". 


Transaction ID 


Mandatory 


The identification of the MM4_delivery_report.REQ/ 
MM4_delivery_report.RES pair. 


IVIessage ID 


Mandatory 


The identification of the original MM. 


Recipient address 


Mandatory 


The address of the MM recipient of the original MM. 


Sender address 


Mandatory 


The address of the MM originator of the original MM. 


Date and time 


Mandatory 


Date and time the MM was handled (retrieved, expired, 
rejected, etc.) (time stamp). 


Acknowledgement 
Request 


Optional 


Request for MM4_delivery_report.RES 


Fonward to Originator UA 


Optional 


If "No", indicates that the originator MMS Relay/Server shall 
not fonward the Delivery Report to the originator MMS User 
Agent. The value "No" is only used when the recipient User 
Agent refuses a delivery report or when the originator User 
Agent has not requested a delivery report. 
Interpret as "Yes" in the absence of this Information element. 


MM Status 


Mandatory 


Status of the MM, e.g. retrieved, expired, rejected 


MM Status Extension 


Optional 


Extension of the MM Status, to provide more granularity. 


MM Status text 


Optional 


Text description of the status for display purposes, should 
qualify the MM Status 


Applic-ID 


Optional 


The identification of the originating application of the original 
MM. 


Reply-Applic-ID 


Optional 


The identification of the destination application of the original 
MM. 


Aux-Applic-lnfo 


Optional 


Auxiliary application addressing information as indicated in the 
original MM. 


Table 45: Information elements in tlie IUIM4_delivery_report.RES. 


Information element 


Presence 


Description 


3GPP MMS Version 


Mandatory 


The MMS version of the recipient MMS Relay/Server as 
defined by the present document. 


Message Type 


Mandatory 


The type of message used on reference point MM4: 

"MM4_delivery_report.RES". 


Transaction ID 


Mandatory 


The identification of the MM4_delivery_report.REQ/ 
MM4_delivery_report.RES pair. 


Message ID 


Mandatory 


The Message ID of the MM which caused the delivery report 


Request Status 


Mandatory 


The status of the associated MM4_delivery_report.REQ. 


Request Status text 


Optional 


The text explanation corresponding to the Request Status 



8.4.3 Routing Forward of a Read-Reply Report 

This part of MMS service covers the routing forward of a read-reply report from the recipient MMS Relay/Server to the 
originator MMS Relay/Server. The involved abstract messages are outlined in the table below from type and direction 
points of view. 



Table 46: Abstract messages for sending and receiving read-reply reports in lUIMS 



Abstract messages 


Type 


Direction 


MM4 read reply report. 
REQ 


Request 


Recipient MMS Relay/Server -> originator MMS Relay/Server 


MM4 read reply report. 
RES 


Response 


Originator MMS Relay/Server -> recipient MMS Relay/Server 
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8.4.3.1 



Normal Operation 



After successful discovery of its peer entity the recipient MMS Relay/Server shall route a read-reply report forward, 
that has been previously submitted by the recipient MMS User Agent, to the originator MMS Relay/Server using the 
MM4_read_reply_report.REQ which contains MMS control information only. The recipient MMS Relay/Server shall 
respond with a MM4_read_reply_report.RES, which provides the status of the MM4_read_reply_report.REQ if an 
MM4_read_reply_report.RES was requested. 

Support for MM4_read_reply_report.REQ and MM4_read_reply_report.RES is mandatory for the MMS Relay/Server. 



In this case the originator MMS Relay/Server shall respond with a MM4_read_reply_report.RES encapsulating a status 
which indicates the reason the read-reply report was not accepted, if an MM4_read_reply_report.RES was requested. 



Addressing: Both, the address of the recipient (which is the MM originator) and the address of the originator (which is 
the MM recipient) of a routed forward read-reply report shall be provided to the originator MMS Relay/Server in the 
addressing-relevant information field of MM4_read_reply_report.REQ. 

Identification: In the MM4_read_reply_report.REQ the recipient MMS Relay/Server shall always provide the original 
message identification of the MM that the read-reply report corresponds to as obtained from the associated 
MM4_forward.req. 

MM Time Stamping: The MM4_read_reply_report.REQ shall carry the time-stamp associated with the read-reply 
report. 

Read Status: The MM4_read_reply_report.REQ shall carry the status of the MM handling, e.g. read or without being 
read. 

Acknowledgement Request: The recipient MMS Relay/Server may request a MM4_read_reply_report.RES from the 
originator MMS Relay/Server acknowledging the successful reception of the read-reply report. 

Request Status: The originator MMS Relay/Server shall indicate the status of the MM4_read_reply_report.REQ in the 
associated MM4_read_reply_report.RES if requested. 

Version: The MMS protocol shall provide unique means to identify the current version in the particular protocol 

environment. 

Message Type: The type of message used on reference point MM4 indicating MM4_read_reply_report.REQ and 
MM4_read_reply_report.RES as such. 

Transaction Identification: If the originator MMS Relay/Server requests an MM4_read_reply_report.RES from the 
recipient MMS Relay/Server it shall provide a transaction identification within an MM4_read_reply_report.REQ. The 
MM4_read_reply_report.RES shall unambiguously refer to the corresponding MM4_read_reply_report.REQ using the 
same transaction identification. 

Applic-ID: This information element indicates the identification of the application that the read-reply report is 
intended for. If a Applic-ID was indicated in the corresponding MMl_read_reply_recipient.REQ, the Applic-ID value 
shall equal that Apphc-ID value. 

Reply-Applic-ID: If present, this information element indicates the application that the original MM was delivered to. 
If a Reply- Applic-ID was present in the corresponding MMl_read_reply_recipient.REQ, the Reply- Applic-ID value 
shall equal that Reply- Applic-ID value. 

Aux-Applic-Info: If present, this information element indicates additional application/implementation specific control 
information (cf. 7.1.18.1). It shall be present if Aux-Applic-Info was indicated in the corresponding 
MMl_read_reply_recipient.REQ, in which case its value shall equal the Aux-Applic-Info value that was indicated in 
the corresponding originjil MM. 



8.4.3.2 



Abnormal Operation 



8.4.3.3 



Features 
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8.4.3.4 Information Elements 



Table 47: Information elements in the MM4_read_reply_report.REQ. 



Information element 


Presence 


Description 


3GPP MMS Version 


Mandatory 


The MMS version of the recipient MMS 
Relay/Server as defined by the present document. 


Message Type 


Mandatory 


The type of message used on reference point 
MM4: "MM4_read_reply_report.REQ". 


Transaction ID 


Mandatory 


The identification of the 

MM4_read_reply_report.REQ/ 
MM4_read_reply_report.RES pair. 


Recipient address 


Mandatory 


The address of the MM recipient of the original 
MM, i.e. the originator of the read-reply report. 


Sender address 


Mandatory 


The address of the MM originator of the original 

MM, i.e. the recipient of the read-reply report. 


Message ID 


Mandatory 


The message ID of the original MM. 


Date and time 


Mandatory 


Date and time the MM was handled (read, deleted 
without being read, etc.) (time stamp) 


Acl<nowledgement Request 


Optional 


Request for MM4_read_reply_report.RES 


Read Status 


Mandatory 


Status of the MM, e.g. Read, Deleted without 

being read 


Read Status text 


Optional 


The text explanation corresponding to the Read 
Status 


Applic-ID 


Optional 


The identification of the originating application of 
the original MM. 


Reply-Applic-ID 


Optional 


The identification of the destination application of 
the original MM. 


Aux-Applic-lnfo 


Optional 


Auxiliary application addressing information. 


Table 48: Information elements in the MM4_read_reply_report.RES. 


Information element 


Presence 


Description 


3GPP MMS Version 


Mandatory 


The MMS version of the recipient MMS 

Relay/Server as defined by the present document. 


Message Type 


Mandatory 


The type of message used on reference point 
MM4: "MM4_read_reply_report.RES". 


Transaction ID 


Mandatory 


The identification of the 
MM4_read_reply_report.REQ/ 
MM4_read_reply_report.RES pair. 


Request Status 


Mandatory 


The status of the associated 

MM4_read_reply_report.REQ. 


Request Status text 


Optional 


The textual explanation for the Request Status 



8.4.4 Message format on MM4 

All elements of an MM shall be included within a single SMTP "mail" message which shall be organised as MIME 
message with the appropriate 'Content-Type' [44] header field value (e.g. multipart/related, multipart/mixed, 
image/jpeg, text/plain). All MM elements shall be of standard MIME content types. In addition to the MM elements this 
SMTP "mail" message should reflect all MMS information elements according to the definitions in clauses 6 and 8.4. 

AH other MMS-related messages, such as delivery reports, read-reply reports, transfer acknowledgements shall each be 
transferred as a single SMTP "mail" message which shall be organised as MIME type text/plain. This SMTP "mail" 
message should reflect all MMS information elements as defined above. 

8.4.4.1 Message header fields 

MMS information elements should be reflected as "header fields" according to STD 11 [5] in the SMTP "mail" 
message. See RFC 1327 [53] for a detailed description of the X.400 header to STD 1 1 headers mappings. Some of the 
mappings are context dependent. 
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For those information elements that cannot be mapped to standard STD 11 "header fields" the "X-" extensions 
mechanism shall be used with an "X-MMS-" prefix. 

The mapping of information elements to commonly used (RFC 1327) [53] or standard STD 11 "header fields" is shown 
in following tables. 

8.4.4.2 MM4_Forward.REQ Header Mappings 

The MM4 Forward request header mappings are detailed below. 



Table 49: MM4_Forward.REQ Information Elements to 
STD 1 1 Header Mappings 



Information element 


STD 11 Headers 


3GPP MMS Version 


X-Mms-3GPP-MMS-Version: 


Message Type 


X-Mms- Message-Type: 


Transaction ID 


X-Mms-Transaction-ID: 


IVIessaqe ID 


X-Mms-Message-ID: 


Recipient{s) address 


To:, Co: , Bcc: 


Sender address 


From: 


Content type 


Content-Type: 


Message class 


X-Mms-Message-Class: 


Date and time 


Date: 


Time of Expiry 


X-Mms-Expiry: 


Delivery report 


X-Mms-Delivery-Report: 


Originator R/S delivery report 


X-Mms-Originator-R/S-Delivery- 
Report 


Priority 


X-Mms-Priority: 


Sender visibility 


X-Mms-Sender-Visibility: 


Read reply 


X-Mms-Read-Reply: 


Subject 


Subject: 


Acknowledgement Request 


X-Mms-Ack-Request: 


Forward counter 


X-Mms-Forward-Counter: 


Previously-sent-by 


X-Mms-Previously-sent-by: 


Previously-sent-date and-time 


X-Mms-Previously-sent-date-and- 
time: 


Applic-ID 


X-Mms-Applic-ID 


Reply-Applic-ID 


X-Mms-Reply-Applic-ID 


Aux-Applic-lnfo 


X-Mms-Aux-Applic-lnfo 


Content Class 


X-Mms-Content-Class: 


DRM Content 


X-Mms-Drm-Content: 


Adaptations 


X-Mms-Adaptation-Allowed: 


Originator-Sytem-Address 


X-Mms-Originator-System 


Content 


<message body> 




Sender: 




Message-ID: 



The table above indicates the mappings from MM4_Forward.REQ information elements to the corresponding STD 1 1 
[5] headers. 

The MM4 information element Message ID is not directly mapped to a corresponding STD 1 1 "Message-ID:" header. 
Each STD 11 message must have a unique message id, which is carried in the "Message-ID:" header. 

Content-type maps directly since both are defined as being MIME content types as specified in RFC 2046 [6]. 

The STD 1 1 "From:" header is determined by the mail user agent, or, in this case, the MMS User Agent. This 
corresponds to the MM4 information element Sender address, as set by the MMS User Agent or MMS Relay/Server. 

STD 1 1 messages are required to have a "Sender:" header that indicates the originator address (as determined by the 
SMTP "MAIL From" command). 

The STD 11 "X-Mms-Originator-System:" header shall be used to indicate the system address that the recipient MMS 
Relay/Server shall use as the recipient address with MM4_Forward.RES. 



ETSI 



3GPP TS 23.140 version 6.10.0 Release 6 



102 



ETSI TS 123 140 V6.10.0 (2005-06) 



In case there are only blind carbon-copy recipient(s) ("Bcc:"). the behaviour shall be as recommended by RFC2821 
[22], Appendix B, i.e. the originating MMS Relay/Server shall only insert an empty "Bcc:" header and no "To:" or 
"Cc:" headers. The recipient(s) shall then only be indicated in the SMTP command layer (RCPT TO:). 

In case there are both "To:" / "Cc:" and "Bcc:" recipients, the "Bcc:" headers shall be removed by the originating 
MMS Relay/Server and the "Bcc:" recipients shall only be indicated in the SMTP command level (RCPT TO:). This is 
in accordance with the functionahty recommended by RFC2821 [22], Appendix B. 

8.4.4.3 MM4_Forward.RES Header Mappings 

The MM4 Forward response information element mappings are detailed in the table below. 

The transmission of the Forward Response from the recipient MMS Relay/Server requires a properly addressed STD 1 1 
message. While the addressing of the MM4_Forward.REQ is clearly that of the intended recipients and originator, the 
MM4_Forward.RES addressing is related to neither the recipients nor the originator of the original MM. Instead, the 
MM4_Forward.RES addressing is based on the MMS Relay/Server system address as provided in the 
MM4_Forward.REQ via the X-Mms-Originator-System header. 

The STD 1 1 "To:" header value shall be according to the STD 11 "X-Mms-Originator-System:" header value provided 
in MM4_Forward.REQ. 



Table 50: MM4_Forward.RES Information Elements to 
STD 1 1 Header Mappings 



Information element 


STD 11 Header 


3GPP MMS Version 


X-Mms-3GPP-MMS-Version: 


Message Type 


X-Mms-Message-Type: 


Transaction ID 


X-Mms-Transaction-I D : 


Message ID 


X-Mms-Message-ID: 


Request Status 


X-Mms-Request-Status-Code: 


Request Status text 


X-Mms-Status-Text: 


Request Recipients 


X-Mms-Request-Recipients 




Sender: 




To: 




Message-ID: 




Date: 



The STD 1 1 "Sender: " and "To:" headers contain system addresses as described above, and do not map to 
MM4_For ward. RES information elements. The STD 1 1 message requires a "Date:" header, but there currently is no 
corresponding MM4_Forward.RES information element. 

8.4.4.4 MM4_Delivery_report.REQ Header Mappings 

The mappings of the MM4_Delivery_report.REQ information elements to STD 1 1 headers is detailed in the table 
below. 
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Table 51 : MM4_Delivery_report.REQ Information Elements to 
STD 11 Header Mappings 



II IIUI iiidli i/i 1 ciciiiciil 


OIL/ II ncciuci 


Qf^pp ^y|^y|Q Worcinn 
oOr r IVMVIo VcrolOil 


Y-Mme If^PP MM<! Vorcinn- 
A IVIlIlo OO rr IVMVIo VclblUII. 


Message i ype 


A-ivirns-iviessage- 1 ype. 


\ ransaciion lu 


A-ivims- 1 rariSaCtion-iu. 


iviesbdye lu 


A- Ivl 1 1 lb Ivlcbbay c I U . 


neoipieiu duurebb 


From^ 


oenaer aouress 


1 0. 


uaie ana iime 


uaie. 


Apknowlprlnpmpnt Rpniip<^t 


X-Mm«i-Arl<-Rpni iP9t" 

/\ iviiiio / \or\ 1 i^uucoL. 


Forward to Originator UA 


X-Mms-Forward-To-Originator-UA 


MM Status 


X-Mms-MM-Status-Code: 


MM Status Extension 


X-Mms-MM-Status-Extension 


MM Status Text 


X-Mms-Status-text: 


Applic-ID 


X-Mms-Applic-ID 


Reply-Applic-ID 


X-Mms-Reply-Applic-ID 


Aux-Applic-lnfo 


X-Mms-Aux-Applic-lnfo 




Sender: 




Message-ID: 



The meaning of Recipient address is that of the original MM, from whose MMS User Agent this Dehvery-report is 
being generated. The meaning of Sender address is that of the original MM, to whom the Delivery-report is being sent. 

The value of the STD 1 1 "Sender:" header is the system address, to which the corresponding response will be sent. 

The STD 1 1 "Sender:" header value is automatically set to the system address of the MMS Relay/Server. 

The STD 1 1 "Message-ID:" value is automatically generated by the MMS Relay/Server, in conformance to STD 1 1 [5]. 

The other header mappings from information elements are similar to those already described above. 

8.4.4.5 MM4_Delivery_report.RES Header Mappings 

The mappings of the M4_Delivery_report.RES information elements to STD 1 1 headers is detailed in the table below. 

Table 52: MM4_Delivery_report.RES Information Elements 
to STD 11 IHeader Mappings 



Information element 


STD 11 Header 


3GPP MMS Version 


X-Mms-3GPP-MMS-Version: 


Message Type 


X-Mms-Message-Type: 


Transaction ID 


X-Mms-Transaction-ID: 


Message ID 


X-Mms-Message-ID: 


Request Status 


X-Mms-Request-Status-Code: 


Request Status text 


X-Mms-Status-Text: 




Sender: 




To: 




Message-ID: 




Date: 



The STD 1 1 "Sender:" header value is automatically set to the system address of the MMS Relay/Server that is replying 
to the MM4_DeUvery_report.REQ. 

The STD 1 1 "To: " header value of the MM4_Delivery_report.RES abstract message is obtained from the STD 1 1 
"Sender:" header value of the corresponding MM4_DeUvery_report.REQ. 

The STD 1 1 "Date" and "Message-ID:" headers, which have no corresponding MM4_Forward.RES information 
elements, are automatically provided values by the MMS Relay/Server. 
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8.4.4.6 MM4_Read_reply_report.REQ Header Mappings 

The mappings of the MM4_Read_reply_report.REQ information elements to STD 1 1 headers is detailed in the table 
below. 

Table 53: MM4_Read_reply_report.REQ Information Elements 
to STD 1 1 Header Mappings 



Information element 


STD 11 Header 


3GPP MMS Version 


X-Mms-3GPP-MMS-Version: 


Message Type 


X-Mms-Message-Type: 


Transaction ID 


X-Mms-Transaction-ID: 


Recipient address 


From: 


Sender address 


To: 


Message ID 


X-Mms-Message-ID: 


Date and time 


Date: 


Acl<nowledgement Request 


X-Mms-Acl<-Request: 


Read Status 


X-Mms-Read-Status: 


Read Status text 


X-Mms-Status-Text: 


Applic-ID 


X-Mms-Applic-ID 


Reply-Applic-ID 


X-Mms-Reply-Applic-ID 


Aux-Applic-lnfo 


X-Mms-Aux-Applic-lnfo 




Sender: 




Message-ID: 




Date: 



The meaning of Recipient address is that of the original MM, from whose MMS User Agent this Read-reply-report is 
being generated. The meaning of Sender address is that of the original MM, to whom the Read-reply-report is being 
sent. 

The value of the Sender: header is a system address, to which the corresponding MM4_Read_reply_report.RES shall be 
sent. 

The "Message-ID:", and "Date:" headers, which have no corresponding information element in the 
MM4_Read_reply_report.REQ, are automatically provided appropriate values by the MMS Relay/Server. 

8.4.4.7 MM4_Read_reply_report.RES Header Mappings 

The mappings of the MM4_Read_reply_report.RES information elements to STD 1 1 headers is detailed in the table 
below. 



Table 54: MM4_Read_reply_report.RES Information Elements 
to STD 11 Header Mappings 



Information element 


STD 11 Header 


3GPP MMS Version 


X-Mms-3GPP-MMS-Version: 


Message Type 


X-Mms-Message-Type: 


Transaction ID 


X-Mms-Transaction-ID: 


Request Status 


X-Mms-Request-Status-Code: 


Request Status text 


X-Mms-Status-Text: 




Sender: 




To: 




Message-ID: 




Date: 



The STD 11 "Sender:" header value shall be the system address of the MMS Relay/Server that is replying to the 
MM4_Read_reply_report.REQ. 

The STD 1 1 "To:" header value of the MM4_Delivery_report.RES abstract message shall be obtained from the 
corresponding MM4_Read-reply_report.REQ Sender: header value. 
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The STD 1 1 "Date:" and "Message-ID:" headers, which do not have corresponding information elements, shall be 
provided appropriate values automatically by the MMS Server/Relay. 

8.4.4.8 Header Field Value Range 

MMS information elements that are mapped to standard STD 11 "header fields", i.e. which do not have an "X-Mms-" 
prefix, should be used according to [5]. 

The rest of the header definitions used in this clause, including the mechanisms and pre-defmed tokens, are described in 
an augmented Backus-Naur Form (BNF) defined in [48], similar to that used by RFC 2822 [5]. Implementers will need 
to be familiar with the notation in order to understand these definitions. 

For the residual MMS information elements the following applies: 

X-Mms-3GPP-MMS-Version: 

3GPP-MMS-Version = "X-Mms-3GPP-MMS-Version" ":" 1*DIGIT "." 1*DIGIT "." 
1*DIGIT 

Note that the numbers MUST be treated as separate integers and that each may be incremented higher than a single 
digit. Thus, 2.1.4 is a lower version than 2.1.13, which in turn is lower than 2.3.0 Leading zeros shall be ignored by 
recipient MMS Relay/Server and shall NOT be sent. The version is according to the version of the present document 
(see also clause " 
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Foreword"). 
X-Mms-Message-Type: 

Message-type = "X-Mms-Message-Type" ":" ( "MM4_f orward . REQ" | 
"MM4_forward.RES" | "MM4_deliverY_report . REQ" | "MM4_deliverY_report . RES " | 
"MM4_read_reply_report .REQ" | "MM4_read_reply_report .RES" ) 

X-Mms-Transaction-Id: 

Transaction-id = "X-Mms-Transaction-ID" " : " quoted-string 
X-Mms-Message-Id: 

Message-id = "X-Mms-Message-ID" ":" quoted-string 
X-Mms-Message-Class: 

Message-class = "X-Mms-Message-Class" ":" ( Class-identifier | quoted-string 
) 

Class-identifier = "Personal" | "Advertisement" | "Informational" | "Auto" 
X-Mms-Expiry: 

Expiry-value = "X-Mms-Expiry " ":" ( HTTP-date | delta-seconds ) 
X-Mms-Delivery-Report: 

Delivery-report = "X-Mms-Delivery-Report" ":" ( "Yes" | "No" ) 

X-Mms-Originator-R/S-Delivery-Report: 

Originator-R/S-Delivery-Report = "X-Mms-Originator-R/S-Delivery-Report" ":" 
( "Yes" I "No" ) 

X-Mms-Priority: 

Priority = "X-Mms-Priority " ":" ( "Low" | "Normal" | "High" ) 
X-Mms-Sender- Visibility: 

Sender-visibility = "X-Mms-Sender-Visibility" ":" ( "Hide" | "Show" ) 
X-Mms-Read-Reply: 

Read-reply = "X-Mms-Read-Reply" ":" ( "Yes" | "No" ) 

X-Mms-Ack-Request: 

Ack-Request = "X-Mms-Ack-Request" ":" ( "Yes" | "No" ) 

X-Mms-Forward-To-Originator-UA: 

Forward-To-Originator-UA = "X-Mms-Forward-To-Originator-UA" ":" ( "Yes" | 
"No" ) 

X-Mms-Request-Status-Code: 

Request-Status-Code = "X-Mms-Request-Status-Code" ":" ( "Ok" | "Error- 
unspecified" I "Error-service-denied" | "Error-message-format-corrupt" | 
"Error-sending-address-unresolved" | "Error-message-not-found" | "Error- 
network-problem" I "Error-content-not-accepted" | "Error-unsupported- 
message" ) 

The meaning of the X-Mms-Request-Status-Code header field is further described in section 8.4.4.10 of this 
specification. 

X-Mms-MM-Status-Code: 

MM-Status-Code = "X-Mms-MM-Status-Code " ":" ( "Expired" | "Retrieved" | 
"Rejected" | "Deferred" | "Indeterminate" | "Forwarded" | "Unrecognised" ) 
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X-Mms-MM-Status-Extension: 

MM-Status-Extension = "X-Mms-MM-Status-Extension" ":" ( "Re jection-By-MMS- 
Recipient" | "Re jection-by-Other-RS" ) 

The meaning of the X- Mms-Status-Extension header field is further described in section 8.4.4.11 of this specification. 

X-Mms-Read-Status: 

Read-Status = "X-Mms-Read-Status" ":" ( "Read" | "Deleted without being read" ) 
X-Mms-Forward-Counter 

Forward-Counter = "X-Mms-Forward-Counter " ":" 1*DIGIT 
X-Mms-Previously-sent-by 

Previously-sent-by = "X-Mms-Previously-sent-by" ":" 1*DIGIT "," mailbox 

The address should be machine-usable, as defined by "mailbox" in RFC 2822 [5]. 

NOTE: The number indicates the chronological order of the submission and forwarding event(s). The number "0" 
is associated with the submission of the MM. A higher number indicates an event at a later point in time. 

X-Mms-Previously-sent-date-and-time 

Previously-sent-date-and-time = "X-Mms-Previously-sent-date-and-time" 
1*DIGIT "," HTTP-date 

The date should be machine-usable, as defined by "HTTP-date" in RFC 2616 [48]. 

NOTE: The number indicates the chronological order of the submission and forwarding events. The number "0" 
is associated with the submission of the MM. The number indicates the correspondence to the MMS User 
Agent's address in the "X-Mms-Previously-sent-by" header field with the same number. 

X-Mms-Applic-ID 

Applic-ID = "X-Mms-Applic-ID" ":" application-id | quoted-string 
X-Mms-Reply-Applic-ID 

Reply-Applic-ID = "X-Mms-Reply-Applic-ID" ":" application-id | quoted-string 
X-Mms-Aux-Applic-Info 

Aux-Applic-Inf o = "X-Mms-Aux-Applic-Inf o" ":" application-id | quoted-string 
application-id = manuf acture_domain [1* (package-name) ] class-name 
manuf acture_domain = l*applicationID-symbol "." 
package-name = l*applicationID-symbol "." 
class-name = l*applicationID-symbol 
applicationlD-symbol = ALPHA | DIGIT | " . " | "_" 
X-Mms-Content-Class: 

Content-class = "X-Mms-Content-Class " ":" ("text" | "image-basic" | "image- 
rich" I "video-basic" | "video-rich" | "megapixel" | "content-basic" | 
"content-rich" ) 

X-Mms-Drm-Content: 

Drm-content = "X-Mms-Drm-Content" ":" ( "Yes" | "No" ) 
X-Mms-Adaptation-AUowed: 

Adaptations = "X-Mms-Adaptation-Allowed" ":" ( "Yes" | "No" ) 
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X-Mms-Request-Recipients: 

X-Mms-Request-Recipients = X-Mms-Request-Recipients ":" MMS-address *("," MMS- 

address ) 

Note: The X-Mms-Request-Recipients header contains a comma separated hst of the recipient(s) MMS- 
addresses to whom the status code in the X-Mms-MM-Status-Code header appUes. The encoding of 
MMS-address is defined in section 8.4.5.1. 



8.4.4.9 Message Encoding on MM4 

The SMTP "mail" message shall be encoded according to STD 11 [5]. 

8.4.4.10 Request Status Codes Clarification 

The table below dictates how the originator MMS Relay/Server should interpret the possible values of the X-Mms- 
Request-Status-Code header field. 



Table 55: Clarification of the Request Status Codes 



X-Mms-Request- 
Status-Code 


Meaning 


Ok 


The corresponding request and some or all of Its 
contents were accepted without errors. 


Error-unspecified 


An unspecified error occurred during the processing or 
reception of the corresponding request. 


Error-service-denied 


The corresponding request was rejected due to failure 
of authentication or authorisation of the originating 
MMS Relay/Server. 


Error-message-format- 
corrupt 


An Inconsistency with the message format was 
detected when the corresponding request was parsed. 


Error-sending-address- 
unresolved 


There were no MMS address (From:, To:, Cc:, Bcc:) in 
its proper format or none of the addresses belong to the 

recipient MMS Relay/Server. 


Error-message-not- 
found 


This status code Is obsolete 


Error-network-problem 


The recipient MMS Relay/Server was not able to accept 
the corresponding request due to capacity overload. 


Error-content-not- 
accepted 


The MM content was not accepted due to size, media 
type, copyrights or some other reason. 


Error-unsupported- 
message 


The recipient MMS Relay/Server does not support the 
corresponding request abstract message. 



8.4.4.11 MM-Status-Extension 

The table below indicates how the originator MMS Relay/Server should interpret the possible values of the X-Mms- 
MM-Status-Extension header field. 
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Table 56: MM Status Extension 



X-Mms-MM-Status- 
Extension 


Meaning 


Rejection-by-mms- 
recipient 


The corresponding l\/ll\/l-Status request was rejected 
because the intended recipient refused to receive a 
message (i.e., recipient does not want to retrieve). 


Rejection-by-other-rs 


The corresponding l\/ll\/l-Status request was rejected 
because the MMS Relay/Server of the intended 
recipient refused to receive the message. 



8.4.5 Message Transfer Protocol on MM4 

Interworking between different MMSEs shall be based on SMTP according to STD 10 [22] as depicted in figure 5. 

8.4.5.1 Addressing 

The originator MMS Relay/Server shall derive the sender address to be used in the SMTP "MAIL FROM:" command 
from the originator address as indicated in the corresponding MM/abstract message and shall derive the recipient(s) 
address(es) to be used in the SMTP "RCPT TO:" command from the recipient(s) address(es) as indicated in the 
corresponding MM/abstract message. 

The table below provides a summary of the addresses used on both message level and message transport level for all 
abstract messages supported on the MM4 interface. 



Table 57: MM4 Addressing on Message and Message Transport Level 



Message Type 


Message Level Addressing 


Transport Level Addressing 


From header 


Sender header 


To, Cc, Bcc 
header 


X-Mms- 
Originator- 
System header 


MAIL FROM 
command 


RCPT TO 
command 


MM4 forward. 
REQ 


Qriginator MMS- 
address 


Qriginator 
SMTP-address 


Recipient(s) 
MMS- 

address(es) 


Qriginator MMS 
Relay/Server 
SMTP address 


Qriginator 
SMTP-address 


Recipient 

SMTP- 

address(es) 


IV1M4 forward. 
RES 




Recipient MMS 

Relay/Server 

system-address 


Qriginator MMS 

Relay/Server 

system-address 




Recipient MMS 
Relay/Server 
system- 
add ressmailto: 


Originator MMS 

Relay/Server 

system- 

addressmailto: 


IVIM4 delivery 
report. REQ 


Recipient MMS- 
address 


Recipient MMS 

Relay/Server 

system-address 


Qriginator MMS- 
address 




Recipient MMS 

Relay/Server 

system-address 


Originator 
SMTP- address 
if the origination 
user agent has 
requested the 
delivery report, 

Originator 
system- address 
if the originating 
MMS 

Relay/Server 
has requested 
the delivery 
report. 


MM4 delivery 
report. RES 




Qriginator MMS 

Relay/Server 

system-address 


Recipient MMS 

Relay/Server 

system-address 




Qriginator MMS 

Relay/Server 

system-address 


Recipient MMS 

Relay/Server 

system-address 


MM4_read_ 
reply report. 
REQ 


Recipient MMS- 
address 


Recipient MMS 

Relay/Server 

system-address 


Qriginator MMS- 
address 




Recipient MMS 
Relay/Server 
system- address 


Originator 
SMTP address 


MM4_read_ 
reply report. 
RES 




Q riginator MMS 

Relay/Server 

system-address 


Recipient MMS 

Relay/Server 

system-address 




Qriginator MMS 

Relay/Server 

system-address 


Recipient MMS 

Relay/Server 

system-address 



If the originator or recipient address on message level contains the originator or recipient MMS Relay/Server system 
address, then these addresses shall be used on transport level unmodified. MMS Service Provider should configure 
appropriate system addresses which will be used as both the recipient and originator of these administrative messages. 
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If the recipient address on message level conforms to the E.164 numbering plan, then the MMS Relay/Server shall 
apply E.164 address resolution to derive the addresses used on message transport level. 

In the case the address resolution returns an RFC 2822 recipient address (ENUM based resolution), this address shall 
become the 'forward-path' argument to the 'RCPT TO:' SMTP command as it is described in [22]. 

In the case the address resolution returns only the domain of the recipient MMSE, then the MMS Relay/Server shall 
derive the 'forward-path' argument to the 'RCPT TO:' SMTP command according to the MM4 address model. 

If the sender address on message level conforms to the E.164 numbering plan, then the MMS Relay/Server shall derive 
the 'reverse-path' argument to the 'MAIL FROM:' SMTP command according to the MM4 address model. 

MM4 Address Model: 

The MM4 Address Model defines the encoding rules of user addresses used on the MM4 interfaces. The following 
addresses are defined: 

- SMTP-address; the MMS user's address on message transport level (SMTP) 

- MMS-address; the MMS user's address on message level 

- system-address, the address of user(s) being originator or recipient of administrative messages. This address is 
used on both message and message transport level. 

The following schema defines the encoding of these addresses. 

system-address = system-user "@" host-subdomain MMSE-domain 

SMTP-address = ( MMS-address "@" MMSE-domain ) | mailbox 

; "mailbox" according to the definition 
; of STD 10 [22] 

MMS-address = ( "+" E.164 "/TYPE=PLMN" ) | mailbox ; "mailbox" according 

; to the definition of 
; STD 11 [5] 

E.164 = 1*DIGIT 

system-user = local-part ; according to the definition of STD 11 [5], 

; string identifying the system user being 
; originator or recipient of administrative 
; messages 

host-subdomain = * ( dom-f ragment " . " ) ; subdomain of the MMS 

; Relay/Server host 

MMSE-domain = dom-f ragment * ( " . " dom-f ragment ) ; domain of the MMSE 

dom-fragment = ( ALPHA | DIGIT ) *( ALPHA | DIGIT | "-" ) 

Example: 

If the recipient's address is an E.164 number, the recipient address fields used in the MM4_Forward.REQ shall be 
composed as foUows: 

RCPTTO:<+E.164yTYPE=PLMN@MMSE-domain> 

To: +E.164/rYPE=PLMN 



MM4 MMSE Domain Name: 

For the addressing of the MMSE on the MM4 interface an unique domain name should be used. To allow inter PLMN 
DNS translation the MM4 MMSE domain name should be composed as follows: 

mms.innc<MNC>.mcc<MCC>.gprs, where 

• <MNC> identifies the network operator. The MNC shall consist of 3 digits. For two digit MNC a "0" digit 
shall be inserted at the left side [79J. 
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• <MCC> identifies the country of the network operator. The MCC shall consist of 3 digits [79]. 

In addition to the standardised MM4 MMSE Domain Name network operators may utilise additional public MM4 
domain names for the MMSE, e.g. to allow interworking with networks not utilising the E.212 [79] network 
identification. 

If the MMS Relay/Server supports interworking with MMSE(s) identified by the Domain Name specified above ("gprs" 
TLD) and MMSE(s) identified by public MM4 domain names (generic or ccTLD) in parallel, it shall ensure consistency 
of the originator's and recipient's domains for messages transferred via the MM4 interface in the following way. 

If the recipient MMSE is identified by the MM4 MMSE domain name specified above, the originating MMS Relay/ 
Server shall identify the originator (SMTP-address) and itself (system-address) utilising the MM4 domain name 
complying to the definition above. 

If the recipient MMSE is identified by a public MM4 domain name, the originating MMS Relay/ Server shall identify 
the originator (SMTP-address) and itself (system-address utilising the pubhc MM4 domain name. 

In addition the MMSE implementation shall take public addressing requirements into account, e.g. for the MMS 
interworking with external (legacy) messaging systems via the MM3 interface. 

MM4 MMS Host Relay/Server Address: 

For the addressing of administrative messages on the MM4 interface the hosting MMS Relay/Server needs to be 
addressed directly. A system-address shall be allocated per MMS Relay/Server by means of a system user address. 
(system-user@host-subdomain.mmse-domain). 

8.4.5.2 Message Transfer 

The originator MMS Relay/Server shall use an SMTP cormection to transfer MMs/abstract messages. 
There are two options to forward MMs with multiple recipients served by the same MMSE via the MM4 interface. 
Option 1: 

The originating MMS Relay/Server may transfer MMs destined for multiple recipient users served by the same MMSE 
utilising one MM4_forward.REQ per recipient. Only one SMTP "RCPT TO" command shall be used per message 
transfer transaction. 

For example, if an MMS originator sends an MM to 3 recipients (e.g.. To: userA, Cc: userB; Bcc: userC), all served by 
the same MMS Relay/Server, differing from the originator's MMS Relay/Server; the originator MMS Relay/Server 
shall send: 

an SMTP MM4_Forward.REQ, with RCPT To: = userA, 
a different SMTP MM4_Forward.REQ, with RCPT To: = userB, 
and another SMTP MM4_Forward.REQ, with RCPT To: = userC. 
Option 2: 

The originating MMS Relay/Server may transfer MMs destined for multiple recipient users served by the same MMSE 
utilising one MM4_forward.REQ conveying the message to all relevant recipients. Multiple SMTP "RCPT TO" 
commands shall be used per message transfer transaction. 

If there is one or multiple recipients being transferred by the originator MMS Relay/Server using the SMTP "RCPT 

TO" command the recipient MMS Relay/Server should accept all recipients with a "250 OK" as indicated in [22]. This 
will ensure that if the originator MMS Relay/Server requested an acknowledgement the recipient MMS Relay/Server 
shall send the response. The originator MMS Relay/Server should use SMTP "DATA" command to transfer the 
message. 

8.4.5.3 Other Definitions 

Private agreements may utilise additional connection and security (e.g. IPSec) methods. Such methods are out of the 
scope of standardisation for this release. 
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8.4.5.2 SMTP Service Extensions 

This section specifies the usage of SMTP service extensions [22] over MM4. 

The following SMTP service extensions should be supported by the MMS Relay/Server for the interworking over 
MM4: 

• SMTP Service Extension for Message Size Declaration [57] 

• SMTP Service Extension for 8bit-MIME transport [58] 

8.4.6 Version Handling on MM4 

The following rules shall apply when different 3GPP MMS versions are supported on the MM4 Interface. 

The MMS Relay/Server shall use the 3GPP MMS version number it supports in the MM4 abstract messages. 

AH unrecognized header fields and values received in an MM4 Request or MM4 Response shall be ignored by the 
MMS Relay/Server that receives the MM4 abstract message. 

The MMS Relay/Server should be able to handle an MM4 Request or an MM4 Response with header fields and values 
of earUer 3GPP MMS versions if it is supporting a later 3GPP MMS version. 

NOTE: When sending an MM4 Request message an originator MMS Relay/Server is not expected to know in 
advance the 3GPP MMS version of the recipient MMS Relay/Server. 

8.5 Teclinical realisation of IVIIVIS on reference point IVIIVIS 

This clause may be specified further in future releases. 

8.6 Teciinical realisation of MMS on reference point MM6 

This reference point is outside the scope of this release of the present document. 

8.7 Technical realisation of MMS on reference point MM7 

The MMSE may support Value Added Services in addition to the basic messaging services defined for MMS. These 
Value Added Services may be provided by the network operator of the MMSE or by third-party Value Added Service 
Providers (VASP). This clause defines the interworking between the MMS Relay/Server and the VASP. 

The following figure illustrates an example data-flow of the message exchange involved in a VAS distribution of a MM 
as outlined by the abstract messages specified here: 
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VASP 



Originator 
MMS Relay/ 
Server 



MM7 submit.REQ 



MM7_submit.RES 
MM7_delivery_report.REQ 



MM7_delivery_report.RES 



MM7_delivery_report.REQ 



MM7_delivery_report.RES 



Recipient-1 
MMS UA 



11 notification. REQ 



MM1_notification.RES 
(rejected) 

MM1 notification. REQ 



l\/li\/l1_notification. 

MM^ retrieve 



IVIIVII retridve.RES 



l\/IM1_acknowleclgement.REQ 



♦ ♦♦ 



RES (deferred) 
REQ 



Recipient-m 
MMS UA 



Figure 8. Sample data flow of MM7 message distribution 

Subsequent sub-clauses will specify the abstract messages that will define the MM7 protocol. 
Protocol version handUng: 

An entity (i.e., MMS Relay/Server or VASP) receiving an MM7 message formatted per a higher XML schema 
version than the one it supports, should handle the message according to its known functional level (e.g., it should 
ignore unknown XML tags and subsets of unknown schema structure). 

An entity (i.e., MMS Relay/Server or VASP) receiving an MM7 message formatted per a lower XML schema 
version than it supports, should handle the message per its own schema version. The receiver may use default values 
for the data missing from the received lower version schema, if this data is relevant to the receiver. 

The entity responding may either use its own XML schema version, or the sender's XML schema version. 

8.7.1 Submitting a VAS MM 

This section addresses the operations necessary for a VASP to provide the service by sending a multimedia message to 
one or more subscribers or to a distribution list. The involved abstract messages are outlined in the table below from 
type and direction points of view. 



Table 58: Abstract messages for submitting VAS message 



Abstract messages 


Type 


Direction 


MM7 submit.REQ 


Request 


VASP -> IVilVIS Relay/Server 


MM7 submit.RES 


Response 


IVIIVIS Relay/Server -> VASP 



8.7.1.1 Normal Operation 

The VASP submits a message to the MMS Relay/Server by sending the MM7_submit.REQ supplying the multimedia 
message (MM) as the payload of the message. The message may be directed to one or more subscribers or to a 
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distribution list. If the MMS Relay/Server accepts the submission, the MMS Relay/Server must send a 
MM7_submit.RES with a "success" status. This in no way indicates that the MM was actually delivered to the 
destinations but states that the request has been accepted. 

Support for MMT.submit.REQ and MM7_subn]it.RES is mandatory for all MMS Relay/Servers that support MM7. 



The MMS Relay/Server should reject the MM7_submit.REQ if the VAS cannot be authorized or if the parameters of 
the request exceed the service level for the service being employed, or if the Relay/Server does not support third party 
charging. Similarly, if none of the destinations can be resolved then the response status should indicate an error. If one 
or several (but not all) addresses can be resolved, the MMS Relay/Server should deliver the message to those addresses 
and respond to the VAS using the MM7_submit.RES with a partial success to the VASP. Partial success does not 
indicate that the MM was actually delivered to the destinations but states that the request has been at least partially 
accepted. 



Authorisation: The VASP must supply its own identifier or the VAS identifier as part of the request. 

Addressing: The VASP may direct the MM to a one or more subscribers or to a distribution list. In the addressing 
information, it may be indicated whether a recipient address is meant for informational purposes only or to be used for 
routing. In the addressing information, it may be indicated whether a recipient address has been encrypted or 
obfuscated. The originator of a submitted MM may be indicated in addressing-relevant information field(s) of the 
MM7_submit.REQ 

Version: The MM7 protocol shall provide unique means to identify the version supported by both the MMS 
Relay/Server and VASP. 

Message Type: The type of message used on reference point MM7 indicating MM7_submit.REQ and 
MM7_submit.RES as such. 

Transaction Identification: The VASP shall provide an unambiguous transaction identification within an 
MM7_submit.REQ. The MM7_submit.RES shall unambiguously refer to the corresponding MM7_submit.REQ using 
the same transaction identification. 

Linked message identification: The VASP will supply a message identifier when submitting a message, that defines a 
correspondence to a previous message that was delivered by the MMS Relay/Server to the VASP. 

NOTE: Use case examples: 

1) The Linked ID can be used by the Relay/Server to logically relate a VASP reply (MM7_Submit.REQ) to an 

original user's request (MMl_Submit.REQ, and MM7_Deliver.REQ), in which case the Linked ID 
corresponds to the Message ID returned in the original MMl_Submit.RES. 

2) The LinkedID can as well be used by the VASP to keep track of a sequence of MM7_Submit.REQ (e.g. 
MMs to multiple users) triggered by a single MM7_Deliver.REQ (e.g. which was triggered by a user's 
MMl_submit.REQ). 

Message class, priority, and subject: The VASP may qualify the MM further by adding a message class, a priority 
and/or subject to the MM7_submit.REQ. 

Service code: The VASP may mark the content of the message with a service code that may be transferred by the 
MMS Relay/Server in the form of charging information for use by the bilUng system to properly bill the user for the 
service being supplied. 

Time stamping: The VASP may time stamp the MM. 

Time constraints: The VASP may request an earliest desired time of delivery of the MM. The VASP may request a 
time of expiry for the MM 

Reply- Charging: The originator VASP may indicate that it wants to pay for a reply-MM and convey the reply- 
charging limitations (e.g. the latest time of submission and/or the maximum size of a reply-MM) in the 
MM7_submit.REQ. 



8.7.1.2 



Abnormal Operation 



8.7.1.3 



Features 
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Delivery reporting: The VASP may request a delivery report for the MM 

Read reporting: The VASP may request a read-reply report when the user has viewed the MM. 

Content adaptation restriction: The VASP may request that the content of the MM will not be subjected to content 
adaptation. 

NOTE: From REL-6 onwards, in case of misaUgnment, DRM-protection rules shall prevail on the Content 

Adaptation Restriction feature. 

Content Information: The VASP may provide information about the nature of the content in the message. The content 
information could be in terms of indications that: 

• classifies content of the MM based on e.g. media types/formats, size, presentation formats [85] 

• the MM contains DRM-protected content 

In case of conflict with the adaptation restriction provided by the VASP, DRM-protection rules in content adaptation 
shall prevail over the adaptation restriction. 

Content type: The MIME type of the multimedia content shall always be identified in the MM7_submit.REQ. 
Content: The VASP may add content in the MM7_submit.REQ. 

Message identification: The MMS Relay/Server shall always provide a message identification for an MM, which it has 

accepted for submission in the MM7_submit.RES. 

Request status: The MMS Relay/Server shall indicate the status of the MM7_submit.REQ in the associated 
MM7_submit.RES. The reason code given in the status information element of the MM7_submit.RES may be 
supported with an explanatory text further qualifying the status. 

Charged-Party: The VASP may indicate in the MM7_submit.REQ which party is expected to be charged for an MM 
submitted by the VASP, e.g. the sending, receiving, both parties or neither. 

Cliarged party ID: The address of the third party which is expected to pay for the MM. 

Message Distribution Indication: The VASP may indicate whether the content of the MM is intended for 

redistribution. 

NOTE: From REL-6 onwards, in case of misahgnment, DRM-protection rules shall prevail on the Message 
Distribution Indication feature. 

Delivery Condition: The VASP may indicate a condition which needs to be met to allow delivery. If the condition is 
not met the MM shall be discarded by the MMS Relay/Server. 

Applic-ID: The presence of this information element indicates that this abstract message shall be provided to an 
appUcation residing on an MMS User Agent. It contains the identification of the destination application. 

Reply -Applic-ID: If present, this information element indicates a "reply path", i.e. the identifier of the appUcation to 
which deUvery reports, read-reply reports and reply-MMs are addressed if any. 

Aux-Applic-Info: If present, this information element indicates additional apphcation/implementation specific control 
information (cf . 7 . 1 . 1 8 . 1 ) . 
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8.7.1.4 Information Elements 



Table 59: Information elements in the MM7 submit.REQ . 



Information element 


Presence 


Description 


Transaction ID 


Mandatory 


The identification of the MM7_submit.REQ/ 
MM7_submit.RES pair. 


Message type 


Mandatory 


Identifies this message as a MM7_submit request. 


MM7 version 


Mandatory 


Identifies the version of the interface supported by the VASP 


VASP ID 


Optional 


Identifier of the VASP for this MMS Relay/Server. 


VAS ID 


Optional 


Identifier of the originating application. 


Sender address 


Optional 


The address of the MM originator. 


Recipient address 


Mandatory 


The address of the recipient MM. Multiple addresses are 
possible or the use of the alias that indicates the use of a 
distribution list. It is possible to mark an address to be used 

only for informational purposes. It is possible to mark that a 
recipient address is provided in encrypted or obfuscated 
format. E.g. the address was originally provided in encrypted 
or obfuscated form in an associated MM7 deliver.REO. 


Service code 


Optional 


Information supplied by the VASP which may be included in 

charging information. The syntax and semantics of the 
content of this information are out of the scope of this 
specification. 


Linked ID 


Optional 


This identifies a correspondence to a previous valid message 
delivered to the VASP. 


Message class 


Optional 


Class of the MM (e.g. advertisement, information service, 
accounting) 


Date and time 


Optional 


The time and date of the submission of the MM (time stamp). 


Time of Expiry 


Optional 


The desired time of expiry for the MM (time stamp). 


Earliest delivery time 


Optional 


The earliest desired time of delivery of the MM to the 
recipient (time stamp). 


Delivery report 


Optional 


A request for delivery report. 


Read reply 


Optional 


A request for confirmation via a read report to be delivered 

as described in section 8.1 


Reply-Charging 


Optional 


A request for reply-charging. 


Reply-Deadline 


Optional 


In case of reply-charging the latest time of submission of 
replies granted to the recipient(s) (time stamp). 


Reply-Charging-Size 


Optional 


In case of reply-charging the maximum size for reply-MM(s) 
granted to the recipient(s). 


Priority 


Optional 


The priority (importance) of the message. 


Subject 


Optional 


The title of the whole multimedia message. 


Content Class 


Optional 


Classifies the content of the MM to the smallest content class 

to which the message belongs [85]. 


DRM Content 


Optional 


Indicates if the MM contains DRM-protected content 


Adaptations 


Optional 


Indicates if VASP allows adaptation of the content (default 
True) (NOTE 1) 


Charged Party 


Optional 


An indication which party is expected to be charged for an 
MM submitted by the VASP, e.g. the sending, receiving, both 
parties third party or neither. 


Content type 


Mandatory 


The content type of the MM's content. 


Content 


Optional 


The content of the multimedia message 


Message Distribution 
Indicator 


Optional 


If set to "false" the VASP has indicated that content of the 

MM is not intended for redistribution. 

If set to "true" the VASP has indicated that content of the MM 

can be redistributed. (NOTE 2) 


Charged Party ID 


Optional 


The address of the third party which is expected to pay for 
the MM 


Delivery Condition 


Optional 


In the event of a single "Delivery Condition", then if the 
condition is met the MM shall be delivered to the recipient 
MMS User Agent, otherwise the MM shall be discarded. 
In the event of multiple "Delivery Condition", then if all 
conditions are met the MM shall be delivered to the recipient 
MMS User Agent, otherwise the MM shall be discarded. 
Upon receipt of an unknown Delivery Condition, the MMS 
Relay/Server ignores it and continues processing. 
See 8.7.8.4 for the definition of the Delivery Conditions. 


Applic-ID 


Optional 


Identification of the destination application. 
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Reply-Applic-ID 


Optional 


Identification of an application to which reply-MMs, delivery 
reports and read-reply reports are addressed. 


Aux-Applic-lnfo 


Optional 


Auxiliary application addressing information. 


NOTE 1 : From REL-6 onwards, in case of misalignment between tlie value assigned to Adaptations and 
DRM-protection rules, the latter shall prevail. 

NOTE 2: From REL-6 onwards, in case of misalignment between the value assigned to MDI and DRM- 
protection rules, the latter shall prevail. 


Table 60: Information elements in the MM7_submit.RES . 


Information element 


Presence 


Description 


Transaction ID 


Mandatory 


The identification of the MM7_submit.REQ/ 
MM7_submit.RES pair. 


Message type 


Mandatory 


identifies this message as a MM7_submit response. 


MM7 version 


Mandatory 


Identifies the version of the interface supported by the MMS 

Relay/Server 


Message ID 


Conditional 


If status indicates success then this contains the MMS 
Relay/Server generated identification of the submitted 
message. This ID may be used in subsequent requests and 
reports relating to this message. 


Request Status 


Mandatory 


Status of the completion of the submission, no indication of 

delivery status is implied. 


Request Status text 


Optional 


Text description of the status for display purposes, should 
qualify the Request Status. 



8.7.2 Delivery Request 

This section addresses cases where a message that is passed by the MMS Relay/Server to a VASP for processing. For 
example, this may include cases where the message originated from the MMS User- Agent. 

The involved abstract messages are outlined in the table below from type and direction points of view. 



Table 61 : Abstract messages for demanding a service from a VASP 



Abstract messages 


Type 


Direction 


MM7 deliver.REQ 


Request 


MMS Relay/Server -> VASP 


MM7 deliver.RES 


Response 


VASP -> MMS Relay/Server 



8.7.2.1 Normal Operation 

The MMS Relay/Server will deUver messages to the VASP by supplying the MM as the payload of the 
MM7_deliver.REQ. The message originates, for example, from a MMS User Agent, an external application, or from 
outside the MMSE. This delivery may include an identification of the request that may be used by the VASP to 
correlate a response to the message. The VASP should reply with a MM7_deliver.RES message indicating that the 
message has been successfully received and will be processed. 

The following figure illustrates the data flow of a use case where a MMS User Agent requesting a service from a VAS 
that requires a response. 
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Figure 9: Use of MM7_deliver and subsequent response 

Support for MM7_deliver.REQ and MM7_deliver.RES is mandatory for a MMS Relay/Server that supports MM7 

8.7.2.2 Abnormal Operation 

If the VASP cannot identify the requested content then it should indicate the failure in the MM7_deliver.RES status 
fields. 

If the delivered content does not fulfil the conditions the VASP expected e.g. service not booked by the user, the VASP 
should indicate this failure in the MM7_deliver.RES status field. 

8.7.2.3 Features 

Authentication: The MMS Relay/Server may supply its own identifier as part of the request. 

Addressing: All relevant address information for the delivery of the message to the VASP - including the addressing 
information from the original message and from the MMS Relay/Server should be included in the relevant information 
elements of MM7_deliver.REQ. In the addressing information, it may be indicated whether a certain recipient address is 
meant for informational purposes only or to be used for routing. In the addressing information, it may be indicated 
whether the sender address has been encrypted or obfuscated. 

Previously-sent-by: The address(es) of the MMS User Agent(s) that submitted or forwarded the MM prior to the last 
forwarding MMS User Agent. In the multiple forwarding case the order of the provided addresses shall be indicated 
and the address of the originator MMS User Agent shall be marked, if present. 

NOTE: The address of the last forwarding MMS User Agent is carried in other addressing elements. 

Version: The MM7 protocol shall provide unique means to identify the version supported by both the MMS 
Relay/Server and VASP. 

Message Type: The type of message used on reference point MM7 indicating MM7_deUver.REQ and 
MM7_deUver.RES as such. 

Transaction Identification: The VASP shall provide an unambiguous transaction identification within a request. The 
response shall unambiguously refer to the corresponding request using the same transaction identification. 

Message priority and subject: The MMS Relay/Server may qualify the MM further by adding a priority and/or subject 
to the MM7_deliver.REQ. This information will originate from the end-user's original request. 
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Linked message identification: The MMS Relay/Server will supply an identifier for the request that may be used by 
the VASP. 

NOTE: Use case examples: 

1) The Linked ID can be used by the Relay/Server to logically relate a VASP reply (MM7_Submit.REQ) to an 
original user's request (MMl_Submit.REQ, and MM7_Deliver.REQ), in which case the Linked ID 
corresponds to the Message ID returned in the original MMl_Submit.RES. 

2) The LinkedID can as well be used by the VASP to keep track of a sequence of MM7_Submit.REQ (e.g. 
MMs to multiple users) triggered by a single MM7_Dehver.REQ (e.g. which was triggered by a user's 
MMl_submit.REQ). 

Service code: The VASP may mark the response to the message with a service code that will be transferred to the 
charging information for use by the billing system to properly bill the user for the service being supplied. 

Service Provider Identification: The MMS Relay/Server may provide the SPI (Service Provider Identification) for the 

sender. In case a message is delivered to a VASP based on the recipient address, the MMS Relay/Server may provide 
the SPI for the recipient. The SPI information can originate from e.g. a user profile or a MAP query. 

Time stamping: The MM may include the date and time-of the most recent handling of the MM by an MMS User 
Agent (i.e. either submission or forwarding of the MM). In the case of forwarding the MM7_deliver.REQ may carry the 
date and time of the submission of the MM. 

Reply- Charging: In case of reply-charging when the reply-MM is submitted within the MM7_deliver.REQ MMS 
Relay/Server should indicate that the message is free-of-charge reply. 

Content type: The MIME type of the multimedia content shall always be identified in the MM7_deliver.REQ. 

Content: The originator of the MM may supply content that is delivered to the VASP in the MM7_deliver.REQ. 

Request status: The MMS Relay/Server shall indicate the status of the request in the associated response. The reason 
code given in the status information element of the response may be supported with an explanatory text further 

qualifying the status. 

MMS User Agent capabilities: The MMS Relay/Server may supply information about the capabilities of the MMS 
User Agent that originated the MM. This information may be used by the VAS or VASP when creating subsequent 
MM7_submit.REQ messages to that particular recipient MMS User Agent. This information should be provided by the 
MMS Relay/Server either from information received from the MMS User Agent or other MMS Relay/Server-based 
proprietary means. 

Applic-ID: This information element contains the identification of the destination application. Upon reception, the 
recipient MMS VAS Application shall provide this MM7_Dehver.REQ to the specified destination appUcation. 

Reply- Applic-ID: If present, this information element indicates a "reply path". It contains the application identifier 
which shall be used by the recipient MMS VAS Application when a reply-MM or a read-reply report is created. 

Aux-Applic-Info: If present, this information element indicates additional apphcation/implementation specific control 
information (cf. 7.1.18.1). 
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8.7.2.4 Information Elements 



Table 62: Information elements in the MM7 deliver.REQ . 



Information element 


Presence 


Description 


Transaction ID 


Mandatory 


The identification of tfne MM7_deliver.REQ/ 
MM7_deliver.RES pair. 


Message type 


Mandatory 


Identifies this message as a MM7_deliver request. 


MM7 version 


Mandatory 


Identifies the version of the interface supported by the MMS 

Relay/Server 


MMS Relay/Server ID 


Optional 


Identifier of the MMS Relay/Server 


VASP ID 


Optional 


identifier of the VASP for this MMS Relay/Server. 


VAS ID 


Optional 


Identifier of the originating application. 


Linked ID 


Optional 


Identifier that may be used by the VASP in a subsequent 
MM7 submit.REQ 


Sender address 


Mandatory 


The address of the MM originator. It is possible to mark that 
the sender address has been encrypted or obfuscated by the 
MMS Relay/Server. 


Recipient address 


Optional 


The address(es) of the intended recipients of the subsequent 
processing by the VASP or the original recipient address(es). 
It is possible to mark an address to be used only for 
informational purposes. 


Previously-sent-by 


Optional 


In case of forwarding this information element contains one 
or more address(es) of MMS User Agent(s) that handled (i.e. 
forwarded or submitted) the MM prior to the MMS User Agent 
whose address is contained in the Sender address 
information element. The order of the addresses provided 
shall be marked. The address of the originator MMS User 
Agent shall be marked, if present. 


Previously-sent-date- 
and-time 


Optional 


The date(s) and time(s) associated with submission and 
forwarding event(s) prior to the last handling of the MM by an 
MMS User Agent (time stamps). 


Sender SRI 


Optional 


The SPI of the MM originator. 


Recipient SPI 


Optional 


The SPI of the intended MM recipient, in case the MM was 
delivered to VASP based on the recipient address. 


Date and time 


Optional 


The time and date of the submission of the MM (time stamp). 


Reply-Charging-ID 


Optional 


In case of reply-charging when the reply-MM is submitted 
within the MM7_deliver.REQ this is the identification of the 
original MM that is replied to. 


Priority 


Optional 


The priority (importance) of the message. 


Subject 


Optional 


The title of the whole MM. 


Content type 


Mandatory 


The content type of the MM's content. 


MMS User Agent 
capabilities 


Optional 


Information about the capabilities of the MMS User Agent 
that originated the MM. In this context, the associated 

timestamp shall not be populated. 


Applic-ID 


Optional 


Identification of the destination application. 


Reply-Applic-ID 


Optional 


Identification of an application to which reply-MMs and read- 
reply reports are addressed. 


Aux-Applic-lnfo 


Optional 


Auxiliary application addressing information. 


Content 


Optional 


The content of the multimedia message 



Table 63: Information elements in the MM7 deliver.RES . 



Information element 


Presence 


Description 


Transaction ID 


Mandatory 


The identification of the MM7_deliver.REQ/ MM7_deliver.RES 
pair. 


Message type 


Mandatory 


Identifies this message as a MM7_deliver response. 


MM7 version 


Mandatory 


Identifies the version of the interface supported by the VASP 


Service code 


Optional 


Information supplied by the VASP which may be included in 
charging information. The syntax and semantics of the content 
of this information are out of the scope of this specification. 


Request Status 


Mandatory 


Status of the completion of the request. 


Request Status text 


Optional 


Text description of the status for display purposes, should 
qualify the Request Status 
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8.7.3 Cancel and replace of MM 

This section details the requests that should be supported in MM7 to allow a VASP to control or change the distribution 
of a message. These operations will allow the VASP to cancel a submitted message prior to deUvery or replace a 
submitted message with a new message. 

The involved abstract messages are outlined in the table below from type and direction points of view. 



Table 64: Abstract messages for controlling Distribution lUlM 



Abstract messages 


Type 


Direction 


MM7 cancel. REQ 


Request 


VASP -> MMS Relay/Server 


MM7 cancel. RES 


Response 


MMS Relay/Server -> VASP 


MM7_replace.REQ 


Request 


VASP -> MMS Relay/Server 


MM7_replace.RES 


Response 


MMS Relay/Server -> VASP 



The following figure illustrates the interaction between the different MMS entities in canceling a VASP message. 



VASP 



MM7 submit.REQ 



MM7_submit.RES 
MM7 cancel. REQ 



MM7 cancel.RES 



Originator 
MMS Relay/ 
Server 



Recipient 
MMS UA 



delete from store 



Figure 10: Data flow of VASP canceling a submitted message 



8.7.3.1 Normal Operation 

If the VASP has decided to cancel the delivery of a MM that it has already submitted, then the VASP should indicate 
this by sending the MM7_cancel.REQ message to the MMS Relay/Server. The MMS Relay/Server should check the 
status of the message indicated by the Message ID and cancel deUvery to all destinations for which the MMS 
Relay/Server has not sent out a notification. The MMS Relay/Server should respond to the request with a 
MM7_cancel.RES indicating that the request was processed. 

If the VASP has new content that it wishes to submit in place of the content thai was originally submitted it should 
submit the new replacement content using the MM7_replace.REQ message. The MMS Relay/Server should check the 
status of the message indicated by the Message ID and replace the message content for all destinations that have not 
retrieved or forwarded the message as yet. The MMS Relay/Server should redistribute the new content to the 
destination hst from the original MM7_submit.REQ. Optional information elements that appear in the 
MM7_replace.REQ message shall replace the corresponding information elements of the original submission (the 
VASP shall not replace information elements that were already provided in the previously sent notification), 



ETSI 



3GPP TS 23.140 version 6.10.0 Release 6 



122 



ETSI TS 123 140 V6.10.0 (2005-06) 



information elements that do not appear in the MM7_replace.REQ message shall retain the original submission values. 
Replacement of messages that have been retrieved may be specified in future releases. 

Support for MM7_cancel.REQ, MM7_cancel.RES, MM7_replace.REQ, and MM7_replace.RES is optional for all 
MMS Relay/Server that support MM7 

8.7.3.2 Abnormal Operation 

The MMS Relay/Server should reject a request to cancel or replace a message if it is unable to authorise the VAS to 
cancel or replace MMs, or find the Message ID indicated in the request, or cannot determine that the indicated message 
was originally submitted by the VASP. 

8.7.3.3 Features 

Authorisation: The VASP must supply its own identifier or the VAS identifier as part of the request. An application 
which resides on a MMS VAS appUcation may supply its own identifiers as part of the request. 

Addressing: When replacing a previously sent message the replacement shall be addressed to the same recipients as 

the original being replaced. 

Version: The MM7 protocol shall provide unique means to identify the version supported by both the MMS 
Relay/Server and VASP. 

Message type: The type of message used on reference point MM7 indicating MM7_cancel.REQ, MM7_cancel.RES, 
MM7_replace.REQ, and MM7_replace.RES as such. 

Transaction identification: The VASP shall provide an unambiguous transaction identification within a request. The 
response shall unambiguously refer to the corresponding request using the same transaction identification. 

Service code: The VASP may mark the content of the message with a service code that may be transferred by the 
MMS Relay/Server in the form of charging information for use by the billing system to properly bill the user for the 
service being supplied. 

Time stamping: The VASP may time stamp the MM. 

Time constraints: The VASP may also request the earliest desired time of delivery of the MM to be changed. 

Read reporting: The VASP may request a read-reply report when the user has viewed the MM. 

Content adaptation restriction: While replacing an MM, the VASP may request that the content of the MM will not 
be subjected to content adaptation. 

NOTE: From REL-6 onwards, in case of misalignment, DRM-protection rules shall prevail on the Content 
Adaptation Restriction feature. 

Content Information: While replacing an MM, the VASP may provide information about the nature of the content in 
the message. The content information could be in terms of indications that: 

• classifies content of the MM based on e.g. media types/formats, size, presentation formats [85] 

• the MM contains DRM-protected content 

In case of conflict with the adaptation restriction provided by the VASP, DRM-protection rules in content adaptation 
shall prevail over the adaptation restriction. 

Content type: The MIME type of the multimedia content shall always be identified in the MM7_replace.REQ if 
content is replaced. 

Content: The content of the multimedia message if provided by the VASP may be conveyed in the MM7_replace.REQ. 

Message identification: The MMS Relay/Server shall always provide a message identification for an MM, which it has 
accepted for submission in either the MM7_replace.REQ or in the MM7_cancel.REQ. The VASP shall supply this 
message identification when requesting to cancel or replace a previously submitted message. When replacing a MM the 
updated message retains the identification of the original (replaced) message. 
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Request status: The MMS Relay/Server shall indicate the status of the request in the associated response. The reason 
code given in the status information element of the response may be supported with an explanatory text further 
qualifying the status. 

Applic-ID: The presence of this information element indicates that this abstract message shall be provided to an 
appUcation residing on an MMS User Agent. It contains the identification of the destination application. 

Reply-Applic-ID: If present, this information element indicates a "reply path", i.e. the identifier of the application to 
which dehvery reports, read-reply reports and reply-MMs are addressed if any. 

Aux-Applic-Info: If present, this information element indicates additional appUcation/implementation specific control 
information (cf. 7.1.18.1). 

8.7.3.4 Information Elements 



Table 65: Information elements in the MM7 cancel. REQ . 



Information element 


Presence 


Description 


Transaction ID 


Mandatory 


Thie identification of tlie MM7_cancel.REQ/ 

MM7_cancel.RES pair. 


Message type 


Mandatory 


Identifies this message as a MM7_cancel request. 


MM7 version 


Mandatory 


Identifies the version of the interface supported by the VASP 


VASP ID 


Optional 


Identifier of the VASP for this MMS Relay/Server. 


VAS ID 


Optional 


Identifier of the originating application. 


Sender address 


Optional 


The address of the MM originator. 


Message ID 


Mandatory 


Identifier of the message to cancel. 


Applic-ID 


Optional 


Identification of the destination application. 


Reply-Applic-ID 


Optional 


Identification of an application to which reply-MMs, delivery 
reports and read-reply reports are addressed. 


Aux-Applic-lnfo 


Optional 


Auxiliary application addressing information. 


Table 66: Information elements in the MM7_cancel.RES . 


Information element 


Presence 


Description 


Transaction ID 


Mandatory 


The identification of the MM7_cancel.REQ/ MM7_cancel.RES 
pair. 


Message type 


Mandatory 


Identifies this message as a MM7_cancel response. 


MM? version 


Mandatory 


Identifies the version of the interface supported by the MMS 
Relay/Server 


Request Status 


Mandatory 


Status of the completion of the request. 


Request Status text 


Optional 


Text description of the status for display purposes, should 
qualify the Request Status 
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Table 67: Information elements in the MM7_replace.REQ . 



Information element 


Presence 


Description 


Transaction ID 


Mandatory 


The identification of the MM7_replace.REQ/ 
MM7_replace.RES pair. 


Message type 


Mandatory 


Identifies this message as a MM7_replace request. 


MM7 version 


Mandatory 


Identifies the version of the interface supported by the VASP 


VASP ID 


Optional 


Identifier of the VASP for this MMS Relay/Server. 


VAS ID 


Optional 


Identifier of the originating application. 


Message ID 


Mandatory 


Identifier of the message that current message replaces. 


Service code 


Optional 


Information supplied by the VASP which may be included in 
charging information. The syntax and semantics of the 
content of this information are out of the scope of this 

specification. 


Date and time 


Optional 


The time and date of the submission of the MM (time stamp). 


Earliest delivery time 


Optional 


The earliest desired time of delivery of the MM to the 
recipient (time stamp). 


Read reply 


Optional 


A request for confirmation via a read report to be delivered 
as described in section 8.1 


Content Class 


Optional 


Classifies the content of the MM to the smallest content class 
to which the message belongs [85]. 


UriM uonteni 


-— j 

Optional 


Indicates if the MM contains DRM-protected content 


Adaptations 


Optional 


Indicates if VASP allows adaptation of the content (default 

True) (NOTE 1) 


Content type 


Conditional 


The content type of the MM's content. If the Content IE 
appears, then the Content type IE must appear. 


Applic-ID 


Optional 


Identification of the destination application. 


Reply-Applic-ID 


Optional 


Identification of an application to which reply-MMs, delivery 
reports and read-reply reports are addressed. 


Aux-Applic-lnfo 


Optional 


Auxiliary application addressing information. 


Content 


Optional 


The content of the multimedia message 


Message Distribution 
Indicator 


Optional 


If set to "false" the VASP has indicated that content of the 

MM is not intended for redistribution. 

If set to "true" the VASP has indicated that content of the MM 

can be redistributed. (NOTE 2) 


NOTE 1 : From REL-6 onwards, In case of misalignment between the value assigned to Adaptations and 
DRM-protection rules, the latter shall prevail. 

NOTE 2: From REL-6 onwards, in case of misalignment between the value assigned to MDI and DRM- 
protection rules, the latter shall prevail. 


Table 68: Information elements in the MM7_replace.RES. 


Information element 


Presence 


Description 


Transaction ID 


Mandatory 


The identification of the MM7_replace.REQ/ 
MM7_replace.RES pair. 


Message type 


Mandatory 


Identifies this message as a MM7 replace response. 


MM7 version 


Mandatory 


Identifies the version of the interface supported by the MMS 
Relay/Server 


Request Status 


Mandatory 


Status of the completion of the request. 


Request Status text 


Optional 


Text description of the status for display purposes, should 
qualify the Request Status 



8.7.4 Delivery reporting to VASP 

This part of MMS service covers the generation of a deUvery report from the MMS Relay/Server to the VASP. The 
involved abstract messages are outlined in the table below from type and direction points of view. 



Table 69: Abstract messages for delivery reports to VASP 



Abstract Message 


Type 


Direction 


MM7_delivery_report.REQ 


Request 


MMS Relay/Server -> VASP 


MM7_delivery_report.RES 


Response 


VASP -> MMS Relay/Server 
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8.7.4.1 Normal Operation 

The MMS Relay/Server shall create the MM7_delivery_report.REQ and send it to the VASP when the appropriate 
information is available. 

Support for MM7_deUvery_report.REQ and MM7_delivery_report.RES is mandatory for a MMS Relay/Server that 
supports MM7. 

8.7.4.2 Abnormal Operation 

In case the VASP cannot identify the MMS Relay/Server or the Message ID is not recognized, then the VASP shall 
respond with a MM7_deUvery_report.RES including a status which indicates the reason the deUvery report was not 
accepted. 

8.7.4.3 Features 

Addressing: Both the address of the VAS (which is the original MM originator) and the address of the recipient of the 
original MM shall be provided in the addressing-relevant information fields of MM7_delivery_report.REQ. 

Version: The MM7 protocol shall provide unique means to identify the version supported by both the MMS 
Relay/Server and VASP. 

Message Type: The type of message used on reference point MM7 indicating MM7_deUvery_report.REQ and 

MM7_deli very _report. RES as such. 

Transaction Identification: The VASP shall provide an unambiguous transaction identification within a request. The 
response shall unambiguously refer to the corresponding request using the same transaction identification. 

Time stamping: The MM7_delivery_report.REQ shall carry the time and date of handUng of the MM (e.g. retrieval, 
expiry, rejection). 

Message identification: In the MM7_delivery_report.REQ the MMS Relay/Server shall always provide the original 
message identification of the MM that the delivery report corresponds to as generated in response to the associated 
MM7_submit.REQ. 

MM Status: The MM7_deUvery_report.REQ shall carry the status of the MM deUvery, e.g. retrieved, rejected, expired 
or indeterminate. The MM Status Extension may be used to provide more granularity. The status code may be 
supported with an explanatory text to further qualify the status of the MM delivery (e.g. recipient does not support 
MMS, recipient address unresolved, MM is too big, if/what content adaptation took place, address where the MM was 
forwarded). If there is no match between deUvery condition and user status, deUvery condition not met shaU be 
returned. 

Request Status: The VASP shall indicate the status of the MM7_delivery_report.REQ in the associated 
MM7_deUvery_report.RES. The reason code given in the status information element of the response may be supported 
with an explanatory text further quaUfying the status. 

MMS User Agent CapabUities: The MMS Relay/Server may provide information about the MMS User Agent 's 
capabilities of the recipient of the original MM. This information should be provided by the MMS Relay/Server either 
from information received from the MMS User Agent or other MMS Relay/Server -based proprietary means. 

NOTE: This information is time stamped. As time goes on, it may not accurately reflect the current MMS User 
Agent capabilities. 

Applic-ID: This information element indicates the identification of the application that the deUvery report is intended 
for. If a Reply- Applic-ID was indicated in the corresponding original MM, the recipient MMS Relay/Server shall set its 
value to that Reply- Applic-ID value. Otherwise, the recipient MMS Relay/Server shall set its value to the AppUc-ID 
value that was indicated in the corresponding original MM. 

Reply-Applic-ID: If present, this information element indicates a "reply path", i.e. the identification of an appUcation 
to which reply-MMs are addressed. The recipient MMS Relay/Server shall insert it into the MM7_deUvery_report.REQ 
if the values of Applic-ID and Reply- Applic-ID in the corresponding original MM differ, in which case its value shall 
equal the Applic-ID value that was indicated in the corresponding original MM. 
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Aux-Applic-Info: If present, this information element indicates additional application/implementation specific control 
information (cf. 7.1.18.1). The recipient MMS Relay/Server shall insert it if Aux-Applic-Info was indicated in the 
corresponding original MM, in which case its value shall equal that Aux-Applic-Info value. 

8.7.4.4 Information Elements 



Table 70: Information elements in the MM7_delivery_report.REQ. 



inTuriTiaiion ciciTisni 




Ucocripilun 


Transaction ID 


Mandatory 


The identification of the l\/ll\/l7_delivery_report.REQ/ 
iviivi/ oeiivery reporx.nto pair. 


Message Type 


Mandatory 


The type of message used on reference point MM7 " 
MM7_delivery_report.REO". 


MM7 Version 


Mandatory 


The version of MM7 supported by the MMS Relay/Server 


MMb Kelay/berver ID 


Optional 


Identifier of the MMb Kelay/oerver 


Message ID 


Mandatory 


The identification of the original MM. 


VASP ID 


Optional 


Identifier of the VASP for this MMS Relay/Server. 


VAS ID 


Optional 


Identifier of the originating application. 


Recipient address 


Mandatory 


The address of the recipient of the original MM. 


Sender address 


Mandatory 


The address of the VAS that submitted the original MM. 


Date and time 


Mandatory 


Date and time the MM was handled (retrieved, expired, 
rejected, etc.) (time stamp) 


MM Status 


Mandatory 


Status of the MM, e.g. retrieved, expired, rejected 


MM Status Extension 


Optional 


Extension of the MM Status, to provide more granularity. 


MM Status text 


Optional 


Text description of the status for display purposes, should 
qualify the MM Status 


MMS User Agent 
Capabilities 


Optional 


Information about the MMS User Agent's capabilities of the 
recipient of the original MM. As part of this information, a 
timestamp should be conveyed indicating the time when the 
recipient MMS User Agent provided its capabilities. 


Applic-ID 


Optional 


The identification of the originating application of the original 
MM. 


Reply-Applic-ID 


Optional 


Identification of an application to which the originating 
application of the original MM shall address reply-MMs if any. 


Aux-Applic-Info 


Optional 


Auxiliary application addressing information. 


Table 71 : Information elements in the MM7_delivery_report.RES. 


Information element 


Presence 


Description 


Transaction ID 


Mandatory 


The identification of the MM7_delivery_report.REQ/ 

MM7_delivery_report.RES pair. 


Message Type 


Mandatory 


The type of message used on reference point MM7: 
"MM7_delivery_report.RES". 


MM7 Version 


Mandatory 


The version of MM7 supported by the VASP 


Request Status 


Mandatory 


The status of the associated MM7_delivery_report.REQ. 


Request Status text 


Optional 


Text description of the status for display purposes, should 
qualify the Request Status 



8.7.5 Read-Reply Report for VASP 

This part of MMS service covers the delivery of a read-reply report from the MMS Relay /Server to the VASP. The 
involved abstract messages are outlined in the table below from type and direction points of view. 

Table 72: Abstract messages for sending and receiving read-reply reports in IUIM7 



Abstract messages 


Type 


Direction 


MM7_read_reply.REQ 


Request 


MMS Relay/Server -> VASP 


MM7_read_reply.RES 


Response 


VASP -> MMS Relay/Server 
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8.7.5.1 



Normal Operation 



If the VASP requested a read-reply report then the recipient MMS User Agent may create and send a read-reply to the 
MMS Relay/Server. The MMS Relay/Server must identify that this read-reply report is associated with a MM 
originating from the MM7 reference point and must create the MM7_read_reply.REQ and send it to the VASP. The 
VASP shall return a MM7_read_reply.RES that reflects the successful reception of the read-reply report. 

Support for MM7_read_reply_report.REQ and MM7_read_reply_report.RES is optional for a MMS Relay/Server that 
supports MM7. 



In case the VASP cannot identify the MMS Relay/Server or the Message ID is not recognized, then the VASP shall 
respond with a MM7_read_reply.RES including a status which indicates the reason the read reply report was not 
accepted. 



Addressing: Both, the address of the VASP (which is the MM originator), and the address of the originator (which is 
the MM recipient) of a read-reply report shall be provided in the addressing-relevant information fields of 
MM7_read_reply_report.REQ. 

Version: The MM? protocol shall provide unique means to identify the version supported by both the MMS 

Relay/Server and VASP. 

Message Type: The type of message used on reference point MM7 indicating MM7_read_reply.REQ and 
MM7_read_reply.RES as such. 

Transaction Identification: The VASP shall provide an unambiguous transaction identification within a request. The 
response shall unambiguously refer to the corresponding request using the same transaction identification. 

Message identification: In the MM7_read_reply_report.REQ the MMS Relay/Server shall always provide the original 
message identification of the MM that the read-reply report corresponds to as generated for the MM7_submit.RES. 

Time Stamping: The MM7_read_reply_report.REQ shall carry the time-stamp associated with the read-reply report. 

Read Status: The MM7_read_reply_report.REQ shall carry the status of the MM retrieval, e.g. read or deleted without 
being read. 

Request Status: The VASP shall indicate the status of the MM7_read_reply.REQ in the associated 
MM7_read_reply.RES. The reason code given in the status information element of the response may be supported with 
an explanatory text further qualifying the status. 

Applic-ID: In case of application addressing, this information element indicates the identification of the application 
that the read-reply report is intended for. The recipient MMS Relay/Server shall set its value to the AppUc-ID value 
indicated in the corresponding MMl_read_reply.REQ or MM4_read_repIy_recipient.REQ. 

Reply-Applic-ID: If present, this information element indicates a "reply path", i.e. the identifier of the application to 
which reply-MMs to this read-reply report are addressed if any. The recipient MMS Relay/Server shall set its value to 
the Reply-Applic-ID value indicated in the corresponding MMl_read_reply.REQ or MM4_read_reply_recipient.REQ. 

Aux-Applic-Info: If present, this information element indicates additional application/implementation specific control 
information (cf 7.1.18.1). The recipient MMS Relay/Server shall set its value to the Aux-Applic-Info value indicated in 
the corresponding MMl_read_reply.REQ or MM4_read_reply_recipient.REQ. 



8.7.5.2 



Abnormal Operation 



8.7.5.3 



Features 
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8.7.5.4 Information Elements 



Table 73: Information elements in the MM7_read_reply_report.REQ. 



Information element 


Presence 


Description 


Transaction ID 


Mandatory 


The identification of the 
MM7_read_reply_report.REQ/ 
MM7_read_reply_report.RES pair. 


Message Type 


Mandatory 


Identifies this message as a 
MM7_read_reply_report request. 


MM7 Version 


Mandatory 


The version of MM7 supported by the MMS 

Relay/Server. 


MMS Relay/Server ID 


Optional 


Identifier of the MMS Relay/Server 


Recipient address 


Mandatory 


The address of the MM recipient of the original 
MM, i.e. the originator of the read-reply report. 


VASP ID 


Optional 


Identifier of the VASP for this MMS Relay/Server. 


VAS ID 


Optional 


Identifier of the originating application. 


Sender address 


Mandatory 


The address of the VASP (originator of the original 
MM) i.e. the recipient of the read-reply report. 


Message ID 


Mandatory 


The message ID of the original MM. 


Date and time 


Mandatory 


Date and time the MM was handled (read, deleted 
without being read, etc.) (time stamp) 


Read Status 


Mandatory 


Status of the MM, e.g. Read, Deleted without 
being read 


Read Status text 


Optional 


Text description of the status for display purposes, 
should qualify the Read Status 


Applic-ID 


Optional 


The identification of the originating application of 
the original MM. 


Reply-Applic-ID 


Optional 


identification of an application to which the 
originating application of the original MM shall 
address reply-MMs if any. 


Aux-Applic-lnfo 


Optional 


Auxiliary application addressing information. 


Table 74: Information elements in the MM7_read_reply_report.RES. 


Information element 


Presence 


Description 


Transaction ID 


Mandatory 


The identification of the 
MM7_read_reply_report.REQ/ 
MM7_read_reply_report.RES pair. 


IVIessage Type 


Mandatory 


Identifies this message as a 
MM7_read_reply_report response. 


MM? Version 


Mandatory 


The version of MM7 supported by the VASP. 


Request Status 


Mandatory 


The status of the associated 
MM7_read_reply_report.REQ. 


Request Status text 


Optional 


Text description of the status for display purposes, 
should qualify the Request Status. 



8.7.5A Extended Cancel and Extended Replace of MM 

This section details the requests that should be supported in MM7 to allow a VASP to control or change the distribution 
of a MM, down to the MMS User Agent. These operations will allow the VASP to cancel a submitted MM or replace a 
submitted MM with a new MM. 

The involved abstract messages are outlined in Table 75 from type and direction points of view. 



Table 75: Abstract messages for controlling Distribution MM 



Abstract messages 


Type 


Direction 


MM7 extended cancel. REQ 


Request 


VASP -> MMS Relay/Server 


MM7 extended cancel. RES 


Response 


MMS Relay/Server -> VASP 


MM7_extended_replace.RE0 


Request 


VASP -> MMS Relay/Server 


MM7_extended_replace.RES 


Response 


MMS Relay/Server -> VASP 
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The following figure illustrates the interaction between the different MMS entities in cancelling a VASP message. 



OngmaTor 

VASP MMS Relay/ 

Server 


Recipient 
MMS UA 




MM7 submit.REQ 








► 


MM1 cancel. REQ 




-< 

MM7_submit.RES 

MM7 extended cancel. REQ 


► 


< 

MM7_extended_cancel.RES 


► 


< 

MM1_cancel.RES 



Figure 1 1 : Data flow of VASP cancelling a submitted message down to the MMS User Agent 

8.7.5A.1 Normal Operation 

If the VASP has decided to cancel the deUvery of a MM that it has already submitted, and wants to extend the 

cancellation to be effective also on an MM already downloaded by the terminal, then the VASP should indicate this by 
sending the MM7_extended_cancel.REQ message to the MMS Relay/Server. The MMS Relay/Server should check the 
status of the message indicated by the Cancel ID and: 

1) locally cancel dehvery, at the MMS Relay/Server level, to all destinations for which the MMS Relay/Server 
has not sent out a notification; 

2) locally cancel the MM at the MMS Relay/Server level and indicate appropriate error code in 
MMl_retrieve.RES as "Request Status" and "Request Status", to all destinations for which the MMS 
Relay/Server has sent out a notification but the MM has not yet been retrieved, and 

3) extend that cancellation down to the MMS User Agent using MMl_cancel.REQ, to all destinations for which 
the MM has already been retrieved. The MMS Relay/Server should use the destination list from the original 
MM7_submit.REQ in MMl_cancel.REQ. 

The MMS Relay/Server should respond to the request with a MM7_extended_cancel.RES indicating that the request 

was processed. 

If the VASP has new content that it wishes to submit in place of the content that was originally submitted, and wants to 
extend the replacement to be effective also on an MM already downloaded by the MMS User Agent, it should submit 
the new replacement content using the MM7_extended_replace.REQ message. The MMS Relay/Server should: 

1) check the status of the message indicated by the Replace ID and replace the message content for all 
destinations that have not retrieved or forwarded the message as yet; and 

2) extend that replacement down to the MMS User Agent, to all destinations that have retrieved but not 
forwarded the message; via sending an additional notification to the MMS User Agent. The MMS 
Relay/Server should redistribute the new content to the destination list from the original MM7_submit.REQ. 
Optional information elements that appear in the MM7_extended_replace.REQ message shall replace the 
corresponding information elements of the original submission (the VASP should not replace any information 
elements that were already provided in the previously sent notification), information elements that do not 
appear in the MM7_extended_replace.REQ message shall retain the original submission values. 
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The MMS Relay/Server should respond to the request with a MM7_extended_replace.RES indicating if the request was 

processed. 

Support for MM7_extended_cancel.REQ, MM7_extended_cancel.RES, MM7_extended_replace.REQ, and 
MM7_extended_replace.RES is optional for all MMS Relay/Server that support MM7. 

8.7.5A.2 Abnormal Operation 

The MMS Relay/Server should reject a request to cancel or replace a message if it is unable to authorise the VAS to 
cancel or replace MMs, or find the ID of the previous message (i.e. Cancel ID and Replace ID respectively) indicated in 
the request. 

8.7.5A.3 Features 

Authorisation: The VASP must supply its own identifier or the VAS identifier as part of the request. 

Addressing: The replacement and cancellation shall be addressed to the same recipients as the original MM being 
replaced and cancelled respectively. 

Version: The MM7 protocol shall provide unique means to identify the version supported by both the MMS 

Relay/Server and VASP. 

Message type: The type of message used on reference point MM7 indicating MM7_extended_cancel.REQ, 
MM7_extended_cancel.RES, MM7_extended_replace.REQ, and MM7_extended_replace.RES as such. 

Transaction identification: The VASP shall provide an unambiguous transaction identification within a request. The 
response shall unambiguously refer to the corresponding request using the same transaction identification. 

Service code: When replacing a previously sent MM, the VASP may mark the content of the message with a service 
code that may be transferred by the MMS Relay/Server in the form of charging information for use by the billing 
system to properly bill the user for the service being supplied. 

Time stamping: When replacing a previously sent MM, the VASP may time stamp the MM. 

Time constraints: When replacing a previously sent MM, the VASP may also request the earliest desired time of 

delivery and time of expiry of the MM to be changed. 

Delivery reporting: When replacing a previously sent MM, the VASP may request a delivery report for the updated 
(replacing) MM. 

Read reporting: When replacing a previously sent message, the VASP may request a read-reply report when the user 
has viewed the updated (replacing) MM. 

Content adaptation restriction: The VASP may request that the content of the MM will not be subjected to content 
adaptation. 

NOTE: In case of misaligrmient, DRM-protection rules shall prevail on the Content Adaptation Restriction 

feature. 

Content type: The MIME type of the multimedia content shall always be identified in the 
MM7_extended_replace.REQ if content is replaced. 

Content: The content of the multimedia message if provided by the VASP may be conveyed in the 
MM7_extended_replace.REQ. 

Replace ID: When replacing a previously sent MM, the VASP shall supply the identifier of the previous MM to be 
replaced. 

Cancel ID: When cancelling a previously sent MM, the VASP shall supply the identifier of the previous MM to be 
cancelled. 

Message identification: When replacing an MM that was retrieved or forwarded, the updated (replacing) MM has a 
different identification from the original (replaced) message. In this case, the MMS Relay/Server shall provide the new 
identification for the updated (replacing) MM in the MM7_extended_replace.RES. When replacing a MM that was 
neither retrieved nor forwarded, the updated MM retains the identification of the original (replaced) MM. 
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Request status: The MMS Relay/Server shall indicate the status of the request in the associated response. 

8.7.5A.4 Information Elements 



Table 76: Information elements in the MM7 extended cancel. REQ . 



Information element 


Presence 


Description 


Transaction ID 


Mandatory 


The identification of the MM7_extended_cancel.REQ/ 
MM7_extended_cancel.RES pair. 


Message type 


Mandatory 


Identifies this message as a MM7 extended cancel request. 


MM7 version 


Mandatory 


Identifies the version of the interface supported by the VASP 


VASP ID 


Optional 


Identifier of the VASP for this MMS Relay/Server. 


VAS ID 


Optional 


Identifier of the originating application. 


Sender address 


Optional 


The address of the MM originator. 


Cancel ID 


Mandatory 


Identifier of the message to cancel. 


Table 77: Information elements in the l\/IM7_extended_cancel.RES . 


Information element 


Presence 


Description 


Transaction ID 


Mandatory 


The identification of the MM7_extended_cancel.REQ/ 

MM7_extended_cancel.RES pair. 


Message type 


Mandatory 


Identifies this message as a MM7 extended_cancel 
response. 


MM7 version 


Mandatory 


Identifies the version of the interface supported by the MMS 
Relay/Server 


Request Status 


Mandatory 


Status of the completion of the request. 


Table 78: Information elements in the MM7_extended_replace.REQ . 


Information element 


Presence 


Description 


Transaction ID 


Mandatory 


The identification of the MM7_extended_replace .REQ/ 
MM7_extended_replace.RES pair. 


Message type 


Mandatory 


Identifies this message as a MM7_extended replace 
request. 


MM7 version 


Mandatory 


Identifies the version of the interface supported by the VASP 


VASP ID 


Optional 


Identifier of the VASP for this MMS Relay/Server. 


VAS ID 


Optional 


Identifier of the originating application. 


Service code 


Optional 


Information supplied by the VASP which may be included in 
charging information. The syntax and semantics of the 
content of this information are out of the scope of this 
specification. 


ReplaceJD 


Mandatory 


This identifies the previously sent VASA/ASP MM that need 
to be replaced by this MM. 


Date and time 


Optional 


The time and date of the submission of the MM (time stamp). 


Earliest delivery time 


Optional 


The earliest desired time of delivery of the MM to the 

recipient (time stamp). 


Time of Expiry 


Optional 


The desired time of expiry for the MM (time stamp). 


Delivery report 


Optional 


A request for delivery report. 


Read reply 


Optional 


A request for confirmation via a read report to be delivered 
as described in section 8.1 


Adaptations 


Optional 


Indicates if VASP allows adaptation of the content (default 
True) (NOTE 1) 


Content type 


Conditional 


The content type of the MM's content. If the Content IE 
appears, then the Content type IE must appear. 


Content 


Optional 


The content of the multimedia message 


NOTE 1 : In case of misalignment between the value assigned to Adaptations and DRM-protection rules, 
the latter shall prevail. 
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Table 79: Information elements in the MM7_extended_replace.RES. 



Information element 


Presence 


Description 


Transaction ID 


l\/landatory 


1 he identiTication of the lvlM7_extenaea_replace.Htu/ MM7_ 
extended_replace.RES pair. 


(Message type 


IVIandatory 


Identifies tiiis message as a MM7_extended_replace.RES. 


MM7 version 


IVIandatory 


Identifies the version of the interface supported by the MMS 
Relay/Server 


IVIessage ID 


Conditional 


The MMS Relay/Server generated identification of the 
updated (replacing) MM (applicable only if the replaced Mm is 
retrieved or forwarded). 


Request Status 


Mandatory 


Status of the completion of the request. 



8.7.6 Generic Error Handling 

When the MMS Relay/Server or VASP receives a MM7 abstract message that cannot be replied to with the specific 
response it shall reply using a generic error message as described here. To get a correlation between the original send 
REQ and the error response, every abstract message on the MM7 reference point shall include a Transaction ID. 

The involved abstract messages are outlined in the table below from type and direction points of view. 



Table 80: Abstract message for generic error notification 



Abstract message 


Type 


Direction 


MM7 RS error.RES 


Response 


MMS Relay/Server -> VASP 


MM7 VASP error.RES 


Response 


VASP->MMS Relay/Server 



8.7.6.1 Normal Operation 

If the MMS Relay/Server has received a message over the MM7 interface and does not recognize the Message Type, or 
the requested feature is not supported and the normal response message is not supported, then the MMS Relay/Server 
must generate a MM7_RS_error.RES message to reply to the VASP. 

If the VASP has received a message over the MM7 interface and does not recognize the Message Type, or the requested 
feature is not supported and the normal response message is not supported, then the VASP must generate a 
MM7_VASP_error.RES message to reply to the MMS Relay/Server. 

Support for the MM7_RS_error.RES and MM7_VASP_error.RES is Mandatory for a MMS Relay/Server that supports 
MM7 

8.7.6.2 Features 

Version: The MM7 protocol shall provide unique means to identify the version supported by both the MMS 
Relay/Server and VASP. 

Message Type: The type of message used on reference point MM7 indicating MM7_RS_error.RES or 
MM7_VASP_error.RES as such. 

Transaction Identification: The response shall imambiguously refer to the corresponding request using the same 
transaction identification. 

Error Status: The MMS Relay/Server or VASP shall indicate the error condition that caused the generation of the error 
response. The reason code given in the status information element of the response may be supported with an 
explanatory text further qualifying the status. 
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8.7.6.3 Information Elements 



Table 81 : Information elements in the MM7 RS error.RES . 



Information element 


Presence 


Description 


Transaction ID 


Mandatory 


Identifier that corresponds to the Transaction ID of the 
incoming message. 


Message type 


Mandatory 


Identifies this message as a MM7_RS_error response. 


MM7 version 


Mandatory 


Identifies the version of the interface supported by the MMS 
Relay/Server 


Error Status 


Mandatory 


Error code (e.g. Message type not-supported, MM7 version 

not supported). 


Error Status text 


Optional 


Text description of the status for display purposes, should 
qualify the Error Status. 


Table 82: Information elements in the l\/IM7_VASP_error.RES . 


Information element 


Presence 


Description 


Transaction ID 


Mandatory 


Identifier that corresponds to the Transaction ID of the 
Incoming message. 


Message type 


Mandatory 


Identifies this message as a MM7_VASP_error response. 


MM7 version 


Mandatory 


Identifies the version of the interface supported by the VASP 


Error Status 


Mandatory 


Error code (e.g. Message type not-supported, MM7 version 
not supported). 


Error Status text 


Optional 


Text description of the status for display purposes, should 
qualify the Error Status. 



8.7.7 Administrating the Distribution List 

After a Value Added Service becomes available users may subscribe to the service using direct contact to the VASP 
(e.g. by sending a MM via MMl_submit.REQ to the service provider including registration information). The 
distribution hst may be maintained by the MMS Relay/Server. The full definition of the administration of the 
distribution hst may be specified in future releases of this specification. 

8.7.8 Implementation of the MM7 Abstract Messages 

The interface between a VASP and the MMS Relay/Server, over the MM7 reference point, shall be realised using 
SOAP 1.1 [68] as the formatting language. The VASP and the MMS Relay/Server shall be able to play dual roles of 
sender and receiver of SOAP messages. HTTP [48] shall be used as the transport protocol of the SOAP messages. The 
SOAP message shall bind to the HTTP request/response model by providing SOAP request parameters in the body of 
the HTTP POST request and the SOAP response in the body of the corresponding HTTP response. 

8.7.8.1 SOAP Message Format and Encoding Principles 

The following principles shall be used in the design of the SOAP implementation of the MM7 interface: 

• The schema shall be based on the W3C SOAP 1.1 schema . The schema shall include an indication of the version 
of the MM7 specification that is supported. 

NOTE: The W3C SOAP 1 . 1 schema will be pubhshed by the 3GPP. The URI shall be the one specified in Annex 
L. 

• The MM7 SOAP messages shall consist of a SOAP envelope, SOAP Header element and SOAP Body element, as 

described in [68]. 

• The SOAP EncodingStyle [68] should not be used. 

• Transaction management shall be handled in the SOAP Header element. The TransactionID shall be included as a 
SOAP Header entry. The SOAP actor [68] attribute should not be specified in the SOAP Header entry. The SOAP 
mustUnderstand [68] attribute should be specified with value "1". 
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• All MM7 information elements, except for the TransactionID, shall be included in the SOAP Body element. 

• XML element names shall use Upper Camel Case convention, where words are concatenated to form an element 
name with the first letter of each word in upper case (e.g. EarliestDeliveryTime). The only exception to this rule is 
where an acronym (e.g. VASP) is used - in such cases all of the letters of the acronym shall be in upper case (e.g. 
VASPHeader). 



8.7.8.1.1 Binding to HTTP 

MM7 request messages shall be transferred in an HTTP POST request. MM7 responses shall be transferred in an HTTP 
Response message. The media type "text/xml" [70] shall be used for messages containing only the SOAP envelope. 

MM7 requests that carry a SOAP attachment shall have a "multipart/related" [71] Content-Type. The SOAP envelope 
shall be the first part of the MIME message and shall be indicated by the Start parameter of the multipart/related 
Content-Type. If a SOAP attachment is included it shall be encoded as a MIME part and shall be the second part of the 
HTTP Post message. The MIME part should have the appropriate content type(s) to identify the payload. Figures 12 
and 13 provide few examples of the message structure. This MIME part shall have two MIME headers - Content-Type 
and Content-ID [72] fields. The Content-ID shall be referenced by the MM7 request <Content> element using the 
format specified in [69]. 
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Figure 12: Message structure for a message with a SOAP Attachment (multipart/related payload) 
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Figure 13: Message structure for a message with a SOAP Attachment (multipart/mixed payload) 

For specific examples see the section describing SOAP HTTP examples. 

8.7.8.1 .2 SOAPAction Header Field 

The SOAPAction HTTP request header field [68] should be set to the NULL string (i.e. ""). 

8.7.8.1 .3 DRM-related media types in SOAP messages 

In case MM elements are DRM-protected these MM elements shall be of media types as defined in [76] and [78]. 



8.7.8.2 MM7 Addressing Considerations 

In order to bind properly to HTTP, the MMS Relay/Server and the VASP shall be addressable by a unique URI type 
address [48]. This address shall be placed in the host header field in the HTTP POST method. 

In the SOAP body, when the recipient MMS User Agent is addressed, the address-encoding scheme for MMl shall be 
used. For these purposes the VASP shall be identified by a MMl addressable address. 

8.7.8.3 Status Reporting 

The MM7 response messages shall be carried within a HTTP Response. The response may carry status at three levels: 

- network errors shall be indicated by the HTTP level, e.g. as an HTTP 403 "Server not found" and shall be carried 
in the HTTP response back to the originating application. 
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- request processing errors (status codes in the range 2xxx-9xxx) shall be reported as a SOAP Fault as defined in 
[68]. The SOAP fault shall include the faultcode [6^],faultstring[6E], and detail[6%] elements. The detail element 
shall include the status elements described below and in Table 70. The SOAP detail element shall include 
VASPErrorRsp or RSErrorRsp element as direct child elements. VASPErrorRsp element shall be included if the 
SOAP Fault is generated by the VASP and RSErrorRsp element shall be sent if the SOAP Fault is generated by the 
MMS Relay/Server. Errors relating to the TransactionID shall be reported as a SOAP Fault. The faultcode shall be 
"Client.TransactionID" and the faultstring shall be used to indicate the human-readable description of the error. No 
detail element shall appear. 

- success or partial success (status codes from the Success class, i.e. with format Ixxx) shall be reported in a MM7 
response message that will include the following status elements, contained in the Status element of the response 
messages. 

All status responses shall be reported with three XML elements in the response, i.e. the details of the SOAP Fault and 
the status of the MM7 response message - 

• StatusCode shall indicate a numerical code that identifies different classes of error or successful completion of 
the operation. The StatusCode is a four-digit number of which the two high-order digits are defined in section 
8.7.8.3.1, the two low-order digits are implementation specific. 

• StatusText shall contain a predefined human readable description of the numerical code that indicates the 
general type of the error. 

• Details, optionally, gives particular details of the error or partial success, e.g. indicates the address that cannot 
be resolved or message-id that is not recognized. The format of the details element is implementation specific. 

8.7.8.3.1 Request and Error Status Codes 

The StatusText element (for application-level situations) shall be used to carry a human readable explanation of the 
error or success situation, e.g. partial success. In Table 70 below the status text should be used by the VASP or MMS 
Relay/Server when indicating status information to the originator. In addition to this there will be status codes 
consisting of a four digit numeric value. The first digit of the status code indicates the class of the code. There are 4 
classes: 

• Ixxx: Success in the operation, 

• 2xxx: Client errors, 

• 3xxx: Server errors, 

• 4xxx: Service errors. 

Status codes are extensible. The VASP and the MMS Relay/Server must understand the class of a status code. 
Unrecognised codes shall be treated as the xOOO code for that class. Codes outside the 4 defined class ranges shall be 
treated as 3000. For implementation specific codes, the numbers in the range x500-x999 shall be used. 

The following Table 67 shows the StatusCodes and StatusTexts that are currently defined. 
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Table 83: StatusCode and StatusText 



StatusCode 


StatusText 


Meaning 


1000 


Success 


This code indicates that the request was executed 
completely 


1100 


Partial success 


This code indicates that the request was executed 
partially but some parts of the request could not be 
completed. Lower order digits and the optional 
Details element may indicate what parts of the 
request were not completed. 


2000 


Client error 


Client made an invalid request 


2001 


Operation restricted 


The request was refused due to lack of permission 

to execute the command. 


2002 


Address Error 


The address supplied in the request was not in a 
recognized format or the MMS Relay/Server 
ascertained that the address was not valid for the 
network because it was determined not to be 
serviced by this MMS Relay/Server. When used in 
response-result, and multiple recipients were 
specified in the corresponding push submission, this 
status code indicates that at least one address is 
incorrect. 


2003 


Address Not Found 


The address supplied in the request could not be 
located by the MMS Relay/Server. This code is 
returned when an operation is requested on a 
previously submitted message and the MMS 
Relay/Server cannot find the message for the 
address specified. 


2004 


Multimedia content refused 


The server could not parse the MIME content that 
was attached to the SOAP message and indicated 
by the Content element or the content size or media 
type was unacceptable. 


2005 


Message ID Not found 


This code is returned when an operation is 
requested on a previously submitted message and 
the MMS Relay/Server cannot find the message for 
the message ID specified or when the VASP 
receives a report concerning a previously submitted 
message and the message ID is not recognized. 


2006 


LinkedID not found 


This code is returned when a LinkedID was supplied 
and the MMS Relay/Server could not find the 
related message. 


2007 


Message format corrupt 


An element value format is inappropriate or 
incorrect. 


2008 


Application ID not found 


This code is returned when an operation is 
requested on a previously submitted message and 
the MMS Relay/Server cannot find the destination 
application for the application ID specified or when 
the VASP receives a report concerning a previously 
submitted message and the application ID is not 
recognized. 


2009 


Reply Application ID not 
found 


This code is returned when a Reply Application ID 
was supplied and the MMS Relay/Server could not 
find the originating application. 


3000 


Server Error 


The server failed to fulfill an apparently valid 
request. 


3001 


Not Possible 


The request could not be carried out because it is 
not possible. This code is normally used as a result 
of a cancel or status query on a message that is no 
longer available for cancel or status query. The 
MMS Relay/Server has recognized the message in 
question, but it cannot fulfill the request because the 
message is already complete or status is no longer 
available. 


3002 


Message rejected 


Server could not complete the service requested. 


3003 


Multiple addresses not 
supported 


The MMS Relay/Server does not support this 
operation on multiple recipients. The operation MAY 
be resubmitted as multiple single recipient 
operations. 
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3004 


Application Addressing not 
supported 


Recipient MMS User Agent does not support the 
transport of application data. 


4000 


General service error 


The requested service cannot be fulfilled. 


4001 


Improper identification 


Identification header of the request does not 
uniquely identify the client (either the VASP or MMS 
Relay/Server). 


4002 


Unsupported version 


The version indicated by the MM7 Version element 
is not supported. 


4003 


Unsupported operation 


The server does not support the request indicated 
by the MessageType element in the header of the 
message. 


4004 


Validation error 


The SOAP and XML structures could not be parsed, 
mandatory fields are missing, or the message- 
format is not compatible to the format specified. 
Details field may specify the parsing error that 
caused this status. 


4005 


Service error 


The operation caused a server (either MMS 
Relay/Server or VASP) failure and should not be 
resent. 


4006 


Service unavailable 


This indication may be sent by the server when 
service is temporarily unavailable, e.g. when server 
is busy 


4007 


Service denied 


The client does not have permission or funds to 
perform the requested operation. 


4008 


Application denied 


The application does not have permission or funds 
to perform the requested operation. 



8.7.8.4 Delivery Conditions 

The Delivery Condition element shall be used to carry the conditions that are carried by the VASP/VAS to the MMS 
Relay/Server. 

DeUvery Conditions are extensible. Unrecognised DeUvery Condition and values reserved by this specification for 
future definitions shall be ignored. The numbers in the range 1000-1999 shall be used for bilateral agreements. 

The table below shows the DeUvery Conditions that are currently defined. 



Table 84: Delivery Conditions 



Delivery condition 
value 


Delivery condition value 


Comment 


1 


IVIIVIS capable only 


VASP/VAS intend the MM to be sent to a recipient's 
terminal that has MMS capabilities. 


2 


HPLMN only 


VASP/VAS intend the MM to be sent to a recipient's 
terminal that is within the PLMN (i.e., not roaming). 


3 ... 999 


Reserved for future 
definition by this 
specification 


Reserved for future definition by this specification. 
Ignore if received by an MMS Relay/Server that 

can't interpret the value. 


1000 ... 1999 


Reserved for bilateral 
agreement usage. 


Reserved for bilateral agreement usage and will not 
be used by this specification in the future. Ignore if 
received by an MMS Relay/Server that can't 
interpret the value. 



8.7.9 Mapping of Information Elements to SOAP Elements 

The following subsections detail the mapping of the information elements of the abstract messages to SOAP elements. 
The full XML Schema definition of the MM7 reference point appears in Annex L of this document. Specification of the 
format of SOAP element values appear in the schema. 
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8.7.9.1 MM7_submit.REQ mapping 



1 nf n frvi^ti C 1 Ann Ant 


LOCallOn 


C 1 A w\ Ant Kl A m a 


ooiniiienis 


1 icinSaCTIOn lU 


otjMr neauer 


1 ransacTioniu 




Message-Type 


SOAP Body 


MessageType 


Defined as Root element 








of SOAP Body 


MM7 Version 


SOAP Body 


MM7Version 


Value is the number of 






the specification in which 








the schema has 








changed most recently, 








e.g. 5.2.0 


VASP ID 


SOAP Body 


VASPID 




VAS ID 


SOAP Body 


VASID 




Sender Address 


SOAP Body 


SenderAddress 




Recipient Address 


SOAP Body 


Recipients 


Different address format 








will be specified as part 








of element value 


Service code 


SOAP Body 


ServiceCode 


Information supplied for 








billing purposes - exact 








format is implementation 








dependent 


Linl<ed ID 


SOAP Body 


Unl<edlD 


Message-ID of linked 








message 


Message class 


SOAP Body 


MessageClass 


Enumeration - possible 








values: Informational, 








Advertisement, Auto 


Date and time 


SOAP Body 


TimeStamp 




Time of Expiry 


SOAP Body 


ExpiryDate 




Earliest delivery time 


SOAP Body 


EarliestDeliveryTime 




Delivery report 


SOAP Body 


DeliveryReport 


Boolean - true or false 


Read reply 


SOAP Body 


Read Reply 


Boolean - true or false 


Reply-Ctiarging 


SOAP Body 


ReplyCharging 


No value - presence 








implies true! 


Reply-Deadline 


SOAP Body 


replyDeadline 


Attribute of 








ReplyCharging element 








Date format - absolute 








or relative 


Reply-Charging-Size 


SOAP Body 


replyChargingSize 


Attribute of 








ReplyCharging element 


Priority 


SOAP Body 


Priority 


Enumeration - possible 








values: High, Normal, 








Low 


Subject 


SOAP Body 


Subject 




Content Class 


SOAP Body 


ContentClass 


Enumeration - possible 








values: text, image- 








basic, image-rich, video- 








basic, video-rich. 








megapixel, content- 








basic, content-rich 


DRM Content 


SOAP Body 


DRMContent 


Boolean - true or false 


Adaptations 


SOAP Body 


allowAdaptations 


Attribute of Content 








element 








Boolean - true or false 


Charged Party 


SOAP Body 


ChargedParty 


Enumeration - possible 








values: Sender, 








Recipient, Both, Neither 


Message Distribution 


SOAP Body 


Distributionlndicator 


Boolean - true or false 


Indicator 






Delivery Condition 


SOAP Body 


DeliveryCondition 


Possible values include 








MMS capable only. 








HPLMN only 


Applic-ID 


SOAP Body 


ApplicID 




Reply-Applic-ID 


SOAP Body 


ReplyApplicID 




Aux-Applic-lnfo 


SOAP Body 


AuxAppliclnfo 




Content type 


MIME header - 


Content-Type 






Attachment 
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Content 


SOAP Body 


Content 


href:cid attribute links to 
attachment 


8.7.9.2 MM7_submit.RES mapping 


Information Element 


Location 


ElementName 


Comments 


Transaction ID 


SOAP Header 


Transaction ID 




Message-Type 


SOAP Body 


MessageType 


Defined as Root element 
of SOAP Body 


MM? Version 


SOAP Body 


MM7Version 


Value is the number of 

the specification in which 
the schema has 
changed most recently, 
e.g. 5.2.0 


Message ID 


SOAP Body 


MessagelD 




Request Status 


SOAP Body 


StatusCode 


See section 8.7.8.3 


Request Status Text 


SOAP Body 


StatusText & Details 


See section 8.7.8.3 



Sample message submission 

POST /mms-rs/mm7 HTTP/1.1 
Host: mms.omms.com 

Content-Type: multipart /related; boundary="NextPart_000_0028_01Cl 9839 . 84 698430" ; type=text/xml; 

start="</tnn-200102/mm7-submit>" 
Content-Length: nnnn 
SOAPAction: "" 

—NextPart_000_0028_01C19839. 84698430 
Content-Type : text/xml ; charset="utf-8 " 
Content-ID: </tnn-200102/mm7-submit> 

<?xml version="l . 0" ?> 

<env : Envelope xmlns : env="http : //schemas . xmlsoap . org/ soap/ envelope/ "> 
<env : Header> 

<mm7 : TransactionID 

xmlns :mm7="http : //www. Sgpp . org/ ftp/Specs /archive/2 3_series/2 3 . 140/schema/REL-5-MM7-l-3" 
env : mustUnder stand=" 1 " > 
vasOOOOl-sub 
</mm7 : TransactionID> 
</ env : Header> 
<env : Body> 

<SubmitReq xmlns="http : //www. 3gpp . org/ ftp/Specs /archive/2 3_series/2 3 . 140/schema/REL-5- 
MM7-l-3"> 

<MM7Version>5 . 6 . 0</MM7Version> 
<SenderIdentification> 

<VASPID>TNN</VASPID> 

<VASID>News</VASID> 
< /Sender I dent if ication> 
<Recipients> 

<To> 

<Number>7255441234</Number> 

<RFC2822Address displayOnly="true">7255442222@OMMS . com</RFC2822Address> 

</To> 
<Cc> 

<Number>72554 4 3333</Number> 
</Cc> 
<Bcc> 

<RFC2822Address>7255444444@OMMS .com</RFC2822Address> 

</Bcc> 
</Recipients> 

<ServiceCode>gold-sp33-im42</ServiceCode> 
<LinkedID>mms00016666</LinkedID> 
<MessageClass>Inf ormational</MessageClass> 
<TimeStamp>2002-01-02T0 9 : 30:47-05: 00</TimeStamp> 

<EarliestDeliveryTime>2002-01-02T0 9 : 30:47-05: 00</EarliestDeliveryTime> 

<ExpiryDate>P90D</ExpiryDate> 

<DeliveryReport>t rue </De live ryReport> 

<P r io rit y>Normal< /Prior it y> 

<Sub ject>News for today</Sub ject> 

<ContentClass>video-rich</ContentClass> 

<DRMContent>true</DRMContent> 
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<ChargedParty>Sender</ChargedParty> 

<Distribut ionIndicator>true</Dist ribut ionIndicator> 

<Content href =" cid : SaturnPics-01 02 93 @news ■ tnn . com " allowAdaptations = "true"/> 
</SubmitReq> 
</env:Body> 

</env : Envelope> 

—NextPart_000_0028_01Cl 9839. 84 698430 

Content-Type: multipart /mixed; boundary="StoryParts 74526 8432 2002-77645" 
Content-ID : <SaturnPics-0 1020 930 @news . tnn . com> 

— StoryParts 74526 8432 2002-77645 
Content-Type: text/plain; charset="us-ascii" 

Science news, new Saturn pictures... 

— StoryParts 74526 8432 2002-77645 
Content-Type: image/gif; 
Content-ID : <saturn . gif > 
Content -Transfer-Encoding: base64 

R01GODdhZAAwAOMAAAAAAIGJjGltcDE0OOfWo6OchbilnlpmcbGo jpKbnP/lpW54fBMTElRYXEFO 



— StoryParts 74526 8432 2002-77645 — 
— NextPart_000_0028_01Cl 9839. 84 698430 — 

NOTE: The different encoding mechanisms, as defined by RFC2045 [44], can be utilized for content encoding. 

The response message is sent by the MMS Relay/Server back to the VASP for the VAS application in a HTTP 
Response message. 

HTTP/1.1 200 OK 

Content-Type: text/xml; charset="utf-8 " 
Content-Length: nnnn 

<?xml version=" 1 . " ?> 

<env : Envelope xmlns : env="http : / /schema s . xmlsoap . org/ soap /envelope/ "> 
<env : Heacler> 

<mm7 : TransactionID 

xmlns : mm7="http : / / www . Sgpp . org/ ftp/ Specs / archive/ 2 3_ser ies /2 3 .14 0/ schema/REL-5-MM7-l-3 " 
env : mustUnderstand= " 1 "> 
vasOOOOl-sub 
</mm7 : TransactionID> 
</env: Header> 
<env : Body> 

< Submit Rsp xmlns = "http : / / www . 3gpp . org/ ftp/ Specs / archive/ 2 3_series /23 .140/ schema/REL-5- 
MM7-l-3"> 

<MM7Version>5 . 6 . 0</MM7Version> 
<Status> 

<StatusCode>1000</StatusCode> 

<StatusText>Success</StatusText> 
</Status> 

<MessageID>041502073667</MessageID> 
</SubmitRsp> 
</env:Body> 

</env : Envelope> 

Sample message submission with application addressing 

POST /mms-rs/mm7 HTTP/1.1 
Host: mms.omms.com 

Content-Type : multipart /related; boundary="NextPart_000_0028_01C19839 . 84698430"; type=text /xml; 

start="</tnn-200102/mm7-submit>" 
Content-Length: nnnn 
SOAPAction: "" 

— NextPart_000_002 8_01Cl 983 9. 84 698430 
Content -Type : text / xml ; charset="ut f-8 " 
Content- ID : </tnn-200102/mm7-submit> 

<?xml version=" 1 . " ?> 

<env : Envelope xmlns : env="http : / /schema s . xmlsoap . org/ soap /envelope/ "> 
<env : Header> 

<mm7 : TransactionID 

xmlns : mm7 = "http : / / www . 3gpp . org/ ftp/ Specs / archive/ 2 3_ser ies /2 3 .140/ schema/REL- 6-MM7-6-7 " 
env : mustUnderstand=" 1 "> 
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vasOOOOl-sub 
</mm7 : TransactionID> 
</env: Header> 
<env : Body> 

< Submit Req xmlns = "http : / / www . 3gpp . org/ ftp/Specs / archive/ 2 3_ser ies /2 3 .14 0/ schema/REL-6- 
MM7-6-7"> 

<MM7Version>6 . 7 . 0</MM7Version> 
< Sender I dent ification> 

<VASPID>TNN</VASPID> 

<VASID>News</VASID> 
</SenderIdent if icat ion> 
<Recipients> 

<To> 

<Number>7255441234</Number> 

<RFC2 822Address displayOnly="true">7255442222@OI«S . com</RFC2 822Address> 
</To> 
<Cc> 

<Number>72554 4 3333</Number> 
</Cc> 
<Bcc> 

<RFC2 822Address>7255444444@OmS . com</RFC2 822Address> 
</Bcc> 
</Recipients> 

<ServiceCode>gold-sp33-im42</ServiceCode> 
<LinkedID>mms00016666</LinkedID> 
<MessageClass>Inf ormat ional</MessageClass> 
<TimeStamp>2002-01-02T09 : 30 : 47-05 : 00</TimeStamp> 

<EarliestDeliveryTime>2002-01-02T0 9 : 30:47-05: 00</EarliestDeliveryTime> 

<ExpiryDate>P90D</ExpiryDate> 

<DeliveryReport>t rue</DeliveryReport> 

<Priority>Normal</Priority> 

<Sub ject>News for today</Sub ject> 

<ChargedParty>Sender</ChargedParty> 

<Dist ribut ionIndicator>true</Dist ribut ionIndicator> 
<ApplicID>ifx . com. neon .MyPackage .MAFIA</ApplicID> 

<ReplyApplicID>if X . com. neon . downloadedPackage . MAFIA</ReplyApplicID> 
<AuxApplicID>MAFIA instance #04</AuxApplicID> 
<Content href =" cid : SaturnP ics-01 02 93 @news . tnn . com" allowAdaptat ions = "t rue" / > 
</SubmitReq> 
</env:Body> 
</env : Envelope> 

— NextPart_000_0028_01Cl 9839. 84 698430 

Content-Type: multipart/mixed; boundary="StoryParts 74526 8432 2002-77645" 
Content-ID: <SaturnPics-0 1020 930@news .tnn. com> 

— StoryParts 74526 8432 2002-77645 
Content-Type: text/plain; charset="us-ascii" 

Science news, new Saturn pictures... 

— StoryParts 74526 8432 2002-77645 

Content-Type: image/gif; 

Content-ID:<saturn.gif> 

Content -Transfer-Encoding: base64 

R01GODdhZAAwAOMAAAAAAIGJjGltcDE0OOfWo6OchbilnlpmcbGo jpKbnP/lpW54fBMTElRYXEFO 



— StoryParts 74526 8432 2002-77645 — 
— NextPart_000_0028_01Cl 9839. 84 698430 — 

NOTE: The different encoding mechanisms, as defined by RFC2045 [44], can be utilized for content encoding. 

Again, the response message is sent by the MMS Relay/Server back to the VASP for the VAS apphcation in a HTTP 
Response message. 

HTTP/1.1 200 OK 

Content-Type: text/xml; charset="utf-8 " 
Content-Length: nnnn 

<?xml version=" 1 . " ?> 

<env : Envelope xmlns : env="http : / /schema s . xmlsoap . org/ soap/envelope/ "> 
<env : Header> 

<mm7 : TransactionID 

xmlns : mm7 = "http : / / www . 3gpp . org/ ftp/ Specs / archive/ 2 3_ser ies /2 3 .140/ schema/REL- 6-MM7-6-7 " 
env : mustUnderstand=" 1 "> 
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vasOOOOl-sub 
</min7 : TransactionID> 
</env : Header > 
<env : Body> 

<SubmitRsp xmlns="http : //www. 3gpp . org/ ftp/Specs /archive/2 3_series/2 3 . 140/schema/REL-6- 
MM7-6-7"> 

<MM7Version>6 . 7 . 0</MM7Version> 
<Status> 

<StatusCode>1000</StatusCode> 

<StatusText>Success</StatusText> 
</Status> 

<MessageID>041502073667</MessageID> 

<ApplicID>if X . com. neon . downloadedPackage .MAFIA</ApplicID> 
<ReplyApplicID>ifx . com. neon .MyPackage .MAFIA</ReplyApplicID> 
<AuxApplicID>session . ABC .DEF</AuxApplicID> 
</SubmitRsp> 
</env:Body> 
</env : Envelope> 



8.7.9.3 MM7_deliver.REQ Mapping 
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Content 


href:cid attribute links to 
attachment 
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8.7.9.4 MM7 deliver.RES 



Information Element 


Location 


ElementName 


Comments 


Transaction ID 


SOAP Header 


Transaction ID 




Message-Type 


SOAP Body 


MessageType 


Defined as Root element 
of SOAP Body 


MM7 Version 


SOAP Body 


MM7Version 


Value is the number of 
tlie specification In which 
the schema has 
changed most recently, 
e.g. 5.2.0 


Service code 


SOAP Body 


ServiceCode 




Request status 


SOAP Body 


StatusCode 


See section 8.7.8.3 


Request status text 


SOAP Body 


StatusText & Details 


See section 8.7.8.3 



Sample Deliver request and response 

POST /mms /weather .xml HTTP/1.1 
Host: www.yahoo.com 

Content-Type : multipart /related; boundary="NextPart_000_0125_01C19839 . 7237 92 9064"; type=text/xml; 

Start="</cmvt255/mm7-deliver>" 
Content-Length: nnnn 
SOAPAction: "" 

— NextPart_000_0125_01C19839.7237 92 90 64 
Content-Type : text /xml ; char set="ut f-8 " 
Content-ID : </ cinvt256/mm7-deliver> 

<?xml version="1.0"?> 

<env : Envelope xmlns : env="http : //schemas . xml soap . org/ soap/envelope/ "> 
<env : Header> 

<mm7 : TransactionID 

xmlns :mm7="http : //www. Sgpp . org/ ftp/Specs /archive/2 3_series/2 3 . 140/schema/REL-6-MM7-l-4 " 
env : mustUnder stand=" 1 "> 

vas00324-dlvr 
</mm7 : TransactionID> 
</env : Header > 
<env : Body> 

<! — Example of MM7_deliverReq — > 

<DeliverReq xmlns="http : //www. 3gpp . org/ ftp/ Specs /archive/2 3_series/ 23 . 140/schema/REL-6- 
MM7-l-4"> 

<MM7Version>6 . 7 . 0</MM7Version> 

<VASPID>TNN</VASPID> 

<VASID>Reminder</VASID> 
<MMSRelayServerID>240 . 110 . 75 . 34</MMSRelayServerID> 
<LinkedID>wthr8391</LinkedID> 
<Sender> 

<RFC2822Address>972542 65781@OMMS .com</RFC2822Address> 
</Sender> 

<TimeStamp>2002-04-15T14 : 35 : 21-05 : 00</TimeStamp> 

<Priority>Normal</Priority> 

<Sub ject>Weather Forecast </ Sub ject> 

<Content href="cid: forecast-location200102-86453"/> 
</DeliverReq> 
</env:Body> 

</ env : Envelope> 

— NextPart_000_0125_01Cl 9839. 7237 92 9064 
Content-Type : text/plain; charset="utf-8 " 
Content-ID :<forecast-location2000102-8 6453> 

Los Angeles, Calif, USA 

— NextPart_000_0125_01Cl 9839. 7237 92 9064 — 



The deliver response message might look like this (with an application error code): 

HTTP/1.1 200 OK 

Content-Type: text/xml; charset="utf-8 " 
Content-Length: nnnn 
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<?xml version="1.0"?> 

<env : Envelope xmlns : env="http : //schemas . xmlsoap . org/ soap/envelope/ "> 
<env : Header> 

<mm7 : TransactionID 

xmlns :mm7="http: //www. 3gpp.org/ftp/Specs/archive/23_series/23. 140/schema/REL-6-MM7-l-4" 
env : mustUnder stand=" 1 " > 

vas00324-dlvr 
</mm7 : TransactionID> 
</env : Header > 
<env : Body> 

<env : Fault> 

<f aultcode>env : Client</ f aultcode> 

<f aultstring>Client error</f aultstring> 

<detail> 

<VASPErrorRsp xmlns="http : //www . 3gpp . org/f tp/Specs/archive/23_series/23 . 140/schema/REL-6- 
MM7-l-4"> 

<MM7Version>6 . 7 . 0</MM7Version> 
<Status> 

<StatusCode>4006</StatusCode> 

<StatusText>Service Unavailable</StatusText> 

<Details> 

<app : Reason xmlns : app="http : //vendor . example . com/MM7Extension">Location 
not covered in service</app : Reason> 

</Details> 
</Status> 
</ VASPErrorRsp> 
</detail> 
</env:Fault> 
</env:Body> 
</ env : Envelope> 



8.7.9.5 MM7_cancel.REQ mapping 



Information Element 


Location 


Element-name 


Comments 


Transaction ID 


SOAP Header 


TransactionID 




Message-Type 


SOAP Body 


MessageType 


Defined as Root element 
of SOAP Body 


MM7 Version 


SOAP Body 


MM7Version 


Value is the number of 
the specification in which 
the schema has 
changed most recently, 
e.g. 5.2.0 


VASP ID 


SOAP Body 


VASPID 




VAS ID 


SOAP Body 


VASID 




Sender Address 


SOAP Body 


SenderAddress 




IVIessage ID 


SOAP Body 


MessagelD 




Applic-ID 


SOAP Body 


AppllcID 




Reply-Applic-ID 


SOAP Body 


ReplyApplicID 




Aux-Applic-lnfo 


SOAP Body 


AuxAppliclnfo 





8.7.9.6 MM7_cancel.RES mapping 



Information Element 


Location 


ElementName 


Comments 


Transaction ID 


SOAP Header 


TransactionID 




Message-Type 


SOAP Body 


MessageType 


Defined as Root element 
of SOAP Body 


MM7 Version 


SOAP Body 


MM7Version 


Value is the number of 
the specification In which 
the schema has 
changed most recently, 
e.g. 5.2.0 


Request status 


SOAP Body 


StatusCode 


See section 8.7.8.3 


Request status text 


SOAP Body 


StatusText & Details 


See section 8.7.8.3 
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The following shows an interchange of a MM7_caiicel.REQ and MM7_caiicel.RES to illustrate a SOAP message that 
does not include a multimedia content part. 

POST /mms-rs/mm7 HTTP/1.1 
Host; mms.omms.com 

Content-Type: text/xml; charset="utf-8 " 
Content-Length: nnnn 
SOAPAction: "" 

<?xml version=" 1 . " ?> 

<env : Envelope xmlns : env="http : //schemas . xmlsoap . org/ soap/envelope/ "> 
<env : Header> 

<mm7 : TransactionID 

xmlns :mm7="http : / /www . 3gpp . org/f tp/Specs/archive/23_series/23 . 140/schema/REL-5-MM7-l-3 " 
env :mustUnderstand= " 1 "> 

vasOOOO— can 
</mm7 : TransactionID> 
</env : Header> 
<env : Body> 

<CancelReq xmlns ="http : / /www . 3gpp . org/f tp/Specs/archive/23_series/23 . 140/schema/REL-5-MM7-l- 

3"> 

<MM7Version>5 . 6 . 0</MM7Version> 
<Sender Ident if icat ion> 

<VASPID>TNN</VASPID> 
<VASID>Reminder</VASID> 
</Sender Identif ication> 
<MessageID>mms000222222</MessageID> 
</CancelReq> 
</env:Body> 
</env : Envelope> 

HTTP/ 1.1 200 OK 

Content-Type: text/xml; charset="utf-8 " 

Content-Length: nnnn 

<?xml version=" 1 . " ?> 

<env : Envelope xmlns : env="http : //schemas . xmlsoap . org/ soap/envelope/ "> 
<env : Header> 

<mm7 : TransactionID 

xmlns :mm7="http : / /www . 3gpp . org/f tp/Specs/archive/23_series/23 . 140/schema/REL-5-MM7-l-3 " 
env :mustUnderstand=" 1 "> 

vasOOOO— can 
</mm7 : TransactionID> 
</env : Header> 
<env : Body> 

<CancelRsp xmlns ="http : / /www . 3gpp . org/f tp/Specs/archive/23_series/23 . 140/schema/REL-5-MM7-l- 

3"> 

<MM7Version>5 . 6 . 0</MM7Version> 
<Status> 

<StatusCode>1000</StatusCode> 
<StatusText>Success</StatusText> 
</Status> 
</CancelRsp> 
</env:Body> 
</env : Envelope> 
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8.7.9.7 MM7_replace.REQ mapping 



Information Element 


Location 


ElementName 


Comments 


Transaction ID 


oUAr neaaer 


Transaction ID 




Message-Type 


SOAP Body 


MessageType 


Defined as Root element 
of SOAP Body 


MM7 Version 


SOAP Body 


MM7Version 


Value is the number of 
the specification in which 
the schema has 
changed most recently, 
e.g. 5.2.0 


VASP ID 


SOAP Body 


VASPID 




VAS ID 


SOAP Body 


VAS ID 




Sender address 


SOAP Body 


SenderAddress 




Message ID 


SOAP Body 


MessagelD 




Service code 


SOAP Body 


ServiceCode 


Information supplied for 
billing purposes - exact 
format is implementation 
dependent 


Date and time 


SOAP Body 


TimeStamp 




Earliest delivery time 


SOAP Body 


EarliestDeliveryTime 


Date format - absolute 
or relative 


Read reply 


SOAP Body 


ReadReply 


Boolean - true or false 


Content Class 


SOAP Body 


ContentClass 


Enumeration - possible 
values: text, image- 
basic, image-rich, video- 
basuc, video-rich, 
megapixel, content- 
basic, content-rich 


DRIVI Content 


SOAP Body 


DRMContent 


Boolean - true or false 


Adaptations 


SOAP Body 


allowAdaptations 


Attribute of Content 
element 

Boolean - true or false 


Content type 


MIME part Header 


Content-Type 




Content 


SOAP Body 


Content 


href:cid attribute links to 
attachment 


Message Distribution 
Indicator 


SOAP Body 


Distributionlndicator 


Boolean - true or false 


Applic-ID 


SOAP Body 


ApplicID 




Reply-Applic-ID 


SOAP Body 


ReplyApplicID 




Aux-Applic-lnfo 


SOAP Body 


AuxAppliclnfo 




8.7.9.8 MM7_replace.RES mapping 


Information Element 


Location 


ElementName 


Comments 


Transaction ID 


SOAP Header 


Transaction-ID 




Message-Type 


SOAP Body 


Message-Type 


Defined as Root element 
of SOAP Body 


MM7 Version 


SOAP Body 


MM7-Version 


Value is the number of 

the specification in which 
the schema has 
changed most recently, 
e.g. 5.2.0 


Request status 


SOAP Body 


StatusCode 


See section 8.7.8.3 


Request status text 


SOAP Body 


StatusText & Details 


See section 8.7.8.3 
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8.7.9.9 MM7_delivery_report.REQ mapping 



Information Element 


Location 


ElementName 


Comments 


Transaction ID 


oUAr neaaer 


Transaction ID 




Message-Type 


SOAP Body 


MessageType 


Defined as Root element 
of SOAP Body 


MM7 Version 


SOAP Body 


MM7Version 


Value is the number of 
the specification in which 
the schema has 
changed most recently, 
e.g. 5.2.0 


IVIIVIS Relay/Server ID 


SOAP Body 


MMSRelayServerlD 




Message ID 


SOAP Body 


MessagelD 




Recipient address 


SOAP Body 


Recipient 




VASP ID 


SOAP Body 


VASPID 




VAS ID 


SOAP Body 


VAS ID 




Sender address 


SOAP Body 


Sender 




Date and time 


SOAP Body 


Date 




MM Status 


SOAP Body 


MMStatus 


Enumeration - possible 
values: Expired, 
Retrieved, Rejected, 
Indeterminate, 
Forwarded, Delivery 
Condition Not Met 


Status text 


SOAP Body 


StatusText 




MMS User Agent 
Capabilities 


SOAP Body 


UACapabilities 




Applic-ID 


SOAP Body 


ApplicID 




Reply-Applic-ID 


SOAP Body 


ReplyApplicID 




Aux-Applic-lnfo 


SOAP Body 


AuxAppliclnfo 





8.7.9.10 MM7_delivery_report.RES mapping 



Information Element 


Location 


ElementName 


Comments 


Transaction ID 


SOAP Header 


Transaction ID 




Message-Type 


SOAP Body 


MessageType 


Defined as Root element 
of SOAP Body 


MM7 Version 


SOAP Body 


MM7Version 


Value is the number of 
the specification in which 

the schema has 
changed most recently, 
e.g. 5.2.0 


Request Status 


SOAP Body 


StatusCode 


See section 8.7.8.3 


Request Status text 


SOAP Body 


StatusText & Details 


See section 8.7.8.3 
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8.7.9.11 MM7_read_reply.REQ mapping 



Information Element 


Location 


ElementName 


Comments 


Transaction ID 


oUAr neaaer 


Transaction ID 




Message-Type 


SOAP Body 


MessageType 


Defined as Root element 
of SOAP Body 


MM7 Version 


SOAP Body 


MM7Version 


Value is the number of 
the specification in which 
the schema has 
changed most recently, 
e.g. 5.2.0 


IVIIVIS Relay/Server ID 


SOAP Body 


MMSRelayServerlD 




Message ID 


SOAP Body 


MessagelD 




Recipient address 


SOAP Body 


Recipient 




Sender address 


SOAP Body 


Sender 




VASP ID 


SOAP Body 


VASPID 




VAS ID 


SOAP Body 


VAS ID 




Date and time 


SOAP Body 


TimeStamp 




Read Status 


SOAP Body 


MMStatus 


Enumeration - possible 
values: Indeterminate, 
Read, Deleted without 
Read 


Status text 


SOAP Body 


StatusText 




Applic-ID 


SOAP Body 


ApplicID 




Reply-Applic-ID 


SOAP Body 


ReplyApplicID 




Aux-Applic-lnfo 


SOAP Body 


AuxAppliclnfo 





8.7.9.12 MM7_read_reply.RES mapping 



Information Element 


Location 


ElementName 


Comments 


Transaction ID 


SOAP Header 


Transaction ID 




Message-Type 


SOAP Body 


MessageType 


Defined as Root element 
of SOAP Body 


MM7 Version 


SOAP Body 


MM7Version 


Value is the number of 
the specification in which 
the schema has 
changed most recently, 
e.g. 5.2.0 


Request status 


SOAP Body 


StatusCode 


See section 8.7.8.3 


Request status text 


SOAP Body 


StatusText & Details 


See section 8.7.8.3 



8.7.9.13 MM7_RS_error. RES mapping 



Information Element 


Location 


ElementName 


Comments 


Transaction ID 


SOAP Header 


Transaction ID 




Message-Type 


SOAP Body 


MessageType 


Defined as Root element 
of SOAP Body 


MM7 Version 


SOAP Body 


MM7Version 


Value is the number of 

the specification in which 
the schema has 
changed most recently, 
e.g. 5.2.0 


Error status 


SOAP Body 


StatusCode 


See section 8.7.8.3 


Error status text 


SOAP Body 


StatusText & Details 


See section 8.7.8.3 
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8.7.9.14 MM7_VASP_error.RES mapping 



Information Element 


Location 


Element-name 


Comments 


Transaction ID 


oUAr neaaer 


Transaction-ID 




Message-Type 


SOAP Body 


Message-Type 


Defined as Root element 
of SOAP Body 


MM7 Version 


SOAP Body 


MM7-Version 


Value is the number of 
the specification in which 
the schema has 
changed most recently, 
e.g. 5.2.0 


Error status 


SOAP Body 


StatusCode 


See section 8.7.8.3 


Error status text 


SOAP Body 


StatusText & Details 


See section 8.7.8.3 



8.7.9.15 MM7_extended_cancel.REQ mapping 



Information Element 


Location 


Element-name 


Comments 


Transaction ID 


SOAP Header 


Transaction ID 




Message-Type 


SOAP Body 


MessageType 


Defined as Root element 
of SOAP Body 


MM7 Version 


SOAP Body 


MM7Version 


Value is the number of 
the specification in which 
the schema has 
changed most recently, 
e.g. 5.2.0 


VASP ID 


SOAP Body 


VASPID 




VAS ID 


SOAP Body 


VASID 




Sender Address 


SOAP Body 


SenderAddress 




Cancel ID 


SOAP Body 


Cancel ID 





8.7.9.16 MM7_extended_cancel.RES mapping 



Information Element 


Location 


ElementName 


Comments 


Transaction ID 


SOAP Header 


Transaction ID 




Message-Type 


SOAP Body 


MessageType 


Defined as Root element 
of SOAP Body 


MM7 Version 


SOAP Body 


MM7Version 


Value is the number of 
the specification in which 

the schema has 
changed most recently, 
e.g. 5.2.0 


Request status 


SOAP Body 


StatusCode 


See section 8.7.8.3 



The following shows an interchange of a MM7_extended_cancel.REQ and MM7_extended_cancel.RES to illustrate a 
SOAP message that does not include a multimedia content part. 

POST /mms-rs/mm7 HTTP/1.1 
Host: mms.omms.com 

Content-Type: text/xml; charset="utf-8 " 
Content-Length: nnnn 
SOAPAction: "" 

<?xml version=" 1 . " ?> 

<env : Envelope xmlns : env="http : //schemas . xmlsoap . org/ soap/envelope/ "> 
<env : Header> 

<mm7 : TransactionID 

xmlns : mm7="http : / /www . 3gpp . org/f tp/Specs/archive/23_series/23 . 140/schema/REL-5-MM7-l-3" 
env :mustUnderstand=" 1 "> 

vasOOOO— can 
</mm7 : TransactionID> 
</env : Header > 
<env : Body> 

<extendedCancelReq xmlns="http : //www . 3gpp . org/f tp/Specs/archive/23_series/23 .140/ schema/REL- 
5-iyM7-l-3"> 
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<MM7Versioji>5 . 6 . 0</MM7Version> 
<SenderIdentif ication> 

<VASPID>TNN</VASPID> 
<VASID>Reminder</VASID> 
</ Senderldentif ication> 
<CancelID>mms000222222</CancelID> 
</extendedCancelReq> 
</env:Body> 
</env : Envelope> 

HTTP/1.1 200 OK 

Content-Type: text/xml; charset="utf-8 " 
Content-Length: nnnn 

<?xml version="l . 0" ?> 

<env : Envelope xmlns : env="http : //schemas . xmlsoap . org/ soap/envelope/ "> 
<env : Header> 

<mm7 : TransactionID 

xmlns :mm7="http : //www . 3gpp . org/f tp/Specs/archive/23_series/23 . 140/schema/REL-5-MM7-l-3" 
env : mustUnder stand=" 1 " > 

vasOOOO-can 
</mm7 : TransactionID> 
</ env : Header > 
<env : Body> 

<extendedCancelRsp xmlns="http : //www . 3gpp . org/f tp/Specs/archive/23_series/23 . 140/schema/REL- 
5-MM7-l-3"> 

<iyM7Version>5 . 6 . 0</iyM7Version> 
<Status> 

<StatusCode>1000</StatusCode> 
</Status> 
</extendedCancelRsp> 
</env:Body> 
</env : Envelope> 
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8.7.9.17 MM7_extended_replace.REQ mapping 



Information Element 


Location 


ElementName 


Comments 


Transaction ID 


oUAr neaoer 


Transaction ID 




Message-Type 


SOAP Body 


MessageType 


Defined as Root element 
of SOAP Body 


MM7 Version 


SOAP Body 


MM7Version 


Value is the number of 
the specification in which 
the schema has 
changed most recently, 
e.g. 5.2.0 


VASP ID 


SOAP Body 


VASPID 




VAS ID 


SOAP Body 


VASID 




Service code 


SOAP Body 


ServiceCode 


Information supplied for 

billing purposes - exact 
format is implementation 
dependent 


Replace_ID 


SOAP Body 


ReplacelD 


This identifies the 
previously sent 
VAS/VASP MM that 
need to be replaced by 
this MM 


Date and time 


SOAP Body 


TimeStamp 




Earliest delivery time 


SOAP Body 


EarliestDeliveryTime 


Date format - absolute 
or relative 


Time of Expiry 


SOAP Body 


ExpiryDate 




Delivery Report 


SOAP Body 


DeliveryReport 


Boolean - true or false 


Read reply 


SOAP Body 


ReadReply 


Boolean - true or false 


Adaptations 


SOAP Body 


AllowAdaptations 


Attribute of Content 
element 

Boolean - true or false 


Content type 


IVIIME part Header 


Content-Type 




Content 


SOAP Body 


Content 


href:cid attribute links to 
attachment 



8.7.9.18 MM7_extended_replace.RES mapping 



Information Element 


Location 


ElementName 


Comments 


Transaction ID 


SOAP Header 


Transaction-ID 




Message-Type 


SOAP Body 


Message-Type 


Defined as Root element 
of SOAP Body 


MM7 Version 


SOAP Body 


MM7-Version 


Value is the number of 
the specification in which 
the schema has 
changed most recently, 
e.g. 5.2.0 


Message ID 


SOAP Body 


MessagelD 




Request status 


SOAP Body 


StatusCode 


See section 8.7.8.3 



8.8 Technical realisation of IVilVlS on reference point UUS 

This reference point is further specified in TS 32.240 [80] and TS 32.270 [81]. 

8.9 Technical realisation of MMS on reference point MIVIQ 

This reference point is further specified in TS 32.240 [80] and TS 32.270 [81]. 
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8.10 Technical realisation of IVIIVIS on reference point IVIIVIIO 

The stage 3 description of this reference point can be found in TS 29.140 [86]. 

The MMSE may support the interrogation of an external MSCF. Section 7.1.17 specifies the applicability of the MMIO 
interrogation to certain MMS services. The MMIO message flow may be invoked during MMl submission. The figures 
below describes the Message flows between the MMS Relay/Server and an external MSCF. 

In the following example the submission of a MM through MMl is shown. 



MMS User 
Agent 



MMS Relay 
Server 



MM1 submit.REQ 



MMl submit.RES 



MSCF 



MMIOJnterogation.REQ 



MMIOJnterogation.RES 



Figure 14: Message Flow Example for the MMl submit traffic case 

In the following example the MMl delivery is shown. 



MSCF 



MMS Relay 
Server 



M M 1 0Jnterogation. REQ 



MMIOJnterogation.RES 



MMS User 
Agent 



MM1 notification. REQ 



MM1_notifi cation. RES 
MM1 retrieve. REQ 



MM1_retrieve.RES 

Figure 15: Message Flow Example for the MMl notification traffic case 

In the following example the submission of a MM through MM7 is shown. 



VASP 



MMS Relay 
Server 



MM7 submit.REQ 



MM7 submit.RES 



MSCF 



MMIOJnterogation.REQ 



MMIOJnterogation.RES 



Figure 16: Message Flow Example for the MM7 submit traffic case 
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8.10.1 Interrogation of the Messaging Service Control Function (MSCF) 

This section addresses the operations necessary for a MSCF to provide the service by sending a interrogation Message 
from the Relay /Server to the MSCF. The involved abstract messages are outlined in the table below from type and 
direction points of view. 



Table 85: Abstract messages for interrogation of the Address resolution Node 



Abstract messages 


Type 


Direction 


MMIOJnterrogation.REQ 


Request 


MMS Relay/Server -> MSCF 


MM10_ Interrogation. RES 


Response 


MSCF -> MMS Relay/Server 



8.10.2 Normal Operation 

After reaching the specified trigger point the MMS Relay/Server sends a MM10_interrogation.REQ to the MSCF. This 
Message includes a information set received in the incoming MM. Furthermore the information of the reached trigger 
Point as well as the information of the incoming interface shall be included in the MMIOJnterrogation.REQ Abstract 
Message. The MSCF reacts with a MM10_Interrogation.RES where relevant information fields are substituted or added 
if necessary. Furthermore, charging relevant information may included in the response. All this information needs to 
reflected in a appropriate CDR. 

The received information shall be taken for the further handling of the MM. 

8.10.3 Abnormal Operation 

If no response on an MMIOJnterrogation.REQ is received in a appropriate timeframe the MMS Relay/Server shall 
process according the information given by the specific trigger information. 

The further handhng of potential Error scenarios (resulting from incorrect addresses) is subject of the associated 
Message handling process. 

8.10.4 Features 

Served User Identity: This field contains the public identity of served user. It shall be filled, depending of the traffic 
case. Possible values are: MMl Submission: Sender, MMl deUvery: Recipient, MM7 submission: VASP ID 

Server User IMSI: This field contains the IMSI of the served user. 

Service Key: A operator configurable string which identifies the target apphcation at the MSCF. 

Addressing: In the MM10_interrogation.REQ the MMS Relay/Server shall provide the initial MM address information 
to the MSCF. In the MM10_interrogation.RES the MSCF may return the address information unmodified or modified 

according to the requirements of the operator specific service. 

Trigger Event: The Trigger point, which initiated the sending of the MMIOJnterrogation.REQ. 
Originating Interface: Indicator of the interface from which the MM was originated. 
Event Time Stamp: The originator MMS User Agent may time stamp the MM. 

Reporting: The originator MMS User Agent may request a delivery report for the MM. In addition, the originator 
MMS User Agent may request a read-reply report when the user has viewed the MM. This feature allows the MSCF to 
override the request provided by the MMS User Agent. This feature shall only be invoked if there is an appropriate 
mutual agreement between the subscriber and the network opertor. 

Sender Visibility: A request to show or hide the sender's identity when the message is delivered to the recipient. This 
feature allows the MSCF to override the request provided by the MMS User Agent. This feature shall only be invoked if 
there is an appropriate mutual agreement between the subscriber and the network opertor. 

Result Code: The Result Code determines whether the request have been accepted or rejected by the MSCF or whether 
an error occurred during processing. 
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CDR Information: Billing information, which are introduced by the MSCF. This information will be transparently 
copied to the CDR for post-processing proposes, or transparently forwarded to the pre paid systems. 

8.10.5 Information Elements 



Table 86: Information elements in the MM10_interrogation.REQ . 



Information element 


Presence 


Description 


Message Type 


Mandatory 


Identifies this message as MM10_interrogation.REQ 


Trigger Event 


Manadory 


The Trigger point, which initiated the sending of the 
MMIOJnterrogation.REQ 


Served User Identity 


Mandatory 


The identity of the served user depending on the traffic case. 


Served User IIVISI 


Optional 


The IMS! of the served user 


Initial Recipient address 


Mandatory 


The address of the recipient(s) of the MM. Multiple 

addresses are possible. 


Originating Interface 


Mandatory 


Indicator of the interface from which the MM was originated 


Service Key 


Optional 


A operator configurable string which identifies the target 
application at the MSCF 


Sender address 


Optional 


The address of the MM originator. 


Delivery report 


Optional 


A request for delivery report. 


Read Reply 


Optional 


A request for read reply report. 


Sender visibility 


Optional 


A request to show or hide the sender's identity when the 
message is delivered to the recipient. 



Table 87: Information elements in the MMIOJnterrogation.RES . 



Information element 


Presence 


Description 


Message Type 


Mandatory 


Identifies this message as MMIOJnterrogation.RES 


Result Code 


Mandatory 


The Result Code determines whether the request have been 
accepted or rejected by the MSCF or whether an error 
occurred during processing. 


Presentation address 


Optional 


Recipient address used for presentation 71 


Routeing Address 


Optional 


Recipient Address used for routeing of the message 


Sender Address 


Optional 


Sender Address used for presentation 


Read reply 


Optional 


A request for read reply report. 


CDR information 


Optional 


Billing information, which are introduced by the MSCF. This 
information will be transparently copied to the CDR for post- 
processing purposes, or transparently forwarded to the pre 
paid systems 
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Annex A (informative): 

Examples of MIVIS architectural implementations 
A.1 Introduction 

This informative annex is intended to provide architectural examples based on the general architecture as outlined in 
clause 4 to show implementations for different business models. The focus is upon the various MMS Relay - MMS 
Server and MMS Relay/Server - External Server scenarios, whereas the MMS Relay/Server - MMS User Agent 
interface is assumed to be as stated in clause 6.3. Each of the following subclauses provides only one possible scenario, 
however a combination could be feasible. Please note that each functional element should be understood as a logical 
entity and may be combined due to implementation reasons. 



A.2 Example of combined MMS- Re I ay/Server 

This scenario shows the case where the two logical entities, MMS Relay and MMS Server, are combined into a single 
physical entity. 



Message 
-^—^ Store 




MMS 
Relay/Server 



Figure A.1 : Example of combined lUIMS-Relay/Server 
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A.3 Example of non-combined MMS-Relay and 
MMS-Server 




MMS 
Relay 



Figure A.2: Example of non-combined MMS-Relay and MMS-Server 

For the transfer of messages between an MMS-Relay and an MMS-Server the use of SMTP and POP3[34]/IMAP4[35] 
or HTTP as illustrated in Figure A.2 is identified as appropriate. 

If the protocol is SMTP for up- and download of messages to the server, then it may be identical to the one used 
between different MMS Relay/Servers as specified in the clause 6.6. 



A.4 Example of MMS interaction with T.30 Facsimile 
Services 




MMS 

Relay/ 

Server 




Message 
Store 



DITU-T.30 



ITU-T.30 
Fax 




PSTN 




ITU-T.37 

Fax 
Gateway 



Figure A.3: Example of MMS interaction with Facsimile Services based on ITU-T.37 
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For the transfer of facsimile data via store-and-forward mechanisms ITU-T. 37 [31] procedures have been standardised. 
These are identified as appropriate in the MMSE for the interworking with T.30 [32] facsimile services. What the 
relevant MMSE parts are supposed to look like for a T.37 approach is depicted in figure A.3. The MMS Relay/Server 
interfaces with a T.37 Fax Gateway. For the Gateway's communication with the MMS Relay/Server the appropriate 
protocol is SMTP. I.e., the protocol to be used on the interface between MMS -Relay /Server and the Fax GW is identical 
to the one used between different MMS Relay/Servers as specified in clause 6.6. 

Towards the PSTN the Fax-GW terminates the T.30 facsimile protocol. Mobile terminated fax data will be converted 
into TIFF[36] image format and forwarded to the MMS Relay/Server as an attachment in an IETF internet email. In 
case of mobile originated fax messages the Fax-GW receives a written email provided with the receiver's fax number 
from the MMS Relay/Server. Depending on the functions of the Fax-GW this email may contain plain text only or 
additional attachments, too. Although T.37 requires only TIFF format support there are Fax-GWs out on the market that 
permit many different formats to be included. 



A.5 Example of MMS interaction with 2G/3G Voice 
Mailboxes 

MMS interaction with voice mailbox systems should be performed on a non-realtime basis. Figure A.4 illustrates an 
example architecture for the incorporation of voice mailboxes. 

today's real-time over-the-air 
access of 2G/3G voice mailbox 




Relay/ voice 
Server mailbox 



Figure A.4: First Example of MMS interaction with 2G/3G Voice Mailbox based on VPIM 

The Voice Profile for Internet Mail Version 2, VPIMv2, provides format extensions for MIME supporting the 
transmission of voice messages over standard Internet E-Mail systems. The VPIM concept was developed by the 
Electronic Messaging Association (EMA). After VPIMv2 had been reviewed by the IETF it became RFC 2421 [33]. 

The VPIM specification allows voice records to be MIME encapsulated and sent as Internet mail attachments via 
ESMTP or retrieved as Internet mail attachments via POP3 [34] or IMAP4[35]. The MIME type used for voice 
messages is "multipart/voice-message" that includes an "audio/*" part and possibly additional parts for a voice 
signature or Vcard . 

For the interaction of MMS with voice mailboxes, the voice mailbox may forward received voice records as VPIM 
messages via SMTP to the MMS Relay/Server. This implies that voice messages' download is always done via the 
MMS service. In this case the protocol to be used on the interface between MMS-Relay/Server and the voice mailbox is 
ESMTP and thus identical to the one used between different MMS Relay/Servers as specified in clause 6.6. The 
message conversion that is necessary for this transfer is specified in Annex Dl. 
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Alternatively, the MMS Relay/Server may poll the voice mailbox via POP3 or IMAP4 for new messages received. 
Messages the user wants to retrieve via the MMS service can then be downloaded via POP3/IMAP4 from the voice 
mailbox to the MMS Relay/Server from where they are delivered to the MMS User Agent. This enables the user to do 
both, retrieve voice messages via today's realtime voice mail services or as an MM. In any case it is expected that the 
voice mailbox is still the owner of the message and as a consequence responsible for the storage. 

As an alternative the MMS interworking with a 2G/3G Voice Mailbox System could be envisaged via an HTTP 
interface as depicted in figure A.5. 

today's real-time over-the-air 
access of 2G/3G voice mailbox 




Relay/ voice 
Server mailbox 



Figure A.5: Second example of MMS interaction with 2G/3G Voice Mailbox based on HTTP 



A.6 Example of interaction with Internet E-IVIail 
IVIessaging 




E-Mail 
Server 



Figure A.6 Example of interaction with Internet E-Mail messaging 
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In this architecture the server will be an E-Mail server providing post office services which are accessible e.g. via POP3 
[34] or IMAP[35] for Internet E-Mail retrieval in the MMSE or are accessible to the MMS Relay/Server using SMTP. 
The MMS Relay/Server will send messages that are to be transmitted as Internet E-Mail via SMTP. 

In the case of retrieval and sending of MMs from and to the Internet Email service is done via SMTP, the protocol to be 
used on the interface between MMS Relay/Server and the Mail Transfer Agent, MT A/Email Server is identical to the 
one used between different MMS-Relays as specified in clause 6.6. 



A.7 Example of interaction with Short IVIessage Service, 
SMS 




Relay/ 
Server 

Figure A.7: Example of MMS interaction with SMSC 

Depending on the SMSC manufacturer the MMS Relay/Server either can be directly connected to the SMSC (as shown 
in figure A.7) or an additional SMS-Gateway has to be added. In the latter case the SMS-GW has to be located between 
the MMS Relay/Server and the SMSC and provides the mapping of one or several SMSC access protocol (mapping 
between MMS Relay/Server SMSC access protocol and operator's existing SMSC access protocol). Currently several 
different SMSC access protocols ai'e defined in 3GPP TR 23.039 [37]. 
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A.8 Example of Integration with Unified IVIessaging 
System (UMS) 




Unified Messaging System 



Figure A.8: Example of MMS integration with UMS 

Many carriers are operating or planning to operate Unified Messaging System (UMS) platforms, as well as conform to 
3GPP specifications. Ideally, newly deployed UMS platforms will use MMS as their wireless access User Agents. 
However, newly deployed MMS systems will likely co-exist and integrate with Unified Messaging systems, (UMS), 
voice mail systems (VMS), and email systems. UMS will involve other access methods, such as PC mail access, Web 
browser access, PSTN voice phone access, etc., all of which are outside the scope of 3GPP standardization efforts. 

Some operators may choose to integrate their MMS and UMS services. Even with a complete migration strategy, large 
email systems and VMS systems may require lengthy migration periods during which an integrated operation between 
the 3GPP and legacy systems must occur. Also, some installations will require permanent integrations, where 3GPP 
systems continuously interoperate with a legacy UMS or a legacy VMS. 

The above diagram depicts a possible integrated architecture, building on the previous use cases, where a 3GPP MMS 
Relay/Server interoperates with a UMS that connects to VMS, SMS, fax, and email. 

Access from MMS UA occurs through the MMS Relay/Server. The MMS Relay/Server obtains email, voice, and/or fax 
messages from the UMS. PC clients access through the UM servers which may be integrated with the MMS servers by 
some operators. In this case a unified mailbox will be presented to both MMS users and others who access the system 
via other devices. 

In addition, the UMS Server could possibly stream compressed voice from the VMS, assuming that streaming support is 
available in the servers as well as the clients. It could also establish a CS connection (using for example WTA methods 
to the wireless terminal.) 

Voice mail and faxes can also originate from a voice/fax gateway server, which exists in both the legacy VMS as well 
as a UMS. Faxes can be sent out to remote fax numbers via the fax gateway. In that case the gateway would convert the 
VM or Fax to VPIM based email messages. 
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Access to the VMS and UMS should occur via open standard protocols, such as POP3, IMAP4, WebDAV, T.30, H.323, 
etc. 
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Annex B (informative): 
MMS Stage 3 Implementation 

WAP/OMA implementation (stage 3) for the MMl reference point of MMS, as defined in this specification, is available 
in [82]. 
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Annex C (informative): 
Charging Data Records 

This annex describes information of MMs/abstract messages which may be required for inclusion into Charging Data 
Records (CDR's) for MMS for the purpose of Billing and Traceability in the operators post-processing system. Further 
details on the CDR content and transport for MMS are described in the 3GPP TS 32.270 [81]. 

This list may include: 

Message -ID of Multimedia Message 

Recipient address(es) 

Sender address 

Message size 

Time stamp for submission time, earliest dehvery time and time of expiry 
Duration of transmission (for streaming purposes) 
Duration of storage (in the MMS Relay/Server) 

Type of message: (e.g. notification, message MM, delivery report, read-reply) 
Bearer type used 

Content information (e.g. audio, picture, video, text,) 
Message class (e.g. advertisement/informational) 
Dehvery Report Request 
Read Reply Request 

Charging Indicator (e.g. Pre paid charging. Reply charging. Charged Party) 
MM7 service code 

MM Status (e.g. delivered, rejected, expired, dehvery pending). 
Indication of forwarding 
Conversion of type and media 
Priority of the MM 

- Linked ID 

- VASP ID 

- VASID 
Reply-Charging 
Content type 
Reply-Charging-ID 

Charged Party, Charged Party ID 

- MCC + MNC 

- MSCF CDR information 
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Sender address provided by MSCF 
Recipient address(es) provided by MSCF 
MSCF service Key 
MSCF host and realm information 
Applic-ID 
Reply-Applic-ID 
Aux-Applic-Info 
Replace ID 
- Cancel ID 

The following information elements at least will be considered for the future. 
Identification if a message has been sent to a pre-defined group 

NOTE: Some of the above fields may not be available in the MMS Relay/Server e.g. due to network 

implementation options. Also some fields may not be directly available from MMS Relay/Server CDRs 
but defined in the Charging and Billing system. 
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Annex D (informative): 
MM3 principles 

D.1 Sending of MMs 

On sending an MM to an external server the MMS Relay/Server: 

should map as many fields as possible to corresponding fields of the message format or protocol of the external 
server while suppressing MMS-only relevant fields (e.g. MMS-version) or sensitive fields (e.g. originator Address 
when address hiding is requested) and fields that cannot be mapped (e.g. Content-type in case fax gateway). 

In the case the external server uses RFC 2822 formatted messages the mapping should be according to the mapping 
on MM4 imder consideration of the above mentioned constraints. 

May add relevant fields that cannot be mapped to fields of the message format or protocol of the external server to 
the content body of the message if suitable (e.g. Print Content-Type, Priority, etc. on fax). 

should convert the content itself into the appropriate format used by the external server (e.g. WAV(G.723) 
attachment to AMR attachment for voice mail system). 



D.2 Receiving of messages 

On receiving a message from an external server the MMS Relay/Server should be able to handle the following on 
MMS: 

The external server may send a message with RFC 2822 formatted header and a body with encapsulated message 
type of the external server (e.g. e-mail with attachment application/sms). In that case the MMS Relay/Server should 
map as many fields of the RFC 2822 header to the corresponding header fields of an MM. Additionally the MMS 
Relay/Server may be able to copy MMS relevant information from the MIME encapsulated body and map them to 
the corresponding header fields and body of an MM. The attachment itself should be forwarded unaltered as 
attachment of the generated MM to the recipient. 

The MMS Relay/Server should be able to interpret MMS specific fields in the RFC 2822 header of a message from 
an external server (e.g. voice mail can specify expiry date). 

The external server may send a message with regular RFC 2822 formatted header and MIME encapsulated 
attachments which may comprise content and/or profile information (e.g. VPIM multipart/voice-message). The 
MMS Relay/Server should be able to map as many fields of the RFC 2822 header to the corresponding header 
fields of an MM. Additionally in the case the attachments contain some message profile information the MMS 
Relay/Server should be able to map those to the corresponding header fields of an MM. The attachments/parts of 
the attachments with message content may be converted to another media type or format subject to the capabilities 
of the MMS User Agent. In most cases the attachments might be forwarded unaltered to the recipient. 

The external server may send a message with a format different from RFC 2822. In this case the MMS 
Relay/Server should be able to extract as many information from the external message format and protocol and 
map them to corresponding fields of the MM header. The content of the message from the external server should be 
mapped to an appropriate MIME type/subtype and attached to the MM. (e.g. SMS via 3GPP TR 23.039 -> MM 
with text/plain). 
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Annex D1 (informative): 
Mapping of IE to MM3 protocols 

This annex maps the information elements found on MMl and MM4 to the relevant fields to transfer over MM3 to 
Internet Email (based on ESMTP and MIME) or voicemail systems (based on VPIMv2). 



D1.1 Transforming MM 

The tables below are provided to give an end-to-end description of the interface between MMS and external messaging 
services. The first table indicates how to transform a MM, that originates from either MMl_submit.REQ or from 
MM4_forward.REQ, to a corresponding Internet Email message to be transferred to an email address. The second table 
indicates how to transform a MM, that originates from either MMl_submit.REQ or from MM4_forward.REQ, to a 
corresponding VPIM message to be transferred to a voicemail server. In each table the MMS information elements 
appear in the left column, the middle column indicates the corresponding standard header field, the right colunm gives 
special explanations for the transformation. 

As indicated in Annex D - many of the MMS Information Elements should not be transferred to external messaging 
systems and should be suppressed. This will be indicated in the tables by the word "suppressed" 
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Table Dl.l Mapping of Submitted MM to Internet Email 



MMS Information 
Element 


Internet Email Header 


Notes 


M9ssage Type 


suppressed 




MMS Version 


suppressed 




Tran<;aptinn ID 


suDoresssd 




Recipient address 


SMTP- RCPTTO 
MIME - To:, Cc: 


Bcc recipients should only 
appear in the SMTP RCPT 

TO nart of thp tran^fpr and 

1 kyui L wl LI Iw LI kAI IOIwI CLI Iw 

not part of the MIME 
content. 


Content type 


MIME - Content-Type: 




Sender address 


SMTP - MAIL FROM 
MIME - From: 


(NOTE 1) 


Message class 


suppressed 


If Message class is "auto" 
thi*; ';hoLild affprt thp MAIL 

11 1 1 O Oil \u kA 1 \A CI 1 1 wV^y L LI 1 w 1 V l/l 1 1— 

FROM field (NOTE 1). 


Date and time 


MIME - Date: 




1 II 1 IC7 \Ji CLAIJII y 


SMTP - DELIVER-BY 

WiVI 1 1 1 1 1 V 1 1 1 1—/ 1 

naramptpr of RCPT TO 


A<; Hpfinpri in RFH PR"!? 

rAO UCIIIICU III 11 1 V_/ ^0\J^ 


Farlip*^t Dplivprv Timp 




Thprp jc nirrpntlv an IFTF 

1 1 1 w 1 w 1 O wLJ 1 1 w 1 1 LI y CLi 1 1 1— 1 1 

draft that suggests use of 
the SMTP AFTER 
parameter 


Delivery report 


SMTP - DSN 


As defined in RFC 3461 , 
dependent on ENVID, see 
below. 


Reply-Charging 


suppressed 




Reply-Deadline 


suppressed 




Reply-Charging-Size 


suppressed 




Priority 


MIME - X-Priority: 




Sender visibility 


suppressed 




Store 


suppressed 




MM State 


suppressed 




MM Flags 


suppressed 




Read reply 


MIME - Disposition- 
Notification-To: 


As defined in RFC 2298 


Subject 


MIME - Subject: 




Reply-Charging-ID 


suppressed 




Content 


<message body> 




^y|pcc£l^o in 


SMTP - FNVin 

OIVI 11 dl N V 1 L/ 

MIME - Message-ID: 


A<; ripfinprl in RFP ^dRI 

used to return DSN, this 
Message ID should be 
generated by the MMS 
Relay for MM that come 
from MM1_submiLREQ 
and should use the X- 
Mms-Message-ID from the 
MM4 fonward.REQ 
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Table D1.2 Mapping of Submitted MM to Voicemail via VPIM 



MMS Information 


Internet VPIM Header 


Notes 


Element 






M9ssage Type 


suppressed 




MMS Version 


suppressed 




Tran<;aptinn ID 


suDoresssd 




Recipient address 


SMTP- RCPTTO 
MIME - To:, Cc: 


Bcc recipients should only 
appear in the SMTP RCPT 

TO nart of thp tran^fpr and 

1 kyui L wl LI Iw LI kAI IOIwI CLI Iw 

not part of the MIME 
content. 


Content type 


MIME - Content-Type: 


(NOTE 2) 


Sender address 


SMTP - MAIL FROM 
MIME - From: 


(NOTE 1) 


Message class 


suppressed 


If Message class is "auto" 
thi*; ';hoLild affprt thp MAIL 

11 1 1 O Oil \u kA 1 \A CI 1 1 wV^y L LI 1 w 1 V l/l 1 1— 

FROM field (NOTE 1). 


Date and time 


MIME - Date: 




1 II 1 IC7 \Ji CLAIJII y 


SMTP - DELIVER-BY 

WiVI 1 1 1 1 1 V 1 1 1 1—/ 1 

naramptpr of RCPT TO 


A<; Hpfinpri in RFH PR"!? 

rAO UCIIIICU III 11 1 V_/ ^0\J^ 


Farlip*^t Dplivprv Timp 




Thprp jc nirrpntlv an IFTF 

1 1 1 w 1 w 1 O wLJ 1 1 w 1 1 LI y CLi 1 1 1— 1 1 

draft that suggests use of 
the SMTP AFTER 
parameter 


Delivery report 


SMTP - DSN 


As defined in RFC 3461 , 
dependent on ENVID, see 
below. 


Reply-Charging 


suppressed 




Reply-Deadline 


suppressed 




Reply-Charging-Size 


suppressed 




Priority 


MIME - Importance: 




Sender visibility 


suppressed 




Store 


suppressed 




MM State 


suppressed 




MM Flags 


suppressed 




Read reply 


MIME - Disposition- 
Notification-To: 


As defined in RFC 2298 


Subject 


MIME - Subject: 




Reply-Charging-ID 


suppressed 




Content 


<message body> 


(NOTE 3) 


Message lu 


OIVI 1 r — tlNVIU 


AS uGTinGO in rtrO o4d1 , 




iviiivic — iviubbcigu lu. 


usea 10 reiurn uon, Tnis 
Message ID should be 

npnpratpH hv thp MMS 

Relay for MM that come 
from MM1_submiLREQ 
and should use the X- 
Mms-Message-ID from the 
MM4 forward. REG 




MIME -MIME Version: 1.0 


This field should be added 




(Voice 2.0) 


to all MM transferred to 
VPIM 
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NOTE 1 : When Address Hiding was requested tlien tlie IVIIME From: field sliall not 
contain the originator's address, but some string, e.g. "Anonymous", that 
indicates that the address is being suppressed. If the IVIessage-class of the 
MIVl is "auto", i.e. this IVIM was automatically generated by the MMS Relay 
then the SMTP MAIL FROM field should be set to null ("<>") to prevent 
attempts to respond to the message. 

NOTE 2: RFC 2421 (VPIMv2) requires that the content of the voice message be 

packaged in a "multipart/voice-message" content-type that may contain the 
actual message within a "audio/*" part of the multipart. 

NOTE 3: The actual content must be filtered to transfer only a voice part of the 

message with possibly a vCard or voice signature. In addition, the content 
should be encoded in binary if supported by the SMTP servers and if not 
shall be encoded in Base64 encoding. The transfer encoding must be 
indicated for each part of the multipart using the Content-Transfer- 
Encoding: header field. 

When receiving a message from an external messaging service, the MMS Relay/Server should use the available 
information in the transport and message headers to generate appropriate MMS information elements. The following 
tables indicate what header information should be used when receiving messages from either Internet Email or 
Voicemail via VPIM. 
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Table D1.3 Mapping of Internet Email / Voicemail via VPIM to MM notification / retrieved MM 



MM1 Notification or 


internet EmaiiA/PiM 


Notes 


Retrieve information 


Header 




Eiement 






Message Type 




Created by MMS 
Relay/Server 


MMS Version 




Created by MMS 
Relay/Server 


Transaction ID 




Created by MMS 
Relay/Server 


Recipient address 


MiME-To:, Cc: 




Content type 


MiME - Content-Type: 




Sender address 


MiME - From: 




Message class 




Should be set to "personal" 


Date and time 


MiME - Date: 




Time of Expiry 


SMTP - DELIVER-BY 


Note that the DELIVER-BY 




parameter of RGPT TO 


is always a relative time 


Delivery report 


SMTP- DSN 




Reply-Charging fields 




These will not appear — as 
they are Optional and are 
not supported in originating 
messaging system. 


Priority 


MiME - Importance: or X- 
Priority: 




Read reply 


MiME - Disposition- 

Notification-To: 


As defined in RFC 2298 


Subject 


MiME - Subject: 




Content 


<message body> 








Ac HofinoH in RFP 

r\o viciii icvi II 1 nnw OH-o i , 

UocU LU IcLUlll UOIM, Llllb 

Message ID should be 
generated by the MMS 
Relay for MM that come 
from MM1_submit.REQ 
and should use the X- 
Mms-Message-ID from the 
MM4 forward. REQ 


stored 




All of these fields are 


MM state 
MM Flags 
Request Status 
Request Status Text 




dependent on MMS 
Relay/Server settings 



D1 .2 Delivery Reports 

The MMS Relay/Server should be prepared to receive deHvery reports from external messaging services that such 
reports were requested from. In addition the MMS Relay/Server should support generation of Delivery Status 
Notification messages (as specified in RFC3461) when requested from external messaging services. The following table 
indicates the transformation of a received Delivery Report as defined in RFC 3461 and RFC 1892 to the corresponding 
MMl-deliveryReport.req PDU. 

Note that the DSN as defined in the relevant RFC consists of three content parts in addition to the set of MIME headers. 
Each of the three parts may contain information necessary for the transformation from DSN to MM 1-dehvery Report. 
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Table D1.4 Mapping of Delivery Status Notification to MMS Delivery Report 



MM1 DeliveryReport 
Information Element 


RFC3461 DSN report 


Notes 


Message Type 


DSN top-level : 

mi iltinart/rpnnrt rpnnrt- 

type=delivery-status 
second-part : 
message/delivery-status 


Created by MMS 

Rplaw/Qpcwpi' 


KyiKyi*-^ \/prc;inn 

IVIIVIO vCIOlUII 




oi tJcxicj uy IVIIVIO 

Relay/Server 


Transaction ID 




Created by MMS 

nciciy/oci vci 


Message- ID 


Original-Envelope-ID field of 
per-message fields 


This is an optional field In 
the DSN but "should" 

pnnpjir if FN\/in waQ 
ci|j|Jocii II i—invil/ vvdo 

supplied as specified in 
tahlp*^ ahnvp 


Recipient address 


FInal-Reclplent field 


This Is a mandatory field In 
the DSN per-message 

section of the second-part 


Sender address 


top-level: To: header field 
value 


In addition, this may be 
available from the SMTP 
RCPT TO: field. 


Date and Time 


top-level: Date: header field 

value 




MM Status 


Action and Status fields of 
the per-message section of 
second-part 


The DSN Action field may 
have one of the following 
values: 

■ delivered (should 
correspond to the 
retrieved}. 

■ failed (may 
correspond to the 
expired status - 
depending on the 
Status field value. 

■ delayed (should not be 

tr'CincfAt'i'aH trt 1 icor\ 
UdilolclfcU LU Ubc;l / 

■ relayed (should 
correspond to the 
indeterminate status of 
MMS) 

■ expanded (should not 
be transferred to user) 


MM Status Text 


Text from first part of DSN 
content 




NOTE: When the DSN Action field indicates that the action taken by the external 
messaging service was either "delayed" or "expanded" then the MMS 
Relay/Server should not forward a delivery-report to the MM originator. 



When an external messaging service requests, via DSN request in SMTP envelope, a delivery report the MMS 
Relay/Server should generate a DSN with the following information: 

■ MIME message of content-type: multipart/report with parameter "report-type=delivery-status"; 

■ MIME field To: should be originator of the message that is being delivered according to the address format 
that appeared in the From; field as it was received at the MMS Relay/Server; 

■ MIME field From: should be the address of the recipient that the deU very-report is relating to; 

■ The content of the DSN should be a two-part multipart/report in which the first part is a plain/text part that 
includes the MM Status Text field that would have been generated for a MMl delivery-report; 

■ The second-part of the content should be a message/delivery-status content that should include the following 
information: 
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o Original-Envelope-ID field with the Message-ID that appeared in the ENVID field of the SMTP 
envelope that was conveyed to the MMS Relay/Server by the external service; 

o Final-Recipient field whose value should be the MMS address of the recipien; 

o Action field should indicate if the message was deUvered; 

o For failed delivery an appropriate Status value should be included. 
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Annex E (informative): 

Use cases for Reply-Charging 

The following detailed example use case of reply-charging describes the case when MMS User Agent A and MMS User 
Agent B belong to the same MMSE. MMS User Agent A is the sender of the reply-charged MM and MMS User Agent 
B is the recipient of the reply-charged MM. 




Figure E.1 : Message flow in case of reply-charging 

1 . User A produces an MM and marks it "reply-charged" before it is submitted to the MMS Relay/Server. The MMS 
Relay/Server notes that user A is willing to pay for a reply-MM to this particular MM and notes the message 
identification of the original MM and the originator's limitations. 

2. The MM is retrieved by user B in accordance to the user profile of user B. This might imply charges for user B 
when retrieving the MM. User B retrieves the original MM and discovers that the first reply to this message (that is 
accepted by the Service Provider) will be paid by user A. 

3. User B creates an answer, the MMS User Agent B marks it as a reply-MM and submits it on to the MMS 
Relay/Server. The MMS Relay/Server identifies this MM as a reply to the original MM and checks the originator's 
limitations. If the MMS Relay/Server accepts the reply the reference set before (as described in transaction 1) is 
deleted. User A is billed for transaction 3. 

4. User A retrieves the reply-MM and eventually is billed for transaction 4. 

The other use case of reply-charging where MMS User Agent A and MMS User Agent B belong to different MMS 
Service Providers is for future elaboration. 

The use case of reply-charging where the originator MMS User Agent is actually the MMS VAS Application (using 
MM7 reference point) behaves in the same way as the use case of two MMS User Agents in the same MMSE. 
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Annex F (normative): 
Configuration of MMS-capable UEs 

An MMS-capable UE may be configured with information about MMS connectivity and user preferences. A configured 
MMS-capable UE requires minimum user interaction for different MMS-specific purposes, e.g. accessing network 
infrastructure, composing mobile-originated MMs. MMS connectivity information and user preferences are described 
below. 



F.1 MMS Connectivity Information 

MMS connectivity information consists of a set of information elements needed to access network infrastructure for the 

MMS purpose. This includes bearer, protocols, and addresses of related access points. Two possible ways to provision 
an MMS-capable UE with MMS connectivity information, which are not mutually exclusive, are: 

via the (U)SIM, cf. clause 7.1.14, and 

via over the air provisioning according to [55]. 

A list of information elements concerning MMS connectivity information is outlined below. Some of the connectivity 
information elements can also be used for purposes other than MMS. An MMS-capable UE can be configured with all 
or a subset of the Usted elements depending on the provided service in terms of e.g. bearer, security, implementation 
protocol. Moreover, an MMS-capable UE can be configured with more than one sets of connectivity information for 
multiple access mechanisms, e.g. bearer, access type. Further information about the listed information elements for 
WAP/OMA MMS implementation (cf. Aimex B) can be found in [55] and [56]. 

MMS Relay/Server 

address: the address of the associated MMS Relay/Server as defined in |56] 

WAP Gateway for WAP/OMA implementation of MMS (the terminology of the information elements as defined in 
chapter 5.6 in [55] is given in parenthesis) 

address: the address of the associated WAP Gateway. The address can be of different types, as indicated by the 
"type of address" (PXADDR) 

- type of address: indicates the type (e.g. IPv4, IPv6) of the "address" of the WAP Gateway (PXADDRTYPE) 
port: indicates the port number specific to the address of the WAP Gateway (PORTNBR) 

service: specifies available service, e.g. connection-less, secured (SERVICE) 

authentication type: indicates the authentication method used by the WAP Gateway (PXAUTH-TYPE) 

authentication id: indicates the authentication identifier used for authentication by the WAP Gateway (PXAUTH- 
ID) 

authentication pw: indicates the authentication secret used for authentication by the WAP Gateway (PXAUTH- 
PW) 

Interface to core network including access point for the core network (e.g. GGSN) and required bearer (the terminology 
of the information elements as defined in chapter 5.6 in [55] is given in parenthesis) 

- bearer: indicates the type of network (e.g. CSD, GPRS) (BEARER) 

address: the address of the associated access point. The address could be of different types depending on the bearer, 
as indicated by the "type of address" (NAP-ADDRESS) 

type of address: indicates the type (e.g. MSISDN for CSD, APN for GPRS) of the "address" of the access point 
(NAP-ADDRTYPE) 

speed: indicates the speed of the connection for circuit switched bearers (LINKSPEED) 
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call type: indicates type of call for specific bearer (e.g. analogue for CSD) (CALLTYPE) 

authentication type: indicates the authentication protocol used by the access point (AUTHTYPE) 

authentication id: indicates the authentication id used for authentication by the access point (AUTHNAME) 

authentication pw: indicates the authentication secret used for authentication by the access point (AUTHSECRET) 

For the storage of WAP Gateway Information and Interface to Core Network and Bearer Information on the (U)SIM 
only the binary encoding of information elements as defined in chapter 8 of [55] shall be taken into account, i.e. for 
each information element ("attribute name" according to [55]) and for each predefined attribute value according to [55] 
the equivalent tokens shall be used. Non-predefined attribute values shall be represented by ASCII string encoding with 
NULL character termination in order to indicate the end of the attribute value. The "connectivity document" structure as 
defined in previous chapters of [55] shall not be used for the storage of WAP Gateway Information and Interface to 
Core Network and Bearer Information on the (U)SIM. 



F.2 User Preferences 

User preferences consist of a set of information elements with user-defmed values. The set is a subset of information 
elements required for composing an MM. User preferences include following information elements. 

For the WAP/OMA implementation of MMS (cf. Annex B) the corresponding header field names and their equivalent 
binary tokens as defined in [56] are given in parenthesis. For the storage of MMS User Preferences on the (U)SIM only 
these binary tokens shall be taken into account. The header field encoding according to [23] shall not be used for that 
purpose. 

DeUvery report (Dehvery-Report, encoded as 0x06) 

Read reply (Read-Reply, encoded as 0x10) 

Sender visibility (Sender- VisibiUty, encoded as 0x14) 

Priority (Priority, encoded as OxOF) 

Time of expiry (Expiry, encoded as 0x08) 

Earliest delivery time (Delivery-Time, encoded as 0x07) 

Further information about the information elements, hsted here, can be found in section 8.1.3 (Submission of 
Multimedia Message) of this specification. 
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Annex G (normative): 

DNS-ENUM recipient MSISDN address resolution. 

For those recipients MSISDN addresses that appear in an MM and belong to an external MMSE, the originator MMS 
Relay/Server shall translate (resolve) them to a routable RFC 2822 [5] address that shall be used in the "RCPT TO" 
SMTP subsequent commands. 

DNS-ENUM recipient MSISDN address resolution procedure: 

1. The originator MMS Relay/Server shall ensure that the recipient address (MSISDN) complies with the E.164 
address format and includes the '+' character. In the case of national or local addressing scheme (e.g. only 
operator code followed by a number), the MMS Relay/Server shall convert the national or local number to an 
E.164 address format. 

EXAMPLE 1: +30-697-123-4567 

EXAMPLE 2: In case of number conversion 6971234567 is converted to +306971234567 

2. The originator MMS Relay/Server shall remove all non-digit characters with the exception of the leading '+'. 
EXAMPLE; +306971234567 

3. The originator MMS Relay/Server shall remove all characters with the exception of digits. 
EXAMPLE: 306971234567 

4. The originator MMS Relay/Server shall put dots (".") between each digit. 
EXAMPLE: 3.0.6.9.7.1.2.3.4.5.6.7 

5. The originator MMS Relay/Server shall reverse the order of the digits. 
EXAMPLE: 7.6.5.4.3.2.1.7.9.6.0.3 

6. The resulting subdomain (result of step 5) shall be converted to a FQDN by appending an appropriate string. 
The specific string depends on the administrative control of the ENUM implementation. 

EXAMPLES: 7.6.5.4.3.2.1.7.9.6.0.3.el64.arpa (public top level domain), 7.6.5.4.3.2.1.7.9.6.0.3.el64.gsm 
(private top level domain), 7.6.5.4.3.2.1.7.9.6.0.3.el64.gprs (private top level domain), etc. 

7. The resulting FQDN together with the string (E.164 number) in the form as specified in step 2 above, shall be 
used as the input to the NAPTR algorithm [60] by the originator MMS Relay/Server. 

8. The output may result in one of the following cases: 

a. E.164 number not in the numbering plan. The originating MMS Relay/Server shall invoke an appropriate 
address resolution exception handling procedure (e.g. send a message to the originating MMS User Agent 
reporting the error condition). 

b. E.164 number in the numbering plan, but no URls exist for that number. The originating MMS 
Relay/Server shall invoke an appropriate address resolution exception handling procedure (e.g. send a 
message to the originating MMS User Agent reporting the error condition, perform the necessary 
conversion and route forward the message to the recipient via MM3, etc.). 

c. E.164 number in the numbering plan, but no MMS URls (MMS URls are of the form "mms:mailbox" and 
they are defined in the MMS Resource Record section) exist for that number. The originating MMS 
Relay/Server shall invoke an appropriate address resolution exception handling procedure (e.g. send a 
message to the originating MMS User Agent reporting the error condition, perform the necessary 
conversion and route forward the message to the recipient via MM3 using the appropriate URI based on 
the Service field, etc.). 
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d. DNS ENUM service unavailable. The originating MMS Relay/Server shall invoke an appropriate address 
resolution exception handling procedure (e.g. send a message to the originating MMS User Agent 
reporting the error condition, store the message in the queue and retry at a later time, etc.). 

e. E.164 number in the numbering plan and MMS URIs exist for that number. 

EXAMPLE: The following is an example of NAPTR Resource Records associated with the FQDN derived 
from the recipient MSISDN address (+306971234567) 

IN NAPTR 100 10 "u" "sip+E2U" "!'^.*$!sip:Mary.Smith@sip.cosmote.gr!" 

IN NAPTR 100 11 "u" "mms+E2U" 

"!^.*$!mms:+306971234567/TYPE=PLMN@mms.cosmote.gr!" . 
IN NAPTR 101 10 "u" "mailto+E2U" "!'^.*$!mailto:Mary.Smith@mycosmos.gr!" 
IN NAPTR 102 10 "u" "mailto+E2U" "!'^.*$!mailto:MaryS@otenet.gr!" 
The +306971234567 is converted to the following URIs: 
sip:Mary. Smith@sip.cosmote.gr 

mms:+306971234567/TYPE=PLMN@mms.cosmote.gr 

mailto:Marv.Smith@mvcosmos.gr 

mailto:MaryS @otenet.gr 

9. In case that the ENUM-DNS returns more than one MMS URI, the originator MMS Relay/Server shall sort 
the MMS URIs according to the Order and Preference fields as it is described in [60] and [61]. 

10. The originator MMS Relay/Server shall resolve the domain part of the "mailbox" of the highest precedence 
MMS URI to an IP address using standard DNS according to [22] section 5 "Address Resolution and Mail 
Handling". Specifically, MX records shall be checked for and, if present, shall be used.. 

EXAMPLE: The highest precedence MMS URI is mms:+306971234567/TYPE=PLMN@mms.cosmote.gr 

The domain part of the "mailbox" is mms.cosmote.gr and is resolved (e.g. DNS) to 10.10.0.1 

1 1 . The resulting IP address together with the recipient RFC 2822 address ("mailbox") shall be used by the 
originator MMS Relay/Server for routing forward the MM using the protocol described in clause 6.8 to the 
recipient MMS Relay/Server. 

MMS Resource Record (RR) 

The key fields in the NAPTR RR are the Domain, TTL, Class, Type, Order, Preference, Flags, Service, Regexp and 
Replacement and they are described in [60] and [61]. In particular, for this release the following fields are further 
specified as follows: 

Service = "mms+E2U" 

Regexp = "!'^.*$!mms:mailbox!" where "mailbox" token and its associated formatting rules are specified in [5]. 
The MMS URI is of the form "mms:mailbox" 
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Annex H (normative): 

Recipient MSISDN address resolution based on IMSI. 

Only if recipient addressing resolution mechanism based on a MAP query is used, the procedmes defined in this annex 
shall be followed. 

For those recipients MSISDN addresses that appear in an MM and belong to an external MMSE, the originator MMS 
Relay/Server shall translate (resolve) them to a routable RFC 2822 [5] address that shall be used in the "RCPT TO" 
SMTP subsequent commands. 

Recipient MSISDN address resolution procedure: 

1 . The originator MMS Relay/Server determines that the recipient MSISDN address belongs to an external 
MMSE. 

2. The originator MMS Relay/Server shall interrogate the recipient HLR for the associated IMSI by invoking the 
standard GSM-MAP operation SRI_for_SM as described in [62] and [64]. This operation should be invoked 
with the SM-RP-PRI parameter set to 'true'. As an optional feature, to complement the mandatory SRl_for_SM 
operation, the Relay/Server may also support the Send_IMSI MAP operation as described in [62] and [64]. 

3. Incase of a successful interrogation the originator MMS Relay/Server shall determine the MCC and MNC and 
look up for a matching entry in an IMSI table. The IMSI table shall maintain the associations of MCC + MNC 

MMSE FQDN. Subsequently the originator MMS Relay/Server shall be able to resolve (e.g. using standard 
DNS) the MMSE FQDN to an IP address for estabhshing the SMTP (MM4) session. 

4. If the recipient MSISDN is not known to belong to any MMSE (No entry in the IMSI table, GSM-MAP error, 
etc.), the MMS Relay/Server shall invoke an appropriate address resolution exception handling procedure. 
These procedures are not standardized. 

NOTE: Although the mandatory GSM-MAP operation SRI_for_SM is a standardized operation, in some cases 
HLR is unable to return the correct recipient's IMSI number (GSM MAP error received) due to e.g. 
recipient's settings or recipient network's settings. In that case MMS Relay/Server shall invoke an 
appropriate exception handling procedure. These procedures are not standardized. 

The above procedure compUes with the Mobile Number Portability (MNP) requirements and technical realization as 
they are specified in [63] and [64] respectively. In addition, this procedure complies with the Non-call related signalling 
MNP procedures for direct and indirect routeing as it is described in [64], Annex B. 

Figure H.l provides an example message flow diagram: 
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User DB or Subscription HLR of the DNS 
internal table recipient MSISDN 



MM5: 3GPP MAP_Operation* [MSISDN] 
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^ Response - [FQDN = mmse-domain] 


DNS Query - [QNAME = mmse-domain., QCI 


DNS Answer - [mmse-domain 864 


)0 IN A 26.0.0 .73] 


► 


M 







* Where Operation = Send_IMSI or SRLfor_SM 
Figure H.1 : Message flow of the recipient MSISDN address resolution based on IMSI. 



Originator MMS 
Relay/Server 
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Annex I (normative): 

MM1 <-> MM4 header mapping 

This annex maps the information elements found on MMl onto the STD 1 1 [5J header fields of MM4. 

The tables below are provided to give a normative end-to-end description of MMS. It provides mapping of MMl with 
respect to MM4/STD11 . 

In many cases there is no mapping between MMl information elements and MM4 STD 1 1 header fields, this is 
according to specifications. These information elements are included in the tables below in order to give a complete 
picture of how the MMl information elements are handled. 
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Table 1.1: Mapping MM1_submit.REQ -> MM4_forward.REQ 
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Content 


<message body> 
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X-Mms-Message-Type 




X-Mms-Transaction-ld 




X-Mms-Message-ld 




X-Mms-Acq-Request 




X-Mms-Forward-Counter 




X-Mms-Previously-sent-by 




X-Mms-Previously-sent-date- 
and-time 


NOTE 1 : A "Bcc:" field is created on l\/IM4 only when the 
original MM on MM1 contains only blind-carbon- 
copy recipient(s). In this case the "Bcc:" field is left 
blank, see clause 8.4.4.2. 

NOTE 2: Recipient addresses for blind-carbon-copy 

recipient(s) on MM1 are mapped onto <RCPT 
T0:> commands on SMTP level on MM4. 
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Table 1.2: Mapping MM1_submit.RES -> MM4_forward.REQ 
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X-Mms-Read-Reply: 




OUUJcOL. 




X-Mms-3GPP-MMS-Version 




X-Mms-Message-Type 




X-Mms-Transaction-ld 




X-Mms-Acq-Request 




X-Mms-Fonward-Counter 




X-Mms-Previously-sent-by 




X-Mms-Previously-sent-date- 
and-time 


NOTE 1 : A "Bcc:" field is created on MM4 only when the 


original MM on MM1 contains only blind-carbon- 
copy recipient(s). In this case the "Bcc:" field is left 

blank, see clause 8.4.4.2. 


NOTE 2: Recipient addresses for blind-carbon-copy 

recipient(s) on MM1 are mapped onto <RCPT 
T0:> commands on SMTP level on MM4. 
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Table 1.3: Mapping MM1 notification. REQ <- MIU14_forward.REQ 



II 1 lui 1 1 idiiui 1 cici 1 Id iio III 


o 1 1 1 ricdUd iidUo III 


MM1 notification REO 


InnrpQQ MM4 fnrwarrl REO 






KyiKyiQ \/orcirin 
iviivio vcioiLfii 




1 1 Ctl lOCtLrllUI 1 IL^ 






/\ iviiiio ivicoociyc? OldOO. 






Timo nf ovnirw 
1 II 1 ic ui cA|jii y 


Y-^^mc-FYr^i^\/■ 
/\ iviiiio dApiiy. 


hyioccano Roforonpo 
ivicood^c; ricicici IOC 




Subject 


Subject: 


Annlir^-in 


A. IVM 1 lo Mppiio 1 LJ 


Rorviv/ A nn li/-' 1 
ricpiy Mppi 10 1 U 


y ft/lmo Rortl\/ Ar\r\lir' W\ 
A-lvll lib ricpiy MppilO IL/ 


A 1 IV A nnl 1/^ 1 nfn 
rtU A-Mppi 10 1 1 1 1 U 


A-lvliIlb"MUA-MppML» llllO 


"rioniy 


A-ivims-r riority. 


oenaer aaaress 


From I 


OlUl uU 




Delivery report 


X-Mms-Delivery-Report: 




A-ivirTis-uriyinaior-ri/o-ueMvery- 
Report 


Reply-Charging 




Reply- Deadline 




Reply-Charging-Size 




r(epiy-L>narying-iu 




tiemeni-uescnpTor 




Message uisiriDuiion 
inuicaior 






1 U., wO., DUO. ^IMV^ 1 C 1 , IMV^ 1 Q 




iLci IL 1 ypc. 




Lactic . 


- 


X-Mms-Sender-Visibility: 




y\ ivii I lo iTcciu rvcpiy . 




A IVII 1 lb oOr r IVMVIo v clblUll 




A-ivirrib ivicbbayc i ypc 




X-Mms-Transaction-ld 




X-Mms-Acq-Request 




X-Mms-Forward-Counter 




X-Mms-Previously-sent-by 




X-Mms-Previously-sent-date- 
and-time 


Content Class 


X-Mms-Content-Class: 


DRM Content 


X-Mms-Drm-Content: 


NOTE 1 : A "Bcc:" field is created on MM4 only when the 


original MM on MM1 contains only blind-carbon- 
copy recipient(s). In this case the "Bcc:" field Is left 
blank, see clause 8.4.4.2. 


NOTE 2: Recipient addresses for blind-carbon-copy 

recipient(s) on MM1 are mapped onto <RCPT 
T0:> commands on SMTP level on MM4. 



Table 1.4: Information elements in the MM1 notification. RES. 



Information elements in 
IVIM1 notification.RES 


MM4 STD 1 1 Header fields 


Message Type 




MMS Version 




Transaction ID 




MM Status 




Report allowed 
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Table 1.5: Information elements in the MM1 retrieve. REQ 



Information elements In 
MM1_retrleve.REQ 


MM4 STD 1 1 Header fields 


Message Reference 





Table 1.6: lUlapping MM1_retrieve.RES <- MM4_forward.REQ 



Inforination GlGiriGnts in 


o 1 ui 1 neaaer iieias in 


R/lhA1 ■■Ati'SAirA DEC 

iviivi 1 reirieve.rico 


inyrsss iviivi4 rorwaru.ricu 


MGSsagG Type 




MMo VGiSIOn 




Transaction ID 




Message lu 


A-Mrns-Messaye-iiJ. 


Sender address 


From! 


Content type 


Content-typG: 


Recipisnt address 


I 0. 


Message class 


X-Mms-Message-Class! 


uaie ana iirrie 


uaie. 


ueiivery repon 


X-Mms-DGlivGry-RGport! 




X-Mms-Originator- R/S-DGlivGry- 




riUpUl I 


r rioriLy 


A-ivii lib r riuiiiy . 


ricau icpiy 


A-iviiiio-r\cd.u ricpiy . 




Q 1 1 hiof^t ■ 
OUUJtJUL. 


A nnl ! n 1 

AppilC-IU 


A-Mms-Appiic-iu 


nGpiy-AppilC-IU 


A- MiTiS-riGpiy-AppMG-llJ 


Aux-Applic-lnfo 


A-Mms-Aux-Appiic-inTO 


riequesi oiaius 




MM oiaie 




IV yi IV yi c \ 

MM riags 




Request Status Text 




Reply-Charging 




r(epiy-L>narging-iu 




Reply-Deadline 




nypiy v^i idi y ii ly oi^c 




Previously-Sent-By 


X-Mms-Previously-Sent-By 


Previously-Sent-Date 


X-Mms-Previously-Sent-Date 


Content 


<message body> 


Message Distribution 




Indicator 






X-Mms-3GPP-MMS-Version 




X-Mms-Message-Type 




X-Mms-Transaction-ld 




X-Mms-Expiry 




X-Mms-Sender-Visibility: 




X-Mms-Read-Reply: 




X-Mms-Acq-Request 




X-Mms-Forward-Counter 


Content Class 


X-Mms-Content-Class: 


DRM Content 


X-Mms-Drm-Content: 



Table 1.7: Information elements in the IVIMI acknowledgement.REQ 



Information elements in 


MM4STD 11 Header 


MM1_acknowledgement.REQ 


fields 


Message Type 




MMS Version 




Transaction ID 




Report allowed 
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Table 1.8: Mapping MM1_forward.REQ -> MM4_forward.REQ 



inToriTiaiion cicmcnis in 
iviivi 1 lui wdi u>ri 


O 1 LI 1 1 ncaUcl llcluS in 
tuicod IVIIVI^ i^ui wdi u>rit\jc 






IvMviO vcrblUil 




1 rdiibdouuri lu 






1 U., DOO. ^INw \ C 1 , WkJ I C 


Forwarding address 


From: 


Ualrs dilU Llilic; 


LJd.Lc. 


1 uric ui expiry 


A-iviriib expiry . 


Cdlllc^oL UcllVciy Lllllc 








IVIIVI oldlc 




MM Flags 


- 


Delivery report 


X-Mms-Delivery-Report: 




X-Mms-Originator-R/S-Delivery- 
Report 


Read reply 


X-Mms-Read-Reply: 


Reply-Charging 




Reply-Deadline 




Reply-Charging-Size 




Message Reference 






/\ ivllllo OVJInn IVIIVIO VCIolUII 




/\ Ivllllo ivicooct^c 1 ypc 




/\ Ivllllo 1 1 di lodOUUi 1 lU 




/\ Ivllllo IvIUooCiJ^C IL/. 




Pnntont-Xx/no ■ 
oui iitJi IL 1 y|Jt;. 




V - K/lmc - K/loccano-Pla cc " 
/\ Ivllllo IVIcooctyc wlcloo. 




V-^/lmQ-P^i^^it\/■ 

/\ ivllllo nilUIILy. 




V - Kyimc-QcinHor-\/icihilit\/" 
/\ Ivllllo od lUd vioiuiiiiy. 




Qi ihiof^t" 

OUUJtJOl. 




X-Mms-Acq-Request 




X-Mms-Forward-Counter 




X-Mms-Previously-Sent-By 




X-Mms-Previously-Sent-Date 




Content 




X-Mms-Applic-ID 




X-Mms-Reply-Applic-ID 




X-Mms-Aux-AppI ic- 1 nf o 


NOTE 1 : A "Bcc:" field is created on MM4 only when the 
original MM on MM1 contains only blind-carbon- 
copy recipient(s). In this case the "Bcc:" field is left 
blank, see clause 8.4.4.2. 

NOTE 2: Recipient addresses for blind-carbon-copy 

recipient(s) on MM1 are mapped onto <RCPT 
T0:> commands on SMTP level on MM4. 



Table 1.9: Information elements in the MM1 forward.RES. 



Information elements in 


MM4 STD 11 Header fields 


MMIforward.RES 




Message Type 




MMS Version 




Transaction ID 




Request Status 




Request Status Text 




Message ID 




Store Status 




Store Status Text 




Stored Message 
Reference 
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Table 1.10: Mapping MMI delivery report.REQ <- MM4_delivery_report.REQ 



Information elements in 


STD11 Header fields in Ingress 


KAMI rloli\fcai'i/ rannrt 

iviivi 1 uciivciy icpuii.ncvM 




Message Type 




IvIlvIO V cI olUi 1 




ivyi^coQ^A 1 


A IVIlIlb IVIcoodyc IL/ 


riyOipiulU dUUlubb 


From" 


LJCLLK^ Cll \\A 1 II 1 IC 


Date: 


MM Status 


X-Mms-MM-Status-Code 




X-Mms-MM-Status-Extension 


MM Status text 


X-Mms-Status-text: 




X-Mms-Forward-To- 
Originator-UA 


Applic-ID 


X-Mms-Applic-ID 


Reply-Applic-ID 


X-Mms-Reply-Applic-ID 


Aux-Applic-lnfo 


X-Mms-Aux-AppI ic- 1 nf o 



Table 1.11: Mapping MM1_read_reply_recipient.REQ -> MM4_read_reply_report.REQ 



Information elements In 
MM1_read_reply_reciplent.REQ 


STD1 1 Header fields In Egress 
MM4_read_reply_report.REQ 


Message Type 




MMS Version 




Recipient address 


From: 


Originator address 


To: 


Message ID 


X-Mms-Message-I D : 


Date and Time 


Date: 


Read Status 


X-Mms-Read-Status: 




X-Mms-3GPP-MMS-Version 




X-Mms-Message-Type 




X-Mms-Transaction-ld 




X-Mms-Acq-Request 


Applic-ID 


X-Mms-Applic-ID 


Reply-Applic-ID 


X-Mms-Reply-Applic-ID 


Aux-Applic-lnfo 


X-Mms-Aux-AppI ic- 1 nf o 



Table 1.12: Mapping MM1_ read_reply_originator.REQ <- MM4_ read_reply_report.REQ 



information elements in 
MM1_read_reply_orlglnator.REQ 


ingress STD11 Header fields in 
i\/IM4_read_reply_report.REQ 


Message Type 




MMS Version 




Recipient address 


From: 


Originator address 


To: 


Message ID 


X-Mms-Message-ID: 


Date and Time 


Date: 


Read Status 


X-Mms-Read-Status: 




X-Mms-3GPP-MMS-Version 




X-Mms-Message-Type 




X-Mms-Transaction-ld 




X-Mms-Acq-Request 


Applic-ID 


X-Mms-Applic-ID 


Reply-Applic-ID 


X-Mms-Reply-Applic-ID 


Aux-Applic-lnfo 


X-Mms-Aux-AppI ic- 1 nf o 
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Annex J (informative): 
Support for Streaming in MMS 



Figure J.l shows an example of the transaction flow for using streaming in MMS for retrieval of streamable MM 
elements. The MMS Relay/Server sends a modified MM as MMl_retrieve.RES in response to a retrieve request 
(MMl_retrieve.REQ). The rest of the transactions and the acronyms are as described in [40]. 

NOTE: The interface between MMS Relay/Server and Media Server is not specified in this release. 



UE 



SGSN 



MMS 



Media 



^ UTRAN/GERAN & CN 
MMl_retrieve.REQ 




► 


/OCIVCI OCIV 

- 


^ MMl_retrieve.RES (modified MM with 






^ presentation description attached) 
RTSP: SETUP 












► 


< ■ 

Secondary PDF context activation request 
QoS = Streaming ^ 










< 

RTSP: PLAY 








► 


< ^ 

^ IP/UDP/RTP content 








^ RTSP: TEARDOWN 
















Secondary PDP context deactivation 
request 






► 


< ^ 


/ 



Figure J.1 : Schematic view of tlie support for streaming in lUllUlS 

SDP is used as the format of the presentation description, as defined in [41]. MIME type for an SDP file is also 
according to [41]. The attribute line ('a=') with "control" type in the SDP header indicates the need to open an RTSP 
session. Use of RTSP to set-up and control a streaming session is according to [41]. 

Following is an example of a presentation description in SDP format. The example describes streaming of a video 
sequence. 

v=0 

o=ghost 2890844526 2890842807 IN IP4 192.168.10.10 

s=MMS Example 

i=Example of SDP file for streaming in MMS 

u=http://www.infoserver.com/ae600 

e=ghost@mailserver.com 

c=IN IP4 0.0.0.0 

b=AS:128 

t=0 
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a=range: npt=0-45 .678 
m=video 1024 RTP/AVP 96 
b=AS:128 

a=rtpmap:96 H263-2000/90000 
a=fmtp:96 profile=3;level=10 
a=control:rtspy/mediaserver.con]/movie 
a=recvonly 
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Annex K (informative): 

MM1 , MM4 <-> MM7 header mapping 

This annex maps the abstract messages from MMl and MM4 to MM7. 
The abstract messages mapped between MMl and MM7 are: 

• MMl_Submit.REQ to the MM7_Deliver.REQ 

• MM7_Submit.REQ to the MMl_Notification.REQ and the MMl_Retrieve.RES 

• MMl_Read_Reply_Recipient.REQ to the MM7_Read_Reply_Report.REQ 

• MMl_Forward.REQ to the MM7_Deliver.REQ 

• MM7_extended_cancel.REQ to the MMl_cancel.REQ 

• MM7_extended_replace.REQ to the MMl_notification.REQ, and MMl_Retrieve.RES 
The abstract messages mapped between MM4 and MM7 are: 

• MM4_Forward.REQ to the MM7_Deliver.REQ 

• MM4_DeUvery_Report.REQ to the MM7_DeUvery_Report.REQ 

• MM4_Read_Reply_Report.REQ to the MM7_Read_Reply.REQ 

The tables below show the mapping and are provided to give an end-to-end description of MMS. There is a table for 
each MMl, MM4 abstract message that maps to a MM7 abstract message. In many cases there is no mapping between 

MMl, MM4 and MM7 information elements, this is according to specifications. These information elements are 
included in the tables below in order to give a complete picture of how the information elements are handled. 

There are also several abstract messages over MMl, MM4 that have no relevant mapping to MM7 and vice versa. 
These abstract messages are omitted from this annex. 
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Table K.1: Mapping MM1_submit.REQ -> MM7_deliver.REQ 



II 1 lUI 1 1 ICllllJI 1 ddlldllO III 


Infnfmatinn olomontc 
II iiui 1 1 idiiui 1 ciciiiciiio 


MM1 submit REO 

IVIIVI 1 OU 1 1 1 la 1 ■ 


in MM7 dplivpr REO 

III IVIIVI f VidI V d ■ 1 1^ 


ivicooctyc 1 yiJc 




Trancar'tinn IPl 




^y|^y|Q\/o^ci^n 

IVllViO V KSl OlUI 1 




ric;L>i|Jid 1 L dvJUi coo, 


Rpfinipnt arlrlrPQ^ - /NOTF 1\ 
ric;L>i|jid iL duui coo, ^i n w i i j 


Onntont t\/rvo 


Onntpnt t\/np 
owiiiciiL iy|Jc 


oci \\aksi ciuui coo 


OCl ILICI dUUI Coo, ^l>lw 1 L £.f 


hyioccano clacc 
ivicoociyc uictoo 




nQto QnH trmo 

Luetic Ctl lU LIIIIC 


Dato anH timo 

L.'dLC dllLI LIIIIC 


Ximp nf Pynirv 

1 IIIIC KJ\ ^AUIiy 




^cii iicoL vJCiivci y iiiiic 




r^oli\/or\/ ror\rti*t 
i-/ciivciy 1 c|jui L 




Ronl\/-(^harnirin 
rit;[jiy oi iciiyii 




RonK/- noaHlino 
riu[jiy ucduiii ic 




ric^jjiy icti ^11 1^ wiAc 




Prinritx/ 
11 lui 1 Ly 


Prinritv/ 
1 I iiy 


QonHor \/iciKilit\/ 
oci iLici vioiuiiiiy 




OLLfl C 




MM 9tatp 

IVIIVI oictLt:^ 




MM FlanQ 
ivi ivi \ iduo 




ncciu 1 cjjiy 




Qi iHioot 

OUUJCOI 


Qi ihior»t 

OUUJCLf L 


Rpnl\/-(^harninn-in 
nu|jiy oi iciiyii lu 


Rpnl\/-Oharninn-l n 
ric|jiy V-/I idi ^11 ly iLJ 


Annlir-in 


Annlin-in 


Rpnlv-Annlin-in 


Rpnlv-Annlir-in 


Ai 1 Y- Ann lir*-! nfn 
rAUA rA|J|JIILf IIIIU 


Ai lY- Annlir'-lnfn 

AAUA r\|J|JIIU IIIIU 


Onntont Olacc 
oui uci 11 widoo 




DRM Pnntpnt 




AHantatinnQ 

AAUd|JLdllUI lO 




Content 


Content 




Transaction ID 




Message type 




MM7 version 




IVIMS Relay/Server ID 




Linked ID 




Sender SPI 




Recipient SPI 


NOTE 1 : The recipient address over IVIIVII may or may not 
be mapped to recipient address over IV1IV17. The 
recipient address over MM7 may also be 
independent of the recipient address over IVIIVII . 

NOTE 2: If the Sender Visibility flag is set over IVIM1 , the 
Sender address from MM1 is not mapped onto 
MM7. 
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Table K.2: Mapping MM7_submit.REQ -> MM1_notification.REQ, MM1_Retrieve.RES 
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iiiiuiiiidiiuii dciiicii lo 
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ouiiic;iiL lyjjc 
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Ivlcoodyc 1 1_/ 
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IVIIVI oLciit; 






MM Plane 
IVIIVI nidyo 






Rpni ipct Statue 
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Previously-sent-by 






Previously-sent-date-and-time 






Message Type 






Transaction ID 






MMS Version 


Applic-ID 


Applic-ID 


Applic-ID 


Reply-Applic-ID 


Reply-Applic-ID 


Reply-Applic-ID 


Aux-Applic-lnfo 


Aux-Applic-lnfo 


Aux-Applic-lnfo 
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Table K.3: Mapping MM1_read_reply_recipient.REQ -> MM7_read_reply_report.REQ 



iniuriTiaiion cicmcnia in 


iniormaiion cicmcnio in 


MM1 r63d reply recipient. REQ 




iviuooci^c 1 y|Jc 




\/orcirin 

IVIIVIO VClolLfll 






riCLfljiJICI 1 L ClUUICOO 


OrininatAi* arlHrocc 
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V AAO 1 1_/ 
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ivicoody C IL^ 


1— 'die di i\j 1 II 1 ixs 


Hatp anH Timp 
Lydic di ivj 1 II 1 ic 


Read Status 


Read Status 




Transaction ID 




Message Type 




MM7 Version 




MMS Relay/Server ID 




Status text 


Applic-ID 


Applic-ID 


Reply-Applic-ID 


Reply-Applic-ID 


Aux-Applic-lnfo 


Aux-Applic-lnfo 



Table K.4: Mapping MM1_Forward.REQ -> MM7_Deliver.REQ 



Infnrmfktinn olomonte in 

II IIUI II ICIIIUI 1 dClllClIld III 


Inf nrmsktinn olomonte 

II IIUI 1 lldllUI 1 del 1 Id ltd 


MM1 Forward RFO 

IVIIVI i 1 Wl well U ■ 1 l^^l 


in iUliU17 l^piivpr RFO 

III IVIIVI f L^cii vd ■ ri^ui 


Message Type 




Transaction ID 




MMS Version 




Recipient address 


Recipient address 


Forwarding address 


Sender address 


Date and time 


Date and time 


Time of Expiry 




Earliest delivery time 




Store 




MM State 




MM Flags 




Delivery report 




Read reply 




Reply-Cfiarging 




Reply-Deadline 




Reply-Charging-Size 




Message Reference 


<Content>, Content Type, 




Subject, Priority (NOTE) 




Transaction ID 




Message type 




MM7 version 




VASP ID 




VAS ID 




MMS Relay/Server ID 




Linl<ed ID 




Reply Charging ID 




Sender SPI 




Recipient SPI 




Applic-ID 




Reply-Applic-ID 




Aux-Applic-lnfo 


NOTE: The message reference is used to map fields and 


content from the original MM. The mapping of 


these fields is identical to the 


MM1_Submit.REQ/MM7_Deliver.REQ mapping in 


table K.I. 
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Table K.5: Mapping MM4_Forward.REQ -> MM7_Deliver.REQ 



Information elements in 


Information elements in 


MM4 Fnrwr^rd RFD 


MM7 Dpiivpr REO 

ivi ivi f L/C 1 1 V d ■ ri 


1 I IVIIVIO VCIolUII 




K^PQQonp T\/np 




Trancar'tinn IP^ 

1 1 ClI loCiUUUl 1 1 u 




h^pccano in - 


1 inkpri ID - /^MOTF ^\ 

l_ll IrxCU 1 ^1 11^ 1 ^ 


Rof^irtiont^c^ aHH rocc 
rit;ui|Jici ii^oj ciLiLii coo 


Rpr*iniont aHHrocc 
rit;L>i|Jici 1 L duuicoo 


OCT lUCI dUUICOO 


Qpnripr flrirlrp<;<; ^NOTF 


v_*ui lid iL iy|Jc 


Ortntpnt t\/np 
OLfiiiciii lyjjc 


iviuoociyc; Lfictoo 




rtato anH timo 

UalKS Ctl ILI III lie 


Datp anH timp 
i-'dic di iLi III lie 


Ximo rti Fvnin/ 
1 iiiic ui ^A|jiiy 




r^oli\/cir\/ rpnnrt 




Prinritv/ 
1 1 lui 1 ly 


Prirtritx/ 
n iiy 


^onHor \/iciKilit\/ 
oui iUci vioiuiiiLy 




RqqH ror\l\/ 
ncciu 1 c[jiy 




^1 ihior't 

OUUjCLfL 


^1 ihior't 

OUUJCUI 


ApknnxA/lpHnpmpnt RpniiP^t 

rM^fVI iuwicuyci 1 ICI 11 riCLjUCOl 




ruiwciiu ouuiiLUi 




Pro\/ioi icK/-ccint-h\/ 
r icviuuoiy ociiL uy 


ricviuuoiy ociiL uy 


Prfs\/im icKz-cont-Hato anH-timo 

r icviuuoiy OClll UClLC Ctl ILI LIIIIC 


Prpx/iAi tcl\/-cpnt-Hatp-anrl-timp 
r icviLiuoiy ociii Lidic di lu nine 


OLfllLCIIL WidOO 




DRM Hnntpnt 




AHantationc 

/AUCi|JlCtLIUI lo 




\-f\J \ lid 1 L 


Owl IICI 1 L 




Xra ncar»tir\n IP^ 

1 1 dl lOdLfllUI 1 ILJ 




ivicood^c Ly|jc 




iviivi / vei oiui 1 




\/A9P in 

V AAO 1 1 U 




\/A^ in 

V AAO 1 U 




MMS Relay/Server ID 




Recipient address 




Reply-Charging-ID 




Sender SPI 




Recipient SPi 


Applic-ID 


Applic-ID 


Reply-Applic-ID 


Reply-Applic-ID 


Aux-Applic-lnfo 


Aux-Applic-lnfo 


NOTE 1 : The Message ID over MM1 may or may not be 

mapped to the Linked ID over MM7. The Linked ID 
over MM7 may also be independent of the Message 
ID over MM1. 


NOTE 2: If the Sender Visibility flag is set over MM4, the 

Sender address from MM4 is not mapped onto MM7. 



Table K.6: void 
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Table K.7: MM4_delivery_report.REQ -> MM7_delivery_report.REQ 





Infnrmsitinn olomontc in 

II 1 lUI 1 1 ICIlli/l 1 ddlldllO III 
iviivi^ Udiv^i y 1 cuwi III i^^f 


II 1 1 ui 1 1 idiiui 1 dc^iiidiio III 
MM7 riplivprv rpnnrt REO 

IVIIVI f vidlvd y 1 cuwi III i^^f 






O'dni iviivio vt^ioiL/ii 
















1 1 dl lOCtLrLIUI 1 lU 








^^QQQa^fi ID 
ivic^oodyc? 1 L/ 


K/lpQcanP in 
ivicoodyc \u 








QonHor nHHrPcc 
Oc^i luci dUUi coo 








V AAO 1 ILy 








v/A*^ in 






OC7I IUC7I dUUI Coo 


nc;L>i|Jic;i IL dLiLiicoo 






Hatp anrl timp 
uaiKj di lu III lie 


1— ^ die dl lU LIIIIC 






/-\Lfl\l lUWJCUycl 1 Id 11 nCLjUCol 








IVIIVI OldLUo 


MM ^t;:)tii<:: 

IVIIVI OtdLUO 






IVIIVI OldLUo I^ALCl lolL/l 1 


hyiKyi Qtciti ic Pvtpncinn 

IVIIVI OldLUo IZ.ALCI lOlUI 1 






MM Status Text 


status text 








Transaction ID 








Message Type 








MM7 Version 








MMS Relay/Server ID 






Applic-ID 


Applic-ID 






Reply-Applic-ID 


Reply-Applic-ID 






Aux-Applic-lnfo 


Aux-Applic-lnfo 




3 K.8: MM4_Read_reply_report.REQ -> MM7_read_reply_report. 


Information elements in 
MM4_Read_reply_report.REQ 


Information elements in 
MM7_read_reply. R EQ 


3GPP MMS Version 




Message Type 




Transaction ID 




Recipient address 


Recipient address 


Sender address 


Sender address 




VASP ID 




VAS ID 


Message-ID 


Message- ID 


Date and time 


Date and time 


Acknowledgement Request 




Read Status 


Read Status 


Status text 


Status text 




Transaction ID 




Message Type 




MM? Version 




MMS Relay/Server ID 


Applic-ID 


Applic-ID 


Reply-Applic-ID 


Reply-Applic-ID 


Aux-Applic-lnfo 


Aux-Applic-lnfo 
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Table K.9: Mapping MM7_extended_replace.REQ -> MM1_notification.REQ, MM1_Retrieve.RES 



inToriTiaiion cisiricnis 


inToriTiailun ciernenis in 


inToriTiaiion cicmcnis in 


in MM7 

III 1 VI 1 VI f 


IVIIVI 1 1 luii 1 lifdiiui laficvM 


MM1 rptripup RFQ 
IVIIVI 1 1 dl icvdritO 


CAid ivicu i c|jici^CanEW 








h^occsno T\/r\o 
ivicooct^c 1 yi^c; 






1 1 dl loClLf LIUI 1 iLJ 






IVIIVIO VCIOlUII 




XranQar'tinn IFl 

1 1 dl lOdLfLIUI 1 iL~f 






ivicoodyc Ly|Jc 






N^K^T \/orci(*in 

IVIIVI/ VClolLlM 






VAc^p in 






VAS ID 






Ppnlopp in 


Rpnlapp-I n 
ric|jidLrC lU 


Rpnl^r'P-l n 

llC|JldLrC lU 


OCl VIUC LfUUC 






nato anH timo 

t-falKS Cll lU LIIIIC 




n^tp QnH timp 

lJcLIKS dl IU III lie 


Parlioct Holiv/on/ timo 
^cti iicoi uciivciy iiiiic 






npli\/pn/ rpnnrt 


-nplivprv rpnnrt 


-Hplix/pn/ rpnnrt 

LyCllVC^iy 1 C?|JUI L 






Rpari rpnl\/ 
ncdLi 1 cjjiy 








wUilLclll Ly|JC 




OUllLciU iy|Jc 


ILCl 11 




Onntpnt 

OUI IICI IL 




IVlc;oodyc7 L^loLI lUULIDI 1 IIIUILrdLUI 


Mpccorip nicitrihi itinn InHipfltnr 

IVICOOd^C L-'loLI lUUllUI 1 II lUIOdlDI 




Annlip-in 


Annlir-in 




Rpnlu-Annllf-in 


Rpnlu-Annlic-in 




Ai iv-Ar\r\lif*-lnfrt 

rtUA MUUIIO II 1 lU 


Ai iv-Anrvlir»-lnfn 

MU A MUUI l(_( II 1 1 u 




N^pccsrip or7P 
ivicood^c; oi^c; 




1 II 1 IC \Ji C7AIJII y 


Timp nf PYnir\/ 
1 iiiic \j\ cAuiiy 






h^pccsnp Rpf prpnr'O 
IVICoodyc iidCldlLiC 






Qi ihipr»t 

OUUjCLfl 


Qi ihtippt 




r 1 lUl iiy 


r 1 lUI 1 ly 




OuilUui dUUlUbb 


OCllUul dUUltjbb 










Reply-Charging 


Reply-Gnarging 




Hepiy-ueaaiine 


riepiy-uedaiine 




Roply-Charging-Size 


Reply-Charging-Size 




Reply-Charging-ID 


Reply-Charging- ID- 




cierneriT-uescripTor 






MM recommended retrieval 






mode 






1 cXL expicLiiiiriy iviivi 






rppnmmpnHpH rptripx/al mnHp 

1 CLrUI 1 11 1 Id lUCU iClllCVdl IIIULIC 








Rppinipnt arlHrPQQ 
ricL»i[jidii duuic^oo 




^y|pQQa^P plaQQ- 
ivicoodyc i^idoo 


KyipQQQnp plaQQ 
ivicood^c Lridoo 






hyipccanp in 

ivicoodyc; lU 






MM State 






MM Flags 






Request Status 






Request Status Text 






Previously-sent-by 






Previously-sent-date-and-time 






Message Type 






Transaction ID 






MMS Version 
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Table K.10: Mapping MM7_extended_cancel.REQ -> MM1 cancel. REQ 



Information elements in 


Information elements in 


MM1 ranrp\ REO 
iviivi 1 v#cii 1 v#d ■ ri 


MM7 extended cancel. REQ 




Trp nQPptinn IPl 
1 idllodLjUUll ilj 




Message type 




MM7 version 




VASP ID 




VAS ID 




Sender address 


Cancel ID 


Cancel ID 


Message Type 




Transaction ID 




MMS Version 
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Annex L (normative): 
MM7 XML Schema 

<?xml version=" 1 . " encoding="UTF-8 " ?> 

<xs : schema tar get Name space="http ; / /www . 3gpp . org/ ftp/ Specs /archive/2 3_series/2 3 . 140/schema/REL-6-MM7- 
1-4 " xmlns ; soap="http : / /schema s . xmlsoap . org/ soap/envelope/ " 
xmlns : xs = "http : / /www . w3 . org/200 1 /XMLSchema" 

xmlns : tns="http : //www . 3gpp . org/f tp/Specs/archive/23_series/23 . 140/schema/REL-6-MM7-l-4 " 
elementFormDefault=" quail fled" attrlbuteFormDef ault=" unqualified" > 

<xs : import namespace="http : / /schema s . xmlsoap . org/ soap/envelope/ " 
schemaLocation="http : //schemas . xmlsoap . org/ soap/envelope/ " /> 

<xs : element name= " Transact ionID " > 
<xs : annotation> 

<xs : documentation>The transaction ID that shall be included in the SOAP 
Header</xs : documentation> 
</xs : annotation> 
<xs : complexType> 

<xs : simpleContent> 

<xs : extension base="xs;string"> 

<xs : attribute ref =" soap ; mustUnder stand" /> 
<xs : attribute ref =" soap ;encodingStyle"/> 
<xs : attribute ref="soap : actor "/> 
</xs : extension> 
</xs : simpleContent> 
</xs : complexType> 
</xs : element> 

<xs: element name="SubmitReq" type="tns : submitReqType"> 

<xs ; annotation> 

<xs : documentation>VASP to MMS : Sending MM from the VASP to one or more 

recipients</xs ; documentation> 
</xs : annotation> 
</xs : element> 

<xs:element name="SubmitRsp" type="tns : submitRspType"> 

<xs ; annotation> 

<xs : documentation>MMS to VASP: Response to a VASP after MM submission 

request</xs : documentation> 
</xs : annotation> 
</xs : element> 

<xs: element name="DeliverReq" type="tns :deliverReqType"> 

<xs : annotation> 

<xs : documentation>MMS to VASP : Delivery of MM from the MMS Relay/Server to the VASP 
</xs : documentation> 

</xs : annotation> 
</xs : element> 

<xs:element name="DeliverRsp" type="tns :deliverRspType"> 
<xs : annotation> 

<xs : documentation>VASP to MMS : Response to a message delivered to the VASP from the MMS 
Relay/Server</xs : documentation> 
</xs : annotation> 
</xs : element> 

<xs:element name="CancelReq" type="tns : cancelReqType"> 

<xs : annotation> 

<xs : documentation>VASP to MMS: Request to cancel a message submission 
</xs : documentation> 

</xs : annotation> 
</xs : element> 

<xs :element name="CancelRsp" type="tns :genericResponseType"> 
<xs : annotation> 

<xs : documentation>MMS to VASP: Response to a VASP after MM cancellation request 
</xs : documentation> 

</xs : annotation> 
</xs : element> 

<xs:element name="ReplaceReq" type="tns : replaceReqType"> 
<xs : annotation> 

<xs : documentation>VASP to MMS: Request to replace a message which was submitted 
</xs : documentation> 

</xs : annotation> 
</xs : element> 

<xs :element name="ReplaceRsp" type="tns :genericResponseType"> 
<xs : annotation> 

<xs : documentation>MMS to VASP: Response to a VASP after MM replace request 
</xs : documentation> 
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</xs : annotation> 
</xs : element> 

<xs lelement name="extendedCancelReq" type="tns :extendedcancelReqType"> 
<xs : annotation> 

<xs : documentation>VASP to MMS : Extended Request to cancel a message submission 
</xs : documentation> 

</xs : annotation> 
</xs : element> 

<xs :element name="extendedCancelRsp" tYpe="tns :extendedcancelRspType"> 
<xs : annotation> 

<xs : documentation>iyMS to VASP : Response to a VASP after extended MM cancellation 
request </xs : documentation> 
</xs : annotation> 
</xs : element> 

<xs :element name="extendedReplaceReq" type="tns :extendedreplaceReqType"> 
<xs : annotation> 

<xs : documentation>VASP to MMS: extended Request to replace a message which was 
submitted </xs :documentation> 
</xs : annotation> 
</xs : element> 

<xs lelement name="extendedReplaceRsp" type="tns :extendedreplaceRspType"> 
<xs : annotation> 

<xs : documentation>MMS to VASP: Response to a VASP after extended MM cancellation 
request </xs : documentation> 
</xs : annotation> 
</xs : element> 

<xs lelement name="DeliveryReportReq" type="tns :deliveryReportReqType"> 
<xs : annotation> 

<xs : documentation>MMS to VASP : Delivery Report from one of the MM 
recipients</ xs : documentation> 
</xs : annotation> 
</xs : element> 

<xs : element name="DeliveryReportRsp" type="tns : genericResponseType"> 
<xs : annotation> 

<xs : documentation>VASP to MMS: Response to a delivery report delivered to the 
VASP</ xs : documentation> 
</xs : annotation> 
</xs : element> 

<xs : element name="ReadReplyReq" type="tns : readReplyReqType"> 
<xs : annotation> 

<xs : documentation>MMS to VASP : Delivery Report from one of the MM 
recipients</xs : documentation> 
</xs : annotation> 
</xs : element> 

<xs :element name="ReadReplyRsp" type="tns :genericResponseType"> 
<xs : annotation> 

<xs : documentation>VASP to MMS: Response to a read reply delivered to the 
VASP</xs : documentation> 
</xs : annotation> 
</xs : element> 

<xs :element name="RSErrorRsp" type="tns :genericResponseType"> 

<xs : annotation> 

<xs : documentation>MMS to VASP: Error response to a any bad request sent to the MMS 

Relay/Server</xs : documentation> 
</xs : annotation> 
</xs : element> 

<xs : element name="VASPErrorRsp" type="tns : genericResponseType"> 

<xs : annotation> 

<xs : ciocumentation>VASP to MMS: Error response to a any bad request sent to the 

VASP</xs : documentation> 
</xs : annotation> 
</xs : element> 

<xs : complexType name=" sender IDType"> 

<xs : sequence> 

<xs: element name="VASPID" type="tns : entitylDType" minOccurs="0"/> 
<xs: element name="VASID" type="tns : entitylDType" minOccurs="0"/> 
<xs:element name="SenderAddress" type="tns : addressType" minOccurs="0"/> 

</xs : sequence> 
</xs : complexType> 

<xs : complexType name="submitReqType"> 
<xs : complexContent> 

<xs : extension base="tns : gene ricVASPRequest Type "> 
<xs : sequence> 

<xs:element name="Recipients " type="tns : recipient sType " /> 

<xs: element name="ServiceCode" type="tns : serviceCodeType" minOccurs="0"/> 
<xs:element name="LinkedID" type="tns :messageIDType" minOccurs=" " /> 
<xs: element name="MessageClass" type="tns :messageClassType" 
def ault=" Informational " minOccurs=" " /> 
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use=" optional "/> 
use=" optional "/> 

minOccur s= " " / > 
minOccurs=" 0" /> 



minOccur s=" 0" /> 



<xs:element name="TimeStamp" type="xs : dateTime" minOccurs="0"/> 
<xs:element name="ReplyCharging" minOccurs="0"> 
<xs : complexType> 

<xs : attribute name="replyChargingSize" type="xs ipositivelnteger" 

<xs : attribute name="replyDeadline" type="tns : relativeOrAbsoluteDateType" 

</xs : complexType> 
</xs : element> 

<xs : element name="EarliestDeliveryTime" type="tns : relativeOrAbsoluteDateType" 

<xs : element name="ExpiryDate" type="tns : relativeOrAbsoluteDateType" 

<xs:element name="DeliveryReport" type="xs :boolean" minOccurs="0"/> 

<xs:element name="ReadReply " type="xs :boolean" minOccurs="0"/> 

<xs:element name="Priority " type="tns :priorityType" minOccurs=" " /> 

<xs:element name="Sub ject" type="xs : string" minOccurs=" " /> 

<xs:element name="ChargedParty" type="tns : chargedPartyType" minOccurs="0"/> 

<xs: element name="ChargedPartyID" type="tns : chargedPartylDType" minOccurs=" " /> 

<xs:element name="DistributionIndicator " type="xs :boolean" minOccurs="0"/> 

<xs : element name="DeliveryCondition" type="tns : deliveryConditionType" 



<xs:element name="ApplicID" type="xs : string" minOccurs="0"/> 
<xs:element name="ReplyApplicID" type="xs : string" minOccurs="0"/> 
<xs:element name="AuxApplicInf o" type="xs : string" minOccurs="0"/> 
<xs:element name="ContentClass" type="tns : contentClassType" minOccurs=" " /> 
<xs:element name="DRMContent" type="xs :boolean" minOccurs="0"/> 
<xs:element name="Content" type="tns : contentRef erenceType" minOccurs="0"/> 
</xs : sequence> 
</xs : extension> 
</xs : complexContent> 
</xs : complexType> 

<xs : complexType name=" submitRspType"> 
<xs : complexContent> 

<xs lextension base="tns :genericResponseType"> 
<xs : sequence> 

<xs:element name="MessageID" type="tns :messageIDType"/> 
</xs : sequence> 
</xs : extension> </xs : complexContent> 

</xs : complexType> 

<xs : complexType name="deliverReqType"> 
<xs : complexContent> 

<xs lextension base="tns :genericRSReqType"> 



<xs : sequence> 



minOccur s=" 0" /> 
minOccur s= " " / > 



<xs 


element 


name=' 


<xs 


element 


name=' 


<xs 


element 


name=' 


<xs 


element 


name=' 


<xs 


element 


name=' 


<xs 


element 


name=' 


<xs 


element 


name=' 


<xs 


element 


name=' 


<xs 


element 


name=' 


<xs 


element 


name=' 


<xs 


element 


name^' 


<xs 


element 


name^' 


<xs 


element 


name=' 


<xs 


element 


name=' 


<xs 


element 


name=' 


<xs 


element 


name=' 


<xs 


element 


name=' 


<xs 


element 


name=' 


</xs : sequence> 





VASPID" type="tns :entityIDType" minOccurs=" " /> 
VASID" type="tns :entityIDType" minOccurs="0"/> 
LinkedID" type="tns :messageIDType" minOccurs="0"/> 
Sender" type="tns : addressType"/> 

Recipients" type="tns : recipientsType" minOccurs=" " /> 
Previouslysentby " type="tns :previouslySentByType" 

Previously sent dateandtime" type="tns : previously Sent ByDateTime" 

SenderSPI" type="tns ; serviceProvider IDType " minOccur s=" " /> 
Recipient SP I " type="tns ; serviceProvider IDType " minOccur s=" " /> 
TimeStamp" type="xs ; dateTime" minOccurs=" " /> 
ReplyChargingID " type="tns :messageIDType" minOccurs="0"/> 
Priority" type="tns : priorityType " minOccurs=" " /> 
Subject" type="xs : string" minOccurs^" " /> 
ApplicID" type="xs : string" minOccurs=" " /> 
ReplyApplicID " type="xs : string" minOccurs= 
AuxApplicInfo" type="xs : string" minOccurs=" 
UACapabilit ies " type="tns : capabilit iesType " 



■'0' 



/> 
/> 



minOccur s=" " /> 



Content" type="tns : contentRef erenceType" minOccurs=" " /> 

:e> 

</xs : extension> 
</xs : complexContent> 
</xs : complexType> 

<xs : complexType name="deliverRspType"> 
<xs : complexContent> 

<xs : extension base="tns : genericResponseType"> 

<xs : sequence> 

<xs: element name="ServiceCode" type="tns : serviceCodeType" minOccurs=" " /> 

</xs : sequence> 
</xs:extension> 
</xs : complexContent> 
</xs : complexType> 

<xs : complexType name="cancelReqType"> 
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<xs : complexContent> 

<xs lextension base="tns :genericVASPRequestType"> 
<xs : sequence> 

<xs:element name="MessageID" type="tns :messageIDType"/> 
<xs: element name="ApplicID" type="xs : string" minOccurs=" " /> 
<xs:element name="ReplyApplicID" type="xs : string" minOccurs="0"/> 
<xs:element name="AuxApplicInf o" type="xs : string" minOccurs="0"/> 
</xs : sequence> 
</xs : extension> 
</xs : complexContent> 
</xs : complexType> 

<xs : complexType name="extendedcancelReqType"> 
<xs : complexContent> 

<xs : extension base="tns : genericVASPRequestType"> 
<xs : sequence> 

<xs:element name="CancelID" type="tns :messageIDType"/> 
</xs : sequence> 
</xs : extension> 
</xs : complexContent> 
</xs : complexType> 

<xs : complexType name="extendedcancelRspType"> 
<xs : annotation> 

<xs : documentation>Extended Cancel Response</xs :documentation> 
</xs : annotation> 
<xs : sequence> 

<xs:element name="MM7Version" type="tns :versionType"/> 

<xs :element name="Status" type="tns :extendedcancelresponseStatusType"/> 
</xs : sequence> 
</xs : complexType> 

<xs : complexType name=" replaceReqType "> 
<xs : complexContent> 

<xs :extension base="tns :genericVASPRequestType"> 
<xs : sequence> 

<xs:element name="MessageID" type="tns :messageIDType"/> 

<xs:element name="ServiceCode " type="tns : serviceCodeType" minOccurs="0"/> 

<xs:element name="TimeStamp" type="xs idateTime" minOccurs="0"/> 

<xs:element name="ReadReply " type="xs :boolean" minOccurs="0"/> 

<xs : element name="EarliestDeliveryTime" type="tns : relativeOrAbsoluteDateType" 

minOccurs=" 0" /> 

<xs:element name="DistributionIndicator" type="xs :boolean" minOccurs="0"/> 
<xs:element name="ContentClass" type="tns : contentClassType" minOccurs=" " /> 
<xs:element name="DRMContent" type="xs :boolean" minOccurs="0"/> 
<xs:element name="ApplicID" type="xs : string" minOccurs="0"/> 
<xs:element name="ReplyApplicID" type="xs : string" minOccurs="0"/> 
<xs:element name="AuxApplicInfo" type="xs : string" minOccurs="0"/> 
<xs: element name="Content" type="tns : contentRef erenceType" minOccurs=" " /> 
</xs : sequence> 
</xs : extension> 
</xs : complexContent> 
</xs : complexType> 

<xs : complexType name="extendedreplaceReqType"> 
<xs : sequence> 

<xs:element name="MM7Version" type="tns : versionType " /> 
<xs:element name="VASPID" type="tns : entitylDType" minOccurs=" " /> 
<xs;element name="VASID" type="tns : entitylDType" minOccurs=" " /> 
<xs:element name="ServiceCode" type="tns : serviceCodeType" minOccurs=" " /> 
<xs : element name="ReplaceID" type="tns :messageIDType" minOccurs="0"/> 
<xs:element name="TimeStamp" type="xs : dateTime" minOccurs=" " /> 
<xs : element name="EarliestDeliveryTime" type="tns : relativeOrAbsoluteDateType" 

<xs : element name="ExpiryDate" type="tns : relativeOrAbsoluteDateType" 

<xs:element name="ReadReply " type="xs :boolean" minOccurs=" " /> 
<xs:element name="DeliveryReport" type="xs :boolean" minOccurs=" " /> 
<xs:element name=" Content" type="tns : contentRef erenceType" minOccurs="0"/> 

</xs : sequence> 
</xs : complexType> 

<xs : complexType name="extendedreplaceRspType"> 
<xs : annotation> 

<xs : documentation>Extended Replace Response</xs : documentation> 
</xs : annotation> 
<xs : sequence> 

<xs:element name="MM7Version" type="tns : versionType " /> 
<xs: element name="MessageID" type="tns :messageIDType"/> 

<xs : element name="Status" type="tns : extendedcancelresponseStatusType" /> 

</xs : sequence> 
</xs : complexType> 

<xs : complexType name="deliveryReportReqType"> 



minOccurs="0"/> 
minOccurs=" " /> 
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<xs : complexContent> 

<xs lextension base="tns :genericRSReqType"> 
<xs : sequence> 

<xs:element name="MessageID" type="tns :messageIDType"/> 
<xs:element name=" Recipient" type="tns :addressType"/> 
<xs:element name="Sender" type="tns : addressType" /> 
<xs: element name="Date" type="xs :dateTime"/> 

<xs:element name="MMStatus" type="tns :mmDeliveryStatusType"/> 

<xs :element name="MMStatusExtension" type="tns :MMStatusExtensionType" 

minOccurs=" " /> 

<xs:element name="StatusText" type="xs : string" minOccurs="0"/> 
<xs:element name="ApplicID" type="xs : string" minOccurs="0"/> 
<xs:element name="ReplyApplicID" type="xs : string" minOccurs="0"/> 
<xs:element name="AuxApplicInf o" type="xs : string" minOccurs="0"/> 
<xs:element name="UACapabilities" type="tns : capabilitiesType" minOccurs="0"/> 
</xs : sequence> 
</xs : extension> 
</xs : complexContent> 
</xs : complexType> 

<xs : complexType name="readReplyReqType"> 
<xs : complexContent> 

<xs :extension base="tns :genericRSReqType"> 
<xs : sequence> 

<xs:element name="MessageID" type="tns :messageIDType"/> 
<xs:element name=" Recipient" type="tns : addressType" /> 
<xs:element name=" Sender" type="tns : addressType" /> 
<xs:element name="TimeStamp" type="xs :dateTime"/> 
<xs:element name="MMStatus" type="tns :mmReadStatusType"/> 
<xs: element name=" StatusText " type="xs : string" minOccurs="0"/> 
<xs:element name="ApplicID" type="xs : string" minOccurs="0"/> 
<xs:element name="ReplyApplicID" type="xs : string" minOccurs="0"/> 
<xs:element name="AuxApplicInf o" type="xs : string" minOccurs="0"/> 
</xs : sequence> 
</xs : extension> 
</xs : complexContent> 
</xs : complexType> 

<xs : complexType name="genericRSReqType"> 
<xs : annotation> 

<xs : documentation>base for all request messages from R/S to VASP</xs :documentation> 
</xs : annotation> 
<xs : sequence> 

<xs:element name="MM7Version" type="tns :versionType"/> 

<xs: element name="MMSRelayServerID" type="tns :entityIDType" minOccurs="0"/> 
</xs : sequence> 
</xs : complexType> 

<xs : complexType name="genericVASPRequestType"> 
<xs : annotation> 

<xs : documentation>Base type for all requests from VASP to R/S</xs :documentation> 
</xs : annotation> 
<xs : sequence> 

<xs:element name="MM7Version" type="tns : versionType" /> 

<xs : element name="SenderIdentif ication" type="tns : senderIDType"/> 

</xs ; sequence> 
</xs : complexType> 

<xs : complexType name="genericResponseType"> 

<xs : annotation> 

<xs : documentation>Any simple response sent </xs : documentation> 

</xs:annotation> 
<xs : sequence> 

<xs : element name="MM7Version" type="tns : versionType " /> 
<xs:element name="Status" type="tns : responseStatusType" /> 

</xs : sequence> 
</xs : complexType> 

<xs : complexType name="responseStatusType"> 
<xs :annotation> 

<xs : documentation>Status information conveyed in responses</xs : documentation> 
</xs : annotation> 
<xs : all> 

<xs:element name="StatusCode"> 
<xs : simpleType> 

<xs : restriction base="tns : statusCodeType"/> 
</xs : simpleType> 
</xs : element> 

<xs: element name="StatusText" type="tns : statusTextType"/> 
<xs:element name="Details" type="tns : anyDataType" minOccurs="0"/> 

</xs : all> 
</xs : complexType> 

<xs : complexType name="extendedcancelresponseStatusType"> 
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<xs : annotation> 

<xs : documentation>Status information conveyed in responses</xs : documentation> 
</xs : annotation> 
<xs:all> 

<xs:element name="StatusCode"> 
<xs : simpleType> 

<xs : restriction base="tns : statusCodeType" /> 
</xs : simpleType> 
</xs : element> 
</xs:all> 
</xs : complexType> 

<xs : simpleType name="mmDeliveryStatusType"> 
<xs : annotation> 

<xs : documentation>Statuses for MM7_delivery_report</xs : documentation> 
</xs : annotation> 

<xs : restriction base="xs : string"> 

<xs : enumeration value="Expired" /> 

<xs lenumeration value="Retrieved"/> 

<xs : enumeration value="Re jected" /> 

<xs : enumeration value=" Indeterminate" /> 

<xs lenumeration value="Forwarded"/> 

<xs : enumeration value="Unrecognised" /> 

<xs : enumeration value="Def erred" /> 

<xs : enumeration value="DeliveryConditionNotMet " /> 
</xs : restriction> 
</xs : simpleType> 

<xs : simpleType name="mmReadStatusType"> 
<xs : annotation> 

<xs : documentation>Statuses for MM7_read_reply</xs : documentation> 
</xs : annotation> 

<xs : restriction base="xs : string"> 

<xs : enumeration value=" Indeterminate" /> 

<xs : enumeration value="Read"/> 

<xs : enumeration value="Deleted" /> 
</xs : restriction> 
</xs : simpleType> 

<xs : simpleType name="messageIDType"> 
<xs : annotation> 

<xs : documentation>Message ID</xs : documentation> 
</xs : annotation> 

<xs : restriction base="xs : string"/> 
</xs : simpleType> 
<xs:group name="AddressGroup"> 
<xs : choice> 

<xs :element name="RFC2822Address"> 
<xs : complexType> 

<xs : simpleContent> 

<xs :extension base="xs : string"> 

<xs : attribute name="displayOnly " type="xs :boolean" use="optional" 

default="false"/> 

<xs : attributeGroup ref="tns : addressSecurity " /> 
</xs : extension> 
</xs ; simpleContent> 
</xs : complexType> 
</xs : element> 

<xs: element name="Number "> 
<xs : complexType> 

<xs : simpleContent> 

<xs : extension base^"xs:string"> 

<xs : attribute name="displayOnly " type="xs : boolean" use="optional" 

default="false"/> 

<xs : attributeGroup ref="tns : addressSecurity"/> 
</xs;extension> 
</xs : simpleContent> 
</xs : complexType> 
</xs : element> 

<xs:element name="ShortCode"> 
<xs : complexType> 

<xs : simpleContent> 

<xs : extension base="xs : string"> 

<xs : attribute name="displayOnly " type="xs :boolean" use="optional" 

default=" false "/> 

<xs : attributeGroup ref="tns : addressSecurity " /> 

</xs : extension> 
</xs : simpleContent> 
</xs : complexType> 
</xs : element> 
</xs : choice> 
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</xs :group> 

<xs : complexType name="multiAddressType"> 

<xs : sequence maxOccurs="unbounded"> 

<xs :group ref="tns :AddressGroup"/> 

</xs : sequence> 
</xs : complexType> 

<xs : complexType name="addressType"> 

<xs :group ref="tns :AddressGroup"/> 
</xs : complexType> 

<xs : attributeGroup name="addressSecurity"> 

<xs : attribute name="addressCoding" type="tns : addressCodingType" use="optional"/> 

<xs : attribute name="id" type="xs:ID" use="optional"/> 
</xs : attributeGroup> 

<xs : simpleType name="addressCodingType"> 
<xs : annotation> 

<xs : documentation>obf uscated or encrypted address type</xs :documentation> 
</xs : annotation> 

<xs : restriction base="xs : string"> 

<xs : enumeration value="encrypted"/> 

<xs lenumeration value="obfuscated"/> 
</xs : restriction> 
</xs : simpleType> 

<xs : complexType name="previouslySentByType"> 
<xs : sequence> 

<xs:element name=" User Agent" type="tns : userAgentInf oType" minOccurs="0" 
maxOccurs="unbounded" /> 
</xs : sequence> 
</xs : complexType> 

<xs : complexType name="previouslySentByDateTime"> 
<xs : sequence> 

<xs:element name="DateTime" type="tns :userAgentDateTimeType" minOccurs="0" 
maxOccurs="unbounded" /> 

</xs : sequence> 
</xs : complexType> 

<xs : complexType name="userAgentInf oType"> 
<xs : complexContent> 

<xs : extension base="tns : addressType"> 

<xs : attribute name=" sequence" type="xs :positiveInteger" use="optional"/> 
</xs : extension> 
</xs : complexContent> 
</xs : complexType> 

<xs : complexType name="userAgentDateTimeType"> 
<xs : simpleContent> 

<xs : extension base="tns : relativeOrAbsoluteDateType "> 

<xs : attribute name=" sequence" type="xs :positiveInteger" use="optional"/> 
</xs : extension> 
</xs : simpleContent> 
</xs : complexType> 

<xs : simpleType name="serviceProviderIDType"> 
<xs : annotation> 

<xs : documentation>Service Provider Identif ication</ xs : documentation> 
</xs : annotation> 

<xs : restriction base="xs : string"/> 

</xs : simpleType> 

<xs : simpleType name="chargedPartyIDType"> 

<xs : annotation> 

<xs : documentation>The address of the third party which is expected to pay for the 

MM</xs : documentation> 

</xs :annotation> 

<xs : restriction base^"xs : string" /> 
</xs : simpleType> 

<xs : simpleType name = "iyiMStatusExtensionType"> 
<xs : restriction base="xs: string "> 

<xs : enumeration value="Re jectionByMMSRecipient " /> 
<xs : enumeration value="Re jectionByOtherRS"/> 
</xs : restriction> 
</xs : simpleType> 

<xs : complexType name="serviceCodeType"> 
<xs : annotation> 

<xs : documentation>Used to identify the specific service given for billing 
purposes</xs : documentation> 
</xs : annotation> 
<xs : simpleContent> 

<xs : extension base="xs : string"> 

<xs : anyAttribute namespace=" ##other " processContents=" lax" /> 
</xs : extension> 
</xs : simpleContent> 
</xs : complexType> 
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<xs : simpleType name="entityIDType"> 
<xs : annotation> 

<xs : documentation>String used to identify the VAS, VASP and MMSC</xs : documentation> 
</xs : annotation> 

<xs : restriction base="xs : string" /> 
</xs : simpleType> 

<xs : complexType name="recipientsType"> 
<xs : annotation> 

<xs : documentation>At least one of To, CC, Bcc</xs :documentation> 
</xs : annotation> 

<xs : sequence maxOccurs="unbounded"> 
<xs : choice> 

<xs:element name="To" type="tns :multiAddressType"/> 
<xs:element name="Cc" type="tns :multiAddressType"/> 
<xs:element name="Bcc" type="tns :multiAddressType"/> 
</xs : choice> 
</xs : sequence> 
</xs : complexType> 

<xs : simpleType name="messageClassType"> 
<xs : annotation> 

<xs : documentation>Message class</ xs : documentation> 
</xs : annotation> 

<xs : restriction base="xs : string"> 

<xs :enumeration value="Personal"/> 

<xs : enumeration value="Informational"/> 

<xs lenumeration value="Advertisement"/> 

<xs : enumeration value="Auto" /> 
</xs : restriction> 
</xs : simpleType> 

<xs : simpleType name="priorityType"> 
<xs : annotation> 

<xs : documentation>Priority of MM</xs : documentation> 
</xs : annotation> 

<xs : restriction base="xs : string"> 

<xs :enumeration value="Normal"/> 

<xs : enumeration value="High"/> 

<xs : enumeration value="Low"/> 
</xs : restriction> 
</xs : simpleType> 

<xs : simpleType name="relativeOrAbsoluteDateType"> 
<xs : annotation> 

<xs : documentation>Date which can be relative or absolute</xs : documentation> 
</xs : annotation> 

<xs: union memberTypes="xs : dateTime xs : duration" /> 
</xs : simpleType> 

<xs : complexType name="deliveryConditionType"> 
<xs : annotation> 

<xs : documentation>DeliveryConditions provided in MMVSubmitReq, that all need to be 
respected for the MM to be delivered </xs :documentation> 
</xs : annotation> 
<xs : sequence> 

<xs: element name="DC" type="xs :positiveInteger" minOccurs=" " maxOccurs="unbounded" /> 

</xs ; sequence> 
</xs : complexType> 

<xs : simpleType name="chargedPartyType"> 

<xs : annotation> 

<xs : documentation>Allows specification of which party - Sender or Reciever pays for 

transmission</xs : documentation> 
</xs :annotation> 

<xs : restriction base-"xs : string"> 

<xs : enumeration value=" Sender " /> 

<xs : enumeration value="Recipient " /> 

<xs ; enumeration value="Both" /> 

<xs ; enumeration value="Neither " /> 

<xs : enumeration value="ThirdParty"/> 
</xs : restriction> 
</xs : simpleType> 

<xs : simpleType name="contentClassType"> 
<xs : annotation> 

<xs : documentation>Content Class Type used in MM7_Submit and MM7_Replace 
</xs :documentation> 

</xs : annotation> 

<xs : restriction base="xs:string"> 
<xs : enumeration value="text " /> 
<xs : enumeration value=" image-basic " /> 
<xs : enumeration value=" image- rich" /> 
<xs : enumeration value="video-basic"/> 
<xs : enumeration value="video-rich"/> 
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<xs : enumeration value="megapixel"/> 
<xs : enumeration value="content-basic"/> 
<xs lenumeration value="content-rich"/> 
</xs : restriction> 
</xs : simpleType> 

<xs : simpleType name="versionType"> 
<xs : annotation> 

<xs : documentation>Version number in the format of x.y.z </xs : documentation> 
</xs : annotation> 

<xs : restriction base="xs : string"> 



<xs ; 


; enumeration 


value= 


"6. 


.8. 


0"/> 


<xs ; 


; enumeration 


value= 


"6. 


.6. 


0"/> 


<xs ; 


; enumeration 


value= 


"6. 


.5. 


0"/> 


<xs ; 


: enumeration 


value= 


"6. 


,4. 


0"/> 


<xs ; 


: enumeration 


value= 


"6. 


,3. 


0"/> 


<xs ; 


: enumeration 


value= 


"5. 


,1C 


l.0"/> 


<xs ; 


: enumeration 


value= 


"5. 


,8. 


0"/> 


<xs ; 


; enumeration 


value= 


"5. 


.6. 


0"/> 


<xs ; 


; enumeration 


value= 


"5. 


.5. 


0"/> 


<xs ; 


; enumeration 


value= 


"5. 


.3. 


0"/> 



</xs : restriction> 
</xs : simpleType> 

<xs : simpleType name="statusCodeType"> 
<xs : annotation> 

<xs : documentation>request status resonse codes in RES </xs : documentation> 
</xs : annotation> 

<xs : restriction base="xs : posit ivelnteger " /> 
</xs : simpleType> 

<xs : complexType name="contentReferenceType"> 
<xs : annotation> 

<xs : documentation>content element including only href </xs : documentation> 
</xs : annotation> 

<xs : attribute name="href" type="xs : anyURI " use="required"/> 

<xs : attribute name="allowAdaptations" type="xs :boolean" def ault="true" use="optional"/> 
</xs : complexType> 
<xs : complexType name="capabilitiesType "> 
<xs : annotation> 

<xs : documentation>Base attributes for transfering user agent capabilities from R/S to 
VASP, UAProf is e.g UserAgent Name, or URL to the UAProfile RDF. The TimeStamp is used to convey the 
last known update by the MMS R/S to the UACapabilities</xs : documentation> 
</xs : annotation> 

<xs : attribute name="UAProf " type="xs : string" use="optional"/> 

<xs : attribute name="TimeStamp" type="tns : relativeOrAbsoluteDateType" use="optional"/> 
</xs : complexType> 

<xs : complexType name="anyDataType"> 
<xs : annotation> 

<xs : documentation>Any element and attribute </xs : documentation> 
</xs : annotation> 
<xs : complexContent> 

<xs : restriction base="xs : anyType"> 
<xs : sequence> 

<xs:any processContents=" lax" minOccurs=" " maxOccurs="unbounded" /> 

</xs : sequence> 
</xs : restriction> 
</xs ; complexContent> 
</xs : complexType> 

<xs : simpleType name="statusTextType"> 

<xs : annotation> 

<xs : documentation>list of standard human-readable status descriptions</xs : documentation> 

</xs : annotation> 

<xs : restriction base="xs : string"/> 
</xs : simpleType> 
</xs : schema> 
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Annex L1 (informative): 
Schema Version Handling 

This annex defines the version numbers present in the MM7 Schema / Stage 3. (Annex L) 
The schema target and default namespace versions are independent of the specification version. 

MM7 versionType defines a list of specification values. The top element holds the current specification value for which 
the stage 3 was created against. 

In the event of a stage two specification version X.Y.Z (cf. clause "Foreword") change without a stage three change, the 
schema version present in the target namespace URL or MM7 version type definition remain unchanged. 

If a change is made to the schema, a new targetNamespace is used together with a new entry to the versionType 
enumerated table to indicate the latest specification. 

Example 1: 

REL-6-MM7-1-2 changes to REL-6-MM7-1-3 and the latest specification version e.g. 6.6.0 is added to the versionType 
definition. 

Schema version present in the target namespace URL shown in bold text: 

<xs;schema targetNamespace=''http://www.3gpp.org/ftp/Specs/archive/23_series/23.140/schema/REL-6-MM7-1-32'' 
xmlns:soap="http://schemas. xmlsoap.org/soap/envelope/" xnnlns:xs="http://www. w3.org/2001/XMLSchema" 
xmlns:tns="http://www.3gpp.org/ttp/Specs/archive/23_series/23.140/schema/REL-6-MM7-1-32'' 

MM7 VersionType definition 

<xs:simpleType name="versionType"> 

<xs:annotation> 

<xs:documentation>Version number in the format of x.y.z </xs:documentation> 
</xs:annotation> 
<xs:restriction base="xs:string"> 

<xs:enumeration value="6.6.0"/> 

<xs:enumeration value="6.5.0"/> 
</xs:restriction> 
</xs:simpleType> 
Example 2: 

if changes done in version 6.Y.Z do impact MM7-1-A, then a version 6.Y+1.0 will be created: 

o With adding <xs:enumeration value="X.Y+1 .0"/> to the " versionType" 

<xs:simpleType name="versionType"> 
<xs:annotation> 

<xs:dooumentation>Version number in the format of x.y.z </xs:documentation> 
</xs:annotation> 
<xs:restriction base="xs:string"> 
<xs:enumeration value="6.Y+1 ■0"/> 

<xs:enumeration value="6.Y.0"/> 

</xs:restriction> 
</xs;simpleType> 



o With changing the NameSpace <xs:schema 

targetNamespace="http://www.3gpp.org/ftp/Specs/archive/23_series/23.140/schema/REL-6-MM7-1-A+l" 
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o With changing the XMLschema xmlns:soap="http://schemas.xmlsoap.org/soap/envelope/" 
xmlns:xs="http://www. w3.org/2001/XMLSchema" 

xmlns:tns="http://www.3gpp.org/ftp/Specs/archive/23_series/23.140/schema/REL-6-MM7-1-A+1'' 

if changes made to version 6.Y.Z do not impact MM7-1-A, then a version 6.Y+1.0 will be created: 

o Without adding <xs:enumeration value="6.Y.Z"/> to the " versionType" 

o Without changing the NameSpace <xs:schema 

targ8tNarnespace=''http://www.3gpp.org/ftp/Specs/archive/23_S8ries/23.140/schema/REL-6-MM7-1-A" 

o Without changing the XMLschema xmlns:soap="http://sch8mas.xmlsoap.org/soap/envelope/" 

xmlns:xs="http://www. w3.org/2001/XMLSchema" 

o xmlns:tns="http://www.3gpp.org/ftp/Specs/archive/23_series/23.140/schema/REL-6-MM7-l-A" 



ETSI 



3GPP TS 23.140 version 6.10.0 Release 6 



209 



ETSI TS 123 140 V6.10.0 (2005-06) 



Annex M (informative): 

Recipient MMS Relay/Server Delivery Report generation 
and presentation to tlie originator MMS User Agent. 



Table M.1 : Recipient lUllUlS R/S Delivery Report generation and presentation to the originator MMS UA 





Originator MMS UA 


Request a Delivery Report 


Does not request a Delivery Report 


Origi 
nator 
MMS 
R/S 


Request a 

Delivery 

Report 


Recipient permits sending Delivery Report, 
then recipient R/S: 
Sends Delivery Report 
Forward to Orig UA = Yes 


Recipient permits sending Delivery Report, 
then recipient R/S: 
Sends Delivery Report 
Fon/vard to Orig UA = No 


Recipient does not permit sending Delivery 
Report, then recipient R/S: 
Sends Delivery Report 
Forward to Orig UA = No 


Recipient does not permit sending Delivery 
Report, then recipient R/S: 
Sends Delivery Report 
Forward to Orig UA = No 


Does not 
request a 
Delivery 
Report 


Recipient permits sending Delivery Report, 
then recipient R/S: 
Sends Delivery Report 
Forward to Orig UA = Yes 


Recipient permits sending Delivery Report, 

then recipient R/S: 

Does not send Delivery Report 


Recipient does not permit sending Delivery 
Report, then recipient R/S: 
Does not send Delivery Report 


Recipient does not permit sending Delivery 
Report, then recipient R/S: 
Does not send Delivery Report 
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Annex N (normative): 

Information Element mapping for the support of MSCF 

This annex defines the mapping of MMl, MM4, MM7 abstract message information elements to and from MM 10 
message information elements. 

Table N.1: Mapping MM1_submit.REQ -> MMIOJnterrogation.REQ 



Information elements in 


Information elements 


MM1_submit.REQ 


in MMIOJnterrogation.REQ 


Message Type 


- 


Transaction ID 


- 


MMSVersion 


- 


Recipient address 


Initial Recipient Address 


Content type 


- 


Sender address 


Sender Address 


IVIessage class 


- 


Date and time 


- 


Time of Expiry 


- 


Earliest delivery time 


- 


Delivery report 


Delivery Report 


Reply-Charging 




Reply-Deadline 




Reply-Charging-Size 




Priority 




Sender visibility 


Sender Visibility 


Store 




IVIM State 




MM Flags 




Read reply 


Read Reply 


Subject 




Reply-Charging-ID 




Content 






Message type 




Trigger Event 




Served User Identity (Note 1) 




Served User IMSI (Note 2) 




Originating Interface (MM1) 




Service Key 


Note 1 : The Served User Identity contains the authentic 
subscriber identification as derived from the MM1 


authentication mechanism 


Note 2: The Served User IMSI shall be present if made 
available to the MMS Relay/Server as part of the 
MM1 authentication process. 
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Table N.2: Mapping MM4_forward.REQ -> MMIOJnterrogation.REQ 



II 1 lUI 1 1 ICllllJI 1 dCllldllO III 


II 1 lui 1 1 idiiui 1 cid 1 Id iio 


MM7 submit REO 

1 VII VI r ouuiiiiiai ikut 


in MMin intprrnnfltinn REO 

III iVilVi 1 U III Id 1 WUClli VI III l^^f 


OVJinr Ivllvio VdolUli 




IVyioccsino T\/no 
ivicoodyc; 1 y|Jc 




1 1 Ctl lOCtUllUI 1 lU 




Message ID 




ntjOipicilUbj dUUicbo 


lllllldl rlcOipiclU rtUUicbb 




ociiuer Muuicbb 






IVIcbbdyc uldbb 




L/alc d,ilU unit; 




Time of Expiry 




ueiivery repon 


ueiivery nepori 


uriginaior ri/o aeiivery 
report 




Priority 




oenuer visiuiiiiy 


oenaer visiijiiiiy 


Read reply 


Keau riepiy 


oUDjeci 




Acknowledgsment 

nequesi 




rUIWdiU OUUillcl 




Pro\/if^i 1 cl\/-co nt-h\/ 

r 1 tjviuubiy bci iL uy 




Previously-sent-date- 
and-time 




Content 






IVIessage type 




Trigger Event 




Originating Interface (MM4) 




Service Key 




Served User Identity 



ETSI 



3GPP TS 23.140 version 6.10.0 Release 6 212 ETSI TS 123 140 V6.10.0 (2005-06) 

Table N.3: Mapping MM7_submit.REQ -> MMIOJnterrogation.REQ 



II 1 lUI 1 1 ICllllJI 1 dCllldllO III 
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Table N.4: Mapping MM10_interrogation.RES -> MMI Notification.REQ and MMI retrieve.RES 
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Table N.5: Mapping MM10_interrogation.RES -> MM4_Forward.REQ 
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